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Preface 



The importance of safety and security is growing steadily. Safety is a quality cha- 
racteristic that traditionally has been considered to be important in embedded 
systems, and security is usually an essential property in business applications. 
There is certainly a tendency to use software-based solutions in safety-critical 
applications domains, which increases the importance of safety engineering tech- 
niques. These include modelling and analysis techniques as well as appropriate 
processes and tools. And it is surely correct that the amount of confidential data 
that require protection from unauthorized access is growing. Therefore, security 
is very important. On the one hand, the traditional motivations for addressing 
safety and security still exist, and their relevance has improved. On the other 
hand, safety and security requirements occur increasingly in the same system. 
At present, many software-based systems interact with technical equipment and 
they communicate, e.g., with users and other systems. Future systems will more 
and more interact with many other entities (technical systems, people, the envi- 
ronment). In this situation, security problems may cause safety-related failures. 
It is thus necessary to address safety and security. It is furthermore required to 
take into account the interactions between these two properties. 

Since their start in 1979 the SAFECOMP conferences have provided a plat- 
form for discussing topics related to dependable applications of computer sy- 
stems. This requires us to deal with system aspects including hardware and 
software. Additionally, it is necessary to address a variety of properties, e.g., sa- 
fety, security, reliability, and availability. The SAFECOMP conferences discuss 
research results, technical innovations, tools, processes, and organizational as- 
pects. And they provide a forum for exchanging ideas between researchers and 
industry. 

This year’s program underlined system aspects. The majority of the contribu- 
tions presented approaches that address complete systems including hardware, 
software, and the environment. The technical content covered a wide range from 
formal to informal methods. It seems that each approach is characterized by 
specific preconditions and has its own application domain. 

We are convinced that the reader of this book will get valuable information 
on how to improve the safety and security of computer-based systems. 

Authors from 17 countries all over the world responded to the call for papers. 
Out of 63 submitted papers, 24 were selected for the conference. We wish to 
thank the members of the International Programme Committee and the external 
reviewers for their excellent review work and fruitful discussions in setting up 
the programme of SAFECOMP 2004. They also helped a lot to disseminate all 
announcements. 

We would like to express our special thanks to Massimo Felici. He main- 
tained the tool CyberClrair for us, and, being the organizer of the last two 
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SAFECOMPs, he was our oracle and early warning system of what could possi- 
bly go wrong. 

Sincere thanks go to the invited speakers, Andreas Pfitzmann, Didier Essame 
and Ralf G. Herrtwich, and the session chairpersons for their support. 

Setting up the technical programme of the conference was one thing, to ac- 
tually make SAFECOMP 2004 happen was another. Our organizing team Katrin 
Augustin, Hans-Peter Wagner, Carsten von Sclrwiclrow and Holger Schmidt did 
their best to make this event a success, and they did an outstanding job. Thank 
you. 

Last but not least our special thanks go to the Hasso-Plattner-Institute in 
Potsdam for providing the premises, the conference infrastructure and the an- 
swers to all our questions. 

Our best wishes go to the organizers of SAFECOMP 2005 in Norway, and we 
hope that SAFECOMP 2004 motivated many attendees to support next year’s 
conference. 
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Why Safety and Security Should and Will Merge 



Andreas Pfitzmann 



Fakultat Informatik 
TU Dresden 
D-01062 Dresden 

pf itza@inf . tu-dresden . de 



In the past, IT-systems at most were either safety-critical (i.e. no catastrophic conse- 
quences for the environment of the IT-system) or security-critical (i.e. even deter- 
mined attackers cannot gain unauthorized access to information within and/or with- 
hold resources of the IT-system). In future, more and more IT-systems will be both, 
safety- and security-critical. The reason for this is that IT-systems are embedded in 
ever more influential parts of our living- and working environment and that these 
embedded IT-systems are networked - be it to enhance their functionality now (or just 
as an option for future use), be it to ease maintenance. 

Of course the safety community might (and should) issue warnings against this at- 
titude of system design, because it undermines the classical way to engineer and vali- 
date safety. Of course the security community should frankly admit that using the 
present IT-infrastructures incorporating all kinds of unmanaged design complexity, 
security is mainly unachievable. But my experience of 20+ years in the area of secu- 
rity and privacy suggests that our warnings will not be heard or at least downplayed 
with arguments like: 

• “These tiny embedded systems can’t cause serious catastrophes, so safety is 
not an issue.” (But if you network many systems and their failures might 
therefore occur at the same cause, the consequences might be much more se- 
rious.) 

• “Is security really an issue? Who should have both a possibility and a moti- 
vation to attack?” (But if networking gets ever more pervasive and conflicts 
in our real world are not going to disappear, the answer will soon be: quite a 
few. But when this manifests itself on a larger scale - remember the warn- 
ings against viruses and worms issued more than 15 years from now - fixing 
the problem within a reasonable time span will be impossible.) 

Therefore, the safety and security communities should combine and integrate ef- 
forts to designand build the networked embedded systems as secure and safe as possi- 
ble given the constraints of legacy systems to be used and functionality deemed nec- 
essary for the end-users. 

So far so easy to argue and understand. But do we have a chance to successfully 
combine and integrate? I hope so: 

• Fail-safe and confidentiality as an essential security property have many 
structural similarities as do providing at least a gracefully degraded service 
and availability as another essential security property. 
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• We have many mechanisms useful both for fault tolerance (security against 
unintentional “attacks”) and security, where discerning between uninten- 
tional and intentional is mainly interesting for legal consequences, since stu- 
pid errors made in a complex IT-systems tend to behave quite intelligent in 
other parts of the systems or w.r.t. its output. 

This suggests that unifying our approaches is both necessary and promising. 




The Deconstruction of Safety Arguments Through 
Adversarial Counter-Argument 



James M. Armstrong 1 and Stephen E. Paynter' 



1 Centre for Software Reliability, School of Computing Science, 
University of Newcastle Upon Tyne, United Kingdom. 

J . M . Armstrong@newcastle . ac . uk 
2 MBDA UK Ltd, Filton, Bristol, United Kingdom, 
stephen.payntergmbda. co .uk 



Abstract. The project Deconstructive Evaluation of Risk In Dependability Ar- 
guments and Safety Cases (DERIDASC) has recently experimented with tech- 
niques borrowed from literary theory as safety case analysis techniques. This 
paper introduces our high-level method for “deconstructing” safety arguments. 
Our approach is quite general and should be applicable to different types of 
safety argumentation framework. As one example, we outline how the approach 
would work in the context of the Goal Structure Notation (GSN). 



1 Deconstruction in a Safety Context 

French philosopher Jacques Derrida’s concept of deconstruction rests upon the idea 
that, ironically enough, the meaning of an argument is a function of observations that 
it excludes as irrelevant and the perspectives that it opposes either implicitly or 
explicitly. On the one hand, if we recognise an opposing argument explicitly, we 
might be tempted to misrepresent it as weaker than we really feel it to be; but if this 
misrepresentation is detected, or if our own arguments do not convince, we may 
succeed only in perpetuating the opposing view. On the other hand, if we try to 
suppress our acknowledgment of credible doubt, we leave the reader mystified as to 
why we feel the need to argue our conclusion. To ‘deconstruct’ an argument is to try 
to detect such failures of “closure”. Such failures need not necessarily lead one to an 
opposed conclusion (Armstrong & Paynter 2003, Armstrong 2003). 

A deconstruction of an argument tries to show how the argument undercuts itself 
with acknowledgements of plausible doubts about its conclusion and betrays a nerv- 
ous desire for the truth of assumptions and conclusions rather than unshakeable confi- 
dence. This perspective recognizes that deductive argument is unequal to the tasks of 
resolving contradictions and unifying the different explanatory narratives that underlie 
our debates. The deconstruction of a deductive argument has two stages. The reversal 
stage develops a counter-argument from clues offered within the original argument; 
the displacement stage compares the two arguments. In the safety assessment context 
we view reversal as an opportunity for the reassessment of the existing safety accep- 
tance criteria. 

A safety argument is required to be inferentially valid in some sense and its em- 
pirical premises must be justified in such a way that they seem plausible. Empirical 



M. Heisel et at. (Eds.): SAFECOMP 2004. LNCS 3219. pp. 3-16, 2004. 
© Springer-Verlag Berlin Heidelberg 2004 




4 



J.M. Armstrong and S.E. Paynter 



claims can attain the status of knowledge only by means of supporting evidence of 
varying reliability. This is recognized in logics of justified belief that allow premises 
to be “warranted” to differing degrees; for example, Toulmin (1958). Starting with the 
reversal stage of safety argument deconstruction we ignore the warrantedness of the 
premises: instead, we try to produce a counter-argument that seems warrantable. 
Hence we provisionally assume that we could find sufficient evidence for justified 
belief in our counter-argument. In the displacement stage we deal with the relative 
strength of the warrants and backing evidence for both argument and counter- 
argument. Hopefully, after reversal we will be able to see that one argument (or both) 
is (are) unsatisfactory and act accordingly (either accept the system or require more 
risk reduction). However, there is a possibility that we get two opposing arguments 
that are “sufficiently” warranted. A deconstruction must explicitly recognize and 
analyze this particular failure of “closure”. To question the “closure” of an argument 
is to try and find a possibility that has been excluded but which when re-introduced 
undermines faith in the argument by suggesting a plausible counter-argument. Thus 
the process of deconstruction is in the final analysis adversarial. 

Section 2 of this paper presents a brief example of safety argument deconstruction 
using the Goal Structuring Notation (GSN). As yet we have no pragmatic justification 
(e.g. cost-benefit) for the use of safety argument deconstruction in safety processes. 
Therefore, in Section 3 we confine ourselves to a philosophical justification in terms 
of the lack of deductive closure in any non-absolute argument: we show that when 
safety decision makers act upon “sufficiently justified” beliefs - as they do when they 
accept or reject safety-critical systems - they are necessarily committing themselves 
to a variant of the ‘lottery paradox’. We explain this using a Warranted Deduction 
Schema we have developed for the comparison of arguments and counter-arguments. 
Sections 4 examines political aspects of deconstruction in terms of the Warranted 
Deduction Schema. Section 5 outlines future issues in the pragmatic justification of 
safety argument deconstruction. 



2 An Example: The Goal Structuring Notation 

The example deconstruction in this section is done in the context of the Goal Structur- 
ing Notation (GSN) and is adapted from Kelly (1998). The example argues a suffi- 
ciency of protection against a risk of catastrophic failure. In the source text, the ex- 
ample is only part of a larger GSN argument and thus some of the questions we put 
are answered there or are not relevant. We have taken the example out of its original 
context to illustrate the process of deconstruction. GSN is intended to make the struc- 
ture of arguments clearer than in free text. Thus it provides a neutral and convenient 
format for the (de)construction of safety counter-arguments. GSN specifies: 

- Goals (best expressed as predicates) 

- Goal Decomposition (top down) 

- Strategies (for explaining goal decompositions) 

- Solutions (direct information sources) 

- Justifications (for explaining rationale) 

- Assumptions 
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Fig. 1 . GSN Example 



There are also links to information and factors outside the scope of the argument 
itself: Contexts (for describing the circumstances of the argument), and links to Mod- 
els of a system. Hence it is a simple matter to define a “shadow” GSN that provides a 
starting point for the construction of counter-arguments: 

- Anti-goals (negations of the stated goals) 

- Anti-goal Deconstruction (questioning the verifiability of a goal, the consistency 
between its anti-goal and stated subgoals, and the mutual independence of sub- 
goals) 

- Tactics (goal decompositions without an explicit strategy) 

- Questions (to be placed against solutions) 

- Presuppositions (unexplained rationale behind justifications) 

- Counterassumptions (negations of assumed facts) 

In the reversal stage, GSN contexts and links to system models should be taken as 
givens. However, during displacement, if a counter-argument proves fruitful, the 
context in which it is stated may diverge in important ways from the original and this 
should be recorded in it. 



2.1 Reversal 

Given that the meanings of “sufficient” and “intolerable platform failure” are made 
clear in Fig 1. the negation of the top-level goal G1 to give an anti-goal is trivial. 
Looking at the decomposition of G1 we can see that the argument depends upon a 
distinction between random and systematic failure contributions, but this distinction is 
left unexplained. The deconstructor would hypothesize the absence of any explana- 
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tory strategy as an argumentative tactic. The way in which the two rates have been 
combined in the example is not clarified: for example, one can ask whether in order to 
get random failure rates sufficiently low the design has not used a complex scheme 
for redundancy that has made systematic errors more likely. 

Furthermore, the distinction between “random” and “systematic” failures can be 
questioned. For example, “random” failure rates for hardware vary with intended 
operating conditions and it could be that Fault Tree Analysis (C3) has not taken ac- 
count of this. 

For “systematic” failure rates the chain of goals G3-G4-G5 could indicate flawed 
reasoning. For example, the negation of G3 is not in contradiction with G4. A presup- 
position behind J 1 is that Development Assurance Level A and its associated tools, 
techniques and methods are “appropriate” for systems whose consequences of failure 
would be catastrophic. This most likely means that Level A development is required 
where failure is catastrophic; but it probably does not mean that adherence to Level A 
is considered sufficient to bound the predicted rate of systematic failure, or that the 
prediction must remain below any specific threshold of acceptability. Still less can a 
process be expected to bound the measured rate of catastrophic failure, as this is de- 
pendent upon the level of exposure to the system and its hazards that society chooses 
to accept. 

The example argument omits system and environment models from which system- 
atic failure rate predictions must be derived. Instead, it argues that a Level A devel- 
opment process is commensurate with an acceptable systematic failure contribution. 
However, the best contribution that a development process can make to a systematic 
failure rate prediction is assurance that it provides the right context for the detection 
of unreliable systematic failure predictions: historically, it should have supported the 
derivation of reliable predictions, whatever those predictions might have been. As- 
suming this to be the case, the argument remains incomplete without the models that 
justify a specific predicted figure. 

We can also speculate that justification J1 would be especially fallacious if the 
definition of Development Assurance Level A recognised that its tools and techniques 
- while appropriate for handling catastrophic hazards - were insufficient for the at- 
tainment of definite systematic failure rates. In such a case, the goal chain G3-G4-G5 
would constitute a non-compliance with Level A and we might consider the argument 
to be what philosophers sometimes call a performative self-contradiction (a non- 
compliant assertion of compliance). 

Such questions would lead to the counter-argument in Fig 2. 



2.2 Displacement 

The original GSN argument would be considerably improved by: 

- The addition of a specific systematic failure contribution estimate 

- Linking in system specification, test evidence, and hazard models as solution 
evidence for the systematic failure prediction G3 

- Adding a strategy showing how the systematic failure rates were combined with 
the random failure estimate to give G1 

- Stressing that goals G1 and G2 are only predicted failure rates in their text 




The Deconstruction of Safety Arguments Through Adversarial Counter-Argument 



7 




Fig. 2. Example GSN Counter-argument 



- Making G5 part of the context of G1 

- Combining G4 and J 1 into a justification of the systematic failure rate prediction 
(by attachment to the modified G3) 

A general conclusion that emerges from the deconstruction is that even when a top- 
level safety goal is clearly stated, the conditions of its verifiability might presuppose 
the acceptance that is supposedly being argued. Evidently no analysis can predeter- 
mine a predicted rate as equal to the measured rate; system acceptance is a condition 
for verifying such a prediction. Thus when a predicted catastrophic failure rate of 10" 6 
is set as a “goal”, there is a risk that the safety argument focuses solely on finding a 
way of expressing the required prediction. The problem with our example argument is 
that only goals G6 and G4 can be reasonably considered verifiable before acceptance, 
whereas G1 and G2 and G3 have to be understood as predictions that could be veri- 
fied only after a presupposed acceptance. 

Such goals might be better thought of as conditions for continued system accept- 
ability: for example, the system could be temporarily withdrawn for modification if 
the failure rate ever exceeded the predicted rate. However, it is sometimes the case 
that a system is withdrawn for modification as soon as it fails catastrophically within 
the predicted rate, or even after a “near-miss”. There seems to be an implicit distinc- 
tion between the acceptability of a predicted rate of catastrophic failure and the ac- 
ceptability of a near-miss or an actual catastrophic failure, even where the rate predic- 
tion admits these possibilities. Put simply, we accept abstract and idealised dangers as 
they are predicted in safety arguments more readily than we accept the empirical 
prospect of danger or its actual consequences. 
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In this case, predictions of catastrophic failure rate are best seen as a basis for as- 
sessing and controlling exposure to danger, so that “over-egging” the predictive 
power of a development process is to be avoided. Since no development process 
could be shown to bound measured systematic failure rates without reference to a 
specification (which determines which behaviours are considered as failures) and 
since the process arguably limits the reliability of predicted failure rates, to do so 
might breed false confidence on all sides. 



3 A Philosophical Justification for Safety Argument 
Deconstruction 

To have any force, a safety argument must really consist of an argument and a “meta- 
argument”. The argument says that from a certain set of premises P p ..., P n , the con- 
clusion C follows. The conclusion might consist of a number of claims C C n but 
we will assume a single conclusion for simplicity. We will use deductive validity as 
the interpretation of “follows” for now, but we do not mean this to be taken too liter- 
ally: we expect that any kind of inference rule could be used - including rules that 
allow exceptions, such as Toulmin’s (1958) “warrants” with their backing evidence 
and qualifiers. Thus our safety arguments will be of the form: 

p P ...,p n I- C 

Since deductive validity does not guarantee that the inference is sound, the argu- 
ment must also justify belief in each premise. For now we will not worry about the 
strength of this justification. Thus the argument being offered is equivalent to: 

SA justified(Pj),..., justified(PJ \- justified(C) 

To have the force that it has, the argument needs to claim that because the premises 
are justified and the conclusion follows from them, then the conclusion is also justi- 
fied. There is usually a constraint on the strength of the claim. We shall consider this 
matter presently. 

The principle relied upon to make inferences of warranted beliefs from warranted 
premises is called the Deductive Closure Principle ( DCP ). As Olin (2003, p.83) ex- 
presses it: 

Deductive Closure Principle (DCP). If you are justified in believing P p ..., P lt and 
P p ..., P r Jointly imply Q, and you see this, then you are justified in believing Q. 

Olin gives several reasons why this principle is more problematic than it first ap- 
pears. Her observations relate to the “lottery paradox”. In this paradox, we hold a 
ticket in a thousand-ticket lottery. We know one ticket will win. We assess the prob- 
ability against winning as 999/1000 and decide that this level of probability justifies 
us in believing we will not win: but our ticket is just like all the others, and our infer- 
ence is therefore equally justified for all other tickets; which would mean that no 
ticket would win. So in making the inference that we will not win we are implicitly 
accepting contradictory propositions (Olin 2003). We have drawn analogous conclu- 
sions from a consideration of the underlying logic of acting upon evidentially justified 
beliefs that is the basis of the safety process. 
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Consideration of DCP leads to a variant of the lottery paradox that applies to the 
notion of a “sufficiency” of confidence in a defeatable statement, such as a safety 
claim. Note the words “and you see this” in DCP: Derrida’s deconstruction is con- 
cerned with what happens when one sees “this” but does not see what is opposed to 
“this”. It suggests that we ask what the opposite of “justified” could be. The answer 
“unjustified” yields a problem: “unjustified” does not mean the same as “unjustifi- 
able”. All “justified” means is that a good justification for a statement has been con- 
structed. All “unjustified” means is that no good justification has been offered so far. 
Ironically, a claim of “unjustifiability” would be itself unjustified in the context we 
are considering: in denying the possibility of empirical justification to a given state- 
ment, “unjustifiability” makes an implicit appeal to the absolute truth of the negation 
of that statement. We are trying to minimize reliance on such appeals for empirical 
premises; yet we cannot assert the “unjustifiability” of an assertion where, to avoid 
the charge of scepticism, all empirical reasoning has been put on non-absolute and 
evidential grounds. However, we will continue (at least provisionally) to adhere to the 
view that non-empirical (i.e. logical) contradictions are unjustifiable. 

We have found a number of problems with DCP as Olin (2003) formulates it. 
Firstly, it is not clear whether “implies” is a material implication and if it is, whether 
we are to believe that the inference P p ..., P n implies Q is itself justified. Secondly, 
since false implies every statement, DCP can be used to deduce belief in contradic- 
tions from contradictory premises. We fix these problems by requiring that the set of 
premises P p ..., P n be satisfiable (their conjunction is logically consistent) and that 
there must be a deductive argument from them to the conclusion in question: 



Strengthened Deductive Closure Principle (SDCP). Given: 

a) a set of premises P p . . , , P n 

b) a justification for each premise in P, P 

c) an argument that P p ..., P n is a satisfiable set of premises 

d) that P p ..., P n |- Q is a deductively valid inference 

e) and one sees this, 

then one is justified in believing Q. 

Below we develop a “deconstructive” schema for dialectical argument that allows 
different levels of confidence to be assigned to a statement. We follow Toulmin 
(1958) in allowing that what he calls a “warrant” - an inference rule - itself needs to 
be justified. It can be strengthened by backing evidence or weakened by data about 
exceptions. Thus confidence in a justification is a matter of degree. Rather than intro- 
duce backing as a separate term, we define the level of confidence in a justification as 
a function 0 ) that maps the claimed statement to a value n where 0 <n < 1. We refer 
to this as the warrantedness of the statement. Warrantedness can be absolute or zero, 
so that we can include total certainties and unwarranted statements should they be 
claimed. 

We also need to be able to record how far the deductive argument itself is war- 
ranted. For example, we might use a proof tool to do a deduction, and have some 
worries about its reliability; or if the derivation is long and complex, we might have 
doubts about our own capability to check it. If we accept such possibilities, we have 
to adopt a logically weakened version of SDCP: 
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Warranted Deduction Schema (WDS). Suppose we have: 

a) a set of premises P p ..., P n 

b) a degree of warrant ax where 0 < CO< 1, for each of P p ..., P n 

c) an argument that sat(P p ..., P n ), i.e. we have a satisfiable set of premises 

d) a deductively valid inference I 1 ,,..., P n |— Q 

e) a degree of warrant ax for the argument in (c) 

f) a degree of warrant ax for the deduction in (d) 

then we are justified in believing ax(Q), where this is defined as: 

ax(P i ,) x ax(sat(P p ..., PJ) x ax( P p ..., P n \- Qf 

where ax (P ) is the minimum of the warrants in b): min(f x \ x = ax (P ) for all / in 
1 -«}) 

Note that a consequence of WDS is that a zero degree of warrant for any statement 
or deduction immediately nullifies the degree of warrant for the conclusion. The deri- 
vation of a certainty would require all statements and deductions to be certain. In 
bounding confidence in our argument by the least warranted premise, we have 
adopted a conservative approach. We do not currently allow the mutual consistency of 
premises to increase confidence in the set as a whole. 

A theory of inductive justification requires the idea of a sufficient degree of war- 
rant that justifies belief in a defeatable statement. This is analogous to a basic presup- 
position of probabilistic reasoning that the lottery paradox puts into question (see Olin 
2003, p. 79): 



Principle of Sufficient Warrant (PSW). 

There exists a degree of warrant ax, such that 0.5 < £2 < 1, and such that if statement P 
has warrant ax{P) > £2, then we are justified in believing that P. 

In what follows, where a statement P has the sufficient degree of warrant £2, we 
will simply write £2 (P). This principle leads to a contradiction analogous to the lottery 
paradox as we shall show. 

Consider the notion of a least sufficiently warranted argument. This is an argument 
in which £2 is attained exactly for all premises and inferences: 

LSWA1 

£2 (. Pj), . . ., £2 (P n ) (the premises are all warranted) 

£2 ( sat(Pj , . . . , P n )) (the satisfiability of the premises is warranted) 

£2 (P P n | - Q ) (the deduction is warranted) 

Therefore, by WDS we have £2 (Q). 

However, suppose we have not seen the following counter-argument: 

LSWA2 

£2 (Aj), . . ., £2 (A n ) (the premises are all warranted) 

£2 ( sat{A v . . . , A n )) (the satisfiability of the premises is warranted) 

£2 (A r . . ., A n | - not Q) (the deduction is warranted) 

Therefore, by WDS we have £2 ( not Q). 
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It may be that we could not find such an argument even if we looked for it. How- 
ever, the possibility of an argument of LSWA2’ s form is not denied by the mere fact 
that we found LSWA1 first: perhaps if we had set out to prove not Q we would have 
found LSWA2 first and missed LSWA1. What justifies the “blindness” when we see 
that LSWA1 is valid and claim we are therefore justified in believing Q1 

For example, a dishonest attempt at persuasion might avoid drawing attention to a 
sufficiently warranted counter-argument that has already been made. The case where 
one can sense the possibility of LSWA2, but cannot pursue the matter further is a very 
difficult one and not remote from everyday life. We may feel a particular conclusion 
is forced upon us by the circumstances we are in. Thus force of circumstances can 
defeat the requirement for sufficiency of warrant before action. A deconstruction of a 
safety argument will look for implicit clues to uncontrolled factors, but will also try to 
understand the nature of the “force” of circumstances where force majeure is explic- 
itly claimed: for example, one can ask how far the force of circumstances was a result 
of previous freely-taken decisions. 

Our difficulty derives from the fact that nothing in WDS or PSW allows us to 
claim that an argument of the form LSWA2 cannot exist: all inductive reasoning is 
defecitable in the light of new information, which might make possible an argument of 
the form LSWA2. What we call “twenty-twenty hindsight” sometimes reveals just 
such an argument. Whilst acting on LSWA1 , one might claim that the existence of an 
argument of the form LSWA2 is highly improbable. However, LSWA2 is only a 
schema, so there could be an infinite number of such arguments, or none; in practice, 
we can at best estimate the amount of effort spent on trying to find a counter- 
argument and take our assurance from how hard it is to find one. This is why we pro- 
pose the formulation of the best possible counter-argument to a safety argument be- 
fore system acceptance. 

We can express the dilemma of choosing between equally strong but opposing ar- 
guments more explicitly as the decision to accept or reject the following conjecture: 



Sufficient Warrant Conjecture (SWC): Lit P) implies not Q( not P). 

So long as we have LSWA1 and noone has found any LSWA2, we can substitute 
£2 CP) into SWH in order to state that the opposite conclusion is not sufficiently war- 
ranted: not Q. (not P). But of course this does not mean it is unwarrantable. If some- 
one does find an argument of form LSWA2 and we have not seen it, they can then 
also use SWH to argue not Q.(P) and we have a contradiction with LltP). 

So perhaps we decide to deny SWC, so that we believe: not(Q.(P) implies not Hi not 
P)). In that case, one can ask what interpretation should be attached to the following 
statements: 



Insufficiency of Warrant Conjectures: 

1. Q. (P) and LI ( not P) - a statement and its opposite can be sufficiently war- 
ranted 

2. Q.(P) and not LltP) - a statement can be both sufficiently warranted and insuf- 
ficiently warranted 

3. not Q.(P) and not Q.(not P) - no sufficient warrant exists for either alternative 
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4. Q.(P and not P) - warranted belief in contradictions (radical dialethism) 

5. not Q.(P and not P ) - non-belief in contradictions (the classical principle) 

We do not argue for (4) here. Interestingly however, logician Graham Priest (2002) 
does make a relatively strong case for dialethism; see Olin (2003, Chapter 2) for a 
critique. 

We accept (5) provisionally, but show that doing so leads us to a “meta-problem” 
in choosing whether to accept (2). The denial of SWC makes (1) consistent: we have 
to accept the possibility that a statement and its negation can both be warranted to a 
sufficient degree; but suppose that we have derived IK/ 1 ), and act as if P. The action 
is an implicit appeal to SWC (which we have denied) in order to deny (2). Do we not 
act as if we believe there is no equally warranted argument for il(not( P)f! Certainly, 
we can only act confidently in the belief that the sufficiency of our warrant is not 
defeated even as it is asserted. 

The contradiction involved in our thinking comes into sharper focus in a situation 
where we can actually see an adequate counter-argument to P, and have to decide to 
act as if P or not P. In such a case, we are forced to recognise (2), as it follows from 
(1) and (5): the “sufficient” warrant of the one argument defeats that of the other. 
Since we cannot tell which argument is at fault, we have a case where (2) seems to be 
true for each argument. 

We interpret this possibility as meaning that where we have equal ‘sufficient’ be- 
lief in arguments for P and for not P we have no justification for believing either (3). 
Unfortunately, if we were to capture this principle in an inference rule, we would 
create an unsound logic that allows (2): 

defeatability_of_warrant(dow) il( P ) , Q.(not P) \- not Q( P), not Q.(not P) 

So far we have assumed that we have arguments for both P and not P that meet the 
requirements for sufficiency exactly. In the more usual case where one claim seems to 
have a higher degree of warrant than the other, one usually chooses to act according 
to the more warranted argument; but on what grounds? If the “sufficient” degree of 
warrantedness really is sufficient for belief, then there is no advantage to be gained 
from more than “sufficient” confidence; the opposed arguments should still disqualify 
one another. Where we have sufficiently warranted arguments for both P and not P, 
as (1) allows, then we should in practice have no confidence in either statement. 

If P and not P are opposite outcomes of some type of trial, and we decide to test 
which argument is correct by direct observation, then from our viewpoint and in our 
circumstances, the outcome is a matter of sheer chance. If we try to justify the under- 
taking of the trial by means of only one of the arguments, then the warrant for the 
argument we act against is not only simultaneously sufficient and dcfeat«/;/e, it is 
simultaneously sufficient and defeated. 

For example, say we have equal warrant for heads and tails in a coin toss - the ar- 
gument that P = 0.5 for both outcomes; then naturally, we can have no justified confi- 
dence that either outcome is more likely. However, say we ended up with arguments 
of P = 0.6 for heads and P = 0.7 for tails, where we needed P = 0.51 for sufficient 
belief. Since this is a contradiction according to probability theory and we accept (5), 
the situation is no different; both arguments must be insufficient for confidence. If we 
leave the matter at that, we have no warrant for predicting what the outcome will be 
at all. 
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In practice, other courses of action than trial might be available to us. We could 
appeal to factors not covered in either argument, effectively trying to find a third 
which is more warranted than either of the first two; or we could appeal for more 
work to be done to test one or the other argument, or both. Nonetheless, these courses 
of action imply that we have invalidated the degree of sufficiency for belief £2. In- 
deed, we must invalidate it, for not to do so is to accept the justifiability of belief in 
contradictory statements (4). 

Thus, for any predictive argument at a particular time, if the discovery of an equal- 
ly good or better counter-argument is possible at that time, then we do not really know 
the degree of sufficient warrant for the argument we have; in acting on it, we merely 
assert belief in it. At best we can claim that we have expended as much effort as 
possible on trying to find counter-arguments against our prediction and can see no 
reason why it should go wrong; if noone else can either, that is the most assurance we 
are ever going to get. Thus our schema illustrates that the “sufficient” level of belief 
we attach to a statement retains a potential for destabilisation and is itself something 
that can be renegotiated in the light of experience. This goes some way to explicating 
the problem behind the oft-asked question “how safe is safe enough?” and why a 
definitive and context-free answer cannot be given. 

In a dilemma such as this, force of circumstances is often offered as a justification 
for following a certain course of action. Such assertions need to be considered care- 
fully. We can ask the following questions: 

a) How does a party (perhaps ourselves) represent the circumstances they are in 
to themselves? 

b) Is the representation accurate, e.g. does it symbolise hidden value systems, 
emphasise certain interests and de-emphasise or exclude others? 

c) When they act, does a party use political power to change the circumstances 
whilst arguing that they are subject to them? 

These are key themes of postmodern philosophy and questions that might help 
safety assessors understand the “safety culture” of an organisation that puts a safety- 
critical system up for acceptance. 

However, they are also questions that assessors should ask of themselves, since to 
ask a), b) and c) at all presupposes a viewpoint that differs from the viewpoint being 
assessed. 



4 The Politics of Safety Argument Displacement 

The safety process sometimes involves ‘ me ta- arguments’ about the acceptability of 
prearranged acceptance criteria as well the adherence of a system to them. In an ad- 
versarial approach, the worst-case scenario is formally “warranted” incompatibles. 
Such an outcome requires that displacement specify how the acceptance criteria need 
to be evolved and improved. As uncommon as it might be, this scenario is disorient- 
ing for all concerned. Differing viewpoints, competing interests, and changes in cir- 
cumstances only complicate the problem. Common agreement might evade concerned 
parties; for example, the failure to find a good counter-argument might not be total. 
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Furthermore, even in the best case, the question of why submission to the test of ex- 
perience was accepted precisely when it was may arise later if safety problems do 
occur. 

Furthermore, if “warrant” is relative to how much justificatory work is undertaken 
then, since one could theoretically work on the warrant for a particular statement 
forever, a politics of “creative inertia” becomes possible: the supplier of a safety ar- 
gument SA , being initially intrigued by a counter-argument CA, might agree that CA 
seems strong; but they might then argue that the warrant of one of its statements - say 
Rj - needs more backing. The supplier of CA might agree; but they could also object 
that one of the premises of SA - say P. - also needs more work, and so forth. 

Our suggestion has been that should a reversal succeed well enough to cause a 
deadlock situation then neither argument should be considered valid. Otherwise, the 
only way to break a deadlock in the dialectic process is through an action that implic- 
itly subordinates one argument to the other. Where there are equally plausible argu- 
ments for opposite outcomes, involved parties sometimes cannot see any other option 
but to make the test of experience. 

Flowever, in so doing they assert their cultural values. Thus safety processes de- 
pend upon cost-benefit analysis to resolve political deadlocks. Nonetheless, it is not 
unusual to encounter decisions with benefits to some (e.g. increased profits) that 
would be costs to others (e.g. increased dangers). The ‘resolution’ of these dilemmas 
is often forced by the application of principles that are little more than surreptitious 
assertions of power. This can been illustrated by the difference between “willingness 
to pay” (an amount that would prevent a loss) with “willingness to accept” (an 
amount that makes the loss acceptable ) compensation approaches (Adams 1995, p. 
98). 

To describe deadlock situations we need to consider the various arguments in the 
light of implicit assumptions about the urgency of a decision. This suggests that for 
any outcome C we consider: 

1 . an argument SA for doing action a because it will probably have the positive out- 
come (O 

2. an argument CA against doing a because the outcome will probably be negative 
( not C) 

3. a proposition that SA should be accepted now, i.e. we should test C or not C by 
doing a 

4. a proposition that CA should be accepted for now, i.e. we should not do a and not 
test C or not C 

Implicit propositions like (3) and (4) are apparent in any “battle of wills”: assump- 
tion (3) might be made explicit in order to defeat CA as a matter of exigency, thus 
attracting no criticism; but (3) could also be enforced by one party on the other. In a 
case where (3) gives SA priority over CA, CA is in effect given no priority, whatever 
steps have been taken against the failure of C. Likewise, (4) can be enforced by the 
party with the more political power and resources: (4) need consist only of a plea for 
more evidence (short of testing C) used as a delaying tactic to defeat (eventually) SA 
by “putting off the evil day” until the proposer of SA either loses interest or runs out 
of resources to do a. 
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Unsurprisingly, the deadlock situation brings underlying power struggles to the 
surface: but we can only make sense of the situation through attempts to understand 
viewpoints that differ from our own, and exposure of our own viewpoint to analysis 
and criticism. To make sense of the political controversy and hopefully avoid wasteful 
argument, the displacement stage must consider what factors in addition to their belief 
in their proffered arguments parties might have for whichever of proposition (3) or (4) 
they favour. Indeed, such factors must be operative, since in the absence of unex- 
pressed considerations, the justifications for both courses of action would be entirely 
circular, as follows: to do action a is to commit to (3), which presupposes SA; to “do” 
not a and commit to (4) presupposes CA. Both parties must be acting according to 
preferences and interests not made explicit in their arguments. Trying to make these 
new criteria explicit, should it prove necessary, will probably be the most difficult and 
protracted part of safety argument displacement. 



5 The Pragmatics of Safety Argument Deconstruction 

The DERIDASC project did not set out to assess the advantages and disadvantages of 
our approach in industrial practice: we felt that experimentation with an immature 
method might prove obstructive. However, our experimental applications of the War- 
ranted Deduction Schema to example safety arguments suggested the following bene- 
fits: 

- an approach to safety assessment that is more visibly adversarial, leading to the 
construction of better safety arguments 

- more reliable and unambiguous rejection of unsatisfactory safety arguments 

- the ability to monitor the effect of new information and knowledge on accepted 
safety arguments 

- a “ready made” assessment approach for different safety argument notations 
(through the definition of accompanying “shadow” notations) 

- a method by which regulators can explicitly manage the incorporation, compari- 
son, and assessment of different viewpoints on the safety of a system, including 
arguments addressed to the lay public from differing viewpoints 

- a way of explaining the evolution of safety acceptance criteria to the public 

The issues yet to be addressed concern practical safety argument deconstruction in 
an industrial context. These issues are: 

- are “in-house” counter-arguments an effective way for suppliers to identify and 
remedy objections before regulatory assessment takes place? 

- what resources need to be set aside for the production of counter-arguments? 

- would through-life counter-argument maintenance be cost-effective? 

- is public trust enhanced by the explicitly adversarial nature of the approach? 

A key question about our adversarial approach is whether it will really prove resis- 
tant to the production pressures, unimaginative complacency, and excessive bureauc- 
racy that are generally alleged as the root causes of safety failure. A fascinating and 
perhaps morally necessary deconstructive exercise would be to apply our strategy to 
itself, that is, to our own justification for it, in collaboration with independent col- 
leagues. 
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Abstract. This paper defines a type of constrained Artificial Neural Network 
(ANN) that enables analytical certification arguments whilst retaining valuable 
performance characteristics. Previous work has defined a safety lifecycle for 
ANNs without detailing a specific neural model. Building on this previous 
work, the underpinning of the devised model is based upon an existing neuro- 
fuzzy system called the Fuzzy Self-Organising Map (FSOM). The FSOM is 
type of ‘hybrid' ANN which allows behaviour to be described qualitatively and 
quantitatively using meaningful expressions. Safety of the FSOM is argued 
through adherence to safety requirements - derived from hazard analysis and 
expressed using safety constraints. The approach enables the construction of 
compelling (product-based) arguments for mitigation of potential failure modes 
associated with the FSOM. The constrained FSOM has been termed a ‘Safety 
Critical Artificial Neural Network’ (SCANN). The SCANN can be used for 
nonlinear function approximation and allows certified learning and generalisa- 
tion. A discussion of benefits for real-world applications is also presented 
within the paper. 



1 Introduction 

Artificial Neural Networks (ANNs) are employed in a wide range of applications. 
These include areas such as defence, medical and industrial process control domains 
[1]. A plethora of appealing features are associated with ANNs. One notable benefit 
includes the ability to learn and adapt to a changing environment. Another advantage 
is the ability to generalise outputs given novel data. The operational performance of 
ANNs can also exceed conventional methods [1] in areas of pattern recognition and 
function approximation. They are good tools for finding quick solutions using little 
input from designers. These qualities enable applications to provide improved effi- 
ciency (in terms of reduced cost) through maximising performance in a changing 
operating context. However, the continued absence of analytical safety arguments 
necessary for certification has prevented their use in dependable roles within safety 
critical applications. 

There are several difficulties associated with ANNs that restrict their use to advi- 
sory roles in safety related applications. One prominent problem is the inability to 
understand and control the behaviour of the ANN since they are typically viewed as 
black-boxes. As a result, little or no arguments can be made about the control or miti- 
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gation of potential hazards. The main thrust of existing approaches justifying ANNs 
for safety critical systems have focussed on improving validation or performance 
indexes. One example of such an approach [2] aims to provide guaranteed output 
within bounds. This approach interprets the ANN as a black-box and uses exhaustive 
testing to analyse the behaviour. This limits the benefits of ANNs which is dealing 
with novel inputs. Although the concept of bounding the function is useful, it is not 
clear how the output bounds are derived from safety analysis. Other limitations in- 
clude the ANN being prevented from learning post-certification. These restrictions 
highlight the need for improved neural models which allow white-box style analysis 
to understand and control behaviour. These qualities permit compelling safety and 
performance arguments to be made. 

Our previous work [3 ] has identified ‘hybrid’ neural networks as a potential model 
for allowing white-box style (decompositional) analysis. It also focussed on other 
issues such as establishing a suitable development and safety lifecycle [3] (which 
employs extra tasks [3, 4] involved in developing ANNs). Building on this work, 
section 2 of this paper will lay out the definition of an existing but suitable neural 
network along with its learning algorithms (used throughout development and opera- 
tion). Section 3 argues the potential safety of the neural model by tackling important 
failure modes. These failure modes are shown to be mitigated by adding constraints to 
the existing neural model. These constraints contribute to product-based safety argu- 
ments for both ANNs and Fuzzy Logic Systems (FLS). Section 4 of the paper reaf- 
firms the feasibility of the approach by maintaining performance and safety whilst 
making acceptable trade-offs. 



2 Fuzzy Self-Organising Maps 

This section describes a potentially suitable existing ANN model. Details of its opera- 
tion are provided including several learning algorithms. Previous work on the safety 
lifecycle highlighted a number of characteristics for a suitable ANN model. Some of 
the main points are: 

• Exploit decompositional approaches [3] to insert and extract ANN behaviour 
(Knowledge within the ANN must be highly structured and organised). 

• Use qualitative forms of knowledge to express behaviour of the ANN (Such as 
“IF X is <condition> THEN Y is <condition>”). This helps analyse and compre- 
hend ANN behaviour more easily than solely relying on quantitative representa- 
tions (which is a common approach [2, 4]). 

One potentially suitable model is known as the Fuzzy Self-Organising Map 
(FSOM) [5], This model has the ability to fully express its behaviour using a set of 
fuzzy rules. These fuzzy rules encapsulate both qualitative and quantitative descrip- 
tions of the functional behaviour. Since the FSOM represents data in highly structured 
forms, knowledge can be inserted or extracted using trivial processes [6]. The FSOM 
is based upon Kohonen’s ANN [7] and uses a modified version of its learning algo- 
rithm. Two similar variants of the FSOM have been developed, one of which is used 
for pattern recognition problems [5], and the other for nonlinear function approxima- 
tion [6]. Results have shown that the FSOM performs well over a range of real-world 
control theory applications. These include identification of heating process [6], in- 
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verted pendulum [6], fault diagnosis of a reactor [6] and several others. The FSOM 
has also been used for the benchmark ‘sine’ problem with results comparable to the 
well known ANFIS [8] system. Moreover, findings from pattern recognition case 
studies show that the FSOM is markedly better (in terms of generalisation perform- 
ance) than Kohonen’s LVQ and Nearest Neighbour Networks [5]. 

Knowledge encapsulated through theoretical or empirical sources are represented 
in the FSOM as Takagi-Sugeno fuzzy rules [9]. These rules are defined as (1): 

IF {x 1 is AND ,..., AND x n is U in ) THEN y l = f (a; 1; ...,a; n ) (1) 

Each fuzzy set is defined as U L j for the i th rule where i = 1,2 ( m is the total 

number of rules) and the j th input where j = 1,2 ( n is the total number of 
input variables). The fuzzy set can be described linguistically using meaningful labels 
such as {LOW, MEDIUM, HIGH}. These labels can also be described quantitatively 
as discrete or continuous ranges. The output y, (actuator) is a linear function of the 

i th rule inputs. All rules in the FSOM have the same actuator and input variables. 

If rules have n > 1 inputs then it is known as a MISO (Multiple-Input Single- 
Output) rule. Single input rules are known as SISO (Single-Input Single-Output). 
More information about fuzzy logic can be found in [6]. The FSOM topology consists 
of six layers and is illustrated in figure 1 . 



Inputs 



Membership 



Inference Individual Rule 

Engine Normalisation Rule Outputs Aggregation 




Layer 1 Layer 2 Layer 3 Layer 4 Layer 5 Layer 6 



Fig. 1. Fuzzy Self Organising Map adapted from [6] where constrained neurons are denoted by 
double rings described in section 3. 



Layer 1 is the input layer and propagates inputs (from sensors) to layer 2. No pre- 
processing occurs here and the number of neurons equals number of input variables. 

Layer 2 is the fuzzy set membership (distance) function layer. This layer contains 
a neuron for every fuzzy set U L ; . The triangular function (2) is used to describe 

membership and is illustrated in figure 2(a). 
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The purpose of the membership function is to determine the degree a particular value 
belongs to a set. Membership degrees for each input range from zero to one. Values 
within the set all have membership greater than zero. The centre Cy of U L j always 

has a degree of one and can move anywhere within the set during learning. Left and 
right edges of the spread (or support) are described by [ ,s / (J . sr t J ] for fuzzy set U t _ :l 

and learning is performed by adapting parameters that define the membership. 




Fig. 2. (a) Triangular fuzzy set membership function, (b) Fuzzy inference & reasoning using 
Takagi-Sugeno (TS) rules 



Layer 3 performs fuzzy inference and has no adaptable parameters. The firing 
strength for each rule in the FSOM is determined by the input conditions. The 
strength is greater than zero if and only if all inputs are members of the fuzzy sets 
defined by the rule (all rule pre-conditions must be true). In the FSOM, all neurons in 
layer 2 (for corresponding rules) are connected to the minimum operator. This com- 
putes the firing strength a, for the i th rule output (for each firing rule) defined by (3): 

Oi t = min { n Vii ( x ± ) , /%. 2 ( x 2 n Uin ( x n ) } . (3 ) 

Alternatively, the product operator can be employed which is commonly seen as a 
more practical approach for real-world applications [10]. 

Oii = Vu itl ( ^ 1 ) • ( x 2 ) ■ • • , -Hu itK ( x n)- ( 4 ) 

Layer 4 is composed of normalisation neurons which have no adaptable parameters. 
These neurons normalise firing strengths for each rule firing rule a* and is defined 
by (5): 



L p=i 

Layer 5 computes crisp rule outputs using input values (from layer 1). Each rule 
will only produce an output (post-condition) if all rule inputs are true (pre-condition). 
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The rule outputs are Takagi-Sugeno [9] forms defined by (6) and illustrated in figure 
2(b). 

Vi = fi(x u ...,x n ) = a ifi + a^xi + a i2 x 2 +,...,+a ijn x n . (6) 



The output is a linear function for the * th rule and the number of rule output neurons 
is equal to the number of rules. The total number of tunable parameters in this layer 
for each rule are n + 1 orro(iifl) for all rules. 

Layer 6 consists of a solitary neuron whose purpose is to determine a single output 
value from several firing rules. Multiple rule firing occurs when rules preconditions 
overlap and is resolved using weighted averaging defined by (7): 



m 

Y2 a >Vi 




i=i 



(7) 



Where the weighted average output is y for the given input vector x. For a single 
firing rule i, y* = y i . All FSOM parameters that undergo adaptation and optimisa- 
tion for the i th rule are defined as (8) and (9): 

{sl ij , c ij ,sr. ] ], (8) 

{ ^*,0 ’ 1 ? • • • ; ®i,n } • ( 9 ) 

These parameters are tuned by learning algorithms described in the following section. 



2.1 Static Learning Algorithm 

The static learning algorithm tunes parameters (8) and (9) using training samples or 
input data to improve generalisation performance. It is performed in two phases as 
defined in [6]: 

♦ Phase 1: Antecedent parameters are frozen and the consequent parameters (9) are 
refined using the gradient descent algorithm [11] (supervised mode). 

♦ Phase 2: Consequent parameters are frozen and the antecedent parameters (8) are 
tuned using the modified LVQ algorithm [6] (supervised or unsupervised mode). 

Phase 1 is performed using the well known Least Mean Square (LMS) algorithm [11]: 

1 . Propagate training sample with input signal vector x(f) at time t. 

2. Determine learning coefficient g a (i) where 1 > g a (t) > 0 defined for conse- 
quent parameters. 

• This determines the amount the parameter changes and gradually decreases 
during training resulting in finer parameter adjustments. 

^ • 

3. Determine error between final output y and desired output y . 

• Where the desired output is defined by the training sample. 

4. All consequent parameters (10) are tuned to reduce error using LMS (11). 

[ ^*,0 ; ) ■ • • ? ®i 7 n ] 5 

*i(t + 1) = + g ai ( f ) • a, : • [y * (f) - y{t)]. 



( 10 ) 

(ID 




22 



Z. Kurd and T.P. Kelly 



Phase 2 of learning is triggered when there are multiple firing rules for a given in- 
put vector. The first task involves choosing the input fuzzy set of the first runner-up 
rule r (second most highly activated rule). This is done by selecting the rule with the 
smallest overlap (with the winner rule w where a m is the largest) and with the fur- 
thest centres. The runner-up spread is defined as s r k or the edge sl r k , sr r k which 

overlaps with the winner rule (where k is corresponding input variable). 

After the appropriate spread has been chosen, it is updated and refined using the 

modified LVQ 2.1 algorithm. This learning law (12) moves the FSOM output y 
closer to the training data output y by increasing or decreasing the influence of the 
runner-up rule and is described as follows: 

• The influence of the runner-up rule is increased by moving runner-up spread 
edge towards the centre of the winner rule. 

• The influence of the runner-up rule is decreased by moving runner-up spread 
edge away from the winner rule centre and towards s w k . 

s r ,k (t + 1) = s Ttk «) + g u<r Ctj[c Wtk «) - s T)k «)], sgn ( y - y ) = sgn {y r - y w ), 

s rtk (t + 1 ) = s r k ( t ) + g Ur C t ) [ s wk CO — s rk ( O ] , otherwise 

(12) 

Where the learning coefficient of the fuzzy sets U r ] is defined as g U r . 

If a single rule fires then the learning algorithm initiates unsupervised learning. 
This process tunes the centres of input sets by moving the winner centre c m (firing 
rule) towards the input sample (using defined learning rate). Further details on the 
static learning algorithm for the FSOM can be found in [6]. 

Static learning algorithms focus on adapting the semantic meanings of the knowl- 
edge (expressed by the fuzzy rules). This is in contrast to other approaches which deal 
with adapting logical representations [12]. Rules in the FSOM may be generated 
through theoretical knowledge (provided by experts) or empirically using the dynamic 
learning algorithm. 



2.2 Dynamic Learning Algorithm 

The self-generation of fuzzy rules is an attractive property as it automatically acquires 
novel features described by training data. Adding more rules contribute to the func- 
tion approximation ability of the FSOM. The topology and architecture is automati- 
cally adapted (creating new neurons and links) without user intervention. The self- 
generation method described by Vuorimaa [5], uses three heuristic rules to create new 
fuzzy rules which are: 

1. Errors are removed in descending order. 

• Guarantees fuzzy rules are added so that the largest error (between FSOM 
and training sample outputs) is removed first, which is measured during each 
training cycle or epoch. 

2. New fuzzy rule is only added once existing fuzzy rules have been tuned. 

• If the FSOM has difficulty reducing error (using static learning), a new rule is 
added at the input sample point with default spread width wi . 
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3. Interference caused by new rule upon existing rules is minimised. 

• To prevent forgetting of previously learnt knowledge the width of new rule 
spread wi is limited. 

This process is used during the development lifecycle for ANNs [3] prior to certifica- 
tion. The earliest time which this process can stop is determined by criteria used by 
Preliminary System Safety Assessment and an additional phase of safety assessment 
[3], This includes providing assurance that the input space is covered and rules over- 
lap (described in section 3). Further details on dynamic learning can be found in [6], 



3 Safety Constraints and Arguments 

Enabling the FSOM described in section 2 for use in safety critical systems requires 
integrating mechanisms to prevent specific faults (which may lead to potential fail- 
ures). In previous work [ 13], the safety criteria were established as a number of high- 
level goals with a safety argument expressed in GSN (Goal Structuring Notation). 
These goals or claims were based upon encapsulating different failure modes associ- 
ated with the behaviour of ANNs. The main claims of the safety criteria focussed on 
controlling the input-output relationship during generalisation and learning (including 
unrepresentative training samples). 

The constrained FSOM is called the SCANN and is suitable for nonlinear function 
approximation problems. The approach is to use a series of linear functions to model 
the desired nonlinear function and is a common technique using fuzzy rules [14], 
Moreover, it has been shown that fuzzy logic is a universal function approximator and 
can approximate any function to any degree of accuracy [15]. Preventing failures 
modes associated with the FSOM will require constraints and bounds on both the 
generalisation and learning operations. 

Previous work has highlighted that potential failure modes associated with ANNs 
are not well understood [16]. However, a set of failure modes have been identified for 
the FSOM that have been derived from HAZOP (Hazard Operability Study) [17] 
guide words (which originates from the process-control theory domain). The guide 
words were applied to the FSOM input and output data rate and value. The main iden- 
tified failure modes are a complete set for many real-world applications and are sum- 
marised as follows: 

1. Output is too high or too low for the given input. 

2. Output omission given valid inputs. 

3. Output increases when it should decrease (and vice versa). 

4. Output derivative or rate of change is too high or too low. 

Failure modes 1, 3 and 4 have been derived from guide words ‘MORE, LESS and 
REVERSE’ and failure mode 2 from the guideword ‘NONE’. The above failure 
modes tackle issues associated with verification and validation of ANNs and aim to 
provide correct mapping function over the required input space. Mitigation and con- 
trol of potential hazards will be performed through identification and removal of re- 
lated systematic faults associated with each failure mode. 
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3.1 Fuzzy Rules for Safety Critical Systems 

Fuzzy logic attempts to model human reasoning using IF-THEN rules which is typi- 
cally approximate and linguistic. This makes Fuzzy Logic an invaluable tool for ex- 
pression and comprehension during design of the SCANN [3]. However, fuzzy sets 
have various interpretations that may or may not lend well to safety critical applica- 
tions. There are two interpretations of fuzzy set membership which are known as 
likelihood [18] and random views [18]. The degree of membership is interpreted 
probabilistically (from possibility reasoning). These are undesirable for critical appli- 
cations [19] as satisfaction of rule pre-conditions can potentially lead to hazardous 
post-conditions (during ANN mappings). This is because it cannot be said with cer- 
tainty whether an input belongs to a set or not. This type of argument is essential for 
providing assurance about the pre-conditions and post-conditions of the behaviour. 

Other interpretations are measurement [18] and similarity views [18]. These are 
more appropriate, as set membership for an input (that is precise and non- 
approximate) can be determined with certainty. The degree of membership is seen as 
relative to other members within the set. This relationship is discovered through train- 
ing samples and expressed using triangular, Gaussian, trapezoid or other func- 
tions [6]. 

On the whole, soft-computing is described as a combination of ANNs, Fuzzy Logic 
Systems (FLS) and probabilistic reasoning. Our area of interest is the combination of 
ANNs and FLS. Primarily because of the benefits offered by ‘hybrid’ systems [3] 
whilst avoiding probabilistic safety arguments. 

To justify the safety of the FSOM for SISO rules, the following sections present 
product-based arguments (extracted from a complete safety case) about various func- 
tional properties. This includes tackling hazards associated with the stability of 
nonlinear system dynamics by exploiting constraints and linearization methods. 



3.2 Safety Argument for Function Mappings Using Semantic Constraints 

Failure mode 1 is when the output is too high or too low for the current input. This 
may be caused by flawed training samples resulting in the FSOM diverging from the 
desired function. Remedial actions for this failure mode include incorporating seman- 
tic bounds for each rule. These bounds are used to control the input and output sets 
during learning (rule pre and post-conditions). This approach is similar to previous 
work on improving performance using semantic constraints on fuzzy rules [20]. 

There are two main branches of argument supporting the claim that the FSOM ad- 
heres to its bounds. The first is associated with providing assurance that all rule inputs 
with membership greater than zero lie within prescribed bounds. These bounds are 
derived from hazard analysis and system safety requirements as discussed in [3]. 

To provide assurance that failure mode 1 will not occur (during learning post- 
certification) the input sets parameters (8) for every neuron (in layer 2) are bounded 
according to (13) and (14). These bounds limit the possible meanings of the input 
fuzzy sets. 

Bounded Left Spread sl t] = [mins/ t J , c, i ; ]. (13) 

Bounded Right Spread sr^j = [c, (J , infix sr, Lj ] . (14) 




Using Fuzzy Self-Organising Maps for Safety Critical Systems 25 



Moreover, the centre of the input fuzzy set is constrained to lie within the set spread 
as defined by (15). This is to prevent the centre stepping outside spread edges leading 
to false satisfaction of rules pre-conditions. 

Bounded Core c^j = [s^sr^]. (15) 

Attempts to violate these bounds may be due to unrepresentative or flawed training 
samples. Offending training samples are consequently rejected (or used again when 
the learning rate defined in (12) becomes smaller). 

Input bounds 



Safe region for 
rule adaptation 

SCANN 
function 

Desired 
nonlinear 
function 

Fig. 3. Semantic safety bounds derived from safety requirements for SISO rules 

Having defined input bounds which also encapsulate novel inputs, the next argument 
is the adherence of set bounds during generalisation. One potential fault is that the 
output function may attempt to produce a value that is beyond the output bounds 
(extremes). To avoid over-constraining learning, this problem can be solved by 
bounding the rule output as described by (16): 

mint/,;, if f{x l ,...,x n ) < min y it 

y% = \ . ff( w ( 16 ) 

max y t , if /, {x 1 ,...,x n ) > max y % . 

Where min y, and max y t are output bound extremes for the z th rule and illustrated in 
figure 3. Acquiring such bounds from safety requirements is simplified because of the 
comprehensibility offered by fuzzy rules. When attempting to define a bound, output 
extremes may not be common for the entire rule input range. In this case, the ap- 
proach is to split the rule so that the output bounds for each rule are uniform. This is 
one of the tasks performed during the development and safety lifecycle processes [3], 
The weighted average will always output a value within the defined output bounds (of 
at least one firing rule) as long as rules with arbitrary overlap in inputs also overlap in 
output sets (and all rules must have at least one overlapping rule). To understand how 
semantic bounds for the SCANN are derived consider the following rule (17): 

5ft* : IF {x is LOW) THEN y { = /j or) (17) 

During development phases, LOW may be defined as the discrete range { 0, . . . ,40 } . 
The definition of LOW is a pre-condition of the rule to fire. Using this input range, 
safe limits for the rule output are acquired from safety requirements (which are asso- 
ciated with control laws of the controlled device). The rule post-condition becomes 
[min y t , infix y, ] and expresses non-changing output extremes. The input set used to 
derive output bounds then becomes a safety bound. During learning the semantics of 
LOW is constrained to lie within bounds (13), (14) and (15). 
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3.3 Safety Argument for Input Space Coverage 

Failure mode 2 occurs when there is no output given valid inputs (output omission). 
This failure is due to faults associated with incomplete knowledge base or faulty input 
set updating. The input space that must be covered (at all times) is defined from ana- 
lytical phases during hazard analysis [3] prior to certification. Once the required input 
space is defined the safety argument can be described as forming two main branches. 
The strategy is to first argue that the rule base completely covers the defined input 
space during generalisation. Assurance is provided through Preliminary System 
Safety Assessment (PSSA) which evaluates input space coverage by checking for 
“holes (by examining rule input sets). However, even if the input space is covered, an 
invalid output (missing value) may still be produced, since the output function may 
partially cover the output set. The solution to this is provided by the rule output 
bounds defined by (16). 

The second branch of the safety argument is concerned with input space coverage 
during static learning. The argument relies upon the property that no “hole” should be 
created between input sets of overlapping rules. The solution to this problem is to add 
a condition during spread updating (which occurs during phase 2 of the learning algo- 
rithm). The pre-condition for spread updating is: 

• The resultant update maintains an overlap or no gap (between winner 
s w k and runner-up s r k input sets). Otherwise the update is not performed. 

This argument contributes to providing assurance about the functional input-output 
mappings during generalisation and learning phases. 



3.4 Safety Argument for Output Function Gradient 

Other safety requirements may be expressed for the desired function using fuzzy rules 
of the form: 

m : IF (x is INCREASING) THEN (y, is DECREASING) (18) 

The above rule is expressed for an existing rule i (1) in the knowledge base. The 
purpose of this rule is to qualitatively express a constraint on the SCANN function 
(related to failure mode 3). 

The safety argument for adhering to these bounds focuses on providing assurance 
that the gradient sign (as expressed by (19)) is preserved during generalisation and 
learning. The solution to this argument is that parameter a, , will always be positive 

to reflect increasing output (and negative to define decreasing output). A safety re- 
quirement trade-off is that the gradient in any case, can be zero because of the rule 
output bounds defined by (16). During phase 1 of learning, the a, | is bounded in the 

following way: 

ay (i + 1) > 0, if output must be increasing or constant, 
a, (1 (t + 1) < 0, if output must be decreasing or constant. 

Input variations outside normal behaviour described by safety requirements must be 
assured through other means. Safety processes during the lifecycle must identify any 
violations of (19) before certification using simple search algorithms. Attempted vio- 
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lations of the gradient during learning (post-certification) can be logged and reviewed 
during maintenance as described in section 4. 

Another aspect of the safety argument is adhering to constraints during rule over- 
laps (or when the weighted averaging is used). For rule overlaps of arbitrary size, 
there may overlapping rules with dissimilar gradient constraints. The interpretation of 
this condition is that bound (19) no longer applies during the overlap and allows 
weighted average outputs. On the other hand, when two or more overlapping rules 
have the same gradient direction, then (7) may potentially violate (19). To avoid vio- 
lating (19) the static learning algorithm is constrained according to (20). 

Hi-i ( x i ) < Hi ( x -i ) and y l+ \ ( x.j ) > y, (x,). if outputs must be increasing, 

(20) 

2/i_i ( Xj ) > y, ( Xj ) and y l+ \ (Xj) < (Xj), if outputs must be decreasing. 

Where rule i is proposing adaptation of parameters (9) and overlapping rule i 1 is 
left of rule i (where < si ) and i + 1 is rule right of i . 

These constraints can be enforced through simple boundary testing of set spread 
edges. This also requires that the fuzzy set centres are frozen during operation in rule 
overlaps (with common bounds (19)) to prevent the output changing direction. Fi- 
nally, rules subsumed by other rules must be removed before certification (when in- 
puts are subset of an existing rule). 

This safety argument contributes to providing assurance that specific safety re- 
quirements are adhered to during learning and generalisation. This also demonstrates 
the ability to derive arguments about specific functional properties. 



3.5 Safety Argument for Output Derivatives 

Failure mode 4 describes a condition when the difference between FSOM outputs 
y (f ) and y (f + 1) is too large (the output exhibits fluctuation). This may be prob- 
lematic in many control theory domains where such sudden changes can be poten- 
tially hazardous. For SISO rules parameter a iA can be constrained by determining the 

maximum safe output and input rate change (derivatives) resulting in constraint (21). 

— max a, (1 < a t l < Tinax^, if no sign constraint, 

0 < i < + max a tA . if output must be increasing, (21) 

— max a iA < a lA < 0, if output must be decreasing. 

Similarly, the minimum safe output rate of change (given minimum input rate of 
change) can be constrained by 

— min a lA > a^i > + min a t l . (22) 

The output rate of change extremes can be defined globally (constant for the entire 
function) or locally (specific to particular rules). Output fluctuations may persist when 
control is passed from one rule to another. The remedy involves checking for poten- 
tial faults (present in overlaps) before certification and then constraining the static 
learning post-certification. The derived safety argument is divided into two main 
strategies - arguing about the output states during learning and generalisation. The 
approach is to perform boundary analysis on each fuzzy set spread edge for every rule 
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(to mitigate all related faults before certification). This is performed by enforcing the 
property: 

♦ At any set edge, the difference between rule outputs must be min ( max a kA |) 
and max(|mina J t i |) where k is the index of every firing rule. This applies to 
rules with arbitrary local (rule specific) gradient constraints. 

The first branch of the safety argument relies upon the FSOM adhering to the above 
property (21) and (22) whilst adapting parameters (8) and (9). However, constraint 
(16) can violate constraint (22). To prevent this violation all possible rule outputs with 
(22) must be within [min y i , max y i \ . This condition can be checked by simple 
boundary testing for each input set edge. The second branch of the argument is con- 
cerned with generalisation where weighted averaging may violate the above property 
(with set centre tuning). To prevent this, the weighted averaging produces output only 
if the above property is true. If not, the weighted averaging function is suspended and 
the single most highly fired rule allows safe continuation of the function. This argu- 
ment enables control of the output derivatives using simple parameter constraints. 



4 Benefits of SCANN Application 

As described in section 2, the FSOM has been successfully employed in a wide range 
of control domain applications. The SCANN can be used for both industrial control 
applications (where inputs are sensors and outputs are actuators) and medical systems 
(where inputs are sensors and output is dosage). Safety constraints are exploited by 
the SCANN and the approach is more beneficial than safety ‘monitors’. For example, 
the underlying behaviour can be extracted and understood along with attempted con- 
straint violations during learning. Functional properties of the SCANN can be con- 
trolled to prevent failure modes without arbitrary degree of safety. Moreover, imple- 
menting local constraints (for each rule) can result in overly complex safety monitors. 



Output cofrcction. 




Fig. 4. Static learning algorithm keeps SCANN function within safe regions for both (a) unrep- 
resentative data and (b) representative data, (c) SCANN output is controlled to prevent hazard- 
ous conditions inferred by training data 



The SCANN can approximate any safe function using dynamic learning as long as 
safety constraints are not violated. Due to space constraints, a real-world application 
of the SCANN is not discussed. Instead, benefits associated with SCANN technology 
are listed below which enable efficiency in terms of cost for many applications: 
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♦ Performance: Generalisation and learning abilities can be exploited to approxi- 
mate desired function without re-certification as illustrated in figure 4(a) and (b). 

♦ Adaptation: Performance can be maximised by adapting to a changing operating 
context. For example, in industrial process control the static learning algorithm 
can adapt to changing plant states or aero-engine degradation [21]. 

♦ Design: During design, the SCANN can generate human comprehensible knowl- 
edge by using empirical techniques to directly interact with the problem. This en- 
ables specification to be derived from both theoretical and empirical sources. 

♦ Maintenance: The SCANN has the ability to detect when the operating context 
is approaching hazardous conditions. For example, consider figure 4(c). The 
SCANN function is outside the bounds for rules 2 and 3. This may be due to un- 
representative training data or changes in the operating context (such as engine 
wear). All attempted bound violations are logged and used for system health 
monitoring. This knowledge can be exploited to indicate the need for product 
maintenance. 



5 Conclusions 

In this paper we present the SCANN, which exploits parameter constraints to mitigate 
identified failure modes common to nonlinear function approximation problems. The 
behaviour of the SCANN is represented by fuzzy logic and is useful for white-box 
style analysis. Identified failure modes have been derived from HAZOP guide words. 
The ‘transparent’ nature of the SCANN offers the prospect to adhere to various safety 
requirements. Safety constraints are used by the SCANN learning algorithms to pre- 
vent introducing systematic faults which may lead to violation of safety requirements. 
This enables compelling analytical certification arguments required for highly- 
dependable roles in safety critical systems. Benefits of the SCANN include generali- 
sation and learning abilities post-certification through predicable and controlled be- 
haviour. This allows training data to be of arbitrary integrity whilst providing assur- 
ance for safe behaviour. The SCANN offers many incentives which can lead to cost 
efficiency and make it an invaluable tool for safety critical applications. 



References 

1. Lisboa, P., Industrial use of safety-related artificial neural networks. Health & Safety Ex- 
ecutive 327, (2001). 

2. Hull, J., D. Ward, and R. Zakrzewski, Verification and Validation of Neural Networks for 
Safety-Critical Applications, Barron Associates, Inc. and Goodrich Aerospace, Fuel and 
Utility Systems (2002). 

3. Kurd, Z. and T.P. Kelly, Safety Lifecycle for Developing Safety-critical Artificial Neural 
Networks. 22nd International Conference on Computer Safety, Reliability and Security 
(SAFECOMP'03), 23-26 September, (2003). 

4. Nabney, I., et al., Practical Assessment of Neural Network Applications, Aston University 
& Lloyd's Register: UK (2000). 

Vuorimaa, P., Fuzzy self-organising map. Fuzzy Sets and Systems. 66 (1994) 223-231. 



5 . 




30 



Z. Kurd and T.P. Kelly 



6. Ojala, T., Neuro-Fuzzy Systems in Control, Masters Thesis, Department of Electrical 
Engineering. Tampere University of Technology, Tampere, 1994 

7. Kohonen, T., Self-organisation and associative memory, Berlin: Springer- Verlag (1984). 

8. Jang, J.S.R., ANFIS: adaptive-network-based fuzzy inference systems. IEEE Trans. Syst. 
Man. Cybem. 23(3) (1993) 665-685. 

9. Takagi, H., et al.. Neural networks designed on approximate reasoning architecture and 
their applications. IEEE Trans. Neural Networks. 3(5) (1992) 752-760. 

10. Brown, M. and C. Harris, Neuro-fuzzy adaptive modelling and control, New York: Pren- 
tice Hall (1994). 

11. Haykin, S., Neural Networks: A Comprehensive Foundation: Prentice-Hall (1999). 

12. Towell, G. and J.W. Shavlik, Knowledge-Based Artificial Neural Networks. Artificial 
Intelligence,^) (1994) 119-165. 

13. Kurd, Z. and T.P. Kelly, Establishing Safety Criteria for Artificial Neural Networks. In 
Seventh International Conference on Knowledge-Based Intelligent Information & Engi- 
neering Systems (KES'03), Oxford, UK, (2003)." 

14. Wen, W., J. Callahan, and M. Napolitano, Towards Developing Verifiable Neural Network 
Controller. Department of Aerospace Engineering, NASA/WVU Software Research Labo- 
ratory, West Virginia University, Morgantown, WV, 1996 

15. Wang, L., X., Fuzzy systems are universal approximators. IEEE Trans. Syst. Man. Cybern. 
SMC-7G0) (1992) 1163-1170. 

16. Jackson. T.O. and J. McDermid, Certification of Neural Networks. ERA Technology Ltd, 
Report 97-0365, Project 13-01-4745, (1997). 

17. CISHEC, A Guide to Hazard and Operability Studies, The Chemical Industry Safety and 
Health Council of the Chemical Industries Association Ltd. (1977). 

18. Bilgic, T. and I.B. Turksen, Measurement of membership functions: theoretical and em- 
pirical work, in Handbook of fuzzy sets and systems. In Dubois and Prade (1997). 

19. Fox, J. and D. Robertson, Industrial use of Safety Related Expert Systems, Health & Safety 
Executive 296 (2000). 

20. Oliveira, J.V., Semantic Constraints for Membership Function Optimisation. IEEE Trans. 
Syst.. Man., Cybern. Part A: Systems and Humans,. 29(1) (1999). 

21. Chipperfield. A.J.. B. Bica, and P.J. Fleming, Fuzzy Scheduling Control of a Gas Turbine 
Aero-Engine: A Multiobjective Approach. IEEE Trans, on Indus. Elec. 49(3) (2002). 




Using Formal Methods 
in a Retrospective Safety Case 



Lars-Henrik Eriksson* 

Department of Information Technology 
Uppsala University 
Box 337 

SE-751 05 UPPSALA, Sweden lhe@it.uu.se 



Abstract. Today the development of safety-critical systems is to a large 
extent guided by standards that make demands on both development 
process and system quality. Before the advent of these standards, devel- 
opment was typically done on a “best practise” basis which could differ 
much between application areas. Some safety-critical systems (e.g. rail- 
way interlockings) have a long technical and economical lifetime so that 
today we have many legacy safety-critical systems in operation which 
were developed according to practises that would be regarded as unac- 
ceptable today. Usually, such systems are allowed to continue operating 
by virtue of past performance. If there is doubt about the integrity of 
a legacy system, an alternative to replacement could be making a “ret- 
rospective” safety case demonstrating that the legacy system is indeed 
safe to use. Using as example a case taken from railway signalling, we 
will show how formal verification can be used in a retrospective safety 
case. In this application of formal methods several particular problems 
arise, such as uncertainty about the original requirements and the re- 
quired safety level of the various system functions. We will discuss such 
problems and the approach taken to deal with them in the example case. 



1 Introduction 

On January 4th 2000 two trains collided head-on near the Norwegian village 
of Asta, causing the death of 19 people and injuries to 30 more. A government 
commission [1] was formed to investigate the accident. It was determined that 
one of the trains had passed a signal which should have been at “danger” . The 
commission could find nothing specifically wrong with the signalling system that 
could have caused the signal to incorrectly show a “clear” aspect, nor could it 
determine with certainty that it did show a “danger” aspect. The conclusion 
was that the cause of the accident was either a technical malfunction or a driver 
error, but that it was not possible to state which. 

* The work presented herein was done while the author was employed by Industrilogik 
L4i AB, Box 3470, SE-103 69 STOCKHOLM, Sweden. I wish to thank my former 
colleagues for their involvement in this work. 



M. Heisel et al. (Eds.): SAFECOMP 2004, LNCS 3219, pp. 31-44, 2004. 
(c) Springer- Verlag Berlin Heidelberg 2004 
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A question raised by the commission was the reliability of existing signalling 
systems in view of today’s requirements. Today there are a number of standards 
(e.g. CENELEC EN50126 [10], EN50128 [11],' ENV50129 [12]) for the develop- 
ment of railway signalling systems. Previously, development of signalling systems 
was typically done on a “best practise” basis with relatively few development 
rules, to a large extent guided by the knowledge of experienced engineers. This is 
a situation not limited to railway signalling systems but is generally relevant to 
“legacy” safety-critical systems with long technical and economical lifetime. The 
continued operation of such systems today is typically motivated by operational 
experience without incidents, but is that always sufficient? 

In the opinion of the Asta commission a safety review of the existing rail- 
way signalling system was necessary. Primarily this concerned the particular 
signalling system ( interlocking ) in operation on the railway line where the colli- 
sion occurred (NSB-87) but also - although less urgent - of a different signalling 
system (NSI-63) which was the most wide-spread system in use in Norway. The 
result was a decision by the National Norwegian Rail Administration (Jernban- 
everket - JBV) to make a “retrospective” safety case for the NSB-87 based on 
the CENELEC standards for railway signalling systems. 

A central part of a safety case according to the standard ENV50129 is the 
“Technical Safety Report” which presents the arguments that the technical de- 
sign of the signalling system is sound. The Swedish consultancy Industrilogik L4i 
AB was employed to develop the Technical Safety Report for the NSB-87 safety 
case and on their suggestion formal verification was used as the basic means of 
analysing the interlocking design. 

This paper describes the role of formal methods in carrying out the ret- 
rospective safety case. In section 2 the general structure and contents of the 
retrospective safety case is described while the the particular formal methods 
process used is described in section 3. Section 4 discusses the problems encoun- 
tered and experiences made while actually carrying out the work. The conclusion 
section 5 ends the paper. 

2 The Safety Case 

2.1 General 

According to ENV50129, a safety case is “the documented demonstration that 
the system complies with the specified safety requirements”. Already this defi- 
nition is troublesome for a “retrospective” safety case, in that in all likelihood 
there are no proper “specified” safety requirements in the sense of the Standard 
suitable for the existing system. In the case of NSB-87, the safety requirements 
had to be compiled from a variety of sources. 

Of course, this should not be taken to mean that the NSB-87 system was 
developed without any safety requirements, only that - in retrospect - the safety 
requirements used were not as complete or well-defined as the Standard requires 
of new systems. Indeed, it is stated in the Standard itself, that it is intended to 
be used for the development of new systems, rather than assessment of old ones. 
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A safety case according to ENV50129 is divided into the following main parts: 

System Definition. A precise definition of, or reference to, the system to which 
the Safety Case refers, including version numbers and modification status of 
all requirements, design and application documentation. 

Quality Management Report. The evidence of Quality Management. 
Safety Management Report. The evidence of Safety Management. 
Technical Safety Report. The evidence of Functional and Technical Safety. 
Related Safety Cases. References to Safety Cases of any sub-systems or 
equipment on which the main Safety Case depends, if any. 

Conclusion. A summary of the evidence presented in the other parts of the 
Safety Case, and an argument that the system is adequately safe, subject to 
compliance with the specified application conditions. 

The principal parts of the safety case will be discussed in turn. 

2.2 System Definition 

The NSB-87 is an interlocking type in use at 18 different installations. The 
installations are generally very similar, differing only in detail. One particular 
installation, that of Rena railway station, was selected to be the representative 
system to which the safety case refers. The differences between the installations 
were deemed to be so small that no separate safety cases were needed for the 
other installations beside Rena. 

The structure of an NSB-87 installation is shown in figure 1. 

The interlocking logic is encoded in a PLC (Programmable Logic Controller) 
program. When the NSB-87 was developed, the use of industry standard PLC’s 
in railway interlocking was unusual and there was doubt both about the safety 
integrity of the PLC and how to demonstrate the safety of the program and 
of the PLC itself. Also, a single channel PLC was used with no duplication or 
redundancy either in software or hardware. 

To avoid the safety issues with using a single channel standard PLC, a min- 
imal interlocking based on traditional relay technology was added as a “filter” 
between the PLC and the trackside objects. Electrical circuits from the PLC to 
the trackside objects passes through relay contacts in the relay interlocking so 
that, in effect, 2 out of 2 voting between the PLC and the relay interlocking is 
done when executing possibly dangerous manoeuvres (clearing signals, reversing 
points...). 

Should the PLC behave in an unsafe manner, the relay interlocking will thus 
“contain” the fault and protect trains operating in the area controlled by the 
interlocking. In effect, the burden of maintaining safety integrity is placed on 
the relay logic. Following this principle, in the formal analysis of the interlocking 
system the PLC was treated as a “hostile” part of the system which could exhibit 
arbitrary (i.e. unsafe) behaviour. 

Since the manoeuvring system of the NSB-87 is also in the PLC, the relay 
interlocking receives input from the traffic control centre through the PLC. This 
function of the PLC is also not considered safety-critical as the purpose of a 
railway interlocking is reject commands that would be dangerous to carry out. 
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Fig. 1. Structure of a NSB-87 interlocking 



2.3 Quality Management Report 

At the time the NSB-87 was developed, quality management was done in an 
informal manner. This section of the safety case briefly describes the practises 
used. When possible reference is made to more recent documents based on these 
earlier practises. 

2.4 Safety Management Report 

At was the case with quality management, safety management was done in an 
informal manner. Some general principles about “fail-safe” operation were ap- 
plied. Again, when possible reference was made to more recent documents based 
on earlier practises. 

2.5 Technical Safety Report 

This section forms the bulk of the safety case. Most of the contents of the Tech- 
nical Safety report refers to the formal verification. As there was no “original” 
safety requirements specification in existence, one had to be compiled anew from 
various sources. Under those circumstances many minor deviations from the re- 
quirements specification could be expected. All deviations found (see section 4.3) 
were subject to a traditional risk analysis to determine whether or not they posed 
an acceptable or unacceptable risk. Thus safety properties at the system level 
were established using a combination of formal verification and risk analysis. 
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3 The Formal Verification Process 

3.1 Basic Principles 

As usual, we use the term “formal methods” to refer to the use of mathematically 
precise notation to describe requirements (“formal specification”) and to use 
mathematically rigourous methods to determine whether the requirements are 
satisfied of a particular system (“formal verification”). 

The formal verification process used in the retrospective safety case is based 
on automated theorem proving in propositional (mathematical) logic. The re- 
quirements specification is represented by a number of logic formulae. Likewise, 
the system to be verified is modelled as a set of logic formulae. The (require- 
ments) specification formulae determines the permissible behaviour of the sys- 
tem, while the (system) model formulae determines the possible behaviours of 
the system. The model of a correct system is said to be a refinement of the 
specification. 

Clearly, if every possible behaviour is also a permissible behaviour, the system 
fulfils its requirements specification 1 . It is a result in mathematical logic that this 
relation is equivalent to the fact that a proof can be made of every specification 
formula using the model formulae as assumptions. 

With modern theorem-proving algorithms such as Chaff [9] and fast com- 
puters, very large proofs can be attempted automatically in seconds. Should the 
proof fail, the algorithms will give a detailed counterexample (countermodel), 
describing a concrete situation where the requirements fail to hold. In this par- 
ticular case, the descriptions of such situations were used as input to a traditional 
risk analysis. 

The formal verification process is outlined in figure 2 and its various parts 
are described in the following sections. The process is described in more detail 
in [4] [5] [7], 

Model Checking [3] is a different technique which is more commonly used 
for automatic formal verification and has been very successful in a number of 
industrial application areas. In the case of railway interlocking systems, though, 
there is some evidence that model checking works less well compared to theorem 
proving. [8] describes an application of model checking to formal verification of 
interlocking systems which was not feasible unless a number of optimisations 
were made to the model checker input. In our experience, no such optimisations 
are necessary when doing automatic verification by theorem proving. 

We have not made any proper investigation as to why this would be the case, 
but we believe that the reason why theorem proving works well is that interlock- 
ings are typically designed so that most requirements hold even in unreachable 
states. In the few cases where this is not true, it is usually straightforward to 
characterise the relevant unreachable states by hand. The important function 
of a model checker of enumerating or characterising reachable states is thus not 
needed. 

1 As far as the behaviour can be correctly modelled in logic. 
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Fig. 2. The formal verification process 
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3.2 Specifications 

Safety-critical systems in general (and railway interlocking systems in particular) 
are governed by a general set of requirements, while the systems have to be 
configured for any particular installation. It is desirable to have a general formal 
specification that can be used with any installation to avoid the work (and quality 
assurance issues!) of writing a separate specification for every installation. 

This is done by writing the specification in a logic language (predicate logic) 
where it is possible to refer to information about a specific installation. In the 
railway context this information is called the “geographical data” and describes 
the geographical layout of the particular part of a railway where the interlock- 
ing operates (e.g. the location of tracks, signals, points etc.). By combining the 
general specification with installation-specific data an installation-specific speci- 
fication is obtained which can be used as input to the formal verification process 2 . 



Example 1. A typical informal requirement: 

“A point is locked when any of the following conditions are met [...] the 
point is part of a locked train route [...]” 

The corresponding logical formula is 

ALL pt (SOME tr (routelocked(tr) & part_of (pt ,tr) ) -> 
pointlocked(pt) ) 

Here pt and tr are variables ranging over points and train routes. The sub- 
formula part_of (pt ,tr) is a reference to the geographical data. Part of the ge- 
ographical data will state precisely which points are parts of which train routes. 

3.3 System Model 

To make formal verification possible, a representation of the system in logic 
must be created. In the case of NSB-87, the system to be verified was the relay 
circuitry of the interlocking. This circuitry was documented by circuit diagrams 
which were translated into logic to obtain the system model. As the safety case 
must also demonstrate the safety of the system in the presence of faults, the 
translation method employed took into account the possibility of failures (single 
mode in this case) in the circuitry according to a specified set of possible failure 
modes. 

Example 2. Figure 3 shows a sample circuit of the relay interlocking. FCSPM is 
an output contact of the PLC, while TspMO and SPRM are relays. The translation 
into logic is: 

SPRM <-> FCSPM k (TspMO # PRE SPRM) k ~SPRM_broken # SPRM_stuck 

2 The combining process includes a step where the predicate logic of the general speci- 
fication is transformed into propositional logic so that it can be used with automatic 
propositional theorem provers. 
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# stands for logical disjunction (or) . PRE SPRM is an expression referring to a 
variable representing the state of the SPRM relay at the previous moment in time 
(see section 3.6). SPRMJbroken and SPRM_stuck are variables modelling failures 
of the circuit. SPRM_broken is true if the relay does not pick up because the 
electric circuit has been broken or because of a relay fault. SPRM.stuck is true if 
the relay SPRM does not drop out because it is stuck or its contacts have welded 3 . 

The translation into logic was carried out automatically. A textual encod- 
ing of the relay circuitry was made by hand and stored in a file. A translation 
program read the file and automatically produced a set of logic formulae repre- 
senting the behaviour of the relay system. This set of formulae was then used as 
input to the theorem prover. 

Computer software such as PLC programs can also be translated into logic, 
but for this work the PLC software was not (initially, see section 4.3) considered 
safety-critical and therefore was not formally verified. 

3.4 Counter-Model Analysis 

More often than not, a proof fails because the system does not quite follow the 
specification. The theorem prover algorithm will then automatically generate a 
“counter-model”, a description of a situation where the system exhibits a be- 
haviour which is not allowed by the specification. The counter-model itself is of 
limited use partly because of its excruciating detail but also because it does not 
in itself explain the reason for the incorrect behaviour. Most of the information 
described in the counter-model is coincidental to the particular requirement be- 
ing violated. E.g. the counter-model will include state information of parts of 
the interlocking not related to the failing function. 

Example 3. Suppose that the system did not satisfy the sample requirements 
formula of example 1. As part of the counter-model the theorem prover would 
give information about the particular point and train route involved. Also, the 
states of all relays - including failures - and other parts of the circuitry in the 
error situation would be given. 

An important step of the process is the analysis of a counter-model to pro- 
vide a characterisation of the situations where the system exhibits an erroneous 
behaviour. The analysis is presently carried out by hand and requires a substan- 
tial understanding of how the verified system works. The result of this analysis 
is used as output from the verification process to describe a particular problem 
with the verified system. 

Example 4- In the case of the sample requirements formula of example 1, the 
conclusion could be e.g. that for point 4 and train route AL, the requirement 
would not be satisfied if a failure of relay FrLok occurred 4 . 

3 Since interlocking relays are safety relays with forced contacts all relevant single 
failure modes can be represented using combinations of values of the _stuck and 
.broken variables for the various relays. 

4 This is a hypothetical error and does not represent any actual error found in the 
analysis of the NSB-87 interlocking. 
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The characterisation is also used to find other situations where the same (or 
other) requirement is violated. The theorem proving attempt is repeated with 
the added assumption that the just characterised error situation can not occur. 
This will cause the theorem prover to disregard this particular error and it will 
either report that the proof succeeded (in which case all errors have been found) , 
or it will generate a counter-model for a different error situation which can in 
its turn be analysed. By successively analysing counter-models and retrying the 
proof in this manner, all ways in which the system violates some requirement 
will eventually be found. 

3.5 Risk Analysis 

The risk analysis phase is not properly a part of the formal verification process, 
but it was an important step in producing the NSB-87 safety case so its relation 
to the formal verification will be briefly discussed. 

In this formal verification process no attempt is made to calculate the fre- 
quencies or consequences of failures. Indeed, the logic is discrete and determin- 
istic so the representation of failure modes simply states that the failure of a 
component of the verified system may happen. Also, there is of course always 
the possibility that the system does not function according to the specification 
even in the absence of component failures. 

To determine whether deviations from the requirements have dangerous con- 
sequences and, if so, whether the probability of a deviation actually occurring 
is too high to be acceptable, a traditional risk analysis can follow the formal 
verification. Using known or estimated frequencies of component failures and 
behaviour patterns of the system environment (the railway in this case) the 
risk analysis can estimate the likelihood and consequences of incorrect system 
behaviour for each deviation found during the counter-model analysis. 

In formal methods, a successful formal verification is normally used by itself 
as evidence of the safety of the system. When used in conjunction with risk 
analysis the formal verification need not be “successful” in the usual sense of 
the word. In contrast, it can serve the purpose of finding possibly dangerous 
situations which are subject to risk analysis. By using formal methods a much 
more complete set of findings can be obtained compared to what can be expected 
using traditional (manual) methods. 

3.6 Handling Time 

The behaviour at any given point in time of virtually every system found in 
practise is dependent of what has happened previously. In other words, the formal 
notation must be able to refer to different moments in time. There are many 
approaches to handling time. In the present work, the synchronous hypothesis 
[2] is adopted. This basically means that time can be seen as a sequence of 
separate infinitesimally small instances and that all actions of the system (e.g. 
change of output) take place from one time instance to the next. That is, the 
actions are taken to be instantaneous. This simplification (or abstraction) of 
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real time is meaningful if we assume that the system will always react “quickly 
enough” to changes in its environment. 

The requirements specification as well as the system model are transition 
relations, describing what states are permissible/possible in the present moment 
of time given the system state at the previous moment of time. 

A drawback with this model of time is that it does not allow for specific time 
intervals, e.g. that two events are separated by a 5 seconds (say) interval. It turns 
out that in the present application, there is seldom a need for such specific time 
intervals. When they do occur they are simulated by assuming the existence of 
a clock which will signal when the given time interval has elapsed. 



3.7 Tools 

The process is supported by a software tool, GTO, developed by Industrilogik 
L4i AB. This tool can “plug in” any automatic propositional theorem prover, and 
various theorem provers such as SATO [14], zClraff [9] and Prover Technology 
CL-Tool (based on “Stalmarck’s method” [13]) have been used with GTO. 

4 Experiences from Developing the Safety Case 

4.1 The Requirements Specification 

A prerequisite to any verification and validation effort is a requirements speci- 
fication. In the case of the NSB-87 system no proper requirements specification 
was made when the system was developed 5 . Instead, the system was designed to 
generally have the same behaviour as previous systems and to follow the opera- 
tional rules of the railway. Many of the actual requirements for an interlocking 
system were simply embodied in the design of previous signalling systems. 

In order to carry out the safety case, a proper requirements specification had 
to be developed. To this end the relevant regulatory documents issued by JBV 
were studied. These documents were written after the development of the NSB-87 
and it was known that they did not always correspond to earlier practise. Also, 
much information was missing from the regulations. Partly this was because 
“obvious” requirements were omitted, but also since the style of the documents 
in many cases was to state requirements by giving examples of correct behaviour, 
leaving the reader to extrapolate the requirements in situations not covered by 
the examples. 

To address the problems of the missing requirements as well as to save time, 
an existing formal requirements specification for Swedish railway signalling [4] [6] 
was used as a basis for the requirements specification for NSB-87. Swedish and 
Norwegian practises are similar so the structure of the specification could be 
kept while details were changed in accordance with the JBV documents. 

5 This is a general phenomenon with older railway interlocking systems and not par- 
ticular to the NSB-87. 
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In order to validate the requirements specification, an informal version of 
the formal specification was made. This informal specification was essentially a 
direct translation of the logic formulae into plain text, preserving the structure 
and concepts of the formal specification. The informal requirements specifica- 
tion was turned over to JBV experts for inspection and approval and necessary 
modifications were made. 

During the requirement engineering process, care was taken to maintain 
traceability from individual requirements formulae back to the documents or 
other sources motivating each formula. 

As the formal verification work began, it turned out that in spite of the 
inspections and approval, some requirements were incorrect or not applicable, 
so the specification was further revised after consultation with JBV signalling 
experts. In our experience, it is typical that domain experts do not always un- 
derstand the full ramifications of a particular requirement as they are used to 
follow rules that do not always work and to make ad-hoc deviations from them 
when circumstances make it necessary. 

Creating the geographical data from a description of the layout of Rena 
station was straightforward. 



4.2 The System Model 

The relay circuitry was documented using a set of relay circuit diagrams. The 
manual coding of the circuit diagrams was very time-consuming and tedious. As 
the diagrams had been written using a CAD system, they were stored on CAD 
files and in principle the manual coding could have been replaced by an auto- 
matic interpretation of the representations of symbols and lines in the CAD files. 
However, the cost of developing such an interpretation program and uncertainty 
about how well it would work in practise was too great for a single project. 

Occasionally, mistakes were found in that the circuit diagrams did not cor- 
rectly represent the actual relay circuitry in the interlocking system. The mis- 
takes were in most cases not detected until the verification process gave unrea- 
sonable results. 

In most cases, an experienced signalling engineer would have spotted the 
mistakes, but as more time passes since the diagrams were made up the greater 
is the risk that engineers would fail to spot the mistakes, causing errors to be 
introduced into the system during modification or repair. 



4.3 Verification 

The formal verification revealed a large number of deviations from the require- 
ments specification. This was caused partly by the fact that the requirements 
were made up some 15 years after the system had been initially developed. What 
today would be considered incorrect behaviour would not necessarily have been 
seen as such at that time. In some cases, the deviations motivated a revision 
of the requirements specification. In other cases deviations could be motivated 
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by special circumstances, while the requirements specification applied uniform 
requirements in all situations. 

However, there were a number of cases where the system did not always 
behave as expected even by the standards applied at the time of development - 
particularly in the presence of faults. 

These remaining cases were subject to risk analysis and in the end it was 
determined that the risks were acceptable. It was also found that - contrary to 
the intention when the system was first developed - some safety critical func- 
tionality was located only in the PLC system and not also provided by the relay 
“filter”. Once this was realised, the risk analysis was used to determine if the 
situation was acceptable. 

Nothing was found indicating incorrect behaviour that could have caused the 
accident at Asta. 

The manual analysis of the counter-model generated by the automatic theo- 
rem prover was very tedious and time-consuming. It also required a substantial 
understanding of how the circuits of the verified system actually worked. 

A suitably different interlocking design could have simplified the verification 
and counter-model analysis. E.g. the design could have been structured in a 
similar way as the specification and with more redundancies in the circuitry - 
particularly in “don’t care” situations. When making new designs it is important 
to consider how to “design for (formal) verifiability”. 

5 Conclusions 

In summary, the formal verification of the NSB-87 interlocking was quite suc- 
cessful. In spite of some difficulties, the project produced the desired output and 
was completed within schedule. 

Determining the safety requirements was not straightforward particularly 
not considering the amount of detail and precision required of a formal speci- 
fication. The original specifications from the 1980’s were not documented in a 
complete or uniform way and it was also not clear to what extent they are rel- 
evant today. On the other hand, if the requirements of today would have been 
used without changes, it would be certain that in many cases they would not be 
fulfilled by the system. 

For these reasons it was necessary to accept that a large number of devia- 
tions from the requirements were found during formal verification. To determine 
whether or not the deviations were acceptable, they were subject to a tradi- 
tional risk analysis. In a sense, the main function of the formal verification was 
to provide input to the risk analysis rather than itself establish the safety of the 
system. This was the major difference between the use of formal methods in the 
retrospective safety case compared to using formal methods when developing a 
new system. 

The use of formal verification gave a considerably better verification coverage 
of the system than would have been expected by a traditional analysis based on 
manual inspection of circuit diagrams. This was particularly true when the effect 
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of faults was considered as it is difficult for a person to fully consider and grasp 
the effects of all possible faults on a system. 

The manual steps in the formal verification process - the coding of circuit 
diagrams and the analysis of counter-models were very time-consuming. The 
coding could in principle have been automated, and in any case modern systems 
are typically based on computer (e.g. PLC) technology where the program source 
code is machine-readable from the start and no manual coding is necessary. 

The counter-model analysis is a different matter, as it requires insight into the 
workings of the system to determine what part of the system design contributes 
to a deviation from a particular requirement. Nevertheless, it is expected that 
much of this analysis could also be automated - however it is basically a research 
issue to determine how this could be done. 

The involved staff of the Norwegian National Rail Administration were gen- 
erally quite impressed with the results that could be achieved using formal meth- 
ods. The same methodology was again used successfully for another retrospective 
safety review of the different interlocking system NSI-63 (also a recommendation 
of the Asta commission). Additionally, the NSB-87 safety case indirectly led to 
new industrial adoption of formal methods as a component in the development 
of safety cases for new signalling systems. 

References 

1. Asta-ulykken 4. januar 2000 - Hovedrapport, The Norwegian Ministry of Justice 
and the Police (2000) 

2. Benveniste, A. and Berry, G.: The Synchronous Approach to Reactive and Real- 
Time Systems, Proceedings of the IEEE, Vol. 79 No. 9, pp. 1270-1282 (1991). 

3. Clarke, M.E., Grumberg, O. and Peled, D.A.: Model Checking, MIT Press (1999). 

4. Eriksson, L-H.: Formalising Railway Interlocking Requirements, Technical report 
1997:3, Swedish National Rail Administration (1997) 

5. Eriksson, L-H.: Formal Verification of Railway Interlockings, Technical report 
1997:4, Swedish National Rail Administration (1997) 

6. Eriksson, L-H.: Specifying Railway Interlocking Requirements for Practical Use, In 
Schoitsch, E. (ed.): Proceedings of the 15th International Conference on Computer 
Safety, Reliability and Security (SAFECOMP’96), Springer- Verlag (1996) 

7. Eriksson, L-H. and Johansson, K.: Using formal methods for quality assurance of 
interlocking systems, In Mellit, B. et.al. (eds.): Computers in Railways IV, Com- 
putational Mechanics publications (1998). 

8. Huber, M. and King, S.: Towards an Integrated Model Checker for Railway Sig- 
nalling Data, In Eriksson, L-H. and Lindsay, P.A. (eds.): FME’2002: Formal Meth- 
ods - Getting IT Right, pp. 204-223, Lecture Notes in Computer Science 2391, 
Springer- Verlag (2002). 

9. Moskewicz, M., Madigan, C., Zhao, Y., Zhang, L. and Malik, S.: Chaff: Engineering 
an Efficient SAT Solver, Proceedings of the 38th ACM/IEEE Design Automation 
Conference (DAC’01), pp. 530-535, ACM/IEEE (2001) 

10. Railway Applications: The Specification and Demonstration of Reliability, Avail- 
ability, Maintainability and Safety (RAMS), European standard EN50126, CEN- 
ELEC, Brussels (1999) 




44 



L.-H. Eriksson 



11. Railway Applications - Communication, signalling and processing systems - Soft- 
ware for railway control and protection systems, European standard EN50128, 
CENELEC, Brussels (2001) 

12. Railway Applications - Safety related electronic systems for signalling, European 
standard ENV50129, CENELEC, Brussels (1998) 

13. Sheeran, M. and Stalmarck, G.: A Tutorial on Stalmarck’s Proof Procedure for 
Propositional Logic, In Gopalakrishnan, G. and Windley, P. (eds.): Proc. 2nd Inti. 
Conf. on Formal Methods in Computer-Aided Design, FMCAD’98, pp. 82-99, Lec- 
ture Notes in Computer Science 1522, Springer- Verlag (1998) 

14. Zhang, H.: SATO: An Efficient Propositional Prover, In McCune (ed.): Proc. 14th 
International Conference on Automated Deduction (CADE-14), Lecture Notes in 
Computer Science, Springer- Verlag (1997) 




A Highly Fault Detectable Cache Architecture 
for Dependable Computing 



Hamid R. Zarandi and Seyed Ghassem Miremadi 

Department of Computer Engineering, Sharif University of Technology 
Tehran, Iran 

zarandi@ce . sharif . edu, miremadi@sharif . edu 



Abstract. Information integrity in cache memories is a fundamental require- 
ment for dependable computing. As caches comprise much of a CPU chip area 
and transistor counts, they are reasonable targets for single and multiple tran- 
sient faults. This paper presents: 1) a fault detection scheme for tag arrays of 
cache memories and 2) an architectural cache to improve dependability as well 
as performance. In this architecture, cache space is divided into sets of different 
sizes and different tag lengths. The error detection scheme and the cache archi- 
tecture have been evaluated using a trace driven simulation with soft error in- 
jection and SPEC 2000 applications. The results show that error detection im- 
provement varies between 66% and 96% as compared with the already avail- 
able single parity in microprocessors. 



1 Introduction 

Memory hierarchy is one of the most important elements in modern computer sys- 
tems. In particular, cache memories are simple cost-effective elements to achieve 
higher memory bandwidth, which significantly affects the peak throughput [19]. The 
performance of the cache depends on several factors such as cache size, block size, 
mapping function, replacement algorithm, and write policy [25]. Current modern 
processor designs often devote a large fraction of on-chip transistors (up to 80%) to 
caches [22]. Consequently, the reliability of caches affects the dependability of the 
overall system. The purposes of integrating an error checking scheme in the memory 
system such as caches are to prevent errors to propagate to other components and to 
overcome the effects of errors locally. This contributes the overall goal of achieving 
failure-free computation. 

Transient faults can corrupt information in the memory [14], i.e., instructions and 
data errors that may result in erroneous computation. In particular, errors in cache 
memory that is the closest data storage to the CPU can easily propagate into the proc- 
essor registers and other memory elements, and eventually cause computation fail- 
ures. Although the cache memory quality has improved tremendously due to advances 
in VLSI technology, it is not possible to completely avoid transient fault occurrences 
[18]. As a result, data integrity checking, i.e., detecting and correcting soft errors, is 
commonly used in cache memories. 

There are two important error checking schemes: parity codes [28] and error- 
correcting codes (ECC) [13]. Parity codes can detect odd number of errors and their 
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power consumption is much less than ECC [5], however, ECC can correct errors. 
Each of these codes has a serious problem, i.e., the parity codes have low error detec- 
tion capability [32], and the ECC codes incur low performance [24]. Moreover, using 
each of them in a uniform structure may occupy significant area space [9], [18]. It is 
due not to flexible in terms of chip area requirements as the area occupied by them is 
directly proportional to the cache size. For example, 12.5% area overhead is needed to 
store a parity for 8-bit data and the same overhead is required for an 8-bit SEC-DED 
(single error correction, double error detection) for a 64-bit entity. It should be noted 
that these codes could detect or correct only single error and have not good efficiency 
in the applications that are more prone to multiple-errors e.g., space applications. 

This paper proposes a new cache architecture that exhibits a performance near to 
fully associative but its power and area are less than it. Using this algorithm, a new 
solution to the mentioned problem can be obtained since it enables us to provide a 
protection code such as generalized parity for every tag of cache line to detect multi- 
ple faults without compromising the performance or increasing significant area. In 
this scheme, cache space is divided into sets of different sizes, similar to set- 
associative one, but organized in a hierarchical structure where the size of the set at a 
given level is twice the size of the set in the next level of hierarchy. Thus, the scheme 
is called Hierarchical Binary Associative Mapping (HBAM). 

The structure of the paper is as follows. Section 2 presents some related work. Sec- 
tion 3 gives an overview of the problem, the proposed cache architecture and fault 
detection method. Section 4 experimentally studies performance and fault detection of 
our method. Section 5 discusses hardware complexity and power consumption. Fi- 
nally, section 6 concludes the paper. 



2 Related Work 

Sometimes a direct-mapped cache has a high miss rate, resulting in higher memory 
access time. Increasing cache associativity can decrease the cache miss rate and hence 
memory access time. For example, the average miss rate for the SPEC92 benchmarks 
is 4.6% for a direct-mapped 8Kbyte cache, 3.8% for a 2-way 8Kbyte cache and only 
2.9% for 4- way 8Kbyte cache [11]. Though these differences may appear small, they 
in fact translate to big performance differences, due to the large penalty cycles of 
misses [33], Higher associativity degree is important when the miss penalty is large 
and when memory and memory interconnect contention delays are significant or sen- 
sitive to the cache miss rate. Both situations may occur in shared-memory multiproc- 
essors [8], [17]. A uniprocessor also may have a large miss penalty when it has only a 
first-level cache and the gap between processor and memory speed is large. Increasing 
associativity also has the advantage of reducing the probability of thrashing. Repeat- 
edly accessing m different blocks that map into the same set will cause thrashing. A 
cache with an associativity degree of n can avoid such thrashing if n > m and LRU 
replacement policy is employed [34]. A hash-rehash cache [1] uses two mapping 
functions to determine the candidate location with associativity of two and by sequen- 
tial search, but higher miss rate results from non-LRU replacement. Agarwal et al. [2] 
proposed the column-associative cache that improves the hash-rehash cash by adding 
hardware to implement LRU replacement policy. The predicative sequential associa- 
tive cache proposed by Calder et al. [7], uses bit selection, a sequential search and 
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steering bit table, which is indexed by predictive sources to determine search order. 
However this approach is based on prediction, which may be incorrect and has 
slightly longer average access time. Skewed-associative cache [23] increases associa- 
tivity in orthogonal dimension using skewing function instead of bit selection to de- 
termine candidate locations. The major drawbacks of this scheme are a longer cycle 
time and the mapping hardware necessary for skewing. 

Ranagathan [22] proposed a configurable cache architecture useful for media proc- 
essing which divide the cache into partitions at the granularity of the conventional 
cache. The key drawback of it is that the number and granularity of the partitions are 
limited by the associativity of the cache and also it causes to modify the hardware of 
the cache to support dynamic partitioning and associativity. Another configurable 
cache architecture has been proposed in [33], which intended for some specific appli- 
cations of embedded systems. The cache mapping function can be configured by 
software to be direct mapped, 2-way, or 4-way set-associative caches. 

Also, several studies have been done to provide fault-tolerance in caches memories 
[18], [24], [32]. In [18], a very small cache was proposed to store parity information 
or to duplicate recently used data with a very good hit rate. In [24], a programmable 
address decoder was proposed to disable faulty blocks and to remap their references 
to non-faulty blocks. But area overhead for a typical 16KB cache is 11% of total 
cache area. Replicating data in the cache to enhance reliability was proposed in [32]. 
The fault detection scheme was either parity or ECC, and in the case of detecting 
faults, one of the replications of the affected word in the cache was used. However, 
this scheme can detect only single transient faults and has significant effects on the 
performance of the cache such that miss rate of the cache increases up to 4 times. 



3 Problem Overview 

3.1 Errors in Cache and Their Effect 

Use of lower voltage levels, high speed data read/write operations and extremely 
dense circuitry increase the probability of transient fault occurrence, resulting in more 
bit errors in cache memories. Moreover, external disturbances such as noise, power 
jitter, local heat densities, and ionization due to alpha-particle hits can also corrupt the 
information [16]. 

Most of transistors in a cache are in memory cells. Hence, the probability that a 
given defect is in a memory cell (a bit in the data or tag field) is higher than the prob- 
ability of it being in the logic circuitry. 

Furthermore, the faults occurred in a tag field are more serious than those affect on 
the data field. It is due to 1) the size of a CAM cell is about double as that of a RAM 
cell [21], 2) each tag entry is responsible for storing/retrieving several words in its 
corresponded block. This means that a given fault in the tag has B (block size) times 
crucial effects more than the similar one occurred in a word of the corresponded 
block, and 3) bit changes in the tag cause the improper cache hit and miss decisions 
i.e., pseudo-hit, multi-hit, and pseudo-miss, and make the memory references to be 
invalid. In the case of a pseudo-hit, the processor gets wrong data on a read and up- 
dates the data in the wrong location on a write. A pseudo-miss generates an unneces- 
sary main memory access. The multi-hit may be detected by the cache controller but 
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handling is not simple. The controller cannot distinguish between the multiple hit 
lines to service the processor’s request. 

Parity codes are extensively used in cache memories of today’s modern processors. 
As an example, the parity checking employed in data cache in the Pentium® proces- 
sors [26] are: 1 ) parity bit per byte in the cache storage RAM, and 2) parity per entry 
in the tag array. However, parity can only detect odd number of errors (coverage of 
50%) and is not suitable for the applications which need high reliability. For example, 
a relatively large fraction of the transient faults caused by alpha-particle radiation or 
heavy-ion [16] manifests as multiple-bit errors i.e., single-event multiple upsets 
[4] [27], 



3.2 HBAM Cache Organization 

Let C be the cache size in blocks. According to the HBAM scheme there are log 2 C + l 
sets. Set i consists of B. blocks where 

„ |C/2 (,+1) , if 0<z<log,C 

[ 1 , f i = lo&C (1) 

Size of sets varies in power of 2. The first set has the largest size of C/2 blocks 
while the last two sets contain a minimum of 1 block each. This means if frequently- 
referenced blocks can be mapped into larger associative-sets, a higher hit ratio can be 
achieved. Also, the cost of this scheme is less than the cost of fully-associative 
scheme. Due to the separate logic associated to each set, its operation is relatively 
faster compared to fully-associative mapping and slower than set-associative map- 
ping. In this scheme, address translation is performed dynamically (value-based) 
instead of statically (bit selection) in the direct mapping scheme. This means that 
there is no predefined specified format to determine set number of a memory address 
in the cache. The set number should be determined using the address pattern coming 
from the CPU. Figure 1 shows the set organization of a HBAM cache. 

Suppose the block size is B=2 b words. For an n-bit address pattern 
A = A n] A :i _ 2 ...A 0 , the b low-significant bits determine the offset of the required word in 

the block containing the word. The set number is given by the number of zero bits 
preceding the offset. Table 1 portrays the address mapping function and required bits 
for tag storing. 



3.3 The Proposed Protection Code 

In the HBAM cache, the reduced area, related to tag storage, was used for a protection 
code. The utilized protection code is named generalized parity (GParity). A general- 
ized parity in radix r, which also includes the even-parity when the radix is two, is 
sum of l’s in the word modulo r. It behaves as a checksum for the word and can de- 
tect any simultaneously single-event faults where number of faults is not divisible by 
r. As an example, the following figure show a HBAM tag of a memory address whose 
3 bits are not necessary for storing. Its GParity in radix 8, which used for protecting 
this tag has been shown, as well. Its GParity is 5 since the number of l’s in the mem- 
ory address is 5. 
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Fig. 1. Set and block organization in HBAM 
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Fig. 2. Memory address format used for mapping function in HBAM 



Table 1. Address mapping and required bits for tag in each set 
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Fig. 3. A generalized parity in radix 8 for a memory address used in the HBAM cache 
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This protection code is more suitable for the HBAM because: 1) it can be easily 
adjusted to any length of bits, 2) it only depends on the number of l’s in the tag (or 
memory address) and hence can be calculated in parallel with address decoding, and 
3) it can detect more portion of faults due to multiple effects of transient faults are all 
in the same event e.g., single-event multiple upsets [27], 

In HBAM cache, all tags of a set whose number is i, has an (1+1 ) bits length GPar- 
ity, i.e., a GParity in radix 2 i+1 . The cost of adder needed for calculating sum of l’s is 
negligible in total cost of the cache [10]. For example, a 32-bit adder synthesized via a 
common synthesis tool, use only 32 LUTs. Using the GParity in the HBAM cause the 
fault detection coverage to be improved and makes it to be suitable for dependable 
computing systems such as dependable embedded systems which have serious limita- 
tions in the area space. 



4 Experimental Study 

The cache simulator in [6] was modified to simulate the proposed HBAM cache 
scheme. Benchmarks used in this trace-driven simulation included several different 
kinds of programs of SPEC2000 benchmarks [35], namely bzip2, apsi, swim, vortex, 
eon_cook, eon_rush, gcc, gzip, parser, sixtrack, and vpr. Each file contains at least 
100000000 references. Both data and instruction references are collected and used for 
the simulation. Three well-known placement schemes, i.e,, the direct, set-associative, 
and fully-associative mapping are chosen for performance comparison and evaluation. 



4.1 Performance Analysis 

Two major performance metrics i.e., the miss (hit) ratio and the average memory 
access time are used to evaluate and compare the HBAM cache with other schemes. 
First the direct-mapped cache is compared in terms of miss (hit) ratio and average 
memory access time. Second the set-associative and fully-associative caches are com- 
pared. 

The cache miss ratios for the conventional direct-mapped cache and the proposed 
HBAM cache are shown in Figure 4. For the direct-mapped cache denoted as DC in 
the figure, the notation “8k-8byte” denotes an 8KB direct-mapped cache with a block 
size of 8 bytes. For each benchmark, the miss ratios are shown for various cache sizes 
and block sizes. Notice the average miss ratio of the HBAM cache for a given large 
cache size (e.g., 32KB) is about that of conventional direct-mapped caches with a size 
of four times larger. Another useful measure to evaluate the performance of any given 
memory-hierarchy is the average memory access time, which is given by 

Average memory access time = Hit time + Miss rate . Miss penalty (2) 

Here hit time is the time to process a hit in the cache and miss penalty is the addi- 
tional time to service the miss penalty. The basic parameters for the simulation are: 
CPU clock =200 MHz, Memory latency=15 CPU cycles. Memory bandwidth=1.6 
Gb/s. The hit time is assumed to be 1 CPU cycle. These parameters are based on 
the values for common 32-bit embedded processors (i.e,, ARM920T [3] or Hitachi 
SH4 [12]). 
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Benchmarks 



□ 8k-8byte (DC) 

■ 32k-16byte (DC) 

□ 64k-32byte (DC) 

□ 128k-32byte(DC) 

■ 8k-8byte (HBAM) 

□ 32k-16byte (HBAM) 

□ 64k-32byte (HBAM) 

□ 128k-32byte (HBAM) 



Fig. 4. Miss ratio of the direct-mapped cache and the HBAM cache. 
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Fig. 5. Average memory access time of the direct-mapped cache and the HBAM cache. 
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□ 8k-8byte (2WSA) 

■ 32 k- 16 byte (2WSA) 

□ 64k-32byte (4WSA) 

□ 128k-32byte(4WSA) 

■ 8k-8byte (HBAM) 

□ 32k- 16 byte (HBAM) 

□ 64k-32byte (HBAM) 

□ 128k-32byte (HBAM) 

■ 64k-32byte (FA) 

□ 128k-32byte (FA) 



Fig. 6. Miss ratio of the set-associative cache, the fully-associative cache, and the HBAM 
cache. 



The average memory access time for the conventional direct-mapped cache and the 
HBAM cache are shown in Figure 5. As a result of benchmark analysis, application 
with high degree of locality like vpr shows particularly higher performance improve- 
ment in using HBAM cache. Also, the cache miss-ratios and the average memory 
access time for the conventional k - way set-associative cache ( k = 2, 4), fully- 
associative cache, and the proposed HBAM cache are shown in Figure 6 and 7. In 
these figures the 2-way, the 4-way set-associative, and fully-associative caches are 
denoted as 2WSA and 4WSA, and FA, respectively. As shown in both figures, 
HBAM behaves very closely to the fully-associative cache in the miss ratio and the 
average memory access time instead of the conventional set-associative cache. In the 
case of large cache size (e.g., 32KB) the average memory access time of HBAM 
equals these conventional set-associative caches with a size of two times as much as 
the given cache size for the 4-way set-associative. 
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□ 8k-8byte (2WSA) 

■ 32k-16byte (2WSA) 

□ 64k-32byte (4WSA) 

□ 128k-32byte(4WSA) 

■ 8k-8byte (HBAM) 

□ 32k-16byte (HBAM) 

□ 64k-32byte (HBAM) 

□ 128k-32byte (HBAM) 

■ 64k-32byte (FA) 

■ 128k-32byte (FA) 

Fig. 7. Average memory access time of the set-associative cache, the fully-associative cache, 
and the HBAM cache. 

In the case of simulating the set-associative cache, N sets, 2 < N < 5 12 , have been 
considered. For brevity, only some selected figures are shown here. Figures 8-11 
show the plot of hit ratio against cache size for four selected benchmarks, while fig- 
ures 12-15 show similar curves for the effects of block size to cache performance. 
They illustrate comparative performance of the conventional placement schemes 
(fully-associative, set-associative and direct mapping) and the HBAM scheme. Notice 
that there is a general trend of the HBAM scheme exhibiting higher hit ratios (except 
for fully-associative scheme). It can be seen, in figures 8-11, that the HBAM scheme 
outperforms the set-associative and direct mapping schemes for a wide variety of 
cache configurations. For instance, Fig. 8 shows the hit ratio of the considered 
schemes for benchmark bzip2 (with the set size of 8 blocks in set-associative map- 
ping) where each block contains 8 bytes. Fig. 12 shows the effect of block size to the 
hit ratio for a cache size of 8 KB for HBAM scheme and other schemes. As can be 
seen in the figures, the hit ratio of the HBAM scheme is closer to fully-associative 
cache than the other schemes. 




bzip2 apsi swim vortex eon_cook eon_rush gcc gzip parser sixtrack vpr avg. 
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4.2 Fault Injection and Fault Detection Coverage 

For evaluation of the proposed protection code, we have simulated the scheme using 
the benchmarks in the presence of randomly injected faults and fault detection cover- 
age of the protection code has been calculated. A typical cache size 8Kbyte with 
block size of 64 byte has been used. In this evaluation three cache schemes were 
equipped by GParity with the same hardware cost, and their performance and cover- 
age were considered. 

Table 2 portrays the number of bits and radix of GParity used in these caches and 
also shows their experimentally calculated fault coverage. The coverage of GParity 
when the radix is high (in set-associative), is near to 98% while for the HBAM and 
fully-associative caches are close to 83% and 50%, respectively. It shows that GParity 
behaves as a good protection code for detecting transient faults. 

Though fault coverage of HBAM is less than set-associative cache, but its miss ra- 
tio is less than that of set-associative cache, as shown in the Fig. 17. Conversely, the 
fault coverage of the HBAM is more than fully-associative cache while its perform- 
ance is less than it. For more precisely consideration, we compared their fractions of 
coverage by miss-ratio as a good metric which incorporates both of fault-tolerance 
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Fig. 8. Hit ratio vs. cache size; block size= Fig. 9. Hit ratio vs. cache size; block size= 
8Byte, benchmark = bzip2 8Byte, benchmark = swim 





Cache size (Bytes) 



Fig. 10. Hit ratio vs. cache size; block size= Fig. 11. Hit ratio vs. cache size; block size= 
8Byte, benchmark = parser 8Byte, benchmark = gcc 




Block size (Byte) 




Block size (Byte) 



Fig. 12. Hit ratio vs. block size; cache size= Fig. 13. Hit ratio vs. block size; cache size= 
8KByte, benchmark = swim 8KByte, benchmark = bzip7 



54 



H.R. Zarandi and S.G. Miremadi 




Fig. 14. Hit ratio vs. block size; cache Fig. 15. Hit ratio vs. block size; cache size= 
size= 8KByte, benchmark = gzip 8KByte, benchmark = vpr 



Table 2. Fault detection coverage with same hardware cost for 8Kbyte cache 



parameters and results 


2WSA 


HBAM 


FA 


# of protection bits 


6 


Variable 


1 


Radix of GParity 


64 


Variable 


2 


Avg. of calculated fault detection coverage 


0.98 


0.83 


0.50 


Avg. of miss ratio 


0.1718 


0.1307 


0.126 




Fig. 17. Miss-ratio comparison of 2-way set- 
associative cache, the HBAM cache and 
Fully-associative cache 



Fig. 18. Fault detection coverage per miss- 
ratio for 2-way set-associative, the HBAM 
cache and Fully-associative cache 



and performance metrics. Designers like that fault coverage as well as hit-ratio to take 
high value. This leads designs to have a high value for the coverage per miss-ratio. 
Fig. 18 shows the coverage per miss-ratio for the mentioned cache architectures. As 
shown in the figure, the HBAM cache, specially in the average case, outperforms both 
of the fully-associative and 2-way set-associative cache, except for the gcc and eon- 
cook which present less spatial locality of memory references and cause more miss 
ratio for the full-associative and the HBAM cache. 
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5 Cost and Power Consumption Analysis 

5.1 Hardware Complexity 

In order to reduce latency of tag comparison in fully-associative caches, these memo- 
ries are constructed using CAM (content addressable memories) structures. Since 
each CAM cell is designed as a combination of storage and comparison logic, the size 
of a CAM cell is about double as that of a RAM cell [21], For fair performance/cost 
analysis, the performance for various direct and HBAM caches are evaluated. The 
metric used to normalize cost-area analysis is rbe (register bit equivalents). 

We use the same quantities used in [19], where the complexity of PLA (program- 
mable logic array) circuit is assumed to be 130 rbe, a RAM cell as 0.6 rbe, and a 
CAM cell as 1.2 rbe. The RAM area can be calculated as [21] 

RAM = 0.6[#entries + #L senseanlp]ifiels ]-[(#databits + tfstatusbitsO+W^J (3) 

where #entries is the number of rows in tag array or data array, #L is the 

° J J sense amplifiers 

length of a bit-line sense amplifier, #data bits indicates the number of tag bits (or 
data bits) of one set, #status bits is the state bit of one set, and w is the data width 

’ driver 

of a driver. The area of CAM can be given by [21] 

CAM = 0.6[V2 Gentries + tttagbits+W^J (4) 

where # tag bits is the number of bits for one set in the tag array. The total area can be 
given by 

Area = RAM + CAM + PLA (5) 

The area of HBAM cache was calculated by assuming that it is composed of sev- 
eral fully-associative caches, each of which has its specified size and tags. Table 3 
shows the performance/cost for various cache sizes. The HBAM cache (2KB with 8- 
byte block size) shows about 45% area reduction compared to the conventional direct- 
mapped cache (8KB with 8-byte block size) while showing almost equal closed per- 
formance gains. Also higher performance for HBAM scheme may be achieved by 
increasing the size of caches, compared to direct mapping schemes. 



Table 3. Performance and cost of direct-mapped cache and HBAM cache 



Cache Configuration 


Area (rbe) 


Average Miss 
ratio (%) 


Avg. memory access 
time (cycles) 


lKB-8byte (DC) 


1507 


0.45439 


8.2703 


2KB-8byte (DC) 


2944 


0.38587 


7.1740 


4KB-8byte (DC) 


5773 


0.32477 


6.1964 


8KB-8byte (DC) 


11356 


0.29335 


5.6936 


lKB-8byte (HBAM) 


3758 


0.34361 


6.4977 


2KB-8byte (HBAM) 


6254 


0.28602 


5.5764 


4KB-8byte (HBAM) 


11356 


0.24745 


4.9592 


8KB-8byte (HBAM) 


23547 


0.22014 


4.5222 
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5.2 Power Consumption 



Energy dissipation in CMOS integrated circuits can be mainly caused due to charging 
and discharging gate capacitance. The energy dissipated per transition is given by [19] 

E t = 0.5-C eq - V 2 (6) 



To obtain the values for the equivalent capacitance, Ceq, of components in the 
memory subsystem, we follow the model proposed by Wilton and Jouppi [31]. Their 
model assumes a 0.8um process and a supply voltage of 3.3 volts. To obtain the num- 
ber of transitions that occur at each transistor, the model introduced by Ramble and 
Ghost [14], [15] is adapted here. According to this model, the main sources of power 
are determined to be the following four components: Ebits, Eword, Eoutput, and Einput. 
These notations denote the energy dissipation for bit-lines, word-lines, address and 
data output lines, and address input lines, respectively. The energy consumption is 
then given by 



G;iche E bits + E wor d + E outp u t + E input 



(7) 



Energy dissipated in the bit lines. Ebits is the energy consumption of all the bit-lines 
when SRAMs are accessed; it is due to pre-charging lines and reading or writing data. 
It is assumed that the tags and data array in the direct-mapped cache can be accessed 
in parallel. In order to minimize the power overhead introduced in fully associative 
caches, first a tag look-up is performed and the data array is then accessed only if a hit 
occurs. In a K-way set-associative cache, the Ebits can be calculated as 

E bits =0.5-W{N bp C bp +K-(N wt + N mis> ).(8B+T+S)-(C g , Qpi + C g , Qpb + C g , Qp ) + N bw C ba + N br C ba ] (8) 

where m , m , and n are the total number of transitions in the bit lines due to 

precharge, the number of writes, and the number of reads, respectively. B is the size 
of block in bytes, T is the tag size of one set, and S denotes the number of status bits 
per block. c , C gQ , and q q are the gate capacitance of the transistor C Q Finally, 

C bp and C ba are the effective load capacitance of each bit line during pre-charging, 

and reading/writing from/to the cell. According to the results reported in [31], we 
have 



C b =N .rO.S-C, ■ n +C V „. 1 

bp rows drain, Qj bitwire I 

^ba “ N rows' [0-5 ' C drajn Q i + C bjtwire J + + C drain _q 



(9) 

GO) 



where C drain Q is the drain capacitance of transistor Qj , and C bitwire is the bit wire 
capacitance of a single bit cell. 



Energy dissipated in the word lines. E word is energy consumption due to assertion of 
a particular word-line; once the bit-lines are all precharged, one row is selected, per- 
forming read/write to the desired data. E word can be calculated as [31] 
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= V 2 • K- [N hlt + N mss ] ■ [8 B+ T+ S] {2 C gate . Qi + C wordwire ] 



where C 



wordwire 



is the word-wire capacitance. Thus, 



= N T 2 C + C 1 

column I gate,Qj wordwire J 



( 11 ) 



( 12 ) 



Energy dissipated at the data and address output lines. E oatput is the energy used to 

drive external buses; this component includes power consumption for both the data 
sent or returned and the address sent to the lower level memory based on a miss re- 
quest. E can be calculated as 

1 output 



E = R +E 

output addr output data output 



(13) 



where E addroutput and E dataoutput are the energy dissipation at the address and data lines, 
and are given by 



E 



addr output 



E 



data output 



= 0.5- V 2 -N 
= 0.5- V 2 -N 



addr output 



data output 



•C 



addr out 



•C 



data out 



(14) 

(15) 



where N , . . . and N, , . . are the total number of transitions at the address and 

addr output data output 

data output lines, respectively. C ddrout and C dataollt are their corresponding capacitive 

loads. The capacitive load for on-chip destinations is 0.5pF and for off-chip destina- 
tions is 20pF [29]. 



Energy dissipated at the address input lines. E input is the energy dissipated at the 

input gates of the row decoder. The energy dissipated at the address decoders is not 
considered, since this value turns out to be negligible compared to the other compo- 
nents [19]. The actual values of different factors of power dissipation are obtained by 
using the above-mentioned equations and assumptions. Table 4 shows the various 
capacitance values. 

To obtain the actual power consumption, the tag array of each section in the pro- 
posed cache must be considered as a CAM structure. By considering the proposed 
cache as a collection of several set-associative caches with different tag width, these 
values were obtained. Now the power consumption of the proposed cache can be 
compared with that of the associative cache. Any comparison with conventional di- 
rected-mapped caches is not provided because of their low performance observed for 
different cache sizes. 

Fig. 19 presents the power consumption of the fully-associative cache and the 
HBAM cache with the same cache size. As will be shown in later, the fully- 
associative cache can achieve slightly better performance gain compared to the 
HBAM cache, but the aspect of power consumption can provide a significant effect. 
Bit-lines of large block size and a large number of content swaps influence the high 
power consumption for the fully-associative cache compared to the HBAM cache. 
Thus it is shown that power consumption of the HBAM cache is reduced by about 3- 
10% when comparing to that of the fully-associative cache configuration. 
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Table 4. Capacitance values 



□ Fully-associative cache ■ HBAM cache 



Cdrain,Ql 


2.737 fF 


Cbitwire 


4.4 fF/bitcell 


Cdrain.Qp 


80.89 fF 


Cdrain, Qpa 


80.89 fF 


Cgate, Q1 


0.40 IfF 


Cwordwire 


1.8 fF/bitcell 


Cg.Qp 


38.08 fF 


Cg, Qpa, 


38.08 fF 


Cg.Qpb 




Caddroutput 


0.5pF(on-chip) 


Cdataoutput 


20 pF(off-chip) 




Fig. 19. Power consumption of fully-associative 
cache and HBAM cache 



6 Conclusions 

This paper proposed a fault detection scheme namely GParity and a cache architecture 
based on hierarchical binary associative mapping, called HBAM, which provides sets 
of different sizes. This architecture enabled designers to utilize the proposed protec- 
tion code for every tag of cache line to improve fault detection coverage without 
compromising the performance or increasing significant area. Results obtained using 
a trace-driven simulator and soft-error injection revealed that HBAM can provide 
significant performance improvements with respect to traditional schemes and error 
detection coverage has been improved as compared with the already available single 
parity microprocessors. 
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Abstract. The theory developed by Eckhardt and Lee (and later extended by 
Littlewood and Miller) utilises the concept of a “difficulty function’" to estimate 
the expected gain in reliability of fault tolerant architectures based on diverse 
programs. The “difficulty function” is the likelihood that a randomly chosen 
program will fail for any given input value. To date this has been an abstract 
concept that explains why dependent failures are likely to occur. This paper 
presents an empirical measurement of the difficulty function based on an analy- 
sis of over six thousand program versions implemented to a common specifica- 
tion. The study derived a “score function” for each version. It was found that 
several different program versions produced identical score functions, which 
when analysed, were usually found to be due to common programming faults. 
The score functions of the individual versions were combined to derive an ap- 
proximation of the difficulty function. For this particular (relatively simple) 
problem specification, it was shown that the difficulty function derived from the 
program versions was fairly flat, and the reliability gain from using multi- 
version programs would be close to that expected from the independence as- 
sumption. 



1 Introduction 

The concept of using diversely developed programs (N-version programming) to 
improve reliability was first proposed by Avizienis [1]. However, experimental stud- 
ies of N-version programming showed that the failures of the diverse versions were 
not independent, for example [2, 4] showed that common specification faults existed, 
and Knight and Leveson [6] demonstrated that failure dependency existed between 
diverse implementation faults to a high level of statistical confidence. More generally, 
theoretical models of diversity show that dependent failures are likely to exist for any 
pair of programs. The most notable models have been developed by Eckhardt and Lee 
[5] and Littlewood and Miller [7], A recent exposition of these theories can be found 
in [8], These models predict that, if the “difficulty” of correct execution varies with 
the input value, program versions developed “independently” will, on average, not 
fail independently. A key parameter in these models is the “difficulty function”. This 
function represents the likelihood that a randomly chosen program will fail for any 
given input scenario (i.e. the probability that the programmer is more likely to make a 
mistake handling this particular input scenario). 
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While there has been considerable theoretical analysis of diversity, and empirical 
measurement of reliability improvement, there has been little research on the direct 
measurement of the difficulty function. This paper presents an empirical analysis of 
many thousands of “independently” developed program versions written to a common 
specification in a programming contest. The objectives of the study were: 

• to directly measure the failure regions for each program version, 

• to examine the underlying causes for faults that lead to similar or identical failure 
regions, 

• to compute the difficulty function by combining the failure region results 

• to assess the average reliability improvement of diverse program pairs, and com- 
pare it with the improve expected if the failures were independent. 

The focus of this study was on diverse implementation faults. The correctness, com- 
pleteness and accuracy of the specification were considered to be outside the scope of 
this project. However, specification-related problems were encountered in the study, 
and are discussed later in the paper. 

In Section 2 of the paper we describe the source of the program versions used in 
this study, Section 3 summarises the difficulty function theory, Section 4 describes 
the measurements performed on the programs, while Sections 5 and 6 present an 
analysis of the results. Sections 7 and 8 discuss the results and draw some preliminary 
conclusions. 



2 The Programming Contest Software Resource 

In the past, obtaining many independently developed program versions by different 
authors to solve a particular problem would have been difficult. However, with wider 
use of the Internet, the concept of “programming contests” has evolved. “Contest 
Hosts” specify mathematical or logical challenges (specifications) to be solved pro- 
grammatically by anyone willing and able to participate. Participants make submis- 
sions of program versions that attempt to satisfy the published specification. These are 
then “judged” (usually by some automated test system at the contest site) and then 
accepted or rejected. 

We established contact with the organiser of one of these sites (the University of 
Valladolid) which hosts contest problems for the ACM and additional contest prob- 
lems maintained by the University [9], The organiser supplied over six thousand pro- 
gram submissions for one of its published problems. The programs varied by author, 
country of origin, and programming language. Authors often submitted several ver- 
sions in attempting to produce a correct solution to the problem. This program corpus 
formed the basis for our research study. 

Clearly, there are issues about realism of these programs when compared to “real 
world” software development practices, and these issues are discussed in Section 7. 
However the availability of so many program versions does allow genuine statistical 
studies to be made, and does allow conjectures to be made which can be tested on 
other examples. In addition such conjectures can be evaluated on actual industrial 
software and hence have the potential to be extended to a wider class of programs. 
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3 Probability of Failure and the Difficulty Function 

Two of the most well known probability models in this domain, are the Eckhardt and 
Lee model [5], and, the Littlewood and Miller extended model [7]. Both models as- 
sume that: 

1 . Failures of an individual program n are deterministic and a program version either 
fails or succeeds for each input value x. The failure region of a program n can be 
represented by a “score” function” oXn, x) which produces a zero if the program 
succeeds for a given x or a one if it fails. 

2. There is randomness due to the development process. This is represented as the 
random selection of a program from the set of all possible program versions If that 
can feasibly be developed and/or envisaged. The probability that a particular ver- 
sion n, will be produced is P (7t). 

3. There is randomness due to the demands in operation. This is represented by the 
(random) set of all possible demands X (i.e. inputs and/or states) that can possibly 
occur, together with the probability of selection of a given input demand x, P(x). 

Using these model assumptions, the average probability of a program version failing 
on a given demand is given by the difficulty function, 6{x), where: 

0(*) = Z co(x,x)P(x) ( 1 ) 

n 

The average probability of failure per demand ( pfd) of a randomly chosen single pro- 
gram version can be computed using the difficulty function and the demand profile 

PM: 

E(pfd 1 ) = Z^W p W (2) 

The average pfd of randomly chosen pair of program versions (n A , K n ) taken from two 
possible populations A and B is: 

E(pfd 2 ) = X0 A (x)0 B (x)P(x) (3) 

The Eckhardt and Lee model assumes similar development processes for A and B and 
hence identical difficulty functions 

E(pfd 2 ) = Z S(x) 2 P(x) (4) 

where 9{x) is the common difficulty function. If Q(x) is constant for all x (i.e. the 
difficulty function is “flat”) then, the reliability improvement for a diverse pair will 
(on average) satisfy the independence assumption, i.e.: 

E(pfdj) = E(pfdj) 2 (5) 

However if the difficulty function is “bumpy”, it is always the case that: 

E(pfd 2 ) > E(pfdj) 2 (6) 

If there is a very “spiky” difficulty surface, the diverse program versions tend to 
fail on exactly the same inputs. Consequently, diversity is likely to yield little benefit 
and pfd, is close to pfd r If, however, there is a relatively “flat” difficulty surface the 
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program versions do not tend to fail on the same inputs and hence pfcl, is closer to 
pfdf (the independence assumption). 

If the populations A and B differ (the Littlewood and Miller model), the improve- 
ment can, in principle, be better that the independence assumption, i.e. when the “val- 
leys” in 9 a (x) coincide with the “hills” in 0 H (x), it is possible for the expected pfcl, to 
be less than that predicted by the independence assumption. 



4 Experimental Study 

For our study we selected a relatively simple Contest Host problem. The problem 
specified that two inputs, velocity (v) and time ( t ) had to be used to compute a dis- 
placement or distance (d). The problem had defined integer input ranges. Velocity v 
had a defined range of (-100 < v < 100), whilst time t was defined as (0 < t < 200). A 
set of 40401 unique values would therefore cover all possible input combinations that 
could be submitted for the calculation. However, this was not the entire input domain, 
because the problem specification permitted an arbitrary sequence of input lines, each 
specifying a new calculation. If all possible sequences of the input pairs (v, t) were 
considered, assuming no constraints on sequencing or repetition, the input domain for 
the program could be viewed as infinite. However, as each line of input should be 
computed independently from every other line, the sequence order should not be rele- 
vant, so the experiment chose to base its analysis on the combination of all possible 
values of v and t. This can be viewed as a projection of the input domain (which has a 
third “sequence” dimension) on to the (v, t) plane. 

The experiment set up a test harness to apply a sequence of 40401 different values 
of v and t to the available versions. The results for each version were recorded and 
compared against a selected “oracle” program. The success or failure of each input 
could then be determined. Some versions were found to have identical results to oth- 
ers for all inputs. The identical results were grouped together in “equivalence 
classes”. 

In terms of the difficulty function theory outlined, each equivalence class was 
viewed as a possible program, zr, taken from the universe of all programs, n, for that 
specification. The record of success/failure for each input value is equivalent to the 
score function, co(;r, x) for the equivalence class as it represents a binary value for 
every point in the input domain, x, indicating whether the result was correct or not. 
For the chosen problem, the input domain, x, is a two-dimensional space with axes of 
velocity (v) and time ( t ), and the score function represented the failure region within 
that input domain. 

P(zr) was estimated by taking the ratio of the number of instances in an equivalence 
class against the total number of programs in the population. The size of the failure 
region was taken to be the proportion of input values that resulted in failure. The 
failure regions can be represented two dimensionally on the v, t plane, but it should be 
emphasised that this is only a projection of the overall input domain. It is only possi- 
ble to sample the total input domain. 
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5 Results 



The results revealed that the 2529 initial program versions produced by the authors 
(the “vl” population) formed 50 equivalence classes. The five most frequent equiva- 
lence classes accounted for approximately 96% of the population. The results of the 
analysis are summarised in Table 1. 



Table 1 . Population vl equivalence classes (frequent) 



Equivalence 
Class (7t) 


Number of 
versions 


P(fl) 


Size of Failure 
Region 


EC1 


1928 


0.762 


0.000 


EC2 


201 


0.079 


1.000 


EC3 


189 


0.075 


0.495 


EC4 


90 


0.036 


0.999 


EC5 


27 


0.011 


0.990 



Equivalence class 1 agrees with the oracle program. There are no known faults asso- 
ciated with this equivalence class result, consequently the size of the failure region 
was 0%. 

For equivalence class 2, analysis of the programs revealed a range of different 
faults resulted in complete failure across the input domain. 

For equivalence class 3, failures always occurred for v < 0. This was due to a 
specification discrepancy on the Contest Host web site. Two specifications existed on 
the site — one in a PDF document, the other on the actual web page. The PDF specifi- 
cation required a distance (which is always positive) while the web specification 
required a displacement which can be positive or negative. The “displacement” ver- 
sion was judged to be the correct version. 

Equivalence class 4, typified those versions that lacked implementation of a loop to 
process a sequence of input lines (i.e. only computed the first input line correctly). 

For equivalence class 5, inspection of the program versions revealed a variable 
declaration fault to be the likely cause. 

A similar analysis was performed on the final program version submitted by each 
author (the “vFinal” population). The results revealed that of the 2666 final program 
versions could be grouped into 34 equivalence classes. The five most frequent equiva- 
lence classes accounted for approximately 98% of the population. The results of the 
analysis are summarised in Table 2. 



Table 2. Population vFinal: equivalence classes 



Equivalence 
Class (ri) 


Number of 
versions 


PW 


Size of Failure 
Region 


EC1 


2458 


0.922 


0.000 


EC2 


70 


0.026 


1.000 


EC3 


40 


0.015 


0.495 


EC4 


21 


0.008 


0.999 


EC5 


13 


0.005 


0.990 
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Note that there is some overlap between the “first” and “final” populations as some 
authors only submitted one version. It can be seen that the dominant equivalence 
classes are the same as in the first version, but the proportions of each equivalence 
class have decreased (apart from EC1) presumably because some programs have been 
successfully debugged. 

Figure 1 shows examples of the less frequent equivalence class failure regions. 




Fig. 1 . Failure regions for some of the infrequent equivalence classes 

These graphs show that there is a remarkable variation in the failure regions even 
for such a simple problem. The failure regions for the frequent EC1 to EC5 equiva- 
lence classes are simpler in structure, i.e. all “white” for EC1, almost all “black” for 
EC2, EC4 and EC5 and a black rectangle for EC3 covering the negative portion of the 
input domain. 



6 Analysis 

The “score functions” and frequency data of the equivalence classes can be combined 
to estimate the difficulty function for the specific problem. Note that this is an ap- 
proximation to the actual difficulty function which should be an average taken over 
the population of all possible programs. It is unlikely that the set of all possible pro- 
grams (II) are limited to the 50 equivalence classes identified in this study. However, 
a computation of 9{x) based on the known equivalence classes should give a good 
approximation to the difficulty function, as 95% (vl) and 97% (vFinal) of the pro- 
gram versions belonged to four of the most frequently occurring known equivalence 
classes so uncertainties in the “tail” of the population of programs will only have a 
marginal effect on the difficulty function estimate. 
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One issue that needed to be considered in the analysis was the effect of the specifi- 
cation discrepancy. The discrepancy will bias the estimate of implementation diffi- 
culty as equivalence class EC3 might not have occurred if the specification had been 
unambiguous. On the other hand, such specification problems might be typical of the 
effect of specification ambiguity on the difficulty function. We therefore calculated 
the difficulty function in two ways: 

• including all equivalence classes 

• all equivalence classes except EC3 (the adjusted difficulty function). 



6.1 Calculation of the Difficulty Function 

For each input value, x, the difficulty function value 0(x) was estimated using equa- 
tion (1) and the result for the vl population is shown in Figure 2. 




This calculation assumes that /ris the same as an equivalence class, the score function 
CQ(/z; x) is the same as the observed failure region and P(/z) is the relative frequency of 
the equivalence class in the population. Effectively the calculation takes a weighted 
average of the individual failure regions in the vl population. 

Note that the difficulty function shown in Figure 2 has not accounted for any bias 
introduced by the specification discrepancy and the “step” in difficulty for v<0 is due 
to the specification ambiguity. 

The probability of failure also decreases for certain “special” values — the velocity 
axis v=0, and time axis t= 0. This might be expected since an incorrect function of v 
and t might well yield the same value as the correct function for these special values 
(i.e. a displacement of zero). There is also a low probability value at v=-100, t=0 
which is due to faults that fail to execute subsequent lines in the input file, and the 
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first test input value happens to be v=-100, 7=0. If the test input values had been sub- 
mitted in a random order, this point would have been no more likely to fail than adja- 
cent points. 

It can also be seen that there is a certain amount of “noise” on the two “flat” re- 
gions of the difficulty surface. This is caused by some of the highly complex failure 
patterns that exist for some of the infrequent equivalence classes (as illustrated in 
Figure 1). 

The results were adjusted to account for specification bias by eliminating the 
equivalence class EC3 and Figure 3 shows the adjusted difficulty function. 
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Fig. 3. Adjusted difficulty function for the vl population 

With the adjustment for specification bias, the difficulty function is now almost “flat” 
apart from the “special case” values on the velocity axis, v=0, and time axis, 7=0. 

The difficulty functions for the final version populations (adjusted and unadjusted) 
are very similar in shapes observed in the vl population. The adjusted vFinal diffi- 
culty function is shown in Figure 4. 

While the difficulty functions are similar in shape to the vl population difficulty func- 
tions, the mean value of 6{x) is about one third that of the v 1 population — mainly 
because the vFinal population contains a higher proportion of correct program ver- 
sions. 

The mean values for^.r) are summarised in the table below. 



Table 3. Mean difficulty values for different program populations 



Program 


Mean Value of 6 


Population 


Unadjusted 


Adjusted 


vl 


0.186 


0.161 


vFinal 


0.064 


0.058 
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Fig. 4. Adjusted difficulty function for the vFinal population 



6.2 Expected pfd of a Single Version and a Pair of Versions 

To compute the pfd for an average program from equation (2), we need to know the 
execution profile P(x). This could vary from one application context to another. How- 
ever, assuming any input is equally likely, the pfd of a single version is the mean 
value of 0, while the dangerous failure rate of a fault-detecting pair, pfd 2 , given in 
equation (4) reduces to the mean of B(xf averaged over the input space. Note that this 
assumes the same difficulty function for both programs, i.e. they are drawn from the 
same population (the Eckhardt and Lee assumption [5]). 

The expected pfds for a single version and a pair of versions were computed for the 
vl and vFinal program populations (and the adjusted versions). The results are shown 
in the table below and compared with the pfd expected from the independence as- 
sumption ( pfd j 2 ). 



Table 4. Comparison of expected probability of failure on demand 



Program 

Population 


Pfd i 


Pfd 2 


Pfd" 


vl 


0.186 


0.0361 


0.0347 


vl adjusted 


0.161 


0.0260 


0.0260 


vFinal 


0.064 


0.0042 


0.0041 


vFinal adjusted 


0.058 


0.0033 


0.0033 



The increase in the pfd of a diverse pair (pfdf) relative to the independence assumption 
(pfd*) was relatively small for all populations, and for the adjusted populations, the 
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difference between pfd, and the independence assumption is almost negligible. The 
worst-case increase relative to the independence assumption was observed to be 1 .04 
(for the unadjusted vl population). This is consistent with expectations, as the diffi- 
culty surface was much flatter for the adjusted versions. 



7 Discussion 

While the results are interesting, we have to be cautious about their applicability to 
“real world” programs. Programming contests can provide many thousands of ver- 
sions and this is a clear benefit for statistical studies. On the other hand, the results 
may be unrepresentative of software development in industry, especially in that: 

1 . many of the developers are probably amateurs or students rather than professional 
developers; 

2. the program specifications are not overly complex, so that the programs are not 
typical of software developed in industry, and whole classes of faults that arise in 
the development of complex software may be missing; 

3. the development process is different from the processes applied in industry; 

4. there is no experimental control over program development, so independence could 
be compromised, e.g. by copying other participants’ programs, or by submitting 
programs produced collectively by multiple people. 

Discussions with the contest organiser suggests that plagiarism is not considered to be 
a major issue and, in any case, the main effect of plagiarism of correct versions would 
be to increase the number of correct versions slightly. In principle, it should be feasi- 
ble to trap programs from different authors that are identical or very similar in struc- 
ture. 

With regard to programming expertise, the top participants are known to take part 
in international programming contests under controlled conditions (in a physical loca- 
tion rather than on the internet). So it seems that there is a very broad range of exper- 
tise. In future studies we might be able to obtain more information about the partici- 
pants so that the level of expertise can be more closely controlled. 

The example we have studied is “programming in the small” rather than “pro- 
gramming in the large”. It is therefore likely that there are classes of “large program” 
fault, such as integration and interface faults, that will not be present in our example. 
In addition the processes used differ from industry practice. However experience with 
quite large programs indicates that many of the faults are due to localised program- 
ming errors that remained undetected by industrial verification and validation phases. 
So it is likely the errors committed in small contest-derived programs will also arise 
in large industrial programs, although we have to recognise that the set of faults will 
be incomplete and the relative frequency of the fault classes is likely to differ. 

From the foregoing discussion, it is clear that we cannot make general conclusions 
from a single program example. However, the results can suggest hypotheses to be 
tested in subsequent experiments. One clear result of this experiment is that the diffi- 
culty surface is quite flat. The specification required a single simple “transfer func- 
tion” that applies to the whole of the input domain. One might conjecture that, for a 
fixed transfer function, the difficulty would be the same for all input values. Similarly 
where the program input domain is divided into sub-domains which have different 
transfer functions, we might expect the difficulty to be flat within each sib domain. If 
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this conjecture is correct, we would expect diverse programs with simple transfer 
functions to have reliability improvements close to that predicted by independent 
failure assumption. Indeed, diversity may be better suited to simple functions rather 
than entire large complex programs. However we emphasise that this is a conjecture, 
and more experiments would be needed to test this hypothesis. 

It should also be noted the pfd reduction derived in Table 4 is the average reduc- 
tion. For a specific pair of program versions it is possible for the actual level of reduc- 
tion to vary from zero to complete reduction. A zero reduction case would occur if a 
pair of versions from the same equivalence class are selected. Conversely, complete 
reduction occurs if an incorrect version is combined with a correct version. In Table 
2, for instance, 92% of versions in the final population are correct so the chance that a 
pair of versions will be faulty is (1-0. 92) 2 , i.e. 0.64%. It follows that the chance of a 
totally fault detecting pair (where at least one version is correct) will 99.36%. Pairs 
with lower detection performance will be distributed within in the remaining 0.64% of 
the population of possible pairs and some of these versions will behave identically 
and hence have zero failure detection probability. 

Another issue that we did not plan to examine was the impact of specification 
problems. However it is apparent that the problem we encountered was a particular 
example of specification ambiguity that arises in many projects. This illustrates how 
N-version programming can be vulnerable to common specification problems, and the 
need for appropriate software engineering strategies to ensure that specifications are 
sound. 

At a more general level, we have to ask whether such experiments are of practical 
relevance to industry. As discussed earlier, the examples we use are not typical as 
they are not as complex as industrial software and the development processes differ. 
However, the experiments could lead to conjectures that could be tested on industri- 
ally produced software, (such as the assumption of constant difficulty over a sub- 
domain). If such conjectures are shown to be applicable to industrial software, this 
information could be used to predict, for example, the expected variation in difficulty 
over the sub-domains and hence the expected gain from using diverse software. It has 
to be recognised that relating the research to industrial software will be difficult and, 
at least initially, is most likely to be applicable to software implementing relatively 
simple functions (like smart sensors). We hope to address this issue in future research. 



8 Conclusions and Further Work 

We conclude that: 

1. One significant source of failure was the specification. We were able to allow for 
the specification discrepancy in our analysis, but it does point to a more general is- 
sue with N-version programming, i.e. that it is vulnerable errors in the specifica- 
tion, so a sound specification is an essential prerequisite to the deployment of N- 
version programming. 

2. For this particular example, the difficulty surface was almost flat. This indicates 
that there was little variation of difficulty and a significant improvement in reliabil- 
ity should (on average) be achieved, although the reliability of arbitrary pair of ver- 
sions can vary significantly from this average. 
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We conjecture that for programs with a single simple transfer function over the 
whole input domain (like this example), the difficulty function might turn out to be 
relatively flat. In that case, reliability improvements close to the assumption of inde- 
pendent failures may be achievable. However, more experiments would be needed to 
test this hypothesis. 

There is significant potential for future research on variations in difficulty. The 
possibilities include: 

1. Variation of difficulty for different sub-populations (e.g. computer language, au- 
thor nationality, level of expertise, etc). The extended Littlewood and Miller theory 
suggests it is possible to have reliability better than the independence assumption 
value. An empirical study could be envisaged, to determine if this is observed 
when versions from different populations are combined. 

2. Extension to other contest host program examples, and more wide-ranging experi- 
ments to assess conjectures like the flat difficulty conjecture discussed above. 

3. Relating the hypotheses generated in the experiments to industrial examples. 
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Abstract. The runtime management of faults, resources and power have 
been traditionally dissociated in the development of embedded software 
systems. Each of them copes with unsolicited events of different types 
(i.e. errors, resource saturation and power alarms), and operates inde- 
pendently of the other two. In this paper we study the case of using 
alarm events generated by the resource and power management mecha- 
nisms to trigger a graceful degradation mechanism that is otherwise used 
for fault management purposes. The occurrence of an unsolicited event is 
reported to the graceful degradation mechanism, which removes from the 
running system those parts necessary to eliminate, or lessen, the source 
of the event, while at the same time allow the system to deliver the basic 
functionality for each of the tasks that it runs. As a consequence, the reli- 
ability, robustness, and performance qualities of the system under study 
improved significantly, for a negligible increase in the complexity of the 
graceful degradation mechanism. 



1 Introduction 

The runtime management of faults, resources and power deal respectively with 
the treatment of errors, the allocation of system resources (e.g. CPU and mem- 
ory), and the handling of the energy source (s) of the system. The analysis of 
the tasks and the conception of the software mechanisms that perform these 
three types of runtime management has been traditionally dissociated from each 
other in embedded systems development, following the “separation of concerns'’ 
principle. 

This dissociation is justified for various reasons. First, the occurrence of the 
events that one type of management is dealing with are considered indepen- 
dent from the occurrence of events that the other two handle. Second, each of 
the aforementioned types of runtime management regards system aspects that 
belong to different domains, and each aspect needs to be elaborated in depth 
by different domain experts. Third, for each of the above three types of man- 
agement, the analysis of the requirements, the conception of the appropriate 
management technique and the implementation of the corresponding mechanism 
are fairly complex, which discourages consolidation thoughts. Finally, while the 
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complexity of the development process remains bearable, the requirements of 
the resulting system can be (and are in most cases) met by the non-overlapping 
fault, resource and power management mechanisms. 

These valid reasons led us to dissociate the design of the fault, resource and 
power management from each other, when we started our work on a runtime 
framework for component-based embedded software. However, once the inde- 
pendently designed mechanisms for these areas of runtime management were 
ready and the three design teams came together to study their impact on the 
execution framework, we realized that the fault management mechanism could 
be extended to react to unsolicited events reported by the resource and power 
management mechanisms. This paper reports on our work to integrate fault, 
resource and power management issues within a runtime mechanism that sup- 
ports the graceful degradation of the system functionality in the presence of 
unsolicited events related to error, resource saturation and power alarms. 

The starting point of our work is a system composed of components, where 
each component provides either basic or optional functionality. Basic functional- 
ity is the functionality for which the system was built in the first place, e.g. mak- 
ing a phone call for a mobile phone. Optional functionality is the functionality 
that increases the friendliness of the system operation without being essential 
for the correct functioning of the system, e.g. a graphical user interface with 3D 
shadow effects. Our approach is based on removing optional functionality from 
the system in the presence of unsolicited events like error occurrences, resource 
unavailability or saturation, and low power threshold or overheat. The removal 
of optional functionality helps to eliminate the part of the system that suffered 
the error, or to reduce the computing- or power-resources that the system needs 
in order to continue or complete its execution. 

The remainder of this paper is structured as follows: the next section contains 
a summary of the system model and execution framework to which our work 
applies. Section 3 contains a summary of independently designed mechanisms 
for runtime management of fault, resources, and power. Section 4 presents the 
extension of the graceful degradation mechanism, which was initially designed for 
fault management, to react to unsolicited events reported by the resource and 
power management mechanisms. A discussion on the applicability of the the 
integration of fault, resource and power management can be found in Section 5. 
The paper concludes with a summary of our approach and a mention to our 
current and future work. 



2 Background 

Our system is a composition of components, where a component is a container 
of functionality. The functionality (or a part of it) contained by a component is 
offered to the component’s environment, i.e. other components, other systems or 
a human user. Also, in order for a component to perform correctly the function- 
ality it contains, it may rely on functionality offered by other components in its 
environment. The functionality that a component offers to its environment is de- 
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scribed in the component’s interfaces, in terms of the signature of the operations 
it implements. The interfaces of a component also describe the functionality of- 
fered from the environment on which the component relies for performing its 
designated functionality. 

A component has one or more interfaces each consisting of three parts: the 
provides, requires, and uses parts. The provides part describes the func- 
tionality provided by the component in question. The requires part contains a 
description of the functionality that the component in question needs from its 
environment in order to function correctly. This description is used to identify 
other components whose presence is mandatory for the correct functioning of 
the component in question. Finally, the uses part contains a description of the 
functionality that the component in question may employ, when available, in 
order to increase the quality of certain aspects of the functionality it offers to 
its environment. This description is used to identify components whose presence 
is optional for correct functioning of the component in question, i.e. if they are 
not present then the component in question will still function correctly, possibly 
offering functionality of lower quality. 

The information found in the requires, uses, and provides parts of compo- 
nent interfaces indicates endpoints of communication channels among the com- 
ponents. Coupling these endpoints, i.e. a requires or uses endpoint with its 
corresponding provides endpoint, creates the necessary connections that link to- 
gether the components and compose a component-based software system. Hence, 
a set of components can be used to compose a system that will function correctly, 
if and only if every requires endpoint has a matching provides endpoint in 
that set. On top of that, the more uses endpoints have their matching provides 
endpoints in the set, the more complete (or of higher quality) will be the func- 
tionality performed by the system. 

The goal of building a component-based system as described above is to 
develop embedded software, where the execution framework is that of a single 
process with multiple, fail-safe threads (i.e. an error in one thread does not affect 
directly other threads) . The code that implements the functionality contained by 
components resides in libraries, which are linked with the applications that run 
in the embedded device. Each application runs in a separate thread. The runtime 
instance of a component executes in the thread of the application that calls it 
and it can invoke other components within the same thread. Different threads 
are used to execute concurrent applications or inherently parallel applications. 

In the single address space of one executable process, the components are 
linked together by means of a v-table. A v-table is a structure that maps the 
symbolic addresses present in the code of a caller-component to the actual ad- 
dress where the callee-component is found in the same address space. When a 
caller-component needs to call a callee-component it uses a pointer to the v-table 
entry that contains the memory address where the callee-component is placed. 
The mappings found in the v-table from symbolic to actual addresses represent 
the bindings between components. 
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Finally, the execution framework provides for evolutionary system reconfig- 
uration. An application can be launched even though not all uses endpoints 
of the components that are linked with it are matched with their correspond- 
ing provides endpoints. In the v-table, these unmatched uses endpoints are 
mapped to the function no_binding() , which is implemented by the execution 
framework. When this function is called, it returns immediately the execution 
control to its caller and it raises an exception indicating the lack of the re- 
quested binding. During the execution of the application, the components that 
provide the missing provides endpoints may become available (e.g. as dynami- 
cally linked libraries that are downloaded in the course of the system execution) . 
At that time, the evolutionary reconfiguration mechanism provided by the execu- 
tion framework replaces, where appropriate in the v-table mappings, the address 
of the no_binding() function with the address of the functions that correspond 
to the newly acquired provides endpoints. 

3 Fault, Resource, and Power Management 

This section presents an overview of the independently designed mechanisms 
for runtime fault, resource, and power management. Emphasis is given to the 
aspects of those mechanisms that are relevant to their integration under graceful 
degradation of system functionality. 

3.1 Fault Management 

The intention of our runtime fault management for embedded software is to en- 
sure that an error affects the smallest possible part of the system. In terms of 
the model of a component-based system presented in the previous section, this 
means that an error affects only the component where it occurs and those com- 
ponents which require the functionality provided by it. The selected approach for 
achieving this type of runtime fault management was to gracefully degrade the 
system functionality by removing the failed component and those that, directly 
or indirectly, require it. A detailed presentation of this approach can be found 
in [15]. 

The term graceful degradation has been used in a number of domains to de- 
scribe the smooth changing to a lower state of some system aspect. The system 
aspect that degrades to a lower state ranges from the content quality in image 
processing [3,6,11] and in telecommunications [18], to the system performance 
in shared memory multiprocessors [14,16], multi-modular memory systems [4, 
5,12] and RAID systems [2], and to the delivered functionality in distributed 
agreement protocols [13] and formal system specification [7,17]. Table 1 contains 
a summary of the different domains where graceful degradation has been ap- 
plied. In our approach, graceful degradation refers to the decrease of the system 
functionality in the presence of errors. 

The cornerstone of our graceful degradation mechanism is a component de- 
pendency graph ( CDG), which is a weighed, directed graph whose nodes repre- 
sent the components of the system and the arcs represent the communication 
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Table 1 . Summary of domains where graceful degradation has been applied. 



DOMAIN 

(ASPECT) 



INTERPRETATION 



Image processing 
(Image quality) 



Rather than discarding a compressed image that cannot be recon- 
structed to its original resolution, the image quality can be grace- 
fully degraded to lower levels [3,6,11] 



Telecom. 

quality) 



(Voice R a th er than closing a connection that is dropping some packets of 
voice data, the voice quality delivered to the end-points is gracefully 
degraded to lower levels [18]. 



Shared memory 
multiprocessors 
(Computational 
power) 



Rather than stoping a computation on a multiprocessor system 
when one of the processors fails, the tasks assigned to the failed 
processor can be rescheduled on the remaining processors result- 
ing in the graceful degradation of the computational power of the 
system [14,16]. 



Rather than rendering inaccessible the memory when a one of its 
Multi-modular modules fails, the data of the failed module are recovered from sta- 
memory (Mem- ble storage and distributed among the remaining modules resulting 
ory throughput) in a graceful degradation of the memory access throughput of the 
system [4,5,12]. 



RAID (Disk ac- 
cess throughput) 



Rather than rendering the RAID system inaccessible when one of 
the disks fails, the data of the failed disk are reconstructed from 
the error correction codes on the remaining disks and distributed 
among those resulting in the graceful degradation of the disk access 
throughput of the RAID system [2] . 



Distributed Rather than failing to reach an agreement when one or more mem- 

agreement bers of the distributed agreement group fail, the group can reach 

(Computational a n agreement on a value less close to the expected one resulting in 
accuracy) a graceful degradation of the accuracy of the agreed value [13]. 

Rather than dropping the degree of fault tolerance that an ABFT 
system provides when one of the processors fails, the remaining pro- 
cessors are reorganized in a smaller number of fault tolerant groups 
with the same degree of fault tolerance resulting in the graceful 
degradation of the computational throughput of the ABFT sys- 
tem [17]. 



ABFT (Compu- 
tational through- 
put) 



0-0 systems 
(Failures of 
derived classes) 



In fault tolerant object-oriented system, graceful degradation qual- 
ifies a system any object cannot suffer failures that are more severe 
than the failures suffered by its superclasses. This implies that the 
severity of failure gracefully degrades with inheritance [10]. 



Rather than causing a system failure when a set of constraints that 
Formal specifica- enable some system functionality is not met, an alternative, weaker 
tion (Constraints get of constraints that still hold can enable an alternative system 
strictness) functionality resulting in the graceful degradation of the constraint 

strictness satisfied by the system during its execution [7]. 
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channels among them. The direction of an arc is from the component with a 
requires or uses endpoint to a component with the corresponding provides 
endpoint. Hence, the direction of an arc in the CDG represent a dependency 
relation from the component represented by the starting node to the component 
representing by the ending node. The weight of an arc is a boolean value set to 
TRUE when the arc represents a communication channel between a requires 
and a provide endpoint, i.e. a communication channel that contributes to the 
soundness property of the system. The weight of an arc is set to FALSE if the arc 
represents a communication channel between a uses and a provides endpoint, 
i.e. a communication channel that does not affect the soundness property of the 
system. 

When an error occurs on some component, it is reported to the graceful 
degradation mechanism. The graceful degradation mechanism, which holds an 
up-to-date CDG of the system composition, starts by locating the failed com- 
ponent on the CDG and marks it for removal. The removal of the failed compo- 
nent may violate the correct functioning of the system, if there are component 
in the system that require the removed one. To avoid this, the graceful degra- 
dation mechanism performs a reverse depth-first traversal of the CDG starting 
from the node that corresponds to the failed component and progressing along 
the arcs with weight TRUE. Each node visited during the reverse traversal is 
marked for removal. Once the reverse traversal is finished, all marked nodes are 
removed from the running system. The dangling v-table mappings, which are a 
side-product of this removal, are replaced by the address of the no_binding() 
function, which informs the calling component about the missing binding. 



3.2 Resource Management 

The runtime resource management is responsible for allocating CPU and mem- 
ory resources to components running in the system. In order to do that, each 
component that needs to have guaranteed access to resources must describe the 
amount of CPU and memory bandwidth that it requires for its execution. Com- 
ponents that have such descriptions of the resources they required are called 
resource-aware components. The runtime instance of a resource-aware compo- 
nent contains the resource requirements of the component in question. 

At the initialization of such a component, the resource management mech- 
anism, which supervises the allocation of system resources, can verify whether 
the required resources can be allocated for the execution of the component in 
question. If the required resources are available, then they are allocated to the 
component in question and the resource management mechanism guarantees that 
they will be available throughout the component’s execution. If the required re- 
sources are not available, then the initialization of the component in question 
fails and its runtime instance is not scheduled for execution. 

In addition to resource-aware components, a system may be composed of 
components that do not have any explicit requirements about the resources 
they need for their execution. During their execution, these non-resource-aware 
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components are allocated resources on a best-effort basis, i.e. the non-resource- 
aware components use for their execution the remaining system resources after 
the requirements of the resource-aware components are satisfied. Following the 
best-effort resource allocation policy, the execution of non-resource-aware com- 
ponents can be arbitrarily delayed when the running resource-aware components 
saturate the available system resources. 

It follows that the reaction of the resource management mechanism to unso- 
licited events, such as resource saturation or unavailability, is less graceful than 
the reaction of the fault management on error occurrences. For resource-aware 
components, the reaction is binary: either required resources are available, in 
which case they are reserved for a given component and that component is sched- 
uled for execution, or they are not and the initialization of the given component 
fails. For non-resource-aware components there is no reaction from the resource 
management to unsolicited, resource-related events. If resources are saturated or 
not available, then the non-resource-aware components will have to wait until 
they become available (best-effort policy). 



3.3 Power Management 

The power management is responsible for monitoring the energy sources that 
powers up the system, detecting alarming events such as low energy levels or 
overheated power sources, and taking action to eliminate the cause of the alarms 
or to reduce their severity. Such actions range from disabling the screen back-light 
or starting the fan mechanism when such is available, to scheduling the system 
shutdown or decreasing the voltage produced by the energy source, which results 
in lowering the frequency in which the CPU of the system operates. 

Contrary to fault and resource management, power management does not 
distinguish components or applications in the running system, but rather views 
the running system as a single entity that consumes energy sources. In addi- 
tion, the actions taken by the power management mechanism are not targeted 
at executing components but at the energy sources. Hence, the reaction of the 
power management mechanism to unsolicited events, such as power source over- 
heating or low energy source levels, is less graceful than the reaction of the fault 
management on error occurrences. When such events occur, the actions taken 
by the power management mechanism affect the whole running system and not 
individual components within it. 



4 Extended Graceful Degradation 

The main observation, from the quick overview of the fault, resource and power 
management given in the previous section, is that the latter two have a less 
graceful reaction to unsolicited events than the former one. The motivation for 
the work reported in this section is to extend the graceful degradation mecha- 
nism employed by the fault management so it can be used by the resource and 
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power management. For the resource management, the use of graceful degra- 
dation would be triggered when system resources are saturated or unavailable 
and it would remove from the running system the non-resource-aware compo- 
nents whose functionality is optional in the current system execution. For the 
power management, the use of graceful degradation would be triggered when a 
low level threshold of energy sources is reached or when the energy sources are 
overheated and it would remove from the running system all those components 
whose functionality is optional in the current system execution. In both cases, 
the result would be that the system will be able to continue executing correctly 
and performing its basic functionality. 

To extend the graceful degradation mechanism described in subsection 3.1 
in the aforementioned way, we have to solve two problems. First, we need to de- 
sign and setup the mechanisms that would detect the occurrence of unsolicited 
events related to resource and power management. These detectors of unsolicited 
events would complement the error detection employed in fault management in 
triggering the graceful degradation mechanism. Second, we must modify the part 
of the graceful degradation mechanism that traverses the CDG in order to iden- 
tify the components with optional functionality that must be removed from the 
system. When the graceful degradation mechanism is triggered by error detec- 
tion, the traversal starts from the component on which the error was reported. 
However, such a starting point is not available when an unsolicited event related 
to resource or the power management is reported. 

4.1 Detecting Unsolicited Events 

Unsolicited events related to fault management, i.e. error occurrences, are de- 
tected by means of exceptions and timeouts. All operations provided by compo- 
nents have a set of exception that they may raise. The component that invokes 
an operation provided by another component may catch some of the exception 
and invoked component may raise, and deal with them in its own specific way. 
However, exceptions that are not caught by the invoking component are reported 
by the error detection mechanism to the graceful degradation mechanism. In ad- 
dition to relying on exception for detecting errors, when a component invokes an 
operation provided by another component, it can set a timer on that invocation, 
which timer is defined at compile time of the invoking component. If this timer 
expires before the invoked component returns the results of its invocation to its 
caller, the error detection mechanism reports an error on the invoked component 
to the graceful degradation mechanism. In both error reports, the information 
communicated by the error detection to the graceful degradation is the runtime 
id of the component where the error occurred. 

Unsolicited events related to resource management, such as saturation or 
unavailability of CPU or memory, are detected by the runtime mechanism that 
performs resource management only when a resource-aware component requests 
resources for its execution. In that case, if the requested resources are not avail- 
able (i.e. some of the system resources have reached saturation levels or are 
otherwise unavailable) the resource management does not allow the requesting 
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component to get initialized and start executing. However, the allocation of re- 
quested resource to resource-aware components has an impact on the execution 
of non-resource aware ones. Components in the latter category execute on the 
resources that remain unallocated to components in the former category. Hence, 
when the unallocated system resource are running very low, the non-resource- 
aware components get less chances of executing and completing their designated 
functionality. 

The intention of our work is not to interfere with the management of resource- 
aware components. Instead, we aim at using the graceful degradation mechanism 
to remove non-resource-aware components, which are optional for the system ex- 
ecution, when the system resources available to them go below a certain thresh- 
old. This threshold is a function of the number of the executing non-resource- 
aware components that use the resource and the percentage of each resource 
that has already been allocated to resource aware components 1 . To detect when 
this threshold is reached and the graceful degradation mechanism must be acti- 
vated, we need to monitor the two parameters that influence it, i.e. the number 
of executing non-resource-aware components and the usage of system resources. 

The mechanism that detects the reaching of the resource saturation thresh- 
old, communicates with the resource management mechanism and the execu- 
tion framework. The former provides information about the number of resource- 
aware components executing in the system and the usage percentage of CPU 
and memory. The latter provides information regarding the total number of ex- 
ecuting components in the system, which it has since it is responsible for the 
initialization of every component in the system. The resource saturation detector 
requests periodically this information from the the resource management and the 
execution framework. Based on it, the resource saturation detector can deduce 
the number of executing non-resource-aware components and, subsequently, the 
percentage of system resources that each of the can use. When this percentage 
is below a value that has been specified at the system configuration phase, the 
resource saturation detector reports to the graceful degradation mechanism the 
occurrence of a resource saturation event. 

Unsolicited events related to power management, such as low energy source 
levels or energy source overheating, are detected by the runtime mechanism 
that performs power management. When such events are detected, the power 
management reacts in various ways that depend on the type of event that has 
been detected. For example, low energy level may lead to disabling the screen 
back-light or start the system shutdown, and energy source overheating may lead 
to starting the fan mechanism when such is available or to decreasing the voltage 
produced by the energy source. Our intention is not to interfere with the power 
management system when it comes to deal with the above unsolicited events. 
Rather, we aim at using the graceful degradation mechanism for preventing the 
occurrence of these events that activate the power management reactions. 



1 We assume a uniform allocation of available system resources to non-resource-aware 
components. 
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The mechanism that detects alarming conditions on the energy sources is 
based on information provided by the runtime mechanism that performs power 
management. This information relates to the current values of energy source 
characteristics (e.g. energy levels, current temperature of energy source, etc), as 
well as statistical information about these values in the recent system execution 
history (e.g. the percentage of change in these values over a specified period of 
time) . The latter information can be used to calculate the current drain rate and 
lreat-increase rate of the energy sources of the system. Comparing the received 
and the calculated information to the thresholds of acceptable energy source 
behaviors, which have been specified at system configuration, is used to detect 
energy source alarms. Then, the energy source alarm detector reports to the 
graceful degradation mechanism the occurrence of an energy source alarm event. 
At this point, the removal of a subset of the running components by the graceful 
degradation mechanism could eliminate, or at least postpone, the occurrence of 
the events that would trigger the radical reactions of the power management 
mechanism. 

4.2 Alternative CDG Traversals 

The activation of the graceful degradation mechanism by an error report leads 
to a CDG traversal, which starts from the CDG node that corresponds to the 
runtime instance of the component where the error occurred. This traversal iden- 
tified all the components in the running system that require, either directly or 
indirectly, the failed components for their correct execution. At the end of the 
CDG traversal, the set of identified components are marked for removal. As a 
result, the running system loses only the functionality (i.e. the components) that 
was affected by the error. An example of such a CDG traversal and the produced 
set of components to be removed from the running system is graphically illus- 
trated in Figure 1(a). There, the error is reported on component C, which is 
immediately marked for removal indicated by a check mark, and the traversal 
that starts from it and follows the inverse direction of the thick solid-line arrows 
marks three more components for removal. 

However, when the graceful degradation mechanism is activated by a report 
on resource saturation or an energy source alarm, the starting point of the CDG 
traversal is not specified. Consequently, we must define a meaningful convention 
for the starting point of the CDG traversal when it is triggered by unsolicited 
events related to resource or power management. Our choice is based on the 
motivation for using the graceful degradation, which is to remove the optional 
functionality of the system and allow better probabilities for the basic function- 
ality of the system to continue executing and potentially reach completion. 

We consider that system applications, which are started either at system 
startup or explicitly by the operator of the system, are part of the basic system 
functionality that must not be removed by the graceful degradation. The top- 
level components that correspond to system applications are those that no other 
component in the system depends on them. This assumption is not always valid 
in component-based software, but Section 5 explains why this assumption is valid 
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in our work. Identifying those top-level components, it is sufficient to check all 
the nodes in the CDG and find those that have no dependencies on them from 
other nodes. Each of the identified top-level component is a starting point for 
a distinct CDG traversal. In the example CDG depicted in Figure 1(b), the 
starting points for the CDG traversal are the components A and B. 




weight = FALSE (uses) 

► weight = TRUE (requires) 



Fig. 1 . (a) CDG traversal triggered by error detection on C; (b) CDG traversal trig- 
gered by resource saturation report. 



Having selected the starting points, the only constraint for performing a 
CDG traversal, which identifies the components to be removed from the running 
system, is that the identified components must be optional for the current system 
execution. Satisfying this constraints is a straightforward task. Opposite to the 
CDG traversals performed after an error report, a CDG traversal that starts 
from the aforementioned identified components follows all the arcs of the CDG 
(and not only those with weight TRUE). The starting point of the traversal and 
every node reachable from that starting point over a path of arcs with weight 
TRUE are marked to be kept in the system. On the other hand, the first node 
reached over an arcs with weight FALSE is marked for removal, if and only if 
it has not been already marked to be kept by a previous traversal or previous 
steps of the same traversal. All nodes that satisfy the above condition and are 
reachable from a node marked for removal, are also marked for removal. 

In Figure 1(b), the first time node X is reached in a depth-first traversal 
starting at node A, it will be marked to be kept. The same node will be reached 
again during the same traversal from node V that is marked for removal, but 
since node X is marked to be kept, its marking does not change. Notice that 



Towards the Integration of Fault, Resource, and Power Management 



83 



when a node is reachable from a starting point over a path of arcs with weight 
TRUE, it is marked for keeping independently of any previous marking it may 
have. For example, node Y in Figure 1(b) will be first reached from node W in 
a traversal starting at node B and marked for removal. However, later in the 
same traversal, node Y will be reached from node Z again, and will be marked 
for keeping. Hence, Figure 1(b) depicts the markings of all nodes in the CDG for 
two traversals started at nodes A and B , where a check mark indicates removal 
and a minus mark indicates keeping. 

To complete the extension of the graceful degradation mechanism to serve for 
the desired reaction to unsolicited events related to resource management, a last 
constraint must be considered: resource-aware components must not be marked 
for removal. This restriction is because we chose not to have the graceful degra- 
dation interfering with the resource management. To force this constraint, once 
a resource-aware component is entered in the CDG, it is immediately marked for 
keeping. This ensures that it will not be marked for removal by any CDG traver- 
sal that follows the rules described above. The information about the resource- 
aware components that are scheduled from execution is obtained from the run- 
time mechanism that performs resource management. 



5 Discussion 

The extended graceful degradation mechanism that can respond to unsolicited 
events related to fault, resource, and power management cannot be applied on 
a general component-based software system. A number of characteristics of em- 
bedded software are essential assumptions for the applicability of our approach. 
In this section, we present in clear the assumptions under which the presented 
approach can be applied. 

First, the distinction between mandatory and optional components in a sys- 
tem composition is a prerequisite. If the component interfaces are do not contain 
clauses such as requires and uses with the semantics described in Section 2, 
other means must be employed for distinguishing the mandatory from the op- 
tional components, and this task may not be easy or even feasible. Second, the 
semantics of the information in the requires and uses clauses of components 
interfaces must be verified. This means that when a component claims that it 
uses an operation provided by an other component, then it is able to oper- 
ate correctly even when the latter component is not present. Such verification, 
which is common practice in embedded software development, can be achieved 
via thorough testing of component execution in different execution environments. 

The use of the dynamic reconfiguration mechanism for handling the removal 
of components and the replacement of dangling bindings due to component re- 
moval with a binding to the no_binding() function is not applicable in the gen- 
eral case of component-based software systems. In case of distributed objects, for 
example, simply the preparation of the system for a reconfiguration may require 
the use of a complex mechanism (e.g. see [1]). On top of that, the equivalent 




84 



T. Saridakis 



of the no_binding() function must be provided and it must be verified that 
components function correctly when calling it. 

Finally, the assumption that the top level application components are those 
that no other component in the system depends on them is not valid in the 
general case of component-based software. It is possible, although of doubtful 
value, to have a low-level component (implementing some intrinsic system func- 
tionality) depending on a top-level component implementing the front-end of 
an end-user application. This case would create dependency loops in the CDG 
and would not allow the identification of the application components in the way 
described in subsection 4.2. However, in the context of software for embedded 
systems often a layered architecture is strictly enforced. Hence, the top-most 
layer that contains the application components does not have any dependencies 
from lower layer. 



6 Conclusion 

The presented approach towards the integration of fault, resource, and power 
management under the graceful degradation mechanism improves the robust- 
ness, reliability and performance of the basic system functionality under the 
occurrences of a variety of unsolicited events. When an error occurs, only the 
affected part of the system is removed, ensuring the robust operation of the 
remaining part of the system. When system resources (CPU and memory) are 
saturated beyond a predefined threshold, the removal of the optional system 
functionality allows a better performance for the basic system functionality. Fi- 
nally, in the presence of energy source alarms, the removal of optional system 
functionality allow the system to continue delivering its basic functionality, en- 
suring its reliability. 

A topic of ongoing work is related to the interfacing between the graceful 
degradation mechanism and the resource management, and whether graceful 
degradation should include resource-aware components too. Our current ap- 
proach described in subsection 4.2, which is to mark in advance all resource- 
aware components for keeping, makes possible that after graceful degradation is 
employed as a reaction to an unsolicited event related to resource management, 
a resource-aware component does not have any other component in the system 
depending on it. This can happen if the components that depended on it are 
removed during the graceful degradation. As a result, that component plus a 
number of other components on which this one depends on, will remain in the 
executing system although no system application uses them, hence they are no 
longer part of the basic system functionality. A solution to this problem is to 
use a different marking for the resource-aware components in the CDG, which 
would allow subsequent traversals to mark these components for removal. 

As part of the ongoing work, we are testing the extended graceful degradation 
mechanism in a simulation environment, where reports on unsolicited events from 
resource and power management are created by the testers. The implementation 
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of the detection mechanisms for these types of unsolicited events, as they are 
described in subsection 4.1, is scheduled for late 2004. 

In our future plans we intend to study various possibilities of complementing 
the graceful degradation mechanism with a mechanism that detects conditions 
which allow the system to (re-)instantiate components that provide optional 
functionality. Such conditions would be the repair of the failed components, the 
low load of system resources and the recharge or cooling of the energy sources. 
When such conditions are met, the components providing optional functionality 
in the system can be deployed again. 

Our work on graceful degradation of system functionality in the presence of 
unsolicited events related to fault, resource and power management is performed 
in the context of the ITEA project SPACE4U [9]. This project leverages the 
execution framework for embedded component-based software and the resource 
management scheme of another ITEA project called ROBOCOP [8] with runtime 
support for fault, power and terminal management. 
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Abstract. In this paper we focus on modeling concepts for safety- 
critical sociotechnical systems. First we claim that there is a great 
need for model-based reasoning about sociotechnical safety-critical 
requirements in system design and management. After this we take 
our starting point from formal methods, requirements engineering, and 
software architecture. We provide special extensions for these methods 
which are well-suited for the special challenges of sociotechnical systems: 
structural dynamism, uncertainty and the behavioral relevance of 
cognitive parameters. We maintain the visual style of modeling concepts 
as known from software architecture and provide an easy to use notation 
for reasoning about the features of specific decision situations. Finally we 
provide concepts to deal with adaptive system behavior and human error. 

Keywords: Formal Methods, Human Factors, Analysis and Modeling. 



1 Introduction 

In this paper we present an approach for the analysis and modeling of complex 
sociotechnical systems. Due to the complexity of these systems their analysis 
and understanding is very difficult. But on the other hand for various reasons 
(safety, efficiency, organizational learning, change management) there is a strong 
need for a greater transparency of the related processes. 

In our approach we develop a visual notation for the modeling of complex 
sociotechnical systems. Starting from formal methods and the experiences of 
requirements engineering [10] we provide concepts which are well suited for the 
description of specific sociotechnical features. Especially the aspects of systemic 
adaptation, the relevance of cognitive states and the uncertainty of descriptions 
are traditionally hard to grasp by formal notations. 

We claim that a visual modeling notation significantly increases system trans- 
parency, support interdisciplinary system analysis, and is well-suited to support 
measurements of further education. We provide different systemic stakeholders 
with a simple means for scenario-based system analysis. Hence, we consider our 
approach as a contribution for an integrated safety management of sociotechnical 
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systems. In addition we support simple procedures of domain-specific reasoning 
by embedding our notation into a standardized framework. For this sake we use 
a simple logical calculus [1], 

After some general considerations (section 2) we describe the critical features 
of sociotechnical systems in section 3. After presenting the basics of our approach 
(sections 4 and 5) we introduce concepts for modeling cognitive features (section 
6). Afterwards give two examples for the description of adaptive behavior under 
consideration of contextual dependencies (sections 7 and 8). Finally, we show 
how to integrate cognitive features into fault trees for a model-based treatment 
of human error (section 9) . 



2 A Model-Based Approach to Complexity and Safety 

Complex sociotechnical systems have evolved to control high risk technologies 
by teams of highly qualified specialists. Sociotechnical systems can be defined 
as complex safety-critical systems where teams of human operators cooperate 
with ensembles of technical units and devices. Usually, the resulting processes 
are significantly more complex than in systems consisting solely of technological 
components. Thus, a model for this kind of systems has to take into account 
not only technology but also the specific characteristics and risks of human and 
social behavior. Examples for this kind of systems are nuclear power plants, 
medical operation theaters and air traffic control. 

This new class of system complexity and its related risks have established 
new requirements for system design and system safety. This is documented by 
the sad history of catastrophes from Three Miles Island (1979) to Uberlingen 
(2002). The analysis of such complex systems has proven too multi-faceted for 
the traditional single-disciplinary approach. For a better understanding of safety- 
critical interactions it is important to possess an integrated modeling method 
which allows the analysis of all system aspects. The goal of our research is such 
a framework for modeling and analysis. 

A model-based interdisciplinary system analysis is a promising strategy 
against what Leveson calls intellectual unmanageability of high risk systems [5]. 
The increasing complexity and tight coupling in contemporary high risk sys- 
tems make a safe and efficient management difficult if not impossible. The main 
source of failure in complex systems is not human error or an erroneous compo- 
nent, but the complex interactions between components which is not understood 
to a sufficient degree [11]. To increase the level of understanding we choose an 
model-based approach which is open for results of interdisciplinary research. 

The use of modeling concepts is meant to support the intra-organizational 
discussion process between different stakeholders as well as interdisciplinary sys- 
tem analysis. In any case a conceptual framework of well defined concepts is 
provided which are taken from the domain. Such a common vocabulary is an 
important precondition for a structured system analysis. Moreover, since these 
concepts are formally defined in the framework they may be subject for auto- 
matic reasoning. Thus, consistency, completeness and satisfiability of domain 
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models may be automatically checked. To reach these goals we are following an 
ontological approach. 

Domain models are well-suited to make domain knowledge plausible and to 
disseminate it among the participants, thus contributing to the quality and safety 
of processes. Due to their well-definedness they can be used as foundations for 
simulations and visualizations. 



3 Special Features of Sociotechnical Systems 

We observed some specific features of sociotechnical system which can be con- 
ceived as challenges for traditional modeling concepts. Basically, these challenges 
can be originate from an intensified contextual embedding which is typical for 
sociotechnical systems as well as for advanced software systems as for example 
pervasive services. All these systems have to provide a high quality of service and 
high safety given dramatically changing situations. Thus, their adaptive capa- 
bilities and their context awareness have to be developed to a very high degree. 
We claim that research concerning the adaptive features of sociotechnical sys- 
tem can be fruitful also for the development of advanced applications which are 
characterized by a high degree of contextual embedding. 



3.1 Uncertainty 

Sociotechnical systems tend to reduce the load of information processing by us- 
ing vague concepts. So human experts normally don’t use exact mathematical 
numbers but vague expressions from natural languages. We claim that the re- 
sulting vagueness is an important precondition for the systems’ adaptivity and 
safety. In our approach we use fuzzy sets and fuzzy logic to specify uncertain 
information [4] (cf. section 5). 



3.2 Structural Dynamism 

One important feature of sociotechnical systems is their structural dynamism. 
The internal structure of systems like the medical operation theatre can be 
rapidly changing from one phase of the process to another according to envi- 
ronmental changes. For the description of this structural dynamism powerful 
concepts from dynamic architectures [9] are necessary. We handle this problem 
by introducing transformation rules (cf. section 7). 



3.3 Relevance of Cognitive Features 

In sociotechnical systems the agent’s attitudes are critical factors with respect to 
system safety. Consequently we provide concepts for the description of cognitive 
states [14] (cf. section 6). 
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4 Basics of Architectural Description 

For the description of a system’s structure we use the concepts known from 
software architecture [13,8]. As an example we choose the setting of a medical 
operation theatre. While this special system is characterized by a great variety of 
behavioral alternatives we have to content ourselves with describing exemplary 
scenarios taken from anesthesia. 

In this section we describe our visual notation which we use for scenario-based 
analysis. We support different kinds of domain-specific reasoning by mapping 
parts of the visual notation to the syntactic constructs of description logic. 

4.1 Systemic Agents 

As we show in Figure 1 we conceive agents (shown as soft boxes) as constitutive 
parts of sociotechnical systems. Agents represent human actors as well as tech- 
nical devices. Since this kind of modeling is quite common for devices we focus 
on human actors in our examples. 




Fig. 1 . Visual notation for systemic agents 



From a formal point of view agents define an identity and publish a set of 
interfaces which are denoted as little squares in our visual notation. Formally 
we describe interfaces using signatures. 

Definition 1 (Agent Signature). An agent signature is a quadruple 
(£, I, O , A) where £ is a data signature (S, Op) in the algebraic sense, O is 
the set of output attributes (the agent variables), I is the set of external at- 
tributes that the agent has to read from it’s environment and A is a set of action 
names. 

More intuitively a signature describes the capabilities of sensing and reacting 
of (for example) a human actor (represented by the sets I resp. O) as well as 
the services it provides to its environment (represented by the set A). We use 
linguistic variables to describe the physical features of agents and connectors. 
The left hand of an actor or the display of a technical device are examples for 
this kind of variable. 
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4.2 Connectors 

As we show in Figure 1 agents interact with each other using connectors (which 
are shown as ovals). 

Definition 2 (Connector). A connector consists of a set of roles and a glue 
which defines the relation between the roles. 

Again we describe roles using agent signatures (denoted by squares in our 
visual notation). If an agent uses a connector one of his interfaces is connected 
with a role of this connector by a link (denoted by a black line in our visual 
notation). A prominent applications for links is the assignment of tasks to agents. 

5 Basics of Sociotechnical Behavior 

Our approach for the description of sociotechnical behavior is based on well 
known transition systems which are very common in formal specification [2] . In 
this section we present our visual style for the transition rules which specify 
sociotechnical behavior. 
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Fig. 2. Behavioral Transition 



In figure 2 we show a transition table describing possible behaviors of the 
agent from our example as a relation between input and output vectors of events. 
Each of the three columns describe a specific situation an a specific behavioral 
choice. 

— In the left column of the AND/OR-table we describe a situation where the 
fuzzy probability that the anestlresist introduces the tube into the patient’s 
throat is low because he observes that the color of the patient’s face is pale. 
Since in this situation his expertise is high he remains calm. 

— In the second column we refer to the situation where an anestlresist aborts 
the process of intubation because the low pitch of an alarm tone signalizes 
to him that the patient’s oxygene saturation is too low. Because in this 
situation his expertise is low he is getting nervous. 
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— The normal case finally is described in the right column. In this case the 
values of the input variables express that the situation is normal and the 
anestlresist can proceed with intubation. 

In our table-based notation we use stars (*) to express that we don’t care 
about the value of a parameter in a given context. 

We claim that this visual style of reasoning is well-suited to support people 
with weak mathematical background to specify systemic behavior in a formal 
way. Moreover, this notation supports simple checks for completeness and cor- 
rectness. In addition, soft system features (like bodytalk or expertise) can be 
included. In our approach these features are described by fuzzy semantics. 



6 Mental Models: A Cognitive Approach 

In our approach we provide a cognitive perspective which takes into account the 
agents subjective motivations and their influence on the global system’s behav- 
ior. We claim that this allows for a better understanding of the human factors 
and organizational features of sociotechnical processes. For this sake we use the 
concept of mental models, which describes an agent’s internal representation of 
his environment [14]. 

A mental model consists of: 

— The agent’s intentions: usually a decision aims at a certain goal. That means 
that the agent tries to achieve a certain system state by selecting between 
alternative behavioral options. 

— The agent’s beliefs: a decision is highly influenced by the agent’s belief con- 
cerning the system’s actual state and its further behavior. 

— The agent’s desires: usually the agent has a subjective preference for a certain 
behavioral option which may or may not interfere with the real situation. 

These factors may influence human behavior to a high degree and thus deter- 
mine global system behavior. Especially the complex configurations of cognitive 
attitudes in teams is only accessible by a cognitive approach. Moreover subjec- 
tive factors are subject to a large scale of organizational measures like further 
education and simulator training. 

We represent this internal information using fuzzy sets. This gives us the 
possibility to represent the subjective relevance [15] of a proposition by the mem- 
bership relation p. 

We notate fuzzy sets by using calligraphic font. The function of the three 
fuzzy sets in figure 3 consists in the mental representation of the relevant con- 
textual features [3] . 

In figure 3 we use a mental model to reason about the adaptation of an agent 
in a given situation. We define adaptation as a relation between a Context and 
an agent. As relevant features of a context we conceive the situational goal, the 
behavioral alternatives, and the relevant preconditions of decision making. 
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Fig. 3. Example: model for adaptation 



In general, we claim that an agent’s contextual adaptation is good if he has 
an intensive representation of the relevant features. Again, we use an AND/OR- 
table to reason about different configurations and their consequences for the 
quality of adaptation. For organizational purposes there are some interesting 
features of contexts. Thus, the cardinality of set A describes the free room of 
an agent’s decision. If it is small this has inhibiting effects on his motivation. 
If it is too great the agent may be overstrained. Moreover, another important 
feature of a given context consist in the possibility of differentiation of behavioral 
alternatives. 

We consider an integrated cognitive approach to sociotechnical modeling as a 
major contribution to an adequate safety management of sociotechnical systems. 
Frequently, critical situations can be often traced back to missing knowledge 
in specific contexts. Following a cognitive approach enables us to specify the 
situational requirements concerning knowledge. The resulting models can be 
used to detect systemic flaws related to communication procedures. 

7 Application: Observing 

In this section we describe the interaction of contextual conditions with the 
systemic task. Especially we focus on the relation between the employment of 
certain strategies and task assignment. Frequently the shaping of processes by 
contextual conditions can be observed in the medical setting. We consider this 
shaping as an important adaptive capability of sociotechnical systems. In this 
section we identify the systemic variables which determine these adaptations and 
describe the resulting behavior using transformation rules. 

During a medical operation the anestlresist has to control the patient’s state 
and the course of anesthesia. Consequently we define as an abstract task that 
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the anesthesist has to observe the patient. For this sake both, the patient and 
the anesthesist have to be members of the initial configuration. And they have 
to be connected by an observation connector. 

In Figure 4 we use this configuration as a the start configuration of a trans- 
formation rule. (For the sake of this presentation we are leaving aside the role 
of interfaces.) In our first rule we state that the abstract task of observation 
may be mapped to the context-specific configuration on the right hand side of 
the rule. In some contexts the anesthesist may delegate the responsibility for the 
patient’s observation to the nurse and communicate with her about the patient’s 
actual state. A precondition for the application of this rule is that the nurse has 
an adequate qualification. 



Transformation ObservationRulel 





preconditions. expertise = high 

rules: IF a. expertise = high AND n. expertise = high THEN = Signal 

IF a. expertise = {medium, low} OR n. expertise = {medium, low} 
THEN fi = SpeechAct 



Fig. 4. Transformation Rule 1 



Another typical way to process the abstract task of patient observation con- 
sists in the usage of a monitoring device which controls the characteristic pa- 
rameters of the patient’s state. The corresponding rule is frequently applicated 
in situations where the patient’s state is already stabilized. 

By using simple relations about the sensual capabilities of human agent’s we 
are able to reason about the consequences of task assignments. 

Assignment (acc) < 3 
Assignment (vis) < 1 
Assignment (lman) < 1 
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Transformation 0bservationRule2 





preconditions. expertise = low, medium OR anesthesia = stable 
rules: A = {visual, accoustic} 



Fig. 5. Transformation Rule 2 



For example we claim that for the visual capability of an agent only unary 
assignments are possible, while the acoustic sense may be used in more than 
one assignments. For this sake we exploit numeral description as known from 
description logic. 

For our example we can conclude that an acoustic observation leaves more 
flexibility for an agent than a visual engagement. Consequently the configuration 
in Figure 6 is only legal with A = acc. The binding of variable A with vis 
would violate the assignment constraints. Thus an anesthesist is not able to 
check another patient when he is occupied with the visual observation of the 
monitoring device. On the other hand when it is sufficient to control the acoustic 
alarm tones he can move to another room to assist his colleagues. 

8 Application: Behavior and Context 

In section 7 we analyzed how different configuration can be substituted in order 
to process an abstract task given a certain set of context conditions. In this 
section however we consider that are closer interwoven which each other. In fact 
they constitute a cascade of redundancy. 

In this section we study a very simple case of behavioral decision making 
demonstrating that a cascade of redundancy mechanisms is available if the orig- 
inal configuration fails to behave properly. We consider a scenario where a sys- 
temic agent (a nurse) has to decide if she handles a certain device (in this case 
a laryngoscope) to the anesthesist. Alternatively she simply can do nothing. For 
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Fig. 6. Parametric Configuration 
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Fig. 7. Fuzzy enabling relation 



the sake of brevity we describe the original situation as well as the cascade of 
compensatory mechanism in a simple tabular notation (cf. Figure 7). 

We selected this scenario because it is understandable without recourse to 
medical knowledge. Although it is very simple it is not irrelevant. In fact the 
behavior in this kind of situation is often taken as a criteria for the quality of 
team performance and for the adaptation of agents. Behavioral failures in these 
situations are frequently the source of serious irritations which may result in 
persistent intra-team conflicts. 

From a systemic point of view we claim that the cascade of redundancy 
mechanism plays a crucial role concerning the stabilization of human behavior. 
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8.1 Simple Decision Making 

In the first column of figure 7 we describe the simplest configuration w.r.t. our 
scenario. We argue that the probability for the nurse to show the desired behavior 
is high or medium if her adaptation to the given context is high or medium. 

As we already argued in section 6 we use the concept of adaptation as a 
shortcut to describe the set of mental models which enables the nurse to show 
the correct behavior. So for instance she has to know that the anesthesist should 
become the owner of the device (in this situation) and she should be aware of 
the fact that he doesn’t possess this instrument at the moment. If these mental 
attitudes are developed to a sufficient degree the nurse will show the correct 
behavior with a high probability. 

8.2 Coordination Mechanisms: Hierarchy 

Imagine the case that the nurse’s situational awareness is not as good as in 
our recent example. In this situation she has to rely her decision on further 
information. Fortunately the contextual information is provided to her by a net of 
relationships to other agents. In this section we briefly review the coordinational 
function of hierarchical relations [7]. 

We assume that the nurse’s internal information is not sufficient to provide 
the foundation for a correct decision. According to our model, possible reasons 
may be an insufficient internal goal representation or a subjective preference for 
the wrong behavioral option. 

As we show in column 2 and 3 of figure 7 the nurse’s decision may be moder- 
ated by a hierarchical relation to the anesthesist. According to the second column 
of our diagram the nurse’s correct behavior may be triggered by a complex men- 
tal attitude which refers to the cognitive representation of another agent. Thus, 
if the nurse believes that the anesthesist expects her to give him the laryngoscope 
(and he is in fact her superior) the probability is high that she will conform to his 
expectations. Teams of human agents frequently coordinate their activities by 
higher-order mental representations, i.e. assumptions about the cognitive state 
of other agents [6] . 

8.3 Coordination Mechanisms: Communication 

Finally, in the last version of our scenario all of the coordination mechanisms 
considered fail to be effective. In this case the anesthesist has to manipulate the 
nurse’s cognitive representation by a directive communication act. Provided that 
there is a physical communication channel between the two agents he can induce 
the belief that he needs the laryngoscope in the nurse. Again there are several 
ways to do this. For example he has the choice between verbal and non-verbal 
communication. Each of these alternatives influences the system’s performance 
in a characteristic way. 

A crucial aspect in systemic performance is described in the last row of figure 
7. By the variable atmosphere we describe the consequences of different styles 
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of behavior for the global temper among the team members. We argue that 
an unobstructed way of task processing results in a good working atmosphere 
while the need to employ compensatory mechanisms frequently is a source of 
irritations and tensions. 

9 Uncertain Behavior and Human Error 

Since we have a special interest in sociotechnical risks related to human error 
we reason about errors using fuzzy fault trees. Using fault trees we can reason 
about knowledge-based, type of human errors (mistakes) using propositions about 
mental models[12]. Mistakes may occur when the beliefs of an agent are not 
adapted to the given context. For example a nurse may have the correct goals 
but fail to act properly because she doesn’t see the need to act. Another error- 
case occurs when an agent’s goals do not fit well into the given context. 




Misplaced Beliefs Misplaced Goals 



Fig. 8. Fault tree for human error 



In Figure 8 we show an error situation where the laryngoscope wasn’t given to 
the anestlresist in time. Consequently the patient’s preoxygenation has become 
invalid. From our (simplified) analysis of the situation we can conclude that 
there may be two causes of error related to the agents mental representations. 

— The nurse may have the correct goal (the anesthesist should be the owner of 
the laryngoscope) but the wrong expectation about the environment. When 
she believes that the anesthesist already has the laryngoscope she will make 
the wrong decision and do nothing (misplaced beliefs). 

— The nurse may represent an incorrect intentions (misplaced goals). 

Although we have to refine our descriptions in further interdisciplinary re- 
search we claim that our method provides a smooth integration of formal mod- 
eling and human factors. The consideration of mental models and internal rep- 
resentations in systems engineering provides new possibilities to reason about 
soft systemic parameters which so far have frequently escaped formal reasoning. 
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We claim that the methodical integration of cognitive parameters into model- 
based reasoning about systemic safety provides a structured way of interdisci- 
plinary system analysis. We think that in sociotechnical settings it is highly 
important to make explicit the impact of knowledge distributions on safety and 
process quality. 

10 Conclusion 

In this paper we provided a visual notation for the modeling of safety-critical 
sociotechnical systems. We started with structural description, dynamic archi- 
tectures, and transformation rules for reasoning about adaptive system behavior. 

We then took a cognitive perspective by introducing the concepts of mental 
model and decision-making. This type of behavior is observable in systems where 
human and organizational agents are involved. We introduced visual concepts 
for the description of decision situations. Using fuzzy concepts we modeled the 
influence of several factors on decision making and thus on the global system’s 
behavior. 

On this platform we are able to describe the adaptive behavior of sociotech- 
nical systems and its specific contextual embedding. We provide concepts for 
the construction of models that contribute to a better understanding of complex 
interactions and the impact of contextual parameters. 

In the future we will work on the formal foundation of our notation and the 
implementation of the corresponding semantics in tools for automated reasoning. 
In addition we will exploit our results as contributions to the design of context 
aware and autonomic systems. In order to make our notation practical and 
to provide adequate support for real life situations we plan case studies and 
interdisciplinary cooperations. 
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Abstract. Mode confusion situations or more general automation sur- 
prises can arise in the context of sophisticated control systems which 
require the interaction with human operators as for example flight mon- 
itoring systems in airplanes. A “mode” is defined by a subset of system 
variables the values of which determine distinguishable forms of system 
behaviour. Critical situations can arise if the operator interacts with the 
system assuming a wrong mode. The identification and analysis of such 
situations needs to take into account both the system design and the op- 
erators mental model of the system. Recent research showed that model- 
checking techniques are useful for identifying mode-confusion situations. 
Two different approaches can be found: the first tries to identify mode 
confusion potential in system design, the second analyses actual mode 
confusion situations to identify the discrepancies between the mental 
model of operators and the system design. This paper reports an experi- 
ment in using the model-checker FDR2 for comparing system and mental 
models based on CSP refinement. In contrast to earlier attempts using 
model-checkers for this task, this approach allows a direct comparison of 
the two models which can be easily derived from a rule-based description. 



1 Introduction 

The ever-increasing complexity of computer-based systems has lead to a changed 
role of human operators, especially in safety-critical applications such as air-craft 
and train control, chemical and nuclear plants, medical equipment, or automo- 
bile components. The use of computers in such systems has a high potential 
for automation as well as extended functionality, but also requires sophisticated 
control and monitoring mechanisms due to the inherent complexity. These them- 
selves can be implemented as computer-based processes which allow to take away 
the strain from human operators who would otherwise have to cope with a mul- 
titude of information and a higher demand on reaction times required for the 
interaction with such systems. 

Nonetheless, in many applications a total automation of the system control 
is not accepted or (not yet) possible. Human operators are often the ultimate 
instance for dealing with emergencies or have to provide necessary information 
not directly available to the computer-based kernel systems. Research activities 
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in the Human Factors community focus on human-computer interfaces based 
on psychological as well as design-oriented considerations. As Sarter, Woods 
and Billings [1] and Leveson et.al. [2] point out, technology-centred automation 
potentially leads to designs which are problematic for the human interaction. 

One area which has found attention during the last years is the investigation 
of so called automation surprises, particularly mode confusion. This paper dis- 
cusses the use of model-checking for the comparison of abstract system models 
and mental models with the objective to analyse mode confusion situations. The 
emphasis is on the specification and model-checking aspects rather than on the 
socio-technological perspective. The remainder of the introduction provides the 
background for the approach as well as an informal description of the example, a 
kill- the- capture scenario. Section 2 describes one possible approach to the analy- 
sis of this example using FDR2. Section 3 summarizes the experiences and tries 
to generalize the results. 



1.1 Mode Confusion Analysis — Background 

Modes are identifiable and distinguishable states of a system which differ with 
regard to the effect of interactions. The complexity of a system is reflected in a 
large number of different modes and complex rules for mode transitions as well 
as functionality in a mode. Mode confusion scenarios or in general automation 
surprises describe situations where the operator’s assumption about the system 
mode differs from the actual mode of the system and actions performed under 
this assumption result in critical situations. In order to detect and eliminate 
mode confusion, a thorough analysis of the system design and functionality as 
well as the human-computer interface is required. 

Techniques from the formal methods field prove to be useful for mode con- 
fusion analysis. Several approaches based on abstract models of the system are 
documented; see e.g. Leveson et.al. [2], Miller and Potts [3], or Liittgen and 
Carreho [4] . These experiments focus on the identification of situations that po- 
tentially lead to mode confusion, particularly the identification of categories of 
indicators for mode-confusion situation and use an abstract model of the system 
as starting point. Rushby [5,6] suggests a complementary use of model-checking 
based on two different models of the system. The actual model is an abstract 
model of the actual system behaviour; the second reflects the mental model of 
the operator which may be a reduced version of the full model or even may 
contain wrong assumptions about the system. 

In contrast to the approaches of Leveson and Miller and Potts, Ruslrby‘s 
approach aims at identifying critical discrepancies between the models rather 
than investigating the mode confusion potential of the actual model. Such dif- 
ferences reflect deviations in the observed behaviour of the models which can 
point to potential mode confusion situations. Rushby formalizes the models in 
the Mur(/> [7] model-checker notation and employs Mur0 to perform a full state 
exploration. The system not only uncovers the flaw already known from the 
analysis by Leveson, but also detects several other problems of the suggested 
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corrections. The model can also be enhanced by incorporating a more specific 
operator behaviour. 

Since Murri) is not able to compare two models directly, a usual trick is used: 
both models are merged into one by renaming the relevant state components 
such that these have disjoint names. The Murb rules then are used to describe 
the effect of inputs or events to the full set of state variables. 

This is slightly unsatisfactory, since an untrained person will not be able to 
determine such a specification from the distinct views of the actual and mental 
models respectively, even if the Mur0 rules can be easily understood with a 
basic knowledge of state transition machines or simple automata. Similarly, the 
formalization of invariants as criteria for the absence of mode confusion will in 
general require some explanation or even a manual analysis of the models (which 
may very well uncover the problems in the models). Ruslrby himself [5,6] suggests 
to employ a different type of model-checker, namely the CSP-based tool FDR2 
as an alternative, since FDR2 allows to compare models in a more direct way. In 
the following, this suggested approach is investigated, taking the Mur<d model 
as a starting point. 



1.2 The Example 

The example in Ruslrby ’s papers [5,6,8] is taken from an article by Palmer [9], 
which reports two cases of altitude deviation scenarios. These cases and three 
others were observed in a NASA study in which several crews flew realistic 
missions in DC-9 and MD-88 aircraft simulators. This example has previously 
been investigated by Leveson [10]. 

In the following, the scenario description as stated by R.ushby [5,6] is pre- 
sented, which is the starting point for the Mur(/> model. In order to follow the 
scenario it is necessary to explain some features beforehand. The PITCH mode is 
a control element for the autopilot which determines the climbing behaviour of 
the aircraft. The modes are 

VERT SPD vertical speed; climb at a specified rate (feet per minute) 

IAS indicated air speed; climb at a rate which is consistent with 

holding the air speed (knots) 

ALT HLD altitude hold; hold current altitude 

ALT CAP altitude capture; provide smooth levelling off when reaching 
desired altitude 

The second relevant component is the ALT capture mode (one of several possible 
capture modes) indicates that the aircraft should climb to the the desired altitude 
and then hold that altitude. For the example it suffices to imagine this mode as 
a binary value which reflects whether the mode is set (armed) or not. 

The interaction between the modes is of particular interest: 

— if ALT capture is armed and the desired altitude is reached, the pitch mode 
is set to ALT HLD. 
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— the ALT CAP pitch mode is entered automatically when the aircraft gets near 
the desired altitude under the condition that ALT is armed; it switches off 
the ALT capture mode 

— if ALT CAP pitch mode is set and the desired altitude is reached, the aircraft 
levels off and pitch mode is changed to ALT HLD. 

The scenario as reported by Palmer [9] describes a potentially critical sit- 
uation where an aircraft leaves its assigned flight corridor and enters a flight 
altitude which could be assigned to other aircrafts. The cause for this situation 
is obviously that the ALT capture was switched off without the Captain noticing 
it (the only information provided is that the ARM window switches to blank). 
Analysis of the situation shows that the interaction between pitch modes and 
ALT capture mode is more complex than first assumed. 

Leveson and Palmer [10] present the essential information of this incident 
as presented in Fig. 1. Note that the information presented is only part of the 
overall interface of the pilot, especially the control instruments for setting speed 
and target altitude are placed on a separate panel (the Mode Control Panel) 
which also presents some of the information available from the FMA. 
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Fig. 1 . FMA Displays for the Example Incident 



Ruslrby [8] also derives a state machine representation of the abstract be- 
haviour of the autopilot with regard to pitch mode and altitude capture mode. 
This model takes into account the relevant modes and the inputs of both the 
plane crew and the events from the environment. This model, which is shown 
in Fig. 2 abstracts from the general status of the plane, as for example altitude, 
speed, motion or similar and from related values the pilot could enter. What 
remains is an abstraction of the behaviour focused on pitch mode and capture 
mode restricted to ALT. Similarly, Ruslrby provides a state machine representa- 
tion of the mental model as derived from the case study. This is shown in Fig. 3. 

The obvious difference between the two models is the number of states. The 
mental model does not contain an explicit state for ALT CAP, the pitch mode 
which is entered automatically without pilot interaction. This omission models 
the fact that the pilot was not aware of this particular mode and the related 
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Fig. 2. State Machine for Actual Model Fig. 3. State Machine for Mental Model 



changes to the ALT capture mode. A formal analysis of these automata models 
with regard to their language equivalence will also reveal deviations in the pos- 
sible mode transitions, but further analysis is required to examine whether these 
differences are indeed critical. 

2 FDR2 Formalization and Analysis 

This section presents an approach of employing FDR2 [11] for the investigation 
of the mode confusion situation reported by Palmer [9] . The Murb specification 
described by Rushby provided the starting point. The main objective of the 
experiment is to evaluate the benefits of FDR2 with regard to its ability to 
compare two models. 

For this purpose several alternative approaches were investigated, which in- 
volved both rule-based and automata-based models, where the latter is based in 
the automata for actual and mental model as presented in Fig. 2 and 3. For the 
experiment the error situations uncovered by FDR2 were compared to the prob- 
lems found using the Mur^f) system. In the following, the rule-based description 
of separate actual and mental model are presented and analysed. A full report 
of this and the other approaches can be found in Butlr [12]. 



2.1 Actual and Mental Model A Rule-Based Specification 

The objective of this subsection is to investigate the possibilities of checking men- 
tal and actual model by comparing them with regard to refinement properties 
of CSP models. 

The specification language employed by FDR2 is CSPm, a machine-readable 
version of CSP. The core concepts of these specifications are processes which 
communicate over synchronous channels. State spaces in form of global variables 
are not directly available in CSP, but CSPm allows the parametrized specifica- 
tion of processes. 
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The first definitions of the specification introduce the data type pitch-mode 
similar to the type in the Murf/> specification and a set of channels, which in 
this case represent the possible events from the environment (pilot input and 
external events). The event names are chosen to correspond to the rule names 
in the Mur</> specification. 

datatype pitch_modes = vert_speed I ias I alt_cap I altJhld 
channel ALT_CAPTURE, HLD, IAS, VSPD, near, arrived 
channel obs : pitch_modes . Bool 



The additional channel obs of observables is introduce to make the mode transi- 
tions visible in the model traces. It is required in addition to the usual observable 
event traces over the channels to monitor the progress of the system. The motiva- 
tion is that the information about the state transitions is essential for identifying 
the causes for error situations in the check. 

Two distinct processes ASYS and MSYS are specified for the actual and the 
mental model, respectively. The state spaces of both models are determined by 
the pitch-mode and the capture-mode, which are stated as parameters of the 
processes. Note that the changes of these two state components are observed 
via the above mentioned channel obs. The initial value is a non-deterministic 
selection from the set of pitch-modes without the alt_cap mode for the pitch- 
mode and false for the capture-mode. 



ASYS = |~| p: diff (pitch_modes , alt_cap) 0 ASYS1 (p, false) 

ASYS1 (pitch_mode, capture_armed) = 
obs ! pitch_mode . capture_armed -> 

( 

ALT_CAPTURE -> ASYS1 (pitch_mode, not capture_armed) 

□ 

HLD -> ASYS1 (alt_hld, capture_armed) 

□ 

IAS -> ASYS1 (ias, capture_armed) 

□ 

VSPD -> ASYS1 (vert_speed, capture_armed) 

□ 

(capture_armed) & near -> ASYS1 (alt_cap, false) 

□ 

( (pitch_mode == alt_cap) or capture_armed) & arrived 

-> ( let pm = if ( (pitch_mode == alt_cap) or capture_armed) 
then altJild 



) 



else pitch_mode 



within 

ASYS1 (pm, false) 

) 



Note the way the boolean guards are used to express that certain transitions are 
not possible under all circumstances. Here, additional constraints as derived from 
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the automata model in Fig. 2 have been used to provide a more complete model. 
The event near only has effect if the capture-mode is active. Similarly arrived 
is regarded if the capture-mode is active or the pitch-mode already is alt_cap. 

The mental model works with a reduced set of pitch-modes, which does not 
include the alt_cap mode; here a subset of the full set of pitch-modes is defined. 
The process MSYS then is defined analogously to the process ASYS, omitting the 
near event and the behaviour in the ignored alt_cap pitch-mode. 



pm_ideal = {pm I pm <- pitchjnodes, pm != alt_cap} 

MSYS = |"| p: pm.ideal 0 MSYS1 (p, false) 

MSYS1 (pitchjnode, ideal_capture) = 
obs !pitch_mode . ideal_capture -> 

( 



ALT_CAPTURE -> MSYS1 (pitchjnode, not ideal_capture) 

□ 

HLD -> MSYS1 (alt_hld, ideal_capture) 

□ 

IAS -> MSYS1 (ias, ideal_capture) 

□ 



VSPD -> MSYS1 (vert_speed, ideal_capture) 

□ 



(ideal_capture) & arrived 

-> MSYS1 (altJild, false) 



) 



This specification of the mental model could easily have been derived from a set 
of rules or an automata representation such as the one in Fig. 3. In particular, 
it can be derived without information about the actual model. Note that for the 
analysis of the mode-confusion situation such a rule-based or automata model 
will originally needs to be derived from the understanding of the operator rather 
than other material. For this study, the mental model was taken from the Mur(/> 
example. 

In order to prove that the models are equivalent, it is necessary to map them 
to a common set of observable events. This means that the event near which 
is not visible in the mental model as well as the artificial events related to the 
invisible pitch-mode alt_cap need to be hidden from the interface of the actual 
model. This is done using the hiding construct in CSPm: 



Mental .Model = MSYS 

Actual_Model = ASYS \ {Inear, obs . alt_cap I } 



Now it is possible to specify the desired equivalence. Since FDR2 only allows to 
check refinement in any of the three models (traces, failures or failure-divergence; 
see [13,11] for details), it is necessary to prove the two directions of the equiva- 
lence separately. Furthermore, it is of interest to prove equivalence both in the 
trace as well as the failures model. Trace equivalence which is checked as mutual 
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trace refinement ( [T=) in FDR2, only ensures that both systems are able to per- 
form the same sequences of events. For the given example this ensures that both 
systems are able to react to external inputs in the same way and that the state 
changes are performed accordingly (by observing the obs events). In addition, it 
is of interest to know whether at any point in time one of the models could refuse 
an event which can not be refused by the other. This is not of direct interest 
for the artificial state events, but could point to a problem with the inputs and 
external system events. Refusal properties are checked using failures refinement 
( [F=) in FDR2. The following checks were performed in the example: 



assert 


Actual_Model 


[T= Mental_Model 


assert 


Mental_Model 


[T= Actual_Model 


assert 


Actual_Model 


[F= Mental _Model 


assert 


Mental_Model 


[F= Actual_Model 



Of these checks, the first and third succeed, while the second and fourth fail. 
FDR2 reports the following error scenarios, which are the same for the two 
failing checks. The process the behaviour of which is reported in the following 
is the process ASYS. The behaviour of MSYS is not explicitely reported for these 
errors, which shows that MSYS is able to perform the same traces except for the 
last event. Note that the traces of Actual_Model are subtraces of these traces, 
namely those where the hidden events are removed. 



BEHAVIOUR: 

Performs <_tau, obs . ias . false , ALT_CAPTURE, obs . ias . true , 

near, obs . alt_cap . false , IAS, obs . ias . f alse> 



Analysis of this first error in connection with the specification of MSYS shows that 
the event obs . ias . false is not a possible event since the capture-mode is still 
true after ALT_CAPTURE, which is the last relevant event from the perspective 
of MSYS. This means that FDR2 detects the same kind of error as was found be 
Murd> and the combined specification. The advantage of this usage of FDR2 is 
the documentation of other possible errors. The following two are but variants 
of the first case, where the final state is related to the pitch-modes vert_speed 
and alt Jild instead of ias. 

The next three cases require further analysis of both actual and mental model. 
The first such error trace of ASYS is reported as follows: 



BEHAVIOUR: 

Performs 


<_tau 


, obs . ias . false , ALT_CAPTURE, obs . ias . true , 




near 


, obs . alt_cap . false , ALT_CAPTURE, 




obs . 


alt_cap.true, IAS> 



The other two traces vary in the initial state, where the different pitch-modes 
are taken. All of them show the same sequence of external events, namely 



<ALT_CAPTURE , near, ALT_CAPTURE , IAS> 
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where IAS is the event which is refused by MSYS and thus Mental _Model. Without 
regarding the auxiliary obs events it is not possible to understand the underlying 
problem. Thus it helps to have a look at the trace of Actual_Model: 

BEHAVIOUR: 

Performs <_tau, obs . ias . false , ALT_CAPTURE, obs . ias .true , 

_tau, _tau, ALT_CAPTURE, _tau, IAS> 

This perspective reveals that Actual_Model is able to perform the IAS event 
directly after the ALT -CAPTURE event, without an intermediate obs event. This 
is definitively not possible for MSYS respectively Mental_Model. The essential 
question here is how to interpret these error situations. 

Obviously, the problem is connected to hiding the obs . alt_cap events, which 
means that it is related to the problem that one of the pitch-modes is invisible. 
Since the ALT_CAPTURE event only changes the capture-component of the state 
space but does not lead to a state transition, the full effect is hidden. Investiga- 
tion of the behaviour of MSYS shows that the second ALT.CAPTURE event leads to 
the event obs . alt_hld. false in the mental model for the first error case and 
similar for the other cases. Several things need to be considered here: 

— the mode-confusion problem is not only related to the inconsistency in the 
pitch-modes of the models; the different capture-modes pose a problem in 
itself. Although the invariant used in the Mur0 model would not be violated 
if the pitch- modes were the same, a following IAS event would immediately 
lead to an error trace as the first three reported above. 

— what is the desired reaction to an ALT_CAPTURE during the alt_cap pitch- 
mode? The Murr/i model does allow changes of the capture-mode during the 
approaching phase after near, but is that a suitable abstraction of the be- 
haviour? Comparison with the models as described in Fig. 2 and Figure 3 
does provide a hint that this abstraction could indeed be a problem. While 
the mental model allows to switch between the “capture active” and “cap- 
ture not active” state, this is not allowed for the “pitch mode is alt_cap” 
state. This suggests that the second ALT_CAPTURE event should not have been 
possible in ASYS. Actually, Rushby detects this problem in one of the later 
versions of the Mur(/> model and assumes that ALT_CAPTURE should not be 
possible in pitch-mode alt_cap. The FDR2 specification can be corrected in 
a similar way: 



(pitch_mode != alt_cap) & ALT_CAPTURE 

-> ASYS1 (pitch_mode, not capture_armed) 



By guarding the event ALT_CAPTURE in the actual model in this way, the 
error cases can indeed be reduced to the original three which are directly 
related to the mode confusion situation as related to the capture-modes. 

— can the specification be modified in a way that allows to cope with such 
missing events; more generally: is there a way to deal with hidden state 
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changes in the case where events lead to explicit state changes in the second 
model? Up to now no general solution has been found for this problem. 

After performing the corrections analogously to the suggestions for the Mur</> 
model, the resulting specification still shows an error, a refusal error for the check 

Mental_Model [F= Actual_Model 

Checking the traces and refusals reveals that while the actual model could 
engage in any external event but ALT_CAPTURE or near, the mental model could 
also engage in ALT .CAPTURE. Further analysis of this situation in comparison with 
the error- free Mur0 model reveals a flaw in that model: rule ‘ ‘ ALT CAPTURE in 
the Mur0 specification reads as follows: 

rule "ALT CAPTURE" pitch_mode != alt.cap ==> 
begin 

capture_armed := ! capture_armed; 
ideal_capture := ! ideal_capture ; 
end; 

But this means that the behaviour of the mental model, namely the changes 
to state variable ideal.capture are influenced by the value of pitchunode, 
which is not part of the mental model. The FDR2 error shows the effect of the 
change to the actual model alone and reveals a new error situation. This error- 
situation is due to the the change with regard to the error found above: guarding 
ALT.CAPTURE in the actual model prevents a second such event in pitch-mode 
alt.cap, but in the mental model such a change is allowed. Thus the corrections 
still do not capture the problems arising from the hidden state properly. 



3 Lessons Learned 

The previous section discusses one possible approach to the analysis of the case 
study presented by Palmer [9] using CSP specifications and FDR2 for checking 
them. The specifications are based on the idea of Rushby [5,6,8] to compare 
abstract formalizations of actual system and mental model. This section tries to 
summarize and generalize the experiences using FDR2 the suitability of model- 
checking for mode-confusion analysis in general and the exploitation of mode- 
confusion analysis for system design. 

3.1 Evaluating the FDR2 Approach 

The essential difference between the Mur<f> and the CSPm specification is the way 
in which the models are compared. The FDR2 specifications allow a separate 
specification of actual and mental model, while the Mure/) specification presents 
a view of the combined models with a partially shared state space. 

For both approaches it is necessary to determine how mode confusion situ- 
ations can be identified, which parts of the specifications need to be observed 
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to detect such a critical situation. The study presented Buth [12] contains three 
different variants for the example: the first directly corresponding to the Mur</> 
version, a second separating the actual and mental model but still using the 
rule-based description as basis, and a third directly derived from the automata 
representation as given in Figures 2 and 3. 

The overall experience with modelling these versions in FDR2 is quite en- 
couraging: each of the models requires little effort for a CSP expert or even 
someone with a general specification background. Similarly, the evaluation of 
error scenarios reported by FDR2 does not pose any particular obstacles as- 
suming a basic understanding of the overall system functionality. The following 
paragraphs summarize the experience with the different models. 

The combined as the original Mure/) model requires the formalization of an 
invariant. The definition of such invariant properties already requires some form 
of analysis in order to correlate the state spaces of the two models. The approach 
of specifying two independent models seems to provide a more direct way for 
the comparison. It is not necessary to define the invariant explicitely; the models 
can be compared with regard to their external behaviour or - as shown above 
- additionally with regard to the values of their state components. The general 
assumption for this approach is that a critical situation only arises if the models 
react in a different way to their environment. The errors found are essentially the 
same as by Mur</>. The interesting error from the point of view of the comparison 
is the one not found by Mur<^>. This error can not be detected in the Murd> model 
due to the introduction of a dependency between the state transitions of mental 
and actual model in rule ALT CAPTURE of the combined model. The dependency 
does not exist in reality where the models can not influences each other. This 
modelling error can not occur in a model using two separate processes, since the 
state spaces of the processes are not directly related. 

The difference of the automata model to the rule-based FDR2 specifications 
and the Mur</> model is the handling of states. The automata model does not 
work with the full state-space as defined by the cross-product of the possible 
values of the modes, but starts from a more realistic view where similar states 
are combined into one state and labelled according to their meaning. The speci- 
fication of such models from given automata models is straightforward and could 
even be done automatically provided a suitable presentation of the automata is 
available. 

While the automata-based approach does not have any disadvantages with 
regard to the errors found, the decision for the automata style does essentially 
depend on the availability of such a model. Often, it will be easier to capture a 
set of rules in the style of the rule-based FDR2 specification than to develop the 
automata view if it is not already available. The capture of rules in this way has 
the advantage of allowing incompleteness and non-determinism without explicit 
consideration - at least for an initial version of the specification. A refinement 
of the specifications in order to exclude unrealistic behaviour will in both cases 
require the same kind of considerations. 
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Note that a combination of the rule-based and automata-based specification 
styles is in general possible. This would allow to use an automata model for the 
actual system, where such automata presentations may be available from the 
system design documents, while specifying the mental model based on rules. In 
general, the main problem for the comparison of models will be the definition 
of the interrelation between the two systems; this includes the identification 
which events must be hidden and which renaming should be used to facilitate a 
comparison. But this is independent from a particular specification style. 

3.2 Model-Checking for Mode Confusion Analysis 

A first conclusion from the experiments with FDR2 is the confirmation of Rush- 
bys resume: model-checking provides a relatively easy approach to investigating 
models with regard to mode confusion situations. One particular benefit is the 
ease with which the models can be adapted and extended in order to check po- 
tential corrections. At least with the given example the model-checker provides 
almost immediate feedback on error situations. 

Two essential questions need to be discussed with regard to the general usage 
of model-checking for this kind of task: 

— How can the specifications for mental and actual model be derived in a 
systematic way and on basis of which input? 

— How can the errors found by model-checking be related to situations in the 
real system? 

Both questions are strongly connected to the topic of suitable abstraction 
for both the real system and the operators understanding of the system. With 
regard to the application of a model-checking tool, the specifications should be 
as abstract as possible, restricted to the minimal set of state and environment in- 
formation. This is a prerequisite for a successful application of a model-checking 
tool since too much information will in general lead to a state explosion and thus 
to potential problems with the state-exploration approach. 

A discussion of the questions concerning abstraction and error analysis in 
relation to the adequacy of the models for the presented example can be found 
in Buth [12]. The general conclusion is that the suitability of the abstraction 
and form of specification depends on the concrete application and the knowledge 
of the people involved; a systematic approach will only be possible when more 
experiences with this use of formal methods in the framework of human-computer 
interfaces are available. 

3.3 Evaluating the Results from Mode Confusion Analysis 

One essential topic not yet addressed is how the results of mode confusion anal- 
ysis such as presented above could be used. This question is directly related to 
the goals of such an analysis and these need to be correlated to the develop- 
ment phase in which the analysis takes place. Essentially there are two possible 
objectives: 
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— using mode-confusion analysis during the design phase of a system to ensure 
an adequate design without or at least with a minimum of mode-confusion 
potential 

— analyse critical situations encountered during the integration, acceptance or 
operation phase of such a system. 

A comparative approach as presented in this paper requires the existence of 
two models. A mental model will not generally be available during the design 
of a new system. It may be available for new developments in domains where 
the user interfaces are standardized to a certain extent, as for example aircraft 
instrument panels, automobile or train control elements. A mental model can also 
be derived from training material of an existing system or from rules captured in 
interviews. In most cases a mental model will be derived from discussions with 
an operator, i.e. after deployment of the system under investigation. 

If no such models are available during the design phase, two further alterna- 
tives are possible. Model-checking can also be employed to check for mode con- 
fusion indicators in an abstraction of the system design as suggested by Liittgen 
and Carreho [4], an idea which is influenced by the approach of Leveson [2]. 
Alternatively, mode confusion analysis could also be used to derive a minimal 
mode confusion free mental model of new or existing systems. The idea has al- 
ready been presented by R.ushby [5,6,8]. He outlines the use of such minimal 
models for the evaluation of designs: if even the minimal mental model is very 
complex this could be an indicator for the inadequacy of the system design from 
the point of view of the human-computer interface. 

In any case identified mode confusion situations should lead to changes in the 
design; the objective is to prevent the introduction of mode confusion potential 
in the implementation. For the necessary modifications of the interface, the de- 
sign, or the operation procedures, results from the human-computer-interfaces 
community should be taken into account. 

3.4 Limits of the Model-Checking Approach 

Although the results presented in this study are very exciting and point to a very 
interesting direction of using model-checking and formal methods in general, 
some remarks are due with regard to the applicability of this approach. The 
example considered here as well as those discussed by the other authors, are 
fairly small parts of larger and more complex systems. It requires more examples 
to prove that the approach scales to realistic applications. This is essential for 
many of the potential uses of the mode confusion analysis discussed above, but 
particularly for the validation of designs. 
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Overview 

The IEEE standard “std 1220-1998” defines system engineering as a collaborative and 
an interdisciplinary approach to transform customer needs into a system solution. The 
fundamental system engineering objective is to provide high-quality products and 
services, with the correct people and performances features, at an affordable price, 
and on time. Building critical system involves stringent management of safety critical 
requirements. In particular, the engineering process must guarantee that resulting 
technical requirements do not jeopardize customer safety needs. 

Introduced by Jean Raymond Abrial in 1998, “Event B” is an extension of the B 
formal method. Several studies and publications showed the significance of Event B 
for system level modelling and analysis. However, the approach still needed to be put 
to the test in an industrial context. Research at Siemens Transportation Systems 
(formerly MATRA Transport International) defined a methodology of use of Event B 
in system engineering based on the IEEE 1220 and EIA 632 standard that govern 
system engineering processes. These standards define a set of processes and activities 
and give recommendations about how to achieve systems studies. Since Event B has 
to improve system engineering work, it must: 

- Be integrated in the existing system life cycle 

- Respect the documentary chain that accompanies the system life cycle. 

It must also be accessible to non-specialists and allow systematic practices. 

Siemens Transportation Systems defined a set of activities concerning the main 
disciplines of system engineering where formalization and in particular the B-Method 
can be applied. This research resulted in two major processes of engineering namely: 

- Transparent integration of the formal B-method in systems studies to meet 
safety critical customer requirements. 

- Systematic formal system modelling to prove that resulting technical 
requirements do not jeopardize customer safety needs. 

This talk presents the methodological elements for the application of these two 
processes in an industrial context with technical and economic constraints. I present a 
case study of a railway train protection system. I show how to analyse the conditions 
of the contract and formally derive system’s specifications that respect customer 
safety needs. 
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Abstract. International standards for V&V processes prescribe systematic test- 
ing as a fundamental step of safety-critical systems life-cycle, in order to prove 
the fulfilment of their requirements. However, proposed approaches are quite 
general and, for complex systems, imply an excessive number of test-cases to 
ensure the correctness of system behaviour in any operating scenarios, includ- 
ing unexpected ones. A more detailed methodology is needed to extensively test 
all the aspects of a complex system, while keeping the number of test-cases be- 
low a reasonable threshold. This paper describes the ASF hybrid testing meth- 
odology, combining black-box and white-box techniques, based on the identifi- 
cation and reduction of influence variables. Such an approach was successfully 
applied to validate ASF implementation of the SCMT system (an Italian Auto- 
matic Train Control specification), showing its time effectiveness and full 
achieved coverage. The same methodology, with the related customization, is 
now being improved in order to test the new ERTMS/ETCS systems. 



1 Introduction 

Testing is one of the most complex and time consuming activities within the devel- 
opment of dependable real-time systems [2], A systematic functional testing (black- 
box) [4] consists in verifying the integration of already validated subsystems, in order 
to check if the overall system complies with the specification (verification spectrum). 
Various techniques have been proposed in the literature to deal with functional testing 
issues. Most approaches are based on the idea of partition testing [5], where the input 
domain of the system under test is divided into subsets according to various criteria; 
for each subset one test is selected. Popular approaches are equivalence partitioning, 
cause-effect graphing [3], category-partition testing [6] and the classification-tree 
method [7]. 

A hard to solve problem is that functional testing techniques are based on applica- 
tion specifications, which however could be incoherent and/or incomplete. Moreover 
it is very difficult to identify the level of accuracy achieved by the test-set. For these 
reasons, structural test methods (white-box) have been shown [8] to be an important 
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complement to functional testing, allowing to measure the coverage achieved by the 
test-set. In fact, in safety-critical systems it is very difficult to cover all the code struc- 
tures, because of the great amount of defensive programming, and identify the func- 
tional tests that are needed to exercise a specific uncovered piece of software. 

To overcome these problems and to perform not just the verification of the fulfil- 
ment of requirements but also the validation of the specifications, a new approach has 
been developed in Ansaldo Segnalamento Ferroviario (ASF) for the verification and 
validation of a complex railway control system, the SCMT system. This approach 
combines the advantages of different methodologies, stands both on empirical and 
theoretical basis and, above all, has proven to be very effective during our testing 
experience. In fact, by decomposing the system under test into logic sub-blocks and 
by stimulating each block with the properly generated input sequences (at the global 
input ports), we have been able to run all the defined tests within a reasonable time. In 
the following sections, we will show how the system has been decomposed, stimu- 
lated and probed, in order to read its internal status (a “white-box” aspect), and we 
will describe the reduction techniques applied to the input sequences. 

The paper is organised as follows: Section 2 describes the target system, the testing 
objectives prescribed by the international standards and the context diagram of the 
system under test; Section 3 describes in detail the testing methodology, based on a 
logical decomposition of the target system aimed at reducing the complexity of the 
testing phase, and the combination of white-box and black-box testing methods; Sec- 
tion 4 outlines the results achieved and gives a brief description of the future devel- 
opments and applications of the testing methodology. 



2 Background 

Description of the target-system. SCMT 1 is an Italian specification for an ATC 
(Automatic Train Control) system to be used on the existing rail lines. It can be 
roughly divided into two parts: an on-board system, which is located on the train, and 
a ground system, which is installed along the trackside. The ground system is made 
up by two classes of entities: track-circuits, that is transmission sub-systems which 
use the rail-lines as the physical medium to connect to the train, and balises, which are 
antennas used to transmit data to the train via radio through a little air-gap. Track- 
circuits are meant to send in anticipation to the on-board system the status of the sig- 
nals which the train is going to reach. Such information will be constant during the 
time the train takes to travel along the loop made up by the rail-lines (typically, 1350 
meters long). The balise sub-system, instead, transmits data in a discontinuous way, 
just during the time the train is located near and above the apparel. Balises can trans- 
mit either static or dynamic data, which contains much more information than the one 
transmitted by track-circuits. Dynamic balises are connected to an encoder which 
sends them data telegrams, coherently with the actual state of the line. With such a 
ground sub-system, the train can get all the information it needs to travel in a safe 
condition, by adopting two receiving devices: LTM (Loop Transmission Module), 
meant to read codes from track-circuits, and BTM (Balise Transmission Module), 



1 SCMT is the acronym of “Sistema Controllo Marcia Treno”, that is the Italian for “Train 
Movement Control System”. 
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meant to read telegrams from balises. The on-board sub-system is the core of the 
SCMT system, interpreting and combining all the available information in order to 
build up the train protection curves, which represent the speed profiles the train must 
respect. If the train driver does not respect the allowed maximum speed, the on-board 
system automatically activates brakes to either slow-down or completely stop the 
train. The overall system architecture is depicted in Fig. 1 . 



ON-BOARD SUB-SYSTEM 




BTM 

ANTENNA 




1 ^ is 






SIGNAL 



► LTM ANTENNA 



h 



TRACK CIRCUIT 



BALISE 



GROUND SUB-SYSTEM 



ENCODER 



Fig. 1 . Architectural scheme of SCMT. 



Testing objectives. The objective of the final testing phase for SCMT was the 
validation of the target system, which comprised the verification of its correct behav- 
iour in both normal and abnormal operating conditions (not always covered by the 
specification). As already mentioned, functional testing is based only on system speci- 
fication. However, system requirements tell us what the system must do, but they do 
not say what the system must not do. Moreover, specification, normally expressed in 
natural language for railway systems, is often incomplete even when dealing with 
normal working conditions. 

Thus, a more accurate analysis was needed to prove system implementation against 
its functional specification and safety requirements. 

Context diagram. In order to partition the system into independent entities we 
identified the core logic of the system, located in the on-board sub-system, and the 
interface managers, that is the blocks interacting with the driver, the train and the 
ground sub-system. Such a distinction is graphically shown in the context-diagram of 
Fig. 2 which illustrates functional-level interactions 2 . 

Any block is seen as a source of information in normal conditions and a potential 
cause of faults in negative tests. 



2 In the following, by using the acronym “SCMT” we will refer to the SCMT on-board sub- 
system. 
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Fig. 2. Context diagram for the SCMT on-board sub-system. 



Testing issues. In the systematic testing performed using a black-box approach, 
the system is stimulated and verified at the global input/output gates. Referring to the 
above context-diagram, the black-box testing scheme of the SCMT system is depicted 
in Fig. 3. 



DRIVER 

TRAIN 

GROUND 





Fig. 3. Black-box testing. 



In “pure black-box” approach we would rapidly achieve a huge number of test- 
cases as the system should be tested for each combination of values of the input vari- 
ables, thus making exhaustive testing unfeasible, in reasonable times, for any complex 
system. For instance, if we had 10 input variables and each of them could assume 10 
different values, the number of possible input combinations would be 10 1 ". 

In the following chapter we will start from the shown context diagrams and, apply- 
ing appropriate reduction techniques, we will achieve a reasonable number of test 
cases to validate the system. 



3 The Testing Methodology 

One way to reduce the complexity of the testing phase, while maintaining its effi- 
ciency, is to implement a “divide et impera” approach, dividing the system into logi- 
cal sub-parts and partly breaking the black-box rules. Starting from the specification, 
it is possible to isolate logical independent blocks interacting with each other through 
well defined input/output gates. Any decomposition should then be validated by a 
proper structural analysis ensuring that the actual implementation of the macro- 
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functions does respect such independence. This verification is based on the analysis of 
function call-graphs as well as on structural testing of functional modules [12, 13]. In 
fact, the white-box analysis, which is always performed on the basic software mod- 
ules before the functional testing phase, is needed to verify the absence of side effects 
that could break the partitioning model, e.g. a component acting in an unguarded 
manner. 

Once a decomposition has been made, each block should be stimulated by an ex- 
haustive set of inputs in order to evaluate the correctness of its outputs, which have to 
be read from the physical system through non intrusive probes and diagnostic soft- 
ware. The waterfall scheme of the methodology is reported in Fig. 4 and is described 
in the following sections. 




Fig. 4. Methodology waterfall scheme. 



3.1 Phase I: System Decomposition and Test-Case Classification 

In order to divide the system into macro-functions (or logic blocks) that can be inde- 
pendently tested, we follow two directions (see Fig. 5): 

• Horizontal decomposition, which is based on input-output relations; 

• Vertical decomposition, by superposition of different complexity levels. 

In the horizontal decomposition it is supposed that there is a well defined data path 
from input to output. The required information travels along the various blocks that 
are meant to elaborate it. A generic block is influenced in general by both external 
inputs and the output of the previous block. If an external variable is not changed by a 
certain logic block, then it is passed as it is to the following block. 

Vertical decomposition consists in progressively considering the system working 
level, from the simplest to the most complex, in a bottom-up way. The upper levels 
introduce new functionalities that depend on a different set of influence variables. 
Such a set will contain new variables as well as a (possibly empty) sub-set of the 
lower levels variables. 

In such a way, the system will be divided in distinct logic blocks, as shown in 
Fig. 6. 

For instance, Block 1 .2 represents Braking Curve Elaboration (horizontal level) for 
Complete SCMT (vertical level). 
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Fig. 5. System logic decomposition (SCMT example). 



SCMT 

System 
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Fig. 6. Logic blocks obtained by decomposition. 

Each logic block is sensible to a well defined set of inputs and reacts with outputs 
that can be visible or not at one of the system output interfaces. In case the output is 
invisible, system hardware must be probed to obtain the part of the state we are inter- 
ested in. Finally, it is possible to make a test-case classification according to the in- 
troduced logic blocks. 

In the SCMT specific example, the first level horizontal decomposition will be as 
follows (see Fig. 7): 

1. Application of the correct “work plane”; 

2. Construction of the proper braking curve; 

3. Control of the braking distance. 

In SCMT, vertical working levels are related to the completeness of the informa- 
tion received from the ground sub-system. At the Basic SCMT level, on-board sub- 
system only reads codes from track-circuits. At the Partial SCMT level, only informa- 
tion from static balises are added to the codes. Finally, in Complete SCMT level all 
ground transmission devices are used by the train to collect data. It is important to 
underline that SCMT vertical levels shown in Fig. 5 have to be intended as working 
levels containing functionality that are complementary to the ones contained in the 
lower levels. 
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Fig. 7. Detail of the first-level horizontal decomposition of SCMT 



If we suppose to have divided the target system in 9 sub-blocks, as in Fig. 6, in the 
same hypothesis of the previous example (10 input variables with 10 possible values 
for each one) and considering an influence variable average reduction factor of 2 for 
each block, the new cardinality of the set of test-cases would be 9*1 0 1 " 2 (further re- 
ducible with other techniques). 

In general, if we had to deal with a system characterized by the following parame- 
ters: 

N: total number of input variables; 

m: average number of possible values for each input variable; 
s: number of logic blocks in which the system has been divided; 
r. average reduction factor in the number of input variable for each logic block 3 ; 
then it could be showed that the reduction factor in the total number of test-cases (and 
thus in the time required for their execution) would be: 

1 W(l-I) 

-m (1) 

s 

As we can see, the overall reduction factor grows exponentially with N (being r > 1), 
so the technique is much more effective with complex systems, characterized by a 
large number of input variables. 



3.2 Phase II: Definition and Reduction of Influence Variables 

An influence variable is a variable that has a certain influence on the output of the 
target (sub)system. We divide influence variables into the following two classes: 

• Scenario variables, which represent operating conditions; 

• Test-case variables, which represent specific inputs for each scenario. 

In order to reduce the number of influence variables for each logic block, we de- 
veloped the procedure of variable-selection, with a step-by-step independence check- 
ing, shown in Fig. 8. If the value of a certain variable is directly deductible from the 
others, then it is excluded from the set of influence variables because the related test 
cases are equivalent to the already developed. 

For instance, for the proper working of the SCMT logic blocks, it is necessary to 
define a set of variables to express at least the following information: the complete- 
ness of the ground equipment (only track-circuits, track-circuit and static balises or 
track-circuit and dynamic balises), the type of installed balises and the consistency of 



3 The r parameter could be more rigorously defined as follows: r = 1/s .N/n. , where n. repre- 

sents the number of input variables for block i. 
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Fig. 8. Variable scanning and selection flow-chart. 

the information contained in balises. It could be shown, on the basis of the require- 
ments contained in system specification, that the variable that expresses data consis- 
tency of balises is always dependant on the first two variables. Thus, such a variable 
can be excluded from the set of influence variables. 



3.3 Phase III: Definition and Probe of Outputs 

Output variables classification is done with reference to the logic block(s) they influ- 
ence. In particular we are interested in “hidden outputs” that is outputs that are not 
normally accessible by the interacting entities (see Fig. 2), but are part of the system 
internal state. To probe such variables, we need to know the system physical struc- 
ture, which obviously depends on the particular implementation of the specification. 
This was one of the reasons we defined our methodology as a hybrid between black- 
box and white-box techniques. 

As an example, we could refer to the first level horizontal decomposition shown in 
Fig. 7. In such a case, as in all similar situations that relate to “internal” blocks, we 
need to access the variables that are exchanged between blocks. The stimulating vari- 
ables will be D o , V o , V T , while the output variables to be probed will be S n , S a , S c . The 
former variables will be assigned values by properly acting on external accessible 
inputs, while the latter can be read from the log files generated by the diagnostic 
software that manages probe captions. 







124 



G. De Nicola et al. 




Fig. 9. Hardware probing. 



3.4 Phase IV : Generation and Reduction of Test-Cases 

We adopted a tree-based test-case generation approach for each logical block. At each 
depth level, every influence variable is assigned all the significant values of its varia- 
tion range, according to the criteria that will be described later in this section. Such a 
generation can be divided into two macro-steps, one for scenario variables and one for 
test-case variables. In Fig. 10 the process is graphically shown, assuming to deal with 
i scenario variables and j test-case variables. The combination of values is performed 
automatically by a tool that applies a set of reduction rules (described later on in this 
section), for a “a priori” pruning of pleonastic tree branches. With such an approach, 
tree leaves represent test-cases which have to be actually executed. 

The main reduction criteria adopted for scenarios are: 

• Incompatible combination of scenario variables 

• Not realistic operating conditions 

• Equivalence class based reductions (considering parameter variation ranges) 

For test-cases, the main reduction rules are: 

• Incompatible combination of test-case variables 

• Equivalence class based reductions (considering input variation ranges) 

• Context specific reductions (i.e. code-based static independence checking, 
mapping on test-cases already defined for a different logic block, context- 
specific dependencies, etc.) 

For scenario variables, the conditions to assess “incompatibility” are usually based on 
constraints coming from physical environment, while “real” operating conditions 
refer to the railway national or international norms prescribing a set of requirements 
that must be necessarily respected [1 1, 14]. 

In test-case variables, context specific dependencies are very frequent and can be 
found when the assignment of some particular values or ranges of values to a specific 
set of variables implies a fixed value assignment for another distinct set of variables. 
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Fig. 10. Tree-based test-case generation. 



Even though the previous reduction techniques proved to be very useful to reduce the 
number of tests, the most complex and efficient techniques was based, for scenario as 
well as for test-case variables, on equivalence classes. 

An equivalence class represents a set of valid or invalid states for a condition on 
input variables. The domain of input data is partitioned into equivalence classes so 
that if the output is correct for a test-case corresponding to an input class, then it can 
be reasonably deducted that it is correct for any test-case of that class. By tree- 
generating the combinations of influence variables and reducing them with an equiva- 
lence class based approach, we implement what is called an extended SECT coverage 
criterion 4 . 

Generally speaking, when we have to select input values for influence variables, 
then for each variation range we will choose at least one test-case for each of the 
following classes of values assignment: 

• internal values 

• high-boundary values 

• low-boundary values 

• near high-boundary values 

• near low-boundary values 

• over high-boundary values 

• below low-boundary values 

• special values (only for discrete variables) 

The last three classes are very important to test robustness, and thus to verify the 
safety of system operation against illegal input sequences. All in all, a not Boolean 
variable will assume, in the final set of test-cases, at least three different values, be- 
longing to the first three categories. The shown general approach includes “Boundary 



4 SECT stands for “Strong Equivalence Class Testing” and consists in verifying all kinds of 
class interactions. Its extension comprises robustness check, that is verification against non 
valid input classes. 
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Analysis”, “Robustness Testing” and “Worst Case Testing” (WCT) techniques 5 . In 
some cases, according to system specifications, we can merge the three methods by 
thrashing the “nearness” conditions while keeping into consideration boundary, ro- 
bustness and worst-case ones, as shown in Fig. 1 1 for a two variable example. 

Other test-case reduction techniques (i.e. category partitioning, decision tables, 
cause-effect graphs, etc.) are somehow implicit in our methodology. In fact, they are a 
consequence of the preliminary system logic decomposition and influence variable 
classification. The advantage of the tree-based exhaustive generation and contempo- 
rary reduction, compared to the “ad hoc” construction, consists in a safer coverage. In 
other words, with our method we could fail to reduce something reducible, but we can 
not miss to consider something not yet considered. 

The next stage consists in determining expected outputs for each test-case. System 
behaviour is modelled in terms of significantly varying outputs and their expected 
values or range of values. Such a behaviour, in normal situations, can be derived di- 
rectly from system specifications, while in particular cases it must be obtained by 
means of a parallel independent model. For instance, in Fig. 12 we show an example 
of using a parallel model for the braking curve prediction in SCMT. 




As the proposed approach is able to highlight incompleteness in specifications, it is 
not always possible to identify the expected output. In such a case, it is necessary that 
the responsible of system specifications (user, client, standard committee) analyze the 
identified scenario and decide how the system should act in those conditions. 



5 Such techniques are based on empirical studies. For instance, it has been noted that most 
errors generate in correspondence of extreme values of input variables. 
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3.5 Phase V: Prioritization and Execution 

When a big amount of tests have to be executed on a system in a multi-month activity, 
it is necessary to assign a priority level to the test sets. The main criteria are related to 
the safety criticality of functions/blocks, identified by the hazard-analysis processes 
[9], aimed at validating system specifications against the most critical causes of dan- 
gerous failures. For instance, the correctness of system behaviour is firstly tested 
against the so called “restrictive input sequences”, namely track-circuit code se- 
quences that should activate one or more train protection mechanisms. Moreover, in 
testing the system for any new software version, we adopted a “width-first” coverage 
strategy, which consisted in executing the most significant test-cases for each block 
and category, in order to quickly discover and notify macroscopic non conformities or 
dangerous behaviours. 

Test-cases have been executed in a simulation environment, made up by the target 
system, hardware devices simulating external interactions and software tools aimed at 
the automation of the testing process through batch-files. 

In order to speed up the test process, the preparation, execution and output verifica- 
tion activities have been pipelined, allowing more test-engineers work in parallel. 

Comparison of the output log-files with the expected outputs had to proceed manu- 
ally because Pass/Fail criteria were often based on time/speed ranges, very difficult to 
validate in a complete automatic environment. 

In all the cases in which a faulty behaviour has been observed, a proper notifica- 
tion 6 was sent to the engineering department, describing diagnostic and contextual 
information for programmers to identify what needed to be fixed. Once verified the 
correction was implemented, non regression tests have been executed on the logic 
module(s) containing repaired software components. 

The testing environment used for SCMT has been depicted in Fig. 13. 





Fig. 13. Testing environment: set-up and execution process. 



6 Such a notification is formalized in a document named System Problem Report (SPR). 
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4 Conclusions and Future Work 

The validation of the SCMT system have been a multi-month activity involving sev- 
eral highly specialised resources. The methodology described in this paper allowed 
them to define and execute about 2000 test-cases, covering the functionalities of the 
system in normal as well as in degraded states of operation. 

The test results revealed a number of errors of different nature (implementation, 
specification, etc.), and thus also contributed in a relevant way to improve system 
specifications in terms of both completeness and correctness. While specification 
completeness verification was within the objectives of the methodology, correctness 
checking constituted an important collateral effect. 

The test process has been accompanied by an extensive documentation activity 
(test plan, test design specification, test case specification, etc.) that revealed the im- 
portance of test organization in order to speed up execution and to allow easy test 
reproducibility. 

The test execution phase, however, is far from being perfect: we are developing 
techniques and tools to further automate the testing process, above all by developing 
and validating an automated output checker. Another step which is currently in pro- 
gress is the verification of coverage by code instrumentation. 

The new testing environment is presently being applied, together with the method- 
ology presented in this paper, to the new ERTMS/ETCS 7 [10] system. 
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Abstract. In the early stages of a design process, a detailed hazard analysis 
should be performed, particularly for safety critical systems. In this paper an ac- 
tuator based hazard analysis method is presented. Since it is the actuators that 
affect the systems environment, this actuator based approach is the logical ap- 
proach for an early hazard analysis when only limited information of the system 
implementation is available. This approach is also unique since all identified 
failures are distributed on four different severities. A criticality ranking is as- 
signed to each failure as a combination of the severities and their distribution. 
This ranking is also used to give an indication of the preferred fail states. For 
the hazards resulting in a high criticality that needs to be handled, the method 
supports a solvability analysis between different design solutions. This solvabil- 
ity analysis rewards design concepts that handles hazards with high criticality 
numbers. 



1 Introduction 

There is an ever increasing demand in the automotive industry in areas like safety 
functionality, driving experience, and environmental care which requires new com- 
plex functionality to be implemented in cars. In the automotive industry, many of 
these demands can be fulfilled with mechatronical drive-by-wire systems. This tech- 
nology step is similar for other engineering disciplines like commercial aircrafts and 
trains. Since mechatronical systems involve electronics, mechanics, and software, 
they are inherently complex and often safety critical. Further, there will be strict de- 
pendability requirements on the electrical by-wire system. The automotive industry 
also has requirements on low development cost, low product cost, and short develop- 
ment time. To develop these mechatronical systems with such requirements, there is a 
need for structured design methods and design principles. 

In [1], Eben and Saermisch refer to an estimate that 70-90% of the safety-related 
decisions for a system are made in the early design phase. Hence, it is critical that the 
appropriate information support is available during this phase. One type of supportive 
information can be derived from a hazard analysis. Consequently, the need for a haz- 
ard analysis that could be used at a conceptual level was identified. Such a hazard 
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analysis will develop safety requirements on the subsystems. These requirements will 
help the engineers designing their systems. The value of early hazard analysis has 
been thoroughly discussed by Leveson [2] and Storey [3]. 

The most commonly used method for dependability analysis in industry today is 
Failure Mode and Effect Analysis, FMEA, [4], An FMEA is based on detailed knowl- 
edge about the system design and the system implementation, which is not available 
in the early design phases. Therefore, a traditional FMEA is hard to do at this phase. 
However, to avoid costly design iterations a hazard analysis must be done early in the 
product design. 

The automotive industry can learn from the aerospace industry when designing 
safety critical systems. The SAE ARP-4761 standard [5] describes a safety assess- 
ment process for airborne systems. A part of the process is the Functional Hazard 
Assessment method, FHA, which is used to identify safety hazards at a functional 
level. It is a powerful method that gives important input when structuring the re- 
quirements. 

In HiP-HOPS [6], Papadopoulos developed the Functional Failure Analysis 
method, FFA, by extending FHA with fault classes, similar to the fault classes used in 
HAZOP [7]. The FFA has the advantage of consistent fault classes. This gives a sys- 
tematic analysis and the possibility of integrating other dependability analysis meth- 
ods when analyzing the complete system. The hazards identified in an FFA can for 
example be used as top events in a Fault Tree Analysis as described in [6]. In HiP- 
HOPS, the focus of FFA is on functional hazards and the method is very usable for 
this purpose. 

In mechatronical systems, the actuators that will be used are usually known very 
early in the design process. Since it is only the actuators in the system that affect the 
environment, all hazards has to origin from the actuators. Hence, an actuator based 
hazard analysis approach would be very valuable in the design process of mechatroni- 
cal systems. This paper proposes such an analysis. The analysis modifies the FFA to 
focus on actuators instead of functions. Further, the analysis is extended with a unique 
criticality ranking and a solvability analysis for different design concepts. 

This paper starts with describing the proposed actuator based hazard analysis 
method in Section 2. Section 3 continues with presenting an overview of the system 
onto which the method was evaluated and also an extract of the analysis. In Section 4 
the results from the case study is presented and the analysis approach is discussed in 
Section 5. 



2 Analysis Method 

The hazard analysis method presented here focuses on actuators. It is a table based 
analysis approach similar to traditional FMEA and FHA. The analysis is divided into 
two separate analyses, a hazard analysis and a solvability analysis. The integration of 
the different analyses uses the criticality ranking as illustrated in Fig. 1. 

The hazard analysis is based on three different stages. In the first stage, three stan- 
dard fault classes are applied to each actuator and a system effect is determined. The 
second stage assigns severity classes to the individual failures to quantify the analysis. 
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In the third step, the criticalities are ranked and a preferred fail state can be deter- 
mined. The criticality numbers are used to guide the continued design of the system. 
An example of a hazard analysis is shown in Table 4. 

In the solvability analysis, different design concepts can be analyzed to determine 
the concept that is most suitable to handle the identified failure. The analysis is based 
on comparing different concepts to choose the most promising concept to continue 
with in the product design. An example of a solvability analysis is shown in Table 5. 



Hazard Analysis Solvability Analysis 




Fig. 1 . The concept of the actuator based hazard analysis with a solvability analysis. The criti- 
cality numbers from the hazard analysis is used in the solvability analysis. 

In most situations there are dependencies between failures and there are not only 
single faults occurring, an example is common cause faults. Therefore, a failure 
analysis that focuses on actuators should also consider multiple failures. In the work 
by Papadopoulos [6], one approach for considering multiple faults is presented. This 
approach uses tables with combinations of the different faults. There is one new table 
for each new dimension of faults that is introduced in the analysis. For few faults, this 
is a durable approach. However, for many faults this approach becomes complicated. 



2.1 Fault Classes and Actuator Failures 

The proposed hazard analysis method focuses on the system's actuators and the fault 
classes are chosen for this purpose. It was decided to use a reduced set of the fault 
classes Papadopoulos provided in [6], The fault classes used are; omission, commis- 
sion, and stuck. When using more fault classes, it is difficult to tell them apart in this 
early design stage, e.g. there is little difference between late and omission. Our ex- 
perience also shows that using other fault classes at this stage do not add any value to 
the analysis. 

The three chosen fault classes propagate to the worst case failures for any me- 
chanical actuator. The class omission is interpreted as no force is available at the ac- 
tuator, commission is interpreted as maximum force is applied to the actuator, and 
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stuck is interpreted as a mechanical locking. These fault classes are considered as 
permanent faults. Intermittent faults are less severe. 

The combination of actuator and fault class is described in the analysis. This is fur- 
ther used for the system effect analysis. If e.g. omission is applied to a brake actuator, 
this would be described as no brake force available. 

To interpret the system effect of these failures it is vital to consider if there is intent 
or not. The class omission is only considered when there is intent from the user. Oth- 
erwise the fault is latent and not propagated to an actuator failure. For the other fault 
classes, the system effect is interpreted differently depending on the user's intent to 
activate the actuator or not. 

The system effect is the result of the combination between the analyzed actuator, 
the fault class, and the user's intent. At this stage in the design process there are sev- 
eral options to decide on the correct system effect: experience, experiments, and 
simulations. It is a tradeoff between accuracy, cost, and available analysis resources 
for which alternative to chose. 

One additional advantage of using these fault classes is that an actuator can fail or 
actively be disabled in a commission, omission, or stuck state. Hence, this can be used 
to evaluate which failure state is preferred for specific actuators. This evaluation re- 
sults in a design requirement of the actuator's implementation, e.g. a brake system 
could be mechanically designed such that it fails in a stuck state in case of power loss. 



2.2 Severity Classes 

The severity classes used in this specific analysis are taken from IEC-61508 [8]. They 
are Catastrophic, Critical, Marginal, and Negligible. The severity classes are coupled 
to the system effect by using experience, experiments, or simulations. 

As for the severity classes used, there are four different levels. Since the analysis is 
performed at an early stage in the design process, there is only conceptual information 
for different solutions available. There also exists a high degree of uncertainty of the 
different solutions. Therefore, it is not feasible to use more than these four severity 
classes. Using more classes would only result in uncertainties in the assignment proc- 
ess without adding any value to the failure analysis. 

All four severity classes are applied to each analyzed actuator failure. A percentage 
related to the distribution between the different severity classes is assigned for each 
class to enhance the value of the analysis. The distribution is combined from estima- 
tion on the situation when a failure could occur and if there is driver intent or not. 
However, the probability of occurrence is not considered in the analysis since this 
depends on the failure rates of components in the implementation. At this stage in the 
design, the implementation is not known. In Table 1 an example of the distribution 
between the different severity levels for one actuator failure is shown. The table fur- 
ther includes the criticality ranking. 
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2.3 Criticality Ranking 

To rank the failures for an actuator, and the three different fault classes, the hazard 
analysis uses a Criticality factor. A high value of the Criticality factor indicates that 
the actuator failure should be analyzed in more detail and redundancy might be re- 
quired in the implementation. 

To calculate the Criticality factor, it is required to assign weights to the different 
severity classes. This is however very dependant on the application domain. For a 
military aircraft, Catastrophic could be ranked lower than for a commercial aircraft 
due to the number of lives involved. For a consumer product, Negligible is probably 
ranked higher than for an industrial product. In the end, the weights assigned to the 
different severity levels are for the analysis engineer to decide and increase the possi- 
bilities with this hazard analysis approach. The weights should typically be identical 
for all analyses within a certain domain. One example of the assignment of the 
weights to the severity levels is shown in Table 1. 

The criticality of each failure is calculated as the sum of the four products with the 
severity class' weight and severity distribution. An example of these calculations is 
shown in Table 1. 



Table 1. Example of an actuator failure in omission fault mode with criticality calculation 



Failure 


... 


System sever- 
ity 


Weight 


Distribution 


Product 


Criticality 


... 


Omission 




Catastrophic 


10 


60% 


6.0 


8.0 




Critical 


6 


30% 


1.8 




Marginal 


2 


10% 


0.2 




Negligible 


1 


0% 


0.0 





2.4 Design Requirements and Preferred Fail State 

In the design process the identified failures should be handled by the designer. There 
is a possibility to have design requirements such that all actuator failures that exceed a 
pre-specified threshold should be handled, e.g. to require that the actuator has a fail- 
safe state. 

By comparing an actuator's three different criticality numbers, one for each fault 
class, it is possible to identify the actuator's preferred fail state. If e.g. the brake actua- 
tor has the lowest criticality for Omission, its preferred fail state is an inactive state 
that could be achieved by removal of the actuators energy supply. 



2.5 Solvability Analysis and Design Selection 

Once the actuator failures have been identified and ranked, the hazard analysis 
method supports a solvability analysis for different design concepts. The purpose of 
the solvability analysis is to choose one design concept that is most likely to handle 
the hazards that were detected in the hazard analysis. 
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It is desired to choose the concept that is most likely to fulfill the safety require- 
ments early in the design process. An example of a solvability analysis can be seen in 
Table 2, where a high Priority value is preferred. The Priority value is calculated 
according to Equation 1 . 



Table 2. Example of a solvability analysis with three competing design alternatives 



Failure 




Criticality 


Design 1 


Solvability 










Fault handling 


Complexity 


Cost 


Controllability 


Priority 


Omission 




7.2 


Redistribute force 


1 


1 


2 


14.4 


Commission 




6.9 


Disable actuator 


3 


20.7 


Stuck 




4.5 


Disable actuator 


3 


13.5 






48.6 




Design 2 


Solvability 




Fault handling 


Complexity 


Cost 


Controllability 


Priority 


Redistribute force 


2 


2 


3 


5.4 


Disable actuator 


4 


6.9 


Disable actuator 


4 


4.5 






16.8 




Design 3 


Solvability 






1 1 





Each concept is ranked according to four parameters; Criticality, Complexity , Cost, 
and Controllability. The Criticality parameter is from the first part of the hazard 
analysis. Design concepts that have better controllability for actuator failures with 
high criticality should be ranked higher than for failure with low criticality. 

The Complexity parameter is related to the complexity of the design concept. A 
complex solution is more error prone and requires a larger effort in the design proc- 
ess. In the Cost parameter it is the components' cost that is considered, not develop- 
ment cost. Development cost is connected to the complexity measure. The aim of the 
different designs is to control possible actuator failures. This can be seen in the Con- 
trollability parameter. A design that can resolve more critical faults have a higher 
value of the Controllability parameter. 

For the Complexity and Cost parameters in the analysis, there are numerous ap- 
proaches to apply values. In the approach presented here it was chosen to have a rela- 
tive ranking of these parameters. For n different design concepts, the least complex 
and costly concept is given a value of 1 and the most complex and costly is given the 
value n. Further, Controllability has an absolute ranking in this approach as seen in 
Table 3. 



Table 3. Example of controllability weights in the solvability analysis 



Controllability 


Controllability weight 


Resolves no faults 


1 


Resolves few faults 


2 


Resolves some faults 


3 


Resolves most faults 


4 
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The priority value of each design is calculated and the design with the highest 
value should be the design that most probably solves the actuator failures. However, 
further analysis and quantification of the different concepts may be needed. To calcu- 
late the priority value a generic equation is used, 

„ . . „ . . Controllability a 

Priority = Criticality r . (1) 

' Complexity 1 ' + Cost c 

This equation can easily be modified to adjust the sensitivity of the parameters for 
the system. For instance a high value of a is appropriate for safety critical system 
while a high value of c is appropriate for cost sensitive consumer products. These 
constants should be modified to adapt to the specific domain where the analysis is 
used. 

It is important to note that the presented weights and equation is one possible ap- 
proach. There is a significant possibility for the designer to easily modify the weights 
and the constants in the equation such that designs suitable for particular application 
areas are rewarded. Further, the equation itself and the ranked parameters can be 
modified to better suit specific application areas. 



2.6 Combinational Failures 

The focus of this analysis has not been on combinational failures. However, one ap- 
proach to cover multiple failures in the analysis is to include these failures in the Fail- 
ure column. One other possibility is presented by Papadopoulos in [6]. Further, there 
is one challenge to determine the preferred fail state and most suitable design based 
on the Criticality ranking and Priority values for single as well as for multiple failures. 



3 Evaluated Case Study 

During the development of this actuator based hazard analysis method, a case study of 
the method was performed in parallel. The evaluated system was a prototype car that 
originally was developed within the FAR project [9]. The project was performed in 
cooperation with the Royal Institute of Technology in Sweden and financed by the 
Program Board for the Swedish Automotive Research Program at the Swedish 
Agency for Innovation Systems. 



3.1 FAR Car 

The analyzed car prototype is a drive-by-wire car in scale 1:5 and has four-wheel 
steering, individual braking and four-wheel drive, with a total of three actuators per 
wheel. The car can be programmed into several modes of operation, including steer- 
ing on two or four wheels and two or four wheel drive. The car is shown in Fig. 2. 
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Fig. 2. The prototype car in scale 1 :5 that was used as a test case for the actuator based hazard 
analysis method 



The hardware used in the FAR car is shown in Fig. 3. There are six Motorola 
68340 microcontrollers connected with a TTCAN network. The microcontrollers run 
at 25 MHz and are equipped with external A/D and D/A converters. 

Each wheel has a dedicated node and there is one node for environment sensors. 
To coordinate the whole system there is one driver node that is connected through a 
radio link to a HMI node. The HMI node is further connected to a joystick or a steer- 
ing wheel and pedals. 




Fig. 3. The prototype car in scale 1 :5 that was used as a test case for the actuator based hazard 
analysis method 
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Fig. 4. The three design concepts for the brake actuator in the case study for the solvability 
analysis 



3.2 Hazard Analysis 

In this section, an excerpt of the analysis for the FAR car is described. The example is 
a single failure analysis for one actuator in the brake system. Further, three different 
design solutions as shown in Fig. 4 are included in the solvability analysis. 

The first step in each analysis is to apply the fault classes to all actuators. Hence, 
there is one analysis table for each actuator. The analysis for one brake actuator of the 
FAR car is shown in Table 4. In the table the three different failure modes, omission, 
commission, and stuck, are applied to the actuator. The system effect is considered 
both if there is driver intent or not. As seen in Table 4, all single brake actuator fail- 
ures are related to the dynamic stability of the car. When ranking the three different 
failures, commission has the highest severity effects and omission the lowest. 



Table 4. Example of actuator based hazard analysis for the brake actuator on one wheel and a 
single fault 



Failure 


Description 


System Effect 


System severity 
(weight) 


Distribution 


Criticality 




Driver intent 


No driver 
intent 


Omission 


No brake 

power 

available 


Car tends to 
drift to one side 


N/A 


Catastrophic (10) 


20% 


6.8 




Critical (6) 


80% 


Marginal (2) 


0% 


Negligible (1) 


0% 


Stuck 


Constant 
brake power 


Car tends to 
drift to one side 
when brakes are 
pressed 


Car tends to 
drift to one side 
when brakes are 
released 


Catastrophic (10) 


40% 


7.6 




Critical (6) 


60% 


Marginal (2) 


0% 


Negligible (1) 


0% 


Commis- 

sion 


Full brake 
power 


Car drifts to one 
side if not full 
brake request 


Car drifts to one 
side 


Catastrophic (10) 


90% 


9.6 




Critical (6) 


10% 


Marginal (2) 


0% 


Negligible (1) 


0% 



The next step in the analysis is the solvability analysis for ranking different design 
concepts. For the FAR car's braking system, three different control concepts for the 
computer nodes were analyzed. The computer nodes perform the calculations and are 
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responsible for the signals to the actuators. Fig. 3 shows the three different concepts. 
Concept 1 is a non-fault-tolerant direct coupling while Concept 2 has monitoring node 
that can disable the actuator and the control signal. The most fault-tolerant and also 
most complex concept is Concept 3 that has a monitoring node that can decide if the 
primary or secondary node should control the actuator. 

In the solvability analysis shown in Table 5, the three design concepts are ranked 
against each other. The solvability parameters for Equation 1 are; a= 2, b= 1 and, c=l. 
Table 4 and Table 5 are two different parts of the same analysis that have been di- 
vided to be able to visualize the whole table content. The three different rows for each 
concept refer to the different failure modes of the actuator. 



Table 5. The solvability analysis for the three different concepts in the evaluated case 







Design 1 


Solvability 


1 1 




EB— 


Fault handling 


Complexity 


Cost 


Controllability 






6.8 


Redistribute force 


1 


1 


1 


3.4 I 




7.6 


Disable actuator 


2 






9.6 


Disable actuator 


2 


19.2 






37.8 


Design 2 


Solvability 




Fault handling 


Complexity 


Cost 


Controllability 


Priority 


Redistribute force 


2 


2 


2 


6.8 


Disable actuator 


3 


17.1 


Disable actuator 


3 


21.6 




45.5 


Design 3 


Solvability 




Fault handling 


Complexity 


Cost 


Controllability 


Priority 


Redistribute force 


3 


2 


4 


21.8 


Disable actuator 


4 


24.3 


Disable actuator 


4 


30.7 






76.8 



The data in Table 5 suggest that design Concept 3 is the best for this actuator fail- 
ure. Since Controllability was prioritized by setting a = 2 it is a logical result from the 
analysis. The analysis is then repeated for all other actuators in the system. 



4 Results 

From the example in the previous section, several design requirements were taken. 
Primarily, it was shown that brake actuator failures could result in several catastrophic 
system effects unless handled in the system design by the design process. 

The analysis also showed the preferred fail states for the different actuators. For in- 
stance, in case of single brake actuator failures, the preferred fail state is omission. If 
further analyses for the brake actuator in the design process do not contradict, the 
brake actuator should be designed such that it fails in an omission state. Hence, in 
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case of a failure, for example a power loss or a control error, the brake actuator should 
be actively disabled. 

Further, the solvability analysis showed that one design had a clear advantage over 
the two other design concepts. However, it is still required that the chosen design is 
verified to meet the dependability requirements of the system in the later design steps. 



5 Discussion 

The described analysis has proven valuable in the analysis of safety critical systems in 
an early design phase. Since the approach considers actuators and not implementa- 
tions, it supports early design decisions before any unnecessary investments have 
been made in development activities. 

From a hazard perspective, there is a clear advantage to focus on actuator failures 
instead of functional failures. This is expected sine it is only the actuators that affect 
the system environment. However, the functional failures are still relevant from a user 
perspective. One possibility is to use the actuator failure analysis as input to a func- 
tional failure analysis. 

The use of three actuator fault classes allows for a sufficient analysis of system ef- 
fects in case of actuator failures. These fault classes were chosen to represent possible 
actuator failures. 

As for any analysis, one advantage is the requirement to document design choices 
and to reflect over the system before continuing with the next phase in the system 
design. 

The presented analysis supports relative ranking between potential actuator failures 
to select the preferred fail state and also between different design concepts to select 
the most promising concept. There is no need for an absolute ranking that would re- 
quire more efforts to perform. However, this qualitative analysis is followed by quan- 
titative analyses in the later stages of the design process, for instance traditional 
FMEA and fault tree analysis. 

The analysis is adaptable to different areas such as consumer or industrial products 
and products with different dependability requirements. This is achieved by setting 
the weights in the criticality and solvability rankings. Assigning weights is both com- 
plex and critical since it influences the analysis and design. However this is only done 
once per system or even discipline since the weights are reusable within the applica- 
tion area. 

The limitations of the proposed analysis include lack of support for multiple fail- 
ures and a relative high degree of inaccuracy in the analysis. Multiple failures is one 
area of further work. The inaccuracy of the analysis is a consequence of the limited 
information of the system that is available in an early design phase. Other hazard 
analysis approaches have the same limitation. To increase the level of accuracy by 
performing the analysis at a later stage results in higher risks of detecting design flaws 
that must the altered at high costs. 
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Abstract. Performability measures of the Public Mobile Network (PMN) of a 
Tele Control System, under prototypal development inside the EU SAFETUN- 
NEL Project, are predicted by using stochastic models. The Tele Control Sys- 
tem has the aim of reducing the number of accidents inside the alpine road tun- 
nels, by implementing safety policies between Instrumented Vehicles and a 
Tunnel Control Centre, by means of a PMN. The use of the PMN, which sup- 
ports both Global System Mobile (GSM), for voice connections, and the Gen- 
eral Packet Radio Service (GPRS), for data connections, represents the most in- 
novative and challenging research aspect of the system. To compute perform- 
ability measures for voice and data services, we built modular sub models, hier- 
archically composed, by using Stochastic Activity Networks (SAN). At the first 
layer , we have built three sub models to compute pure unavailability and pure 
performance measures. Then, at the second layer, we have built two composed 
models. Each composed model joins the pure availability sub model and the re- 
lated pure performance sub model, in order to compute performability meas- 
ures, respectively for voice and data packet services. 



1 Introduction 

A Tele Control System is under prototypal development in the frame of the SAFE- 
TUNNEL EU Project [1], The Tele Control System basically consists of a Tunnel 
Control Centre (TCC) interconnected to Instrumented Vehicles by a Public Mobile 
Network (PMN), that supports both Global System Mobile (GSM) connections and 
the General Packet Radio Service (GPRS) connections. The Tele Control System is 
designed to implement preventive safety actions in different tunnel scenarios (normal 
vehicular traffic, incidents, diffusion of emergency information) and the PMN is di- 
mensioned for the expected throughput of voice and data, between the Instrumented 
Vehicles and the TCC, under such scenarios. The SAFETUNNEL Project designs the 
Tele Control System and implements a system Demonstrator, that is a prototypal 
subset of the Tele Control System. The validation of Tele Control System will be 
performed both by experimental tests and by modelling. A limited number of experi- 
mental tests are planned on the actual system Demonstrator; moreover a set of valida- 
tion measures have to be predicted by system models, because the Demonstrator is 
not suitable for such measures. In fact the Demonstrator, that operates inside the tun- 
nel, is not suitable for measures which would require long observation time inside the 
tunnel (that should be closed to the ordinary vehicular traffic, with loss of availability 
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and money) and measures which would require irreproducible tunnel scenarios (i.e 
occurrence of incidents and emergency scenarios). Less than ever, the System Dem- 
onstrator is suitable for performance and availability measures, which are typically 
predicted by modelling and simulation and rarely performed by using experimental 
data from long, inadequate and costly observations of the whole system (and not of a 
part of it, that is the System Demonstrator). Due to the complexity of the Tele Control 
System and according to the Validation Plan, the system validation by modelling will 
not be exhaustive but will be focused on system relevant properties, that could affect 
the Tele Control System safety and timeliness [2], Validation by modelling will ad- 
dress relevant parts of the Tele Control System, including the PMN, which represents 
the most innovative and challenging research aspect of system. The present paper just 
deals with performability measures of the PMN [3], intended as performance meas- 
ures explicitly tied to service degradation/recovery due to components failure and 
repair activities (availability measures). Performability measures are needed because 
performance measures, which ignore failures and recovery activities, but just consider 
resource contention, generally over estimate the system’s ability to perform. On the 
other hand pure availability measures, where performance are not taken into account, 
tends to be too conservative. To compute performability measures (in terms of voice 
blocking probability and packet loss probability), we built modular sub models, hier- 
archically composed, by using Stochastic Activity Networks (SAN). At the first layer, 
we have built three sub models to compute pure unavailability and pure performance 
measures. Then, at the second layer, we have built two composed models , respec- 
tively for voice and data packet services. Each composed model joins the pure avail- 
ability sub model and the related pure performance sub model, in order to compute 
the performability measure. 

The paper is organized as follows. Section 2 and 3 describe the basic elements of 
the Tele Control system and of the GSM/GPRS architecture. Section 4 deals with the 
PMN modelling assumptions and introduces the performability measures. Section 5 
describes the modelling formalism: the Stochastic Activity Networks. Sections 6, 7, 8 
describe the PMN performability models and measures. Some numerical results are 
reported in section 9. In section 10 there are some discussions and conclusions. 



2 Tele Control System 

The Tele Control System implements its safety functions 1 , transferring voice, com- 
mands and data between Instrumented Vehicles and the Tunnel Control Centre. TCC 
must be able to exchange information with more than one Vehicle at the same time in 
bi-directional way. Particularly, informative messages are transmitted in uplink (from 
Vehicles on-board system to TCC) for the purpose of diagnosis and prognostics of 
vehicles. Commands/messages are transmitted in downlink (from TCC to a single 
vehicle or to a set of vehicles) for notification of a dangerous conditions inside the 
tunnel, or for setting/updating vehicle parameters (such as vehicle speed, safety intra- 
vehicles distance). For each Vehicle entering the Safe Tunnel monitored area, the 



1 The Tele Control System safety functions include: l)Vehicle Prognostics, 2)Access & Vehi- 
cle Control, 3)Vehicle Speed and Intra- Vehicles Distances Control, 4)Dissemination of 
Emergency Information. 
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TCC sets up a dedicated GPRS connection. TCP transport protocol is used to guaran- 
tee the correctness of data by means of integrity checks in the receiver and foreseeing 
a retransmission mechanism for bad-received packets. Each Vehicle is characterized 
by a TCP address (IP address + TCP port) in order to be able to communicate to the 
TCC that is provided of an analogous address too. Moreover, bidirectional voice calls, 
supported by GSM connection, are also provided between Vehicles and TCC, in case 
GPRS data transfer are not sufficient to manage an emergency. 



3 GSM/GPRS Architecture 

GSM [4], [5] is a circuit-switched connection, with reserved bandwidth. At air inter- 
face, a complete traffic channel is allocated to a single Mobile Station (MS) for the 
entire call duration. A cell is formed by the radio area coverage of a Base Transceiver 
Station (BTS). One or more BTS are controlled by one Base Station Controller 
(BSC). Such a set of Stations form the Base Station Subsystem (BSS). A BSS can be 
viewed as a router connecting the wireless cellular network to the wired part of the 
network. GSM uses a mixed multiple access technique to the radio resources: Fre- 
quency Division Multiple Access/Time Division Multiple Access (FDMA/TDMA). 
Within each BSS, one or more carrier frequencies (FDMA) are activated, and over 
each carrier a TDMA frame is defined. TDMA allows the use of the same carrier to 
serve multiple MS. In the GSM system the frame is constituted by eight timeslots and 
so the same radio frequency can serve up to eight MS. A circuit (a channel) is defined 
by a slot position in the TDMA frame and by a carrier frequency. Typically one chan- 
nel (time slot) is reserved to signaling and control. A MS can roam from a cell to a 
neighboring cell during active voice calls. Such a MS, that has established a voice 
call, and roams from a cell to another, must execute a handofl' procedure, transferring 
the call from the channel in the old cell to a channel in the new cell entered by the 
MS. 

GPRS is a packet switched connection with shared, unreserved bandwidth. For 
data services, which is a bursty traffic, the use of GSM results in a highly inefficient 
resources utilization. For bursty traffic, a packet switched bearer service, such as 
GPRS, results in a much better utilization of the traffic channels. A radio channel will 
only be allocated when needed and will be released immediately, after the transmis- 
sion of packets. With this principle more than one MS can share one physical channel 
(statistical multiplexing). In order to integrate GPRS services into the existing GSM 
architecture, a new class of network nodes, called GPRS support nodes (GSN), are 
used. GSNs are responsible for the delivery and routing of data packets between the 
MS and the external packet data networks. A serving GPRS support node (SGSN) is 
responsible for the delivery of data packets from and to the MS [4]. 

GPRS exploits the same radio resources used by GSM. To cross the wireless link 
the data packets are fragmented in radio blocks, that are transmitted in 4 slots in iden- 
tical position within consecutive GSM frames over the same carrier frequency [6]. 
Depending upon the length of the data packets, the number of radio blocks necessary 
for the transfer may vary. Mobile Stations execute packet sessions which are alternat- 
ing sequences of packet calls and reading times. One time slot constitutes a channel of 
GPRS traffic, called Packet Data Traffic Channel (PDTCH) [4], On each PDCH, 
different data packets can be allocated in the same TDMA frame or in different 
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TDMA frames. When a user needs to transmit, it has to send a channel request to the 
network through a Random Access Procedure, which may cause collisions among 
requests of different users. In this case a transmission is tried. The number of maxi- 
mum retransmissions is one of the GPRS access control parameters. Typically, one of 
the channels, randomly selected out of the available channels, is dedicated to GSM 
and GPRS signalling and control. 



4 PMN Modelling Assumptions and Measures 

The dimensioning of the PMN accounts for several aspects including the length of the 
tunnel and the length of the tunnel monitored area, the recommended speed of vehi- 
cles and the safety distance between vehicles inside the tunnel, the number of carriage 
ways, the average and the worst demands of voice and data connections, the GPRS 
expected throughput per physical channel, the bit rate for the information exchange of 
each vehicle and the GSM expected connections. For GSM connection the same car- 
rier frequency can serve up to eight vehicles. For GPRS connection, we assume that 
up to two vehicles are allocated in the same time slot, so the same carrier frequency 
can serve up to sixteen vehicles. One time slot (physical channel) is reserved as long 
as a voice call remains active, that is until the voice call is voluntarily released, then 
voice call generates an ON/OFF traffic on PMN. On the other hand, data transfer 
generates a bursty traffic (namely at vehicle registration/deregistration phases, in case 
of rare vehicle anomalies or incidents). 

One of the channels, randomly selected out of the available channels, is dedicated 
to GSM and GPRS signalling and control. Then the total number of available physical 
channels of our PMN is obtained from the product of the number of carriers per the 
number of channels per each carriers minus one, which represents the control channel. 

The PMN under analysis consists of one Base Station System (BSS), which 
contemporarily implements GSM and GPRS connections. Figure 1 shows the BSS 
with its essential components. GPRS connection is an updating service of the GSM 
architecture, which is born to deliver voice calls. We assume that GSM voice calls 
have higher priority than GPRS data transfer. That is, voice calls are set up as long as 
at least one physical channel is available in the BSS of interest; data packets can be 
transmitted only over the channels which are not used by voice connections. The 
handoff procedure [2], that allows roaming from a cell to a neighbouring cell is mean- 
ingful for GSM connections. Vice versa the handoff procedure is neglected for GPRS 
connections, since the duration of data transfer is typically much smaller than the time 
spent by a vehicle in a cell. 

To sum up, for the sake of building manageable models of our PMN, the following 
assumptions have been made: 

- we will focalize on a single Base Station System, constituted by one Base Sta- 
tion Controller and multiple Base Transceiver Stations 

- data exploits the same physical channels used by voice 

- channel allocation policy is priority of voice on data 

- we account for handoff procedure for voice connection 

- we neglect the possibility of the handoff procedure for data connection 

- one Control Channel (CCH) is dedicated to GSM and GPRS signalling and 
control; CCH is randomly assigned to a BTS 
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Base Station System 








Base Station Controller 



D Idle channel 
D Control channel 
@ GSM taken channel 
H GPRS taken channel 




Fig. 1 . PMN under analysis 

- GPRS implements a point to point connection 

- each Instrumented Vehicle embeds a Mobile Station, which allows the con- 
temporarily use of GSM and GPRS connections. 



4.1 Performability Measures 

Considering the PMN under analysis limited to one BSS, as showed in figure 1, the 
GSM and the GPRS services can be denied, due to at least one of the following con- 
tributes: a) the BSS, as a whole, becomes unavailable or b) the BSS is available and 
all its channels are full or c) the BSS is not completely available and all the channels 
in it, which are available, are also full. 

We named TSB, the Total Service Blocking Probability, as the performability 
measure of the denial of service both for GSM and GPRS connection due to the oc- 
currence of at least one of the contributes a), b), or c). 

Regarding the contribute a) the fact that the BSS and its channels are unavailable, 
depends upon the failure/repair activities of BSS physical components, which include 
the Mobile Stations, embedded inside the Instrumented Vehicles, the Base Trans- 
ceiver Stations and the Base Station Controller. BSS components are assumed to fail 
and be repaired with their own and independent rates. Actually, the reliability figures 
of Mobile Stations are significantly better than those of the other network compo- 
nents, then we assume the MS as fault free. Each BTS can hosts eight traffic channels 
or, randomly, could hosts the Control Channel (CCH) plus seven traffic channels. 

To sum up, the BSS Total Unavailability ( TU ) is approximately: 

TU = BCF + CCF + ATF (1) 

where: 

- BCF is the unavailability of the Base Station Controller 

- CCF is the unavailability of the Control Channel (CCF) which depends upon 
the unavailability of the BTS which randomly can host it. 
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- ATF is the unavailability of all the I STS. When a BTS which does not host the 
CCH fails, its physical channels became unavailable and the BSS works in de- 
graded conditions. If the failure of all the BTS (ATF) occurs, the consequence 
is still TU, the Total Unavailability of the BSS. 

To compute the Total Blocking Probability (TSB) of our PMN, we have built modular 
stochastic models, hierarchically composed, by using Stochastic Activity Networks 
(SAN). Two different layers of modelling have been implemented. At the first layer, 
we built a model to compute the pure GSM/GPRS unavailability, TU , according to 
formula 1, which represents the contribute a) to TSB. At the same layer, we still built 
two separate models to respectively compute voice and data packet performances. 
Due to the assumption of priority of voice on data, the performance model of voice 
just takes into account the GSM connection, while the performance model of data 
packets has to take into account the contention of the same physical channels between 
GSM and GPRS. The performance models compute the probability of having all 
available channels full and represent the contribute b) to TSB. Then, at the second 
layer of modelling, we have built two composed models. A composed model joins the 
pure availability model and the voice performance model to compute the whole TSB 
for voice connections. The other composed model joins the pure availability model 
and the data packet performance model, to compute the whole TSB for data packet 
connections. 

We have to consider that TSB completely measures the loss of voice for GSM con- 
nection, because voice is not retransmitted. On the other hand, for GPRS connection, 
TSB affects the loss of data, but does not directly measure it. In fact data packets can 
be accumulated into a queue and retransmitted according to GPRS access control 
parameters [4], Then, for GPRS connection, other than TSB, we also compute the 
probability of data packet loss for exceeding the buffer capacity and the probability of 
data packet loss for exceeding the maximum number of data packet sessions which 
can be simultaneously opened. 



5 Stochastic Activity Networks 

Stochastic Activity Networks (SAN) are a modelling formalism which extends Petri 
Nets [7]. The basic elements of SAN are places, activities, input gates and output 
gates. Places in SAN have the same role and meaning of places of Petri Nets. They 
contain an arbitrary number of tokens. Activities are equivalent to transitions in Petri 
Nets. They can take a certain amount of time to be completed (timed activities) or no 
time (instantaneous activities). Each activity may have one or more input arcs, com- 
ing from its input places (which precedes the activity) and one or more output arcs 
going to its output places (which follow the activity). In absence of input gate and 
output gate, the presence of at least one token in each input place makes it able to fire 
and after firing one token is placed in each output place. Input gates and output gates, 
typical constructs of SAN, can modify such a rule, making the SAN formalism more 
rich to represent actual situations. Particularly, they consist in predicates and func- 
tions, written in C language, which contain the rules of firing of the activities and how 
to distribute the tokens after the activities have fired. As in Petri Nets, a marking de- 
picts a state of the net, which is characterised by an assignment of tokens to all the 
places of the net. With respect to a given initial marking, the reach ability set is de- 
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fined as the set of all markings that are reachable through any possible firing se- 
quences of activities, starting from the initial marking. Other than the input and output 
gates, which allow to specifically control the net execution, SAN offers two more 
relevant high-level constructs for building hierarchical models: REP and JOIN. Par- 
ticularly. such constructs allow to build composed models based on simpler sub- 
models, which can be developed independently and then replied and joined with oth- 
ers sub-models and then executed. The SAN model specification and elaboration is 
supported by Mobius tool [7] that allows to specify the graphical model, to define the 
performance measures through reward variables, to compute the measures by choos- 
ing a specific solver to generate the solution. 



6 The Availability Sub Model 

To compute TU (formula (1)), we have built the availability sub model of figure 2. 
The sub model includes the failure/repair behaviour of the Base Station Controller 
and the failure/repair behaviour of all the controlled Base Transceiver Stations, ac- 
cording to the terms of formula (1). A failed BTS hosts the Control Channel (CCH) 
with probability c, or complementary host the CCH, with probability 1 - c. If the 
failed BTS hosts the CCH, the BTS failure implies the failure of the Control Channel, 
and in turn, the failure of the whole PMN. If the BTS, doesn’t host the CCH, the BTS 
failure just implies the loss of the physical channels supported by it (eight chan- 
nels/timeslots). 

The marking of place BTS_UP represents the number of Base Transceiver Stations 
which are not failed. The firing of the activity BTS_Fail represents the failure of the 
BTS component. If the failed BTS hosts the CCH, it makes the whole BSS down 
(output gate TUJCCH , shown in table 1). If the failed BTS doesn’t host the CCH, the 
channels which are currently up are decremented by the number of channels associ- 
ated to the failed BTS (output gate BTS_loss). The marking of the place BTS_DOWN 
represents the number of failed BTS; one token in the place CCH_DOWN represents 
the CCH failure. The firing of the activities BTS_Repair and CCH_Repair represents 
the repair activities of the related BTS component. 

One token in place BCS_UP represents that the BCS is not failed. One token in 
place BCS_DOWN, consequent to the firing of the activity BCS_Fail, represents the 
BCS failure. On the failure of the BCS, the whole BSS goes down and all the chan- 
nels are lost (output gate TU_BCS ) The marking of the place working_channels repre- 
sents the number of available and idle channels. The marking of the place chan- 
nels_in_service represents the number of available and connected channels. After the 
repair activities (CCH repair, BCS_repair, BTSjrepair ) the channels are again up 



Table 1 . Definition of the output gate TU_CCH 



Output Gate Attributes: TU_CCH 


Field Name 


Field Value 


Function 


total_unavailability->Mark ( ) =1 ; 
working_channels->Mark ( ) =0 ; 
channels_in_service->Mark ( ) =0 ; 
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BCS_UP BCS_Fail 



BCS_DOWN 



BCS_Repair 



Fig. 2. The availability sub model 



and ready to be taken in service (ouput gates BTSjON, BCSjON, CCH_ON). The 
firing time of the activities is assumed to follow a negative exponential distribution. 



7 GSM Performability Composed Model 

The GSM performability composed model computes the Total Blocking Probability 
(TSB) for voice service. To compute TSB, we consider our PMN as completely dedi- 
cated to the GSM services, due to the assumption of the priority of voice on data. The 
GSM performability composed model takes into account the contention of the radio 
channels from the voice calls (either new or continuous) modelled by a pure perform- 
ance sub model, combined with the possible loss/recovery of the radio channels due 
to the failure/repair activity of the BSS components. Particularly, GSM performability 
composed model, figure 3, has been built joining the availability sub model of section 
6, and the GSM Performance sub model, which models the pure performance aspects 
of the GSM service. 




Availability GSM Performance 
Fig. 3. GSM performability composed model 
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7.1 GSM Performance Sub Model 

The GSM performance sub model, figure 4, computes two performance measures: the 
New Call Blocking probability and the Continuous (handoff) Call Blocking probabil- 
ity, due to all N channels full and not failed. It is assumed that blocked calls are lost 
and not re-attempted. The GSM performance sub model represents the PMN with a 
number of servers which represents the number of available channels. Moreover, a 
limited number of available channels, named guard channels, are exclusively re- 
served for the handoff calls. Referring to figure 4, the marking of the place work- 
ingjchannels represents the number of not-failed channels, that are currently idle. The 
marking of the place channels _in_service represents the number of not-failed chan- 
nels, that are currently busy. The firing of transition T_new_call represents the arrival 
of new calls and the firing of transition T_continuous_call represents the arrival of a 
handoff call from neighbour cells. A handoff call will be dropped only when all chan- 
nels are busy. This is realised by the input gate I_Total_channels which enables the 
transition T_continuous_call to fire when all not-failed channels are busy. A new call 
will be blocked if there are no more than the number of the reserved channels for 
handoff calls. This is realised by the input gate Reserved_channels, which enables the 
transition T_new_call to fire when all not-failed and not reserved channels are busy. 

The firing of the transitions T call_completation and T_handoff_out respectively 

represent the completion of a call and the departure of an outgoing handoff call. All 
activities are assumed exponentially distributed. 




Fig. 4. The GSM performance sub model 



8 GSM&GPRS Performability Composed Model 

The GSM&GPRS performability composed model (figure 5) computes the Total 
Blocking Probability (TSB) on packet data service. The composed model joins the 
GSM&GPRS performance sub model, that represents the contention of the radio 
channels from the voice calls and data packets transfer request and the availability sub 
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model that represents the possible loss/recovery of the radio channels due to the fail- 
ure/repair activity of the BSS components. In case of GPRS, TSB does not directly 
measure the loss of information contained in data packets because they can be accu- 
mulated into a queue and retransmitted. Then, for GPRS connection, other than TSB, 
we also compute the probability of data packet loss for exceeding the buffer capacity 
and the probability of data packet loss for exceeding the maximum number of data 
packet sessions which can be simultaneously opened. 



GSM_GRRB_Peitormability 



Submodel 



Submodel 



Availability GSM GPRS Performance 
Fig. 5. The GSM&GPRS performability composed sub model 



8.1 GSM&GPRS Performance Sub Model 

The GSM&GPRS performance sub model computes the pure performance aspects of 
the GPRS service, which contends physical channels to the GSM service. Voice calls 
are set up as long as at least one channel is available in the PMN, while data packets 
can be transmitted only over the channels which are not used for voice service. A 
vehicle, which needs to communicate with Tunnel Control Centre or vice versa, tries 
to open a packet session. If the current number of open data packet sessions is less 
than the maximum number of data packet sessions which can remain simultaneously 
active, then a new data packet session can be opened. Into an active data packet ses- 
sion, the incoming data packets are queued in a buffer, as a sequence of radio blocks. 
Once in the buffer, the radio blocks can be transmitted with the proper GPRS trans- 
mission rate. The transfer of radio blocks over the radio link can be either successful, 
thus allowing the removal of the radio block from the buffer, or results in a failure; in 
the last case, the radio block is retransmitted. 




Fig. 6. The GSM&GPRS performance sub model 
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Referring to figure 6, if at least one token is in place concurrent_section a data packet 
session is opened, by the firing of session_activation activity. As a consequence one 
token is added in place active. _section. Named D, the number of maximum simultane- 
ously active data packet sessions and named d, the number of currently opened data 
packet sessions, a new session can be opened at the condition that d < D. Inside an 
open data packet session, data packets arrive with the rate of packet_interarrival_time 
activity and are queued into packet _into_buffer place. As a first step, we assume that 
one data packet has the length of one radio block, so each data packet increments the 
buffer by one unit (one radio block) at the condition that the buffer is not full (if b < 
B, where b is the current values of the radio blocks in the buffer and B is the buffer 
capacity). Such a condition is controlled by the marking of buffer capacity place. The 
radio blocks queued in the buffer are transmitted during the same set of 4 TDMA 
frames by the successfuljtransmission activity which keep into account that the radio 
block that can be served by the currently available channels (the ones not being occu- 
pied by voice). 



9 Some Numerical Results 

We conduct availability, performance and performability measures, executing the 
models described in the previous sections, by Mobius analytical solver [7], The input 
parameters and their numerical values are summarized in Table 2, 3 and 4. 

Some numerical results are shown in figure 7 and 8. Figure 7 shows the Total Ser- 
vice Blocking Probability (TSB) for voice service, versus time, computed by the GSM 
performability composed model. The computation of TSB is performed by using the 
totaljblocking reward variable, which increments its value of 1 when the number of 
available channels, ready to serve, becomes equal to zero. 

Table 2. Input parameters and values of the availability sub model 



Parameter 


Value 


rate of BSC_fail 


2,31 E-4 h 1 


rate of BSC_repair 


1 h 1 


rate of CCF_fail 


3.47 E-4 h 1 


rate of CCF_repair 


0,5 h 1 


rate of BTS_fail 


3.47 E-4 h 1 


rate of BTS_repair 


0,5 h 1 


number of BSC 


1 


number of BTS 


4 


n. of channels of a BTS 


8 


number of CCH 


1 



Table 3. Input parameters and values of the GSM performance sub model 



Parameter 


value 


arrival rate of new calls 


0,27 s 1 


duration of the calls 


180 s 


arrival rate of handoff calls 


0,027 s 1 


duration of outgoing handoff calls 


80s 
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Table 4. Input parameters and values of the GSM&GPRS performance sub model 



Parameter 


Value 


arrival rate of voice calls 


0,5... 2, 5 s 1 


duration of voice calls 


180 s 


rate of session activation 


2 k 1 


session reading time 


15 s 


packets inter arrival rate 


0,0242 s' 1 


rate of sue. packet transmission 


0,0513 s" 1 


buffer capacity (B) 


100 


n. of max opened sessions (D) 


10,30,50 
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Fig. 7. Total Service Blocking (TSB) probability for voice service 
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Fig. 8. Probability of data packets loss 

Figure 8 shows the probability of data packets loss for data service, due to the buffer 
overload, versus voice call request rate, computed by the GSM&GPRS performance 
sub model. The measures have been computed for different values of the maximum 
number of simultaneously opened data packet sessions ( D=10 , 30,50). We assume 
buffer capacity, B=100. 
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10 Conclusions and Future Research 

The work presented in this paper is in the framework of validation by modelling of a 
Tele Control system, based on a Public Mobile Network (PMN). We have computed 
performability measures of the denial of service for GSM and GPRS connections, 
such as the Total Service Blocking Probability (TSB), to better understand the effects 
of the degradation of the performance and of the availability of the PMN on the Tele 
Control system main functions. We have built modular sub models, hierarchically 
composed, by using Stochastic Activity Networks. Two different layers of modelling 
have been implemented. At the first layer, we built separate sub models to compute 
the pure unavailability and the pure performance for voice and data packet services. 
At the second layer of modelling, we have built two composed models joining the 
availability sub model and the performance sub models. The first numerical results 
have been presented. The research is still on going. At short term, we will refine the 
tuning of the models to the application. At longer term, we are going to join the per- 
formability models of the PMN with the performability models of the other parts of 
the Tele Control System in a whole model to evaluate if and how performability 
measures of the Tele Control System impact, in time and in value, the safety policies 
inside the tunnel. 
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Abstract. This paper proposes a PLC (Programmable Logic Controller)-based 
safety critical software development technique for nuclear power plants' I&C soft- 
ware controllers. To improve software safety, we write the software requirements 
specification using a formal specification notation named NuSCR [1], NuSCR 
specification is then mechanically transformed into semantically equivalent Func- 
tion Block Diagram(FBD), a widely used PLC programming language. Finally, we 
manually refine the FBD programs so that redundant function blocks are identified 
and removed. As CASE tool supplied by PLC vendors automatically compiles the 
resulting FBD programs into PLC machine code, PLC software development is 
completed when the final FBD programs are essentially tested. 

Proposed development technique offers several advantages. Requirement errors 
are reduced as we use the formal specification notation. Consistency and com- 
pleteness checks are automated, and model checking can be performed on the 
NuSCR specification. Safety critical errors are less likely to be introduced to the 
synthesized FBD programming. As a consequence, cost of developing and val- 
idating the PLC -based software can be also reduced. The proposed approach is 
currently being applied in developing safety-critical control software for a Korean 
nuclear power plant, and experience to date has been positive. 



1 Introduction 

PLC [2] is widely used in industry to implement real-time safety critical software [3], 
Such trend is especially true in the area of nuclear power plant’s I&C(lnstrumentation 
and Control) systems as aged RLL(Relay Ladder Logic)-based analog systems are being 
replaced by PLC-based digital systems [4], 

Software development process for control software in nuclear power plants gener- 
ally consists of analysis, design, and implementation phases. Software requirements are 
initially written in natural language, and a formal specification is developed on which 
various formal analysis techniques are applied. As embedded software controlling nu- 
clear power plants usually run on PLCs, PLC programs, written in Ladder Diagram(LD) 
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or Function Block Diagrams(FBDs) [2], are developed and documented in software de- 
sign specification(SDS). In implementation phase, the hardware configuration for PLC, 
i.e. number of I/O cards, CPU speed, network communication, is decided, and then 
PLC programs are translated into machine code. This translation process is conducted 
automatically by an engineering tool, which is provided by PLC vendors. Therefore, 
the actual software development for PLC software is completed at the end of the design 
phase. 

If software requirements specification is written in a natural language, much effort 
would be needed to certify its safety using inspection, simulation, and other safety 
analysis techniques. Likewise, manual programming of PLC programs is inefficient and 
a potentially error-prone task. 

In this paper, we propose a PLC -based software development method. It consists of 
three phases: formal requirements specification, synthesis, and refinement phase. It uses 
the formal software requirements specification language, NuSCR [1], to express and 
analyze the software requirements. Formal software requirements specification allows 
developers to specify all requirements explicitly and completely while avoiding incon- 
sistency in logic. Mechanical and formal verification methods, such as model checking 
[5] and mechanized theorem proving [6], can also be applied to NuSCR formal require- 
ments. 

In synthesis phase, we mechanically transform the NuSCR formal specification into 
FBD program using an intermediate notation called the 2C-Table. Comparison of syn- 
thesized FBD against the manually developed FBDs revealed that experts could reduced 
the number of required FBD blocks by up to 50%. While the scan cycle of PLC is be- 
tween 30 - 50ms, the total execution time of the manually programmed FBD program 
operating on PLC is usually at most 5 - 10ms. Therefore, the two times increase of the 
number of function blocks does not seriously affect timely execution of PLC code. 

While FBD code can be automatically generated, domain engineers are still most 
likely to modify or manually optimize synthesized FBD code. In refinement phase, we 
are working on formal method support so that the semantic equivalence between the two 
FBD codes can be verified. 

The remainder of the paper is organized as follows: Section 2 briefly introduces 
the PLC. In Section 3, we explain the proposed PLC based safety critical software 
development method. To aid the understanding we use the real case study, which is 
presently being developed in Korea. Conclusion and future work are in Section 4. 



2 Programmable Logic Controller 

Programmable Logic Controller(PLC), which is widely used in the real-time and safety- 
critical systems industry, has features as follows [7]: 

Concise Hardware Architecture. PLC has a relatively simple hardware architecture 
that facilitate the input/output configurations. This architectural characteristics makes 
the exact analysis of the program execution time possible. Operating system for PLC is 
provided by PLC vendors, and the application programs operating on the real-time OS 
are programmed with SFC, LD, or FBD using CASE tool supplied by PLC vendors. 
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Fig. 1. IEC 61 131-3 FBD samples 



Program Execution Mechanism. PLC programs are executed in a permanent loop. 
In each iteration of loop, a scan cycle, inputs are read. The program computes a new 
internal state and output, and the outputs are updated. There exists an upper time bound 
for each cycle, which typically is in the order of milli-seconds. 

Programming Languages. IEC 61131-3 standard include five PLC programming lan- 
guages: ST(Structured Text), LD, IL(Instruction List), SFC, and FBD. In practice, FBD 
and LD are most widely used. FBD, similar to electrical circuit diagram in appearance, 
consists of a network of function blocks and regards the system as the flow of informa- 
tion expressed with primitive function blocks. (See (Fig.l) for samples of widely used 
basic function blocks.) Basic FBs can be classified into logical, arithmetic, selection, 
and timing operations, and it is known that the RPS(reactor protection system), which 
is presently being developed in Korea, can be programmed using 14 different types of 
FBD blocks belonging to the four groups mentioned above. 

3 PLC-Based Software Development 

An overview of the PLC-based software development process, starting with NuSCR 
formal specification and ending with validation of refined FBD code, is shown in (Fig. 2) . 



Development Phases Phases Products 


Proposed Phases 


Requirements 
Analysis ] 


1 ^uSCR Formats 1 


(Step 1 ) 

Formal Requirements Specification 






/ \ 

Design 

V J 


| Synthesized FBD based SOS )j 


(Step 2 ) 

FBD Synthesis from NuSCR SRS 






(Step 3 ) 
FBD Refinement 


( [fBCOJ l) |FBDjl (} - [) J 


J3L 


-CL 




Implementation J 


PLC-based SW Code 


Automatic CASE Tool 



Fig. 2. Overview of formal method guided PLC based software development 
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3.1 Phase I: Formal Requirements Specification 

NuSCR [1] was developed with active participation of and consultation by nuclear en- 
gineers who are familiar with software engineering knowledge in general and formal 
methods in particular. Readability of the specification to domain experts was a key con- 
cern when deciding which notation to use to capture various aspects of requirements. 

It uses FOD( Function Overview Diagram) for the overview of data flows. In addition, 
it introduces three basic constructs , function variable, history variable, and timed history 
variable. These constructs are written in SDT(Structured Decision Table), FSM(Finite 
State Machine), and TTSfTimed Transition System) [8] notations respectively. Function 
variables specify mathematical functional behavior of system, and they are defined as 
SDT, which is a condtion/event table. History variables describe state-based behavior in 
finite state machine where transitions capture triggering events or conditions as well as 
generated actions. Timed-history variables express timing constraints in extended FSM 
notations. 

(Fig. 3) describes the basic constructs of NuSCR. (Fig. 3 (a)) is a FOD for g_FixedS- 
etpoint Rising Trip with OB logic for fixed set-point rising trip in RPS(Reactor Pro- 
tection System) BPfBistable Logic), which is currently being developed at KNICS in 
Korea. _g means that it is a group of node in the FOD hierarchy and that details are fur- 
ther captured in a separate FOD diagram. It is composed of five internal nodes, and they 
are all defined individually. The prefixes "f_", "h_", and "th_" denote function variable 
nodes, history variable nodes, and timed history variable nodes, respectively. Arrows 
denote data-flow dependency relation. 

(Fig. 3 (b)) is an TTS definition for timed history variable node th-X-Trip appear- 
ing in the FOD. TTS is a FSM extended with time duration constraint [a, b] in tran- 
sition conditions. TTS defines the time-related behavior of nuclear power plants con- 
trol systems. The TTS definition for th X Trip is interpreted as follows: "If condition 
f X > k X Trip Setpoint is satisfied in state Normal, it transits to Waiting state. In 
this state, if the condition is lasted for k.Trip.Delay then it fires the trip signal 0. If 
fJC.Valid, f Module .Error, or f .Channel .Error occur, then trip signal is fired at once. 
In the state 'Trip .By .Error or Trip .By .Logic, if the trip conditions are canceled, then it 
comes back to the state Normal and the output is 1." The TTS expression in Cond.b, 
[k_TripJ)elay,k_TripJ)elay] means that the condition has to remain true for A: Trip Delay 
time units. 

(Fig. 3 (c)) is an FSM definition for history variable node h_X_()B_Sta in the FOD. 
It is interpreted as follows: " In initial state No.OB_State, if condition fJCJ’erm = 1 and 
fJC.OBJni = 1 is satisfied , it transits to OB Mate with setting hJC.OB.STA is 1. In state 
OB. State, if condition/J lAPerm = 0 is satisfied, then it transits back to No. OB. State with 
setting h X OB STA is 0 again. 

(Fig. 3 (d)) is an SDT definition for function variable node fkX.Valid. It is interpreted 
as follows: "If the value of fJC is between k_X_MIN and k_XMA X, the output value 
fJC.Valid is 0, which means it is a normal case. Otherwise output value of fJC.Valid 
is 1." NuSCR recommends multiple correlated condition statements per row. In this 
way, NuSCR can resolve a large part of the table-size explosion problems, and also can 
increase the readability of SDTs [9], 




PLC-Based Safety Critical Software Development for Nuclear Power Plants 



159 





< Legend > 


1 1 


: Input or output 




node 


o 


: function node 


► 


: data flow 


o 


: history node 


o 


: timed-history node 






f_X_OB_Perm = 1 
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(c) History variable node defined by FSM 
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f_X_ Valid := 0 
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(d) Function Variable Node defined as SDT 
for f_X_Valid 



Cond_b : [ k_Trip_Delay, k_Trip_Delay ] (f_X >= k_X_Trip_Setpoint and h_X_OB_Sta = 

Cond_c : f_X < k_X_Trip_Setpoint - k_X_Trip_Hys 

Cond_d : f_X_Valid =1 or f_Module_Error = 1 or f_Channel_Error = 1) 

(b) Timed history variable node defined by TTS 
for th_X_Trip 



Fig. 3. Basic constructs of NuSCR 



3.2 Phase II: FBD Synthesis from NuSCR SRS 

In this phase, we derive PLC-based FBD program from the requirements specification 
written in NuSCR. See [10,11] for detailed discussion on the formal definitions of rules, 
algorithms, and procedures. FBD generation process has 4 steps. First we perform con- 
sistency and completeness analysis of selected nodes, which are defined as SDT, FSM, 
or TTS. After modifying all nodes to be complete and consistent, we produce 2C-Table 
for corresponding FSM and TTS. 2C-Table is an intermediate notation that are used to 
facilitate the FBD generation process for FSM and TTS. In the next step, FBDs are gen- 
erated from SDTs of 2C-Tables. After generating the individual FBDs, we analyze the 
dependency among nodes in FOD and decide appropriate execution orders for all nodes 
in the FOD. As PLC executes its application programs sequentially, proper selection of 
execution order is essential. Details of each step, along with an example, is explained 
below: 






160 



J. Yoo et al. 



not (Cond_d 

or (Cond_c and not Cond_d)) 
/th_X_Trip := prev 




Cond_a : f_X >= k_X_Trip_Setpoint 

Cond_b : [ k_Trip_Delay, k_Trip_Delay ] (f_X >= k_X_Trip_Setpoint and h_X_OB_Sta = 0) 

Cond_c : f_X < k_X_Trip_Setpoint - k_X_Trip_Hys 

Cond_d : f_X_Valid =1 or f_Module_Error = 1 or f_Channel_Error = 1) 



Fig. 4. Modified complete and consistent TTS for thJC.Trip 



(Step 1) Completeness and Consistency Analysis. NuSCR allows inclusion of arbi- 
trarily complex expressions and macros in SDT and automata such as FSM and TTS. 
When specifying state- and time-dependent behavior using (timed)automata notation, 
not all edges are drawn explicitly. In addition, SDT may contain nondeterminism if 
specific ordering of execution sequences does not matter. While such features reduce 
complexity of requirements, all the missing details and exceptional situations must be 
made explicit, complete and consistent. For example, (Fig.4) illustrates the results of 
performing consistency and completeness analysis applied on (Fig. 3 (b)) . FSM, which 
defines the history variable node, can be modified in the same way so that automata 
remains in the current state if no conditions initiating a transition to other states are 
satisfied. In this case, we need to specify the implicit transitions explicitly . If there is 
no action statement in the transition label in FSM and TTS, then NuSCR regards that 
the output is set to the same value in the previous scan cycle (i.e. thJC_Trip := prev). 



(Step 2) 2C-Table Generation. While format is similar to that of SDT, 2C-Table has 
an additional action part capturing changes made to state variables. (Fig. 5) is the 2C- 
Table obtained from modified automata shown in (Fig.4). SV is the state variable, and 
Output denotes the output of thJC_Trip node. For example, the second column of (Fig. 5), 
shaded for the purpose of illustration, denotes that if condition "CondM and not Cond d" 
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Fig. 5. 2C-Table for TTS of th X Trip 



is satisfied in state Normal, the output value of thJCJTrip is the same as the previous one 
and the next state is Waiting. 



(Step 3) Basic FBD Generation. The next step separately generates basic FBD from 
each SDT and 2C-Table. Reflecting the characteristics of PLC, where input values are 
first read before output values are computed, FBD generated from SDT and 2C-Table 
consists of two parts: (1) preprocessing routine in which conditions and macros used in 
the SDTs are first evaluated; and (2) computation routine where output and state values 
are determined. (Fig. 6) is a generated from the SDT shown in (Fig. 3 (c)). Complex con- 
ditions are internally decomposed into a collection of primitive predicates, and Boolean 
operators are replaced by the corresponding FBD blocks. [11] describes the details of 
the algorithm. The FBD is made from Concept version 2.2 XL SR2, a PLC programming 
assistant tool by Schneider Automation GmbH [12], and the numbers above the function 
blocks indicate the generation and execution orders. 2C-Table is also transformed, as 
shown in (Fig. 7 ), into FBDs using the same procedure. SEL and MUX function block 
allows one of several inputs to be chosen as outputs and updated value of state variables. 

(Fig. 7 (b)) is the whole output processing part FBD for th X Trip. The selection 
among many condition statements and their corresponding action statements in 2C-Table 
or SDT are implemented in FBD with SEL function block. Each condition and output 
statements are preprocessed previously, and the results are used in the output calcula- 
tion. The current state of automata nodefFSM and TTS), Status, provides the basis of the 
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Fig. 6. FBD generated from SDT of fJC_Valid 



decision about which one in SEL function blocks we have to select as an output, and this 
selection process is implemented using MUX function block with status. MUX function 
block generates a selected output according to status, and the variable status is imple- 
mented as (Fig. 7 (c)) from the lower part of 2C -Table in (Fig. 5) . Variable th_Prex_XJrip, 
which is the other output in the FBD, is the internal variable used in only the FBD. Af- 
ter these processes are finished, we get the individual FBDs for all nodes, s.t. function 
variable nodes, history variable nodes, and timed-history variable nodes, in FOD. 



(Step 4) FBD Execution Order Decison. In the final step, the execution order for each 
FBDs in FOD is analyzed and then decided. The possible execution orders for the 5 
nodes composed in FBD in (Fig. 3 (a)) is as follows: At first, there are two partial orders 
among the 5 nodes in FOD as their input/output relationships. As the node numbered 4 
has no interaction with other nodes, it is considered independent of others. 

Partial execution order 7: (1 — y 5) 

Partial execution order 2: (2 — y 3 — > 5) 

Independent execution: (4) 

All possible combinations of execution orders are shown below, and one is picked 
nondeterministically as all are equivalent. 

Execution order 1 : 

(Input) — y 1 — ^ 2 — y 3 — y 5 — y (4) — ^(Output) 

Execution order 2: 

(Input) — y 2 — y 1 — y 3 — y 5 — y (4) — KOutput) 

Execution order 3: 

(Input) — y 2 — y 3 — y 1 — y 5 — y (4) — KOutput) 
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(a) Preprocessing part FBD 




(b) Output processing part FBD 




(c) State-variable processing part FBD 



Fig. 7. FBD generated from TTS of th_X_Trip 
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Fig. 8. An example of refined FBD from Fig. 7(b) and (c) 



3.3 Phase III: FBD Refinement 

Finally in refinement phase, we allow domain experts to refine the generated FBD pro- 
gram. Our case study revealed that manually prepared FBD may contain fewer number 
of FBD blocks, and execution time takes less. Therefore, to increase chance that exe- 
cution of PLC code satisfies the timing requirements, additional modification processes 
are provided to further reduce the size of generated FBD program. (Fig. 8) is an example 
of refined FBD from the one in (Fig. 7 (b),(c)). 

However, the revised FBD code must be tested to demonstrate that it is still the same 
in its behavior. We are currently focusing on sequential equivalence [13] of two FBD 
programs to verify their behavioral equivalence. Some formal and automated techniques, 
such as VIS model checker [14] or COSPAN/FormalCheck [15], may be used to verify 
their behavioral equivalence. 



4 Conclusion and Future Work 

In this paper, we proposed a PLC based safety critical software development process in 
which formal methods played critical roles. It improves safety of embedded software 
and reduces time needed to develop safety-critical software. 

We have been applying our proposed method successfully to develop the plant pro- 
tection system to be deployed in a nuclear power plant in Korea. Experience by domain 
experts on the proposed approach has been positive, and we are currently working on de- 
velopment of analysis methods used to check the behavioral equivalence of subsequently 
modified FBDs. This analysis method is expected to accelerate the whole appliance of 
our proposed transformation-based PLC software development method. 
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Abstract. The general trend towards complex technical systems with embedded 
software results in an increasing demand for dependable high quality software. 
The UML as an advanced object-oriented technology provides in principle the 
essential concepts which are required to handle the increasing complexity of these 
safety-critical software systems. However, the current and forthcoming UML ver- 
sions do not directly apply to the outlined problem. Available hazard analysis 
techniques on the other hand do not provide the required degree of integration 
with software design notations. To narrow the gap between safety-critical system 
development and UML techniques, the presented approach supports the compo- 
sitional hazard analysis of UML models described by restricted component and 
deployment diagrams. The approach permits to systematically identify which haz- 
ards and failures are most serious, which components or set of components require 
a more detailed safety analysis, and which restrictions to the failure propagation 
are assumed in the UML design. 



1 Introduction 

Today, an increasing demand for dependable high quality software can be observed due 
to the fact that more ambitious and complex technical systems should be built. In [1], 
this trend is characterized by very complex, highly integrated systems with elements 
that must have a great autonomy and, thus, are very demanding w.r.t. safety analysis. 
Additionally, instead of single safety-critical systems today ’’systems of systems’’ have to 
be developed even though established techniques for their safety analysis are not in place 
(cf. [2]). The New Railway Technology (RailCab) project 1 used later in the paper as a 
motivating example is one very extreme example for such complex systems of systems 
with very demanding safety requirements. 

The UML as an object-oriented technology is one candidate to handle these safety- 
critical systems with software and overwhelming complexity. However, the current and 
forthcoming UML versions do not directly support safety-critical system development. 

* This work was developed in the course of the Special Research Initiative 614 - Self-optimizing 
Concepts and Structures in Mechanical Engineering - University of Paderborn, and was publis- 
hed on its behalf and funded by the Deutsche Forschungsgemeinschaft. 

** Supported by the International Graduate School of Dynamic Intelligent Systems. 

1 http://www-nbp.upb.de 



M. Heisel et at. (Eds.): SAFECOMP 2004, LNCS 3219, pp. 166-179, 2004. 
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Available hazard analysis techniques on the other hand have their origin in the hardware 
world and do not provide the required degree of integration with software design nota- 
tions. They assume a very simple hardware-oriented notion of components and therefore 
do not directly support the identification of common mode faults. Some more advanced 
approaches [3, 4, 5, 6, 7] support a compositional treatment of failures and their propaga- 
tion, but still a proper integration with concepts like deployment and the more complex 
software interface structure is missing. 

The presented approach tries to narrow the described gap between safety-critical 
system development and available UML techniques by supporting the compositional 
hazard analysis of UML models. As there is little value in proposing extensions to UML 
if they are not accepted by the community and tool vendors (cf. [1]), we instead propose 
to use only a properly defined subset of the UML 2.0 [8] component and deployment 
diagrams. The approach builds on the foundation of failure propagation analysis [3] and 
component-based software engineering [9], It provides a sound combination of these 
two techniques for compositional hazard analysis and permits automatic quantitative 
analysis at an early design stage. The failures can be modeled as detailed as required using 
a hierarchical failure classification where correct refinement steps ensure the complete 
coverage of all possible failures. The approach permits to systematically identify which 
hazards and failures are most serious, which components or set of components require 
a more detailed safety analysis, and which restrictions to the failure propagation are 
assumed. We can thus systematically derive all safety requirements, which correspond 
to required restrictions of the failure propagation of a single component or a set of 
composed components in the UML design. 

The paper is organized as follows: We first review in Section 2 the current proposals 
for compositional hazard analysis and discuss their limitation when it comes to complex 
software systems. The foundations of our approach and the process integration are then 
outlined in Section 3. In Section 4, the application of the approach to some fragments 
of the mentioned New Railway Technology case study is presented. More advanced 
concepts of our approach which enable the systematic refinement of the safety analysis 
are presented in Section 5. We close the paper with a final conclusion and outlook on 
future work. 



2 Related Work 

Component-based hazard analysis is a hot topic in safety-critical systems research [1,4, 
5,6,7]. The basic idea is to ease the hazard analysis by reusing already available informa- 
tion about failure behavior of the individual components rather than always start from 
scratch when performing a hazard analysis. The current approaches for component- 
based hazard analysis have in common that they describe the failure propagation of 
individual components (cf. failure propagation and transfer nets [3]). Outgoing failures 
are the result of the combination of internal errors and incoming failures from other 
components. The failure classification presented in [3,10] is widely employed (as in [4, 
6]) to distinguish different failures. 

Papadopoulos et al. [4] describe an approach for a component-based hazard analysis. 
The basic idea is a Failure Modes and Effects Analysis (FMEA) for each component 
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based on its interfaces (called IF-FMEA). The outgoing failures are disjunctions of a 
combination of internal errors and a combination of incoming failures. They employ the 
notion of block diagrams [11] for their components. The results of IF-FMEA are com- 
bined to construct a fault tree for the complete system. A main advantage, besides reusing 
already available IF-FMEA results, is an improved consistency between the structure of 
the system design and the fault tree of the system. This approach has been integrated 
with component concepts of the ROOM [12] methodology in [6]. A major weakness of 
these approaches (as noted in [ 1 ] ) is the usage of a fault tree for the combination of the 
individual IF-FMEA results, since fault trees do not inherently support common mode 
failures like a hardware crash failure which influences all software components executed 
on that node. Additionally, the authors impose an unnecessary restriction by the defi- 
nition that the internal errors are always combined by an logical or with the incoming 
failures. 

Kaiser et al. [5] present a component concept for fault tree analysis. They propose 
to divide a fault tree into fault tree components. A fault tree component has incoming 
and outgoing ports. These ports are used to connect the different components and create 
the complete fault tree. The main advantage of this approach is the possibility to reuse 
existing fault tree components. Thus, by building a repository of fault tree components for 
often used system components, the building of fault trees becomes easier. Unfortunately, 
the proposed fault tree components are not linked in any way to the system components, 
whose faults they are modelling. In [7] this approach has been integrated with ROOM 
[12], The input and output actions are used to derive all failure ports. The failure ports 
which are used for the connection of the fault tree components are still not typed. In 
contrast, our approach additionally supports the flexible classification of failures at a 
greater level of detail. In contrast to all discussed approaches, we explicitly allow cycles 
in the failure propagation models. 



3 The Approach 

Following the ROOM [12] concepts in UML 2.0 [8], a well encapsulated software com- 
ponent has a number of ports. Each port is typed by provided and required interfaces. 
Two ports can be connected to each other by connecting a provided and a required inter- 
face. As additional elements, connectors are employed to describe these interconnections 
between ports. If we want to study the safety of systems described by UML components, 
we have to incorporate possible faults, errors, and failures as well as their effects into 
our component model. Due to the outlined restrictions of UML components, we can 
thus restrict our attention to the failure propagation taking place at specific ports. As we 
only want to study the higher level failure propagation during development and post- 
factum safety assessment, it is sufficient to consider the high level failure modes which 
are relevant at the more abstract software architecture level rather than considering the 
more detailed code level failure modes (cf. [2,10]). In addition, we will abstract from 
the component states and refer to Section 5 for our treatment of states. 

All software ultimately relies on hardware for execution and all hardware can suffer 
from part failures, power outages, etc. Experience has shown, that random hardware 
faults can in contrast to systematic faults be appropriately modeled using probabilities 
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(cf. [13]). Hardware failures have a direct influence on the executed software and there- 
fore, due to hardware sharing, common mode failures can result. Thus, the deployment 
of the software components and connectors to hardware components must be an integral 
part of the safety analysis. 

To describe software components and connectors as well as their deployment, we 
use a generalized model of components for software as well as the hardware components 
which are interconnected via ports. Special deployment ports are used to describe the 
possible effect of the hardware and the deployed components. We thus assume a set C 
of components c £ C with software ports sn £ V and hardware ports hn £ V with 
n £ IN. A system S is characterized by such a set of components and two mappings 
map c : C x V -A C and map p : C x V — > V which assigns connected ports to each 
other in a type correct manner. 

The nature of faults, errors, and failures is that within a component a fault can 
manifest itself in form of an error which then may lead to a failure to provide the service 
offered by the component. Such a failure to provide a service results in faults for other 
components which depend on that component (cf. chain of faults/failures [14]). For 
our setting here we can restrict our attention to the failures of a component and their 
propagation and thus distinguish incoming and outgoing failures for each component 
port. We can further abstract from faults as long as they are dormant and can thus restrict 
our attentions to relevant errors only. Basic errors which are the direct results of local 
faults have to be included in form of events. Implied errors which result from incoming 
failures have in contrast to be omitted as they are not probabilistically independent 
and we require instead that their effects are directly propagated between incoming and 
outgoing failures. In addition, local probabilistic events such as the successful or not 
successful detection of two independent occurring value failures can be used to describe 
the required propagation more realistically. 

To formally model the hazards and the failure propagation of the components we use 
Boolean logic with quantifiers (cf. [ 15]). We assume two disjoint Boolean variable sets 
Vf and Ve for failures and probabilistic independent local events, respectively. All ele- 
ments can then be described by Boolean logic expressions where the basic propositions 
are built by occurrences of the failure variables ( fj £ Vp), event variables (e^ £ Vp), 
or one of the Boolean constants true and false. These basic propositions and Boolean 
formulas might be combined using the Boolean operators A, V, -i, =>, <^> and quantifiers 

V and 3 . 2 For a formula <f> we use /ree(</>) to denote the set of free variables. 

To describe hazards and the combinations of faults that can cause them we employ 
standard fault tree analysis (FTA) [ 1 6] . In a fault tree the hazardous event is shown as top 
of a fault tree. This top node is caused by a combination (and, or) of its child nodes. This 
continues until the leaf nodes of the tree are reached. These leaf nodes describe the basic 
events which indirectly caused the hazardous event on the top. In our case, the basic 
events are failures of the system components. A hazard (top event) corresponds thus to a 
hazard condition 7 in form of a Boolean formula which employs only the operators for 

V and A and a subset of the outgoing failure variables of the system components. Note, 



2 The quantifiers can be mapped to standard Boolean operators using substitution ([y/x\, replace 
2 : by y) as follows: Vv : <j> equals 0[true/u] A0[false/v] andBu : (^equals <j>[true/v] V ^ [false/ u]. 




170 



H. Giese, M. Tichy, and D. Schilling 



that the hazard condition is thus never disabled by additionally present failures and thus 
monotonic increasing w.r.t. additional failures (cf. [15]). 

Both failures, incoming and outgoing, have certain types, which are used to guide the 
connection of the component failure propagation models. Following [3,10], we distin- 
guish the general failure classes: (1) for service provision we have omission (so), crash 
(scr), or commission (sco), (2) for service timing we have early (te) or late (tl) , and (3) 
for service value we have coarse incorrect (vc) or subtle incorrect (vs). In Figure 1 we 
use a UML class diagram and generalizations to specify this classification. Note that all 
generalization sets are complete ones and thus describe all possible subclassifications 
at once (cf. [8, p. 122]). If more specific or general failures are relevant for a specific 
port, they can be easily defined by extending the set of considered failures accordingly 
within the class diagram. In our case we define that protocol failures (p) are the union 
of possible omission and commission service and timing failures. We can therefore in 
the following restrict our considerations on the three failure types crash failure (scr), 
protocol failure (p), and value failure (v) which build a complete failure classification T 
(cf. Section 5). Failure and event variables are named according to the following schema: 
f c ,p,t and e Cj t for a component with c £ C, port p £ V, and failure type t £ T. Note 
that in the case of events which do not relate to a specific failure type appropriate event 
types are simply added. 



Failure 

(complete, disjoint) A 



Service (s) 

fcomplete.disjoint} ^ 




Timing (t) 

^ {complete, d spirit} 



Value (v) 

^ {complete.disjoint} 



/ 


early (te) 


late (tl) 




coarse (vc) 


subtle (vs) 



{complete! 



{complete) 



Fig. 1 . Failure classification with a UML class diagram 



To formally model the failure propagation of components as well as possible con- 
straints, we can also use Boolean logic. For every component c £ C we employ a. failure 
propagation information which consists of the following four elements: (1) A set of 
outgoing failure variables Of C Vf, (2) a set of incoming failure variables If C Vf, 
(3) a set of possible internal event variables Vf C Vf, and (4) a failure dependency 
condition 0 C which relates the variables for failures and errors to each other by a Boolean 
logic formula {free(ip c ) C Of U If U Vf). We require Of fl If = 0. 

If an incoming failure represented by the variable fk can result in the outgoing 
failure represented by the variable /;, the failure dependency if> c must include f) <£=> /*,. 
In general, the failure propagation for an outgoing failure f t £ Of is described by the 
corresponding formula <f>j in the form fj <£=> . We use fault trees which may additionally 

include negated elements for this purpose. For all outgoing failures ])■ £ Of their failure 
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propagation formulas ipk have to be AND-combined. Thus if a specific outgoing failure 
fj is not possible we simply have to add fj <f7 false to if c . 

The parallel composition of the failure information of a number of components is 
derived by simply renaming the failure and event variables appropriately and combining 
the failure dependencies. We require that the failures are identical ( = fc',p',t) 
if and only if their component ports are matched to each other ( map c (c,p ) = d and 
map p (c,p) = p'). Additionally, the event variable sets for any two components c / d 
have to be disjoint (Vf, fl Vf. = 0). Such a renaming of the failures and events requires 
that the failure variables used by two connected components for their connected ports 
must use compatible types. As ports with their protocols and interfaces are design entities 
of their own, this can be achieved by determining the relevant set of failure types when 
designing the port protocols and interfaces themselves. 

For the AND-composition of the local failure propagation information of all compo- 
nent occurrences C\, . c n with a hazard condition 7 in form of the Boolean formula 
if) = t/) Cl A ... A i/) Cn A 7 satisfiability has to be checked to determine whether the haz- 
ard is possible. We can further abstract from the propagated failures /j , . . . , f m using 
existential quantification and check instead t/>g = 3/i , . . . , f m : il> Cl A ... A t/> Cn A 7. 

One option to compute these checks are binary decision diagrams (BDDs) [17] which 
have been successfully employed to analyze fault trees encoded as Boolean formulas 
[18]. The possible analysis includes the qualitative analysis (feasibility) and quantitative 
analysis (probability) of t/)g. The related approaches for compositional hazard analysis 
discussed in Section 2 restrict the permitted propagation structures to acyclic ones to 
map their results to fault trees. However, for composed failure propagation information 
of multiple components cycles cannot be excluded. If such a cycle is present in the 
system, the above mentioned formula degenerates and the probability computation will 
return probability 1. Using the results of [15,19] and exploiting the fact that the hazard 
conditions are always monotonic increasing, we can check V/i, . . . , / m ((V’c 1 A ... A 
ip Cn ) =7 7) to derive a formula which includes all relevant minterms of t/>g , 3 This formula 
can then also be used to compute the correct probability. 

Our approach consists of the following steps, which are to some extent discussed in 
the following section by means of an application example: 

It starts with a system-dependent part, where fault trees for all system hazards are 
derived. These fault trees only refer to outgoing component failures which can con- 
tribute to the hazard but do not look into the components and their interconnections (see 
Section 4.1). 

In the next two steps, the propagation of component failures of each component 
(see Section 4.2) as well as the related behavior of the deployment nodes and hardware 
devices (see Section 4.3) have to be derived. If predefined components such as hardware 
devices, deployment nodes, or software components are used, we can simply reuse their 
failure propagation information. If, however, specific software has to be built, we have 
to derive its failure propagation information first. 



3 If instead of monotonic increasing conditions more general conditions have to be checked, no 
efficient standard Boolean encoding exists to derive the related formula. However, in [15] an 
efficient BDD operator to compute the related Boolean formula has been presented. 
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If a failure propagation information for each employed component is available, we 
can compose them as defined by the component and deployment diagrams and employ 
qualitative and quantitative analysis techniques to identify problems such as a single 
point of failure or very likely scenarios for hazards (see Section 4.4). 

For identified problems often a more detailed safety analysis is required. We then 
have to refine the failure propagation information until all components are described at 
an appropriate level of abstraction. In Section 5 the systematic support for refinement 
and abstraction steps for our failure propagation models are presented. 

When deriving a failure propagation model of appropriate level of abstraction, the 
designer can usually identify the relevant problems and systematically derive safety 
requirements of the software components and add them to the failure propagation infor- 
mation. Therefore, safety requirements such as the ability of a component to compensate 
or detect specific failures are systematically derived and documented. 

Later in the design and implementation phase verification activities such as testing 
and formal verification have to be employed to ensure that more detailed design models 
and the final implementation still adhere to these identified safety requirements. 



4 Application Example 

The New Railway Technology project and its safety-critical software is used in the fol- 
lowing as our application example. The project aims at using a passive track system with 
intelligent shuttles that operate autonomously and make independent and decentralized 
operational decisions. Shuttles either transport goods or up to approx. 10 passengers. 

The track system, the shuttles are using, is divided into several disjoint sections each 
of which is controlled by a section control. To enter a section, a shuttle has to be registered 
at the corresponding section control. The shuttle sends its data, like position and speed, 
to the section control. The section control in turn sends the data of all other shuttles 
within the section. Thus, each shuttle knows which other shuttles are nearby. Shuttles 
can communicate with each other and decide whether it is useful to build a convoy (this 
reduces the air resistance and therefore saves energy) or not. If two shuttles approach at 
a switch, they can bargain who has right of way. Depending on the topology, the shuttles 
speed and its position an optimizer calculates the bid. A more detailed description of 
this scenario can be found in [20]. 

In our example, represented in Figure 2, two shuttle components, a switch and a 
section control interact with each other. A component is depicted as rectangle labelled 
with at least the component’s type (string following the colon) and possibly labelled 
with the component’s name (string preceding the colon). A component represents one 
instance of a given type. Consider for example the component on the left of Figure 2. This 
component is an instance of type Shuttle and is named shl . The component has seven 
subcomponents and two ports. In our example there is also another shuttle component 
sh2. This component is of the same type as shl, although its subcomponents are not 
shown in the diagram. 

Component ports are shown as small squares at the component’s border. These ports 
are used for interaction with other components. In Figure 2, one port of the shuttle com- 
ponent is connected with the SectionControl. In this case data is sent in both directions 
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:ShuttlePata 



Fig. 2. Component structure with shuttles, switch, and section control 



which is depicted by arrows at both ends of the connection. Some of the connectors are 
labelled with nil ..4, this indicates that a network is used for the communication of the 
corresponding components. 

4.1 System Hazards 

In a first step, those hazards are addressed that concern the system as a whole. The causes 
of these hazards are decomposed until we reach outgoing failures of the main system 
components. 

Each shuttle exchanges periodically data with the section control and with the switch 
it is approaching. Thus for protocol and crash failures we have the following cases: no 
data is received (scr or so), not expected data is received (sco), or data is received too 
early or too late (te resp. tl). In each of these cases the corresponding component can 
switch to a fail-safe state or compensate those failures by pessimistic extrapolation of 
the old data. Only incorrect data can lead to a hazard. 

In our example, one serious hazard that can occur is a sideway collision of two 
shuttles on a switch. Here we will mention only two of the possible failures that can lead 
to this hazard. First, one shuttle component has incorrect own data. Or second, one shuttle 
has incorrect data of the other shuttle. As the shuttle component’s behavior is completely 
determined by its subcomponents, the main component itself cannot produce a failure 
but its contained ones. The incorrect own data can be caused by the SwitchHandler and 
the incorrect data of the other shuttle by the SectionControlHandler. As these failures 




Fig. 3. Fault tree for sideway collisions of shuttles 
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are related to certain components of the system the analysis on this level is stopped. The 
resulting fault tree is depicted in Figure 3. 

The corresponding hazard condition is: 7 = f sc hi,s3,v V f S whi,s2,v V .... To keep 
the example simple we will in the following focus on the case that the Switch of shl 
delivers incorrect data. Thus, we only consider the hazard condition 7 ' = f sw hi,s 2 ,v 



4.2 Components 

In this section we will show the failure propagation models for the Optimizer, GPS and 
SpeedSensor components as well as the SwitchHandler component, which are contained 
within the shuttle component. These failure propagation models describe the relation 
between outgoing failures, incoming failures and internal events. 






(a) Value failure 



(b) Crash failure (c) Protocol failure 

Fig. 4. Optimizer failure propagation 



Figures 4(a) and 4(b) show the failure propagation for value and crash failures of 
the Optimizer component. As is apparent from the component diagram of Figure 2, the 
Optimizer uses information provided by both the GPS and the SpeedSensor to compute 
the bids for the bargaining (to keep the example simple the used Topology and ShuttleData 
components are not considered). The Optimizer has the ability to detect value failures 
in the data, provided by the GPS and the SpeedSensor. Due to algorithmic constraints, 
the failure detection cannot detect simultaneous, similar value failures and therefore an 
internal event (event type ac) is added to model this algorithmic constraint. 4 The second 
failure propagation model specifies that the optimizer cannot tolerate a crash failure 
of one sensor or the execution hardware. A protocol failure of one of the sensors or 
detected value failures propagate to an outgoing protocol failure as specified in Figure 
4(c). Thus, we get the following failure propagation: ip 0 i = (f 0 i >S 5,v 4=> ((foi,s2,v A 

fol,sl,v) A ^ol,ac)) A (/ol,s5,scr ^ (/ol,s2,scr A fol,sl,scr V /o2,/il,scr)) A (/ol,s5,p ^ 
(/ol,s2,p V /ol,sl,p V (( fol,s2,v V fol,sl,v') A (~ ’/o1,s5,ij))))- 

Figures 5(a) and 5(b) show the failure propagation for value and crash failures of the 
SpeedSensor component. The SpeedSensor relies on a Speedometer hardware device 

4 We pessimistically abstract from the deployment of the Optimizer and SwitchHandler components 
w.r.t. value failures as already mentioned their crash errors simply result in a fail-safe state of 
the system. 
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(a) Value failure 



(b) Crash failure (c) Protocol failure 



Fig. 5. Speed failure propagation 



to read its speed and it relies on a computer node for its execution.' 1 Thus, both hardware 
devices influence the failure behavior of the SpeedSensor. The SpeedSensor has no 
internal events but its outgoing failures are influenced by incoming value resp. crash 
failures. A crash failure of the execution hardware will result in an outgoing crash failure; 
a value failure will result in an outgoing value failure unless the hardware has crashed. 
Incoming protocol failures simply propagate to outgoing protocol failures (cf. Figure 
5(c)). Thus, we have the following failure propagation: ipsi = (f s i, a i,scr 5=> /si,/ii,«cr)A 
{fsl,sl,v (fal,h2,v A ~^fslM,scr)) A {f s l,sl,P ^ fal,hl,P )• We omit the fault tree 
and the failure propagation model of the GPS since the model is very similar to the 
SpeedSensor’s model. 

Concerning our example, the failure propagation of the SwitchHandler component 
is very simple as it just propagates all failures incoming from the optimizer to its out- 
going port: t/w 1 (f swhl,sl,v f swhl,s2,v) ^ ( f swhl,sl,scr ,/su’trl,s2,scr) A 

(f swhl,sl,p f swhl,s2,p\ 

4.3 Deployment 

To describe the connection of hardware and the deployed software components we 
employ UML deployment diagrams. For presentation reasons, the UML deployment 
diagrams are visually slightly extended to include the additional hardware ports. These 
hardware ports are used to denote the propagation of hardware failures. 

Figure 6(a) shows the deployment specification for the two software components si 
and gl . Both software components are deployed on the same node ml . As described in 
Section 3, nodes and software components are connected by special deployment con- 
nections and, thus, employ the same error and failure propagation concepts. Therefore, 
an internal crash error in the node ml propagates indirectly to failures in both software 
components si and gl as a common mode failure. In addition, both sensor software 
components use special hardware devices for the actual reading of the sensor data (al 
resp. pi). We omit the mapping of the network links nil. .4 of Figure 2 to a wireless 
network for the sake of clearer presentation. 

5 As the Speedometer hardware device is only used for simple data reads and does not have 
processing capabilities, only value errors have to be considered. 
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(a) Deployment specification 



(b ) Failure propagation model 



Fig. 6. Deployment failure propagation 



Finally, the failure propagation model of the hardware must be specified to map 
internal errors to outgoing hardware failures. For our example the simplified failure 
propagation model of the hardware node type MPC550 is shown in Figure 6 (b). The 
figure shows that the crash error of the node manifests itself as outgoing crash failure. 
The same holds for the value failures of the other hardware devices which are used by 
si and gl. 

Described in terms of the failure propagation model presented in Section 3 we have 
an event e ml iSCr for the node type MPC550. This internal error manifests as failure 
fmijiiyscr at the outgoing execution port of that node component. The same holds for the 
sensor hardware devices al and pi . Therefore we have: i/jdi = ( fmi,hi,scr -O- e m i jScr ), 

Ip d.2 ( fal,hl,v '^7' &al,v')? and IpdS — (fpl,hl,v *^7' ^pl,v')' 

4.4 Analysis 

As presented in Section 3, all failure propagation models and the connections between 
the components are combined by and operators to get the failure propagation model 
for the hazard analysis of the complete system. In addition, the connections between 
incoming and outgoing ports specified by the mapping map (cf. Section 3) are used to 
combine their associated failures ( f m i,hi,scr = fsi,hi,scr , • • • )• After the combination of 
all failure propagation information f/> c for c € C with the hazard condition j', we get the 
following Boolean formula for the representation of the system hazard by eliminating 
the failure variables via 3-clauses: 

^3 — &ol,ac A ~^€ml,scr A ^ al,v A ^pl,v 

This formula describes that the hazard 7 ' occurs, if ( 1 ) both hardware sensor devices 
(al, pi) experience simultanoeus, similar value errors, ( 2 ) there is no crash error of 
the computing hardware ml, and (3) the value failures cannot be detected by the ol 
component due to the similarity of the value errors. The formula can then be used to 
compute the likelihood of the system hazard. Assuming the probabilities p(e 0 i,ac) = 
10 -7 , p{e m i, SC r) = 10~ 6 , p(e a i , v ) = p{e p \ tV ) = 1CP 8 , the computed likelihood of 
the hazard is approximately: p( j') « 10 -23 . The likelihood of the hazard is mostly 
affected by the value errors of the sensors and the constraint of the value error detection 
algorithm. Therefore, these components are good targets for improvement to reduce the 
likelihood of the hazard (e.g. by a reliable GPS using additional integrity signals). 
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5 Advanced Concepts 

System models like the proposed failure propagation model are always an abstraction 
which thus can fail to cover all relevant system properties. In our case, the model does not 
include the system state and the ordering of events. The failure propagation specified for 
each component is thus assumed to be a pessimistic abstraction such that if a sequence 
of system states or ordering of events exists, where a certain configuration of incoming 
failures and events can result in an outgoing failure, this case has to be covered. The 
considered abstraction can then only result in false negatives, but is maybe too coarse. 

The outlined general failure classification (cf. Figure 1 ) as well as its extension by 
application specific failures results in refined directed acyclic graphs of failure types. 
We require that each applied set of failure types is a complete subclassification such that 
no failure type exists which is not covered by a combination of these types. Therefore, a 
correct selected subset of the failure classification such as crash failure, protocol failure, 
and value failure as highlighted in Figure 1 also preserves the coverage of all possible 
component failures. 

If we want to abstract from a too detailed failure propagation information tp c of 
component c G C, we can simply replace a set of alternative failures /i, ..., f n by 
their abstraction / by adding the condition / -O- f\ V . . . V f n and abstract from /i, 
...,/„ using existential qualification: = 3/j . . . . , f n : A (/ O /i V . . . V /„). 

For the analysis of complex systems, we can exploit the reduced complexity of such 
abstractions to check the absence of hazards using reduced models first and only employ 
the more detailed models when required. If we refine our behavior, the same condition 
can be employed to check whether our refinement does not contradict the more abstract 
specification. 

Besides the failure classification also the hierarchical structuring of the components 
themselves can be subject to refinement. If the internal failures and errors are not relevant 
for the system hazards, appropriate abstractions can be derived using existential quantifi- 
cation as outlined above. If the system has been successfully analyzed using an abstract 
failure propagation information A c of a composed component c G C, we can further 
decompose the safety analysis using ip c as a specification for the failure propagations 
ip Ci of the more detailed contained system of components c, (1 < i < n) which replace 
c in a more detailed view. Therefore, we have to check that for the internal failures fi, 

f m holds: (3/i, . . . , f m '■ V’ci A ... A ip Cn ) => ip c - Essentially, we have to ensure 
that the internal failure propagation does not exhibit any case that is not covered by the 
more abstract one. 

However, it may also be the case that the system safety depends on non local proper- 
ties which cannot be derived simply by composing the failure propagation information 
of its contained components. Therefore, we permit to add non local restrictions to the 
failure propagation. This concept can be employed to integrate non local knowledge 
about the system safety into our approach. 

In our example, we informally argued in the beginning that protocol failures cannot 
result in a hazard. A more detailed analysis would have to distinguish between safe 
and unsafe protocol failures. In a safe protocol failure the receiver and sender remain 
in a state such that both employ correct pessimistic extrapolations about the possible 
positions of the other one. The ability of the protocol between two entities to exhibit 
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no unsafe protocol state even in the presence of faults within the channel cannot simply 
be derived from the composed failure propagation model without states as presented. 
Therefore, the required additional non local property that a failure at one port cannot 
result in an unsafe failure at the connected port at the other side of the connector (channel) 
can be added but remains to be checked using other techniques. 

In a similar problem of our application example, such a property has been checked 
using compositional model checking for an UML-RT model where the high level coor- 
dination properties which overlap multiple components have been modeled by means 
of coordination patterns 6 (cf. [22]). The checked non-local safety requirement for the 
component coordination ensured that the coordination between shuttles concerning the 
establishment of convoys cannot result in an unsafe protocol failure. 



6 Conclusion and Future Work 

The outlined compositional approach can be used to address the safety during the archi- 
tectural design of complex software systems described by a restricted notion of UML 
component and deployment diagrams. As exemplified with the shuttle system example, 
the approach helps to identify safety concerns and addresses them by adding additional 
constraints on the failure propagation. Thus, the required safety requirements for the 
software components can be derived using the outlined concepts for refinement, ab- 
straction, and non local cross-component properties. Additionally, the identified safety 
requirements have to be subject to verification in later phases of the process. 

We are currently evaluating our approach using the RailCab project as well as an 
industry project to obtain statistical data about the feasibility of our approach. Therefore, 
we also started to realize some tool support for the outlined approach in the open source 
UML CASE tool Fujaba 7 . 

In the future, we plan to further integrate the approach with the already available 
state-based analysis techniques in Fujaba such as compositional model checking to 
ensure consistency between the component failure propagation behavior and the full 
UML model including statecharts. 
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Abstract. A fundamental area of software engineering that remains a 
challenge for software developers is the delivery of software with the min- 
imum of remaining defects. While progress is constantly being made in 
the provision of static analysis tools to partly address this problem, the 
complementary dynamic testing approach, which remains an essential 
technique in the software industry for the verification and validation of 
software, has received less attention. Within the software testing activity, 
the actual generation of test data for the purpose of automated software 
testing is still mainly a manual task. We present CSET (C Symbolic Exe- 
cution Tool) which automatically generates test data from C source code 
to fulfil code coverage criteria. CSET implements the symbolic execution 
technique with an intermediate path traversal conditions checker and a 
test data generation facility. We examine how the traditional problems 
associated with the symbolic execution technique have been overcome 
using Logic Programming and Constraint Logic Programming (CLP). 
The approach used to handle pointer manipulations is detailed. Inter- 
procedural results on previously published sample code and industrial 
embedded C code with pointers are presented. 



1 Introduction 

Microprocessor based embedded systems are omnipresent in our everyday envi- 
ronment, from the telecommunication to the automotive industries. The thor- 
ough verification and validation of the software part of those embedded systems 
is critical for the overall success of the product. An automatic technique that 
has great potential in this phase of software development is symbolic execution. 
By abstracting the code under analysis using symbolic values rather than actual 
values, symbolic execution can be adapted via automatic test data generation 
to automatically support many of the tasks involved in the dynamic verification 
and validation of software [4], including: coverage testing (tests fulfilling ade- 
quacy criteria), security analysis (tests highlighting buffer overflows), reliability 
(tests exposing run-time errors) and validation (tests falsifying assertions). 



M. Heisel et al. (Eds.): SAFECOMP 2004, LNCS 3219, pp. 180-194, 2004. 
(c) Springer- Verlag Berlin Heidelberg 2004 
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However, symbolic execution has not thus far fulfilled its full potential be- 
cause of the many seemingly intractable difficulties that arise in its exploitation. 
While most of the difficulties encountered are common to the analysis of all 
application software, such as the automatic satisfiability checking of large and 
complex Path Traversal Conditions (PTCs) or the difficulty in implementing a 
test data generation step, the C programming language presents a unique chal- 
lenge for the developers of tools based on symbolic execution that require a 
strong path feasibility checker: the pervasive use of pointers in C code. C is the 
dominant programming language for embedded systems [26] . This is largely due 
to its inherent flexibility, the extent of support, small code size, speed and the 
availability of compilers for a wide range of hardware. 

MISRA C [24] is a well defined subset of C that forbids the use of C fea- 
tures that give concern in a safety-related context. For example, while pointers 
are allowed they can only reference statically declared data. MISRA C is used 
in the automotive industry for software up to, and including, SIL 3 [6]. Most 
safety-related automotive software are given a SIL of 1 or 2. As our work covers 
the MISRA C subset it has direct relevance for the safety aspects of today’s 
automotive industry. 

In this paper we present our automated tool CSET (C Symbolic Execution 
Tool), aimed at automatically generating test data to fulfil a code coverage cri- 
terion, that can be integrated in automatic verification and validation tools for 
embedded software written in C. This works builds on our previous results on 
SPARK- Ada [21,13] and Java Bytecode [9]. We extend our previous results [8] on 
C by tackling interprocedural test data generation, comparing our tool against 
a commercial equivalent [15] and also by presenting refined experimental re- 
sults using our improved path feasibility checker. Our work is based on the use 
of the symbolic execution technique, Logic Programming and Constraint Logic 
Programming. For completeness we acknowledge that new test data generation 
techniques with as wide a range of applications as symbolic execution have been 
investigated [11,27,12,28]. Other techniques, with a smaller focus, have also been 
proposed [18,7]. 

The remainder of the paper is structured as follows. Section 2 introduces the 
symbolic execution technique. Section 3 presents our rationale for using Logic 
Programming and Constraint Logic Programming to overcome the problems 
inherent to symbolic execution in an automatic test data generation context. 
Section 4 introduces CSET, our tool for the symbolic execution of, and test 
data generation from, embedded C code. Its handling of C pointers is presented. 
In section 5 we discuss our experience so far of CSET on previously published 
sample code as well as on industrial code. The paper concludes with an overall 
assessment of our results. 

2 Symbolic Execution 

Symbolic execution [17] is primarily a static technique that follows the control 
structure of the code under analysis to generate symbolic information. 
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Table 1 . PTC and symbolic values for path: 1, 2, 3, 4. 



Line 


Code 


Path Traversal Condition 


den 


a 


1 


int map (int den, int a) { 


true 


Den 


A 


2 


den = den*(a+a); 


true 


Den*(A+A) 


A 


3 


if (den == 90) 


Den*(A+A) = 90 


Den*(A+A) 


A 


4 


return -l/(den-90); 


Den*(A+A) = 90 


Den*(A+A) 


A 


5 


else return -2; 


- 


- 


- 


6 


} 


- 


- 


- 



2.1 The Symbolic Execution Technique 

Symbolic execution does not execute a program. The notion of execution implies 
the traversal of a path through the program using a set of data values to represent 
the input variables [5]. A program that is executed in this way will result in a 
set of output values. In symbolic execution, on the other hand, information is 
extracted from the source code of a program by representing inputs as symbolic 
values rather than using actual values. A set of symbolic expressions, one for 
each variable, is produced. Each of these symbolic expressions is made up in 
terms of input variables and constants. The presence of a conditional statement 
such as an if . . .else splits the execution of the program into different paths. 
Symbolic execution records for each potential path, a Path Traversal Condition 
(PTC) . This is the logical combination of the Boolean logic conditions that were 
encountered along that path [21]. 

For example, consider the artificial code in Table 1. There are 2 potential 
paths through this program only one of which is analysed here. The PTC must 
be satisfiable in order for the path to be feasible i.e. if a set of values for the 
variables in the PTC exists that satisfies it (within the type and range of values 
allowed) , then that path is a feasible path through the program. Infeasible paths 
are common; no set of values for the variables in the PTC exists which satisfy 
that expression. For accurate program analysis infeasible paths must be detected. 
This involves checking the PTC for satisfiability. Further, for test data generation 
purposes a solution to the PTC of feasible paths must be generated. For the path 
illustrated, our CSET tool correctly identifies the PTC as satifiable and therefore 
generates a suitable test, e.g. Den = -1, A = -45, which when executed, using 
a third party tool, generates a division by 0 run-time error. On this example, 
CSET generates just 2 tests to achieve full path coverage. On the other hand, 
the dynamic analysis part of C+- 1-Test [15], a popular testing tool, generates 64 
tests but fails to cover the path illustrated thus only achieving 50% path coverage 
overall. The static analysis part of C++Test also fails to flag the division by 0. 



2.2 Traditional Problems of Symbolic Execution 

Despite the high promises that the introduction of the symbolic execution tech- 
nique engendered, it has not, to date, been used to its full potential in industry at 
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least for dynamic verification and validation purposes. This is due to a number of 
technical difficulties that have traditionally hampered its practical development. 



Satisfiability Checking and Test Data Generation. The PTCs generated 
during symbolic execution are complex algebraic expressions and their satisfia- 
bility is in general undecidable [29]. Hence, automatic test data generators can 
never achieve completeness. 

A PTC condition can contain many expressions involving integers, floating 
point numbers, pointer references and multi-dimensional input-dependent array 
references organised in arrays and structures combined by Boolean operators. 
Input dependent array references create ambiguities in PTCs. 

In practice, determining the feasibility of such PTCs is very difficult. This 
implies that automatic test data generators based on symbolic execution are 
usually only applicable on restrictive subsets of programming languages, exhibit 
a high level of unsoundness and are not scalable. 



Loops. Traditional symbolic execution cannot in general proceed beyond a loop 
unless the number of iterations is known. Difficulties arise when handling loops 
whose iterations are input-dependent. Analysing these accurately in the general 
case requires the use of recurrence relations [5]. 



Pointers. Pointers are problematic because all references to them are ambigu- 
ous until actual execution time (the aliasing problem). Further, pointer arith- 
metic, as allowed in C, is problematic since knowledge of the specific memory 
storage mechanism used is usually not included in symbolic execution tools. 

Static analysis tools have efficiently tackled pointers on large industrial code. 
Lyle and Binkley [20] decompose C programs into program slices using a vari- 
ation of symbolic execution to deal with pointer variables. Their approach is 
however not applicable to automatic test data generation. LCLint [10] is a static 
analysis tool used to detect errors in programs written in C. It requires the use 
of user annotations and the emphasis is on tractability rather than soundness 
(not all errors found are true errors — false positives) or completeness (all defects 
reported). PREhx [3] is a fully automated compile-time analyser, which detects 
errors, using symbolic execution, in large real-world examples in C and C+- 1- 
code. It outputs the execution paths through the source code where these de- 
fects lie. It tries to avoid false positives but at the expense of completeness. The 
SLAM project [1] uses static analysis on C programs to determine whether they 
violate given usage rules. The programmer does not have to annotate the code 
and false error messages (noise) are kept to a minimum. It has been successfully 
applied to industrial code. The tool can analyse the feasibility of paths in the C 
program. SLAM is incomplete but sound within its context of application. 

It thus emerges that static analysis tools have successfully handled pointers at 
the expense of soundness and completeness. They have nevertheless successfully 
demonstrated their usefulness on large industrial code. However, the approaches 
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used, especially for pointer handling, cannot be used in the area of automated 
test data generation which requires stronger path satisfiability checking capabil- 
ities and an actual test data generation step. 



Function calls. Interprocedural symbolic execution is problematic because of 
the complexity it engenders. In particular, the complex identifier scoping rules of 
high level programming languages are difficult to respect (including the pass-by- 
reference and pass-by- value mechanisms), the semantics of functions with side 
effects is intricate and finally, function calls substantially increase the complexity 
of the underlying control flow graph of the program under test. 



2.3 Conclusion 

Past symbolic executors that provide a test data generation facility only deal 
with subsets of programming languages that excludes pointers, do not incor- 
porate a powerful PTC satisfiability checker, and do not integrate a subpath 
selection strategy. Further, the various techniques that have successfully been 
used in static analysis tools do not seem transferable to dynamic tools. 

Before detailing in section 4 how we have successfully tackled these issues, 
over a number of projects [21,13,9,8], we present the programming paradigm on 
which our work is based. 



3 Logic Programming and Constraint Logic Programming 

As seen, a symbolic executor needs to be implemented that is guided in its search 
by the feasibility of potentially large algebraic expressions. In particular, given 
an algebraic expression, along with the variables involved and their respective 
domains, it must be shown that there exists an instantiation of the variables 
which reduces the expression to true. In effect, an algebraic expression constrains 
its variables to a particular set of values from their respective domains. If any 
of the sets are empty, the PTC is unsatisfiable. 

To implement the kind of solver required here, e.g. able to work with non- 
linear constraints over floating point numbers and integers, it is possible to im- 
plement heuristics by writing a specialized program in a procedural language 
(such as C, or using an existing solving routines library). Although the heuris- 
tics are readily available, this approach requires a substantial amount of effort 
and the resulting solver is likely to be hard to maintain, modify and extend. Fur- 
ther, because of the heterogeneity of the programming constructs that appear in 
PTCs, unsound simplifications need to made to make this approach tractable. 
We believe that this is the approach currently used in most static and dynamic 
state-of-the-art commercial tools that use the symbolic execution technique (al- 
though we have no means of verifying this) and that this is the source of their 
weak PTCs checking capabilities. 
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The advantages of using Logic Programming over procedural programming 
have long been recognized for testing tools [14] and in commercial static analysers 
(e.g. the SPARK Examiner [25]). 

Prolog’s in-built depth-first search procedure and its backtracking facilities 
make Prolog a strong candidate for implementing a symbolic executor that fol- 
lows the control flow graph of the program under consideration according to a 
given testing criterion and backtracks whenever unsatisfiability of the current 
PTC is detected by a purpose built constraints solver. 

Constraint Logic Programming (CLP) [16] improves the modelling capabili- 
ties of mathematical relationships between objects of Prolog by providing richer 
data structures on which constraints can be expressed and by using constraint 
resolution mechanisms (also known as decision procedures) to reduce the search 
space under consideration. When the decision procedure is incomplete — e.g. for 
non-linear arithmetic constraints — the problematic constraints are suspended, it 
is also said delayed, until they become linear. Non-linear arithmetic constraints 
can become linear whenever a variable becomes instantiated. This can happen 
when other constraints are added to the system of constraints already considered 
or during labelling. 

The labelling mechanism further constrains the system of constraints ac- 
cording to some value choosing strategy. It can be viewed as a process to make 
assumptions about the system of constraints under consideration. This mecha- 
nism is used to awaken delayed constraints or generate a solution to an already 
known satishable system of constraints (as required for test data generation). 



4 CSET 

4.1 Overview 

CSET (C Symbolic Execution Tool) is a symbolic execution tool for embedded C 
code which incorporates intermediate PTC checking and a test data generation 
stage. The main output from the tool are test data that can exercise the paths 
found feasible through a C source code. As schematised in Fig. 1, CSET is 
composed of the following: 

Preprocessor, gcc is used to generate a C program free from macros. 

Parser. The parser converts the preprocessed C code to a Prolog readable for- 
mat for input into the symbolic executor adding scoping information for all 
variables. For example the Prolog terms obtained for the function given in 
Table 1 is represented in Fig. 2. 

Symbolic Executor. The symbolic executor is implemented in ECLiPSe [19]. 
It takes as input the Prolog readable format of the C code under analysis 
and interacts with the solver to return test data. 

Solver. The solver used is the PTC Solver [22] as introduced in Section 4.3. 
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Fig. 1. CSET Architecture. 



function_def inition(map, [declaration(int , [Den] ) ,declaration(int , [A])] , 
[assignment (Den, multiply (Den, (A+A) ) ) , 

if_statement(8,expression(Den==90) , [return(-l/(Den-90) )] , 

[return(-2)] ) 



] , int) . 



Fig. 2. Prolog Terms. 



4.2 Algorithm Sketch 

The main algorithm follows the design implemented in [21,9,13]. Details of the 
variables (such as their type, initial value and output value) in the Prolog read- 
able format are added in a data structure that records changes to the variables 
during symbolic execution. The statements in the input file are processed se- 
quentially. During an assignment the symbolic value of the assigned variable is 
updated to the assigned expression expressed in terms of input variables and 
constants only. Basic block statements proceed without creating choice points 
in the Prolog execution. Whenever a decision is encountered, it is symbolically 
executed i.e. expressed in terms of input variables and constants only, and a 
Prolog choice point is generated. The decision (or its negation) is then added 
to the current constraint store through the solver. If the solver fails to add a 
constraint then the PTC is unsatisfiable in which case, the symbolic executor 
will backtrack, undoing all actions up to the last choice point, and then pro- 
ceeds forward again. This is achieved using the intrinsic backtracking facility of 
Prolog, which simplifies greatly the design of the symbolic executor and allows 
the intermediate checking of the PTCs. If successful, symbolic execution contin- 
ues forward. On reaching a return statement all input variables involved in the 
current PTC are labelled by a call to the solver. This involves generating values 
for each input variables with respect to the PTC. If all the found feasible paths 
have been examined the symbolic executor terminates, otherwise backtracking 



occurs. 
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4.3 Addressing the Traditional Problems of Symbolic Execution 

Here we detail how we have addressed the traditional problems of symbolic 
execution in CSET . 

Satisfiability Checking and Test Data Generation. For the symbolic ex- 
ecution to be amenable, intermediate feasibility path checking is essential as 
otherwise many paths will be generated that are only discovered as infeasible at 
the end of the symbolic execution. In CSET, every time a decision in the code 
is encountered a choice point in the Prolog symbolic executor is created and the 
symbolically executed decision (or its negation) is immediately submitted to the 
PTC Solver. This allows many infeasible subpaths to be eliminated from the 
search space. This technique improves the scalability of CSET. 

The PTC Solver [22], implemented in ECLiPSe [19], has been developed to 
check the satisfiability of PTCs as generated by a symbolic executor, and includes 
a labelling strategy. It has been used on a number of projects for a variety of 
target programming languages: Ada [21], Java Bytecode [9] and now C. It has 
a well defined Prolog interface and can be integrated in a Prolog or C++ [13] 
tool. 

The solver is composed of the following components: 

— fd, a constraint solver over integers (using domain propagation techniques) 
provided as a library by ECLiPSe; 

— clpq, a constraint solver over infinite precision rational numbers (used to 
incorrectly model floating point variables) provided as a library by ECLiPSe; 

— a bespoke bridge between fd and clpq to handle mixed constraints; 

— custom extensions to handle C bitwise operators, constraints over arrays, 
records and enumeration literals. These make extensive use of the ECLiPSe 
delaying mechanism to handle constraints which cannot be resolved imme- 
diately (e.g. array access with unknown index). 

Whenever a constraint is submitted to the solver it is added to its existing 
store of constraints and the solver can then: 

— fail: the system of constraints was unsatisfiable, the system of constraint 
remains as it was before the addition of the latest constraint (i.e. the solver 
backtracks automatically) ; 

— succeeds: the system of constraints may be satisfiable (e.g. if non-linear con- 
straints are present the solver may fail to detect their unsatisfiability at this 
stage) . 

When the PTC is used to derive test cases the ambiguity can persist during 
symbolic execution and be resolved at the actual creation step of the test cases 
during labelling. This sampling is exhaustively attempted for variables over in- 
tegers but of course only partially performed for the infinite precision rational 
numbers. 

The PTC Solver can handle complex algebraic expression over integers, infi- 
nite precision rational numbers, enumeration literals, that are organised in arrays 
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(including multi-dimensional arrays) and structures [21,9]. As the PTC solver 
properly models arrays and structures, these types can contain elements of any 
type including, of course, arrays and structures . . . 

To understand how ECLiPSe’s delaying mechanism can be used to handle 
unknown index reference, consider the following example: 

1: x = a[j] ; 

2: a [ j — 1] = x-1 ; 

On line 1, the symbolic executor submits a constraint to the solver of the 
form eq-Cast(Xi, element(A , [J])) where X\ represents the new value of x in the 
symbolic executor. The solver delays the following constraint on the variable J: 
element(A , [J], R±) where R\ will be the result of the element at position J in A 
whenever J becomes known. eqjcast{X\, Ri), used to perform implicit casting, 
delays if necessary. 

On line 2, the symbolic executor submits A 1 = up.arr(A, J — 1, X x — 1) 
where A\ represents the new value of a in the symbolic executor. The solver 
delays up-arr(A, J — 1, eq-cast{X\ — 1), A\) on J. 

During labelling, as J will be instantiated, the delayed constraints are au- 
tomatically resumed (in any order) and are eliminated. This implies that the 
symbolic values of a and x are now free from unknown index references. 

While this is only an overview of how ambiguous array references are handled 
in the PTC solver (we have omitted the extra constraints placed by the PTC 
solver on the indices for example) it illustrates the general principles by which 
CSET can support all C array constructs. 



Loops. As mentioned, traditional symbolic execution cannot proceed as usual in 
the presence of input-dependent iterative constructs. However, in the restricted 
case of trying to fulfil a given test coverage criterion, loops can accurately be 
dealt with according to the feasibility (or not) of the intermediate path followed 
in conjunction with a heuristics-based intermediate path selection strategy tar- 
geted at the chosen test data adequacy criterion. Integrating this approach in a 
symbolic executor that includes an intermediate PTCs checker, and for branch 
coverage at least, all loop constructs can be handled adequately as demonstrated 
in [21,9,13], 

As currently the aim of CSET is to fulfil the path coverage criterion (because 
our ultimate aim is automatic Worst Case Execution Time estimation), which is 
harder to achieve than branch coverage for example, it does not include a path 
selection strategy. Thus CSET, will attempt to cover all the combinations of the 
Prolog choice points, as introduced by loops in the code, during the symbolic 
execution. Only the size of the definition domain of variables and the actual 
decisions in the iterative constructs limits CSET in its search. 



Pointers. Previous symbolic executors, that include a test data generation 
phase, have avoided implementing pointers. Multi-level pointers indirection and 
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static pointer arithmetic have been successfully incorporated into CSET. Sim- 
ilarly to [2] (which is not a dynamic analysis tool), CSET stores information 
about every variable in the source program in a memory map structure [8]. This 
structure is used to replicate the way that C pointers behave during execution. 

&: Operator. When a variable is declared all its details are stored into the 
memory map, this includes its name, type, initial value (if any) and an arbi- 
trary memory address. When a pointer is assigned the address of a variable, 
that variable is located in the memory map and its memory address is re- 
trieved. This is assigned to the output field of the pointer in the memory 
map. An array is stored as one variable in the memory map since arrays 
are stored in contiguous memory in C. Therefore assigning the address of 
an individual element to a pointer variable is more complex than just de- 
scribed. The name of the array has to be extracted and its position in the 
memory map is found. Next the memory address of the individual element 
is calculated. For example, if the array starts at memory address 1000 and 
is of type int, the third element is located at memory address 1008 since the 
type int is represented by 4 bytes in CSET. In a similar way the address of 
objects such as structures are handled. 

* Operator. When a pointer is de-referenced, it is symbolically executed to 
see what memory address it holds. The memory map is searched to find the 
details of the variable stored at that address and if found the corresponding 
output value is returned. There are a number of reasons why the memory 
address may not be found in the memory map. If the pointer has not yet been 
assigned the address of any object the pointer is assigned a random value. 
If its value is not within the memory range allocated to the program the 
symbolic execution will halt. The pointer may refer to the memory address of 
an array element. As stated, arrays are stored as one variable in the memory 
map. In this instance, the memory address of the nearest variable is found 
and this variable is checked to see if it is an array. If so, the memory address 
is checked to see if it legitimately refers to an element of that array, and if 
so the value that that element contains is returned. Pointers to structures 
are handled in a comparable way. 

Pointer Arithmetic. CSET only supports static pointer arithmetic within sin- 
gle array and structure objects. In other words, the symbolic executor must 
be able to identify the resulting element pointed to by a pointer arithmetic 
expression and it must be an array element or structure field value. For ex- 
ample, when a pointer to an array of integers is incremented, the type that 
the pointer is currently pointing to is first found and as the type int is rep- 
resented as 4 bytes in CSET, the pointer now holds the memory address 4 
bytes on from the one it initially held. 

Dynamic Memory Allocation. The standard library functions malloc and 
free have been simulated in CSET. The allocation of memory is achieved 
by adding a variable of the type being allocated to the memory map. The 
pointer that points to this location is updated with the appropriate memory 
address. When memory is freed, the corresponding pointer and variable are 
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removed from the memory map. This memory is then available for use by 
the program whenever other variables need to be allocated. 

Function Calls. CSET handles interprocedural test data generation using an 
approach we previously described for SPARK-Ada code [21]. On encountering a 
function call, the symbolic executor matches the parameters with the arguments 
passed and processing proceeds as during actual execution. In addition, our 
memory map structure allows us to deal naturally with the pass-by-reference 
mechanism. 

Furthermore, as during parsing of the source code identifiers are uniquely 
identified according to their scope our Prolog readable source code has a flat 
scoping level structure. Thus during symbolic execution scoping does not have 
to be taken into account. 

4.4 Current Limitations 

CSET does not check whether the input C code is beyond its limitations. 

C Subset. While, the subset of C handled by CSET subsumes the MISRA 
subset [24], CSET cannot handle full ANSI C. The incompleteness of CSET is 
due to the following restrictions: only static pointer arithmetic within single array 
and structure objects is supported; and the following features are not handled: 
assignments within || and && expressions, pointers to functions, implicit modulo 
assignments, variables qualifiers such as extern, static and volatile. Finally only 
the malloc and free standard library functions are supported. 

Large Integers. The PTC Solver can only handle 16 bit-encoded integers. This 
limitation can cause unsoundness in CSET. 

Numerical Precision. Floating-point numbers in the code are incorrectly 
represented using infinite precision rational numbers within linear constraints 
but reverts to double precision floating-point numbers whenever non-linear con- 
straints are posted to the solver. Again this can lead to unsoundness. Constraints 
solving over floating-point numbers is an area of on-going research [23] . 

PTCs Size. Symbolic execution can generate thousands of constraints involv- 
ing thousands of variable occurrences. This is of course particularly true when 
analyzing code that contains loops that iterate a large number of times. Ana- 
lyzing such code can therefore take several hours and in practice prevents the 
analysis of code containing large iterations. 

Non-Linear Constraints. The analysis of PTCs that contain non-linear con- 
straints can be hampered because the PTC Solver cannot always detect on 
submission their unsatisfiability. If such a path reaches the labelling stage its 
complete analysis is intractable in general using our approach. 
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5 Experience 

CSET has been applied to a selection of functions from [28] and industrial C code 
made available to us by Pi Technology (Cambridge UK) . All timings have been 
generated on a 2.5Glrz processor. Our results are compared against C++Test [15] 
which was also used to generate the path coverage measures quoted. For test 
objects containing loops (indicated by *) the path coverage quoted is an approx- 
imation. 



5.1 Previously Published Samples 

Table 2 illustrates the results obtained for test objects from [28] in where several 
thousands tests on each test objects are generated to achieve a high level of 
branch coverage. The number of iterations of both loops for ComplexBranch was 
reduced from 100 to 5 to make the code amenable to CSET. Netf low has proved 
too complex for CSET to handle. 

Table 2. Published Samples Results. 



Test Object 


CSET Results 


C++Test Results 


Name 


Cyclomatic 

Complexity 


Max. Nesting 
Level 


No. Tests 
Generated 


%Path 

Covered 


Execution 

Time 


No. Tests 
Generated 


%Path 

Covered 


Execution 

Time 


Atof* 


16 


2 


262 


13 


122secs 


3 


0 


3secs 


ClassifyFloat 


14 


2 


26 


25 


94secs 


1000 


6 


28secs 


Classify Int 


14 


2 


32 


27 


3.8hrs 


1000 


13 


32secs 


ComplexBranch* 


13 


2 


304 


51 


24hrs 


1000 


29 


26secs 


IsElem 


2 


1 


2 


100 


0.2sec 


1000 


100 


26secs 


LineCover* 


8 


4 


12 


16 


9.2hrs 


1000 


16 


25secs 


Netflow* 


14 


2 


0 


0 


failed 


1000 


0 


58secs 



For objectiveness we need to mention that C+- 1- Test is not explicitly targeted 
at path coverage and that it is a general purpose commercial tool with many 
functionalities that our tool does not provide. On the other hand, CSET is able 
to flag the subpaths that have been detected as infeasible. 

The disappointingly long CSET running time of the some of these examples 
can be explained by the presence of non-linear constraints in infeasible paths 
in the code under analysis. To increase the soundness of CSET our timeout 
labelling strategy has been set to a generous value. Hence a high proportion of 
the total running time can be fruitlessly spent trying to generate tests for these 
paths. For LineCover, for example, this proportion amounts to 95%. We have 
no satisfactory solution to this problem. 

While these results illustrate the limitations of our approach for handling 
complex algorithms, we are encouraged by the higher level of path coverage 
obtained by CSET, using a minimal number of tests, when compared to a popular 
dynamic analysis tool as it suggests a higher level of completeness for our path 
feasibility checking facility. 
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5.2 Industrial Code 

Table 3 illustrates the complexity measures and the results obtained by CSET 
for a selection of C functions from industrial code. The selection was chosen for 
its wide variety of C features including arrays (single and multi-dimensional), 
enumerations, loops, casting, function calls, pointers and pointer arithmetic. 
Interprocedural test data generation was performed on the original code. 

Table 3. Industrial C Code Samples Results. 



Test Object 


CSET Results 


C++Test Results 


Name 


Cyclomatic 

Complexity 


Max. Nesting 
Level 


No. Tests 
Generated 


%Path 

Covered 


Execution 

Time 


No. Tests 
Generated 


%Path 

Covered 


Execution 

Time 


Aip_med .filter 


5 


1 


6 


37 


15secs 


50 


37 


2secs 


Byc_reset _boost * 


3 


2 


1 


16 


51 secs 


50 


16 


3secs 


Iti_engine_sync 


6 


2 


10 


55 


18secs 


1000 


11 


5secs 


Oop_add_to_list* 


7 


3 


123 


59 


59secs 


50 


7 


18secs 


Std_check-lrc* 


2 


1 


1 


33 


4secs 


50 


33 


2secs 



Results reported in Table 3 are very promising as the running time is low 
and the percentage of paths covered by our tests is always higher or equal to 
what can be achieved using a common dynamic analysis tool. No limitations 
were applied to the range of data inputs or to the number of iterations of any 
loops encountered. It is worth noting that the industrial C code examples have 
a lower cyclomatic complexity and nesting level than the test objects from [28] 
that we examined. 



6 Conclusions 

CSET is the first automatic test data generator based on symbolic execution 
able to handle pointers as found in embedded C code. 

Thus, we believe that the many applications of the symbolic execution tech- 
nique can finally be successfully implemented for the most popular programming 
language in embedded systems. For example, although CSET is aimed at fufil- 
ing the path coverage criterion, we have shown [21,9] how for our approach, the 
easier, branch coverage criterion can be targeted. Further, CSET is able to han- 
dle a larger subset of C than the MISRA [24] subset that has specifically been 
developed for the automotive industry. 

Our use of Logic Programming and Constraint Logic Programming, to ad- 
dress the traditional problems associated with implementing a useful automatic 
test data generator based on the symbolic execution technique, has been vindi- 
cated in this work by the results obtained on industrial code. 

Whilst CSET is not without its limitations, and much work remains to be 
done to be able to tackle efficiently general C code, it seems sufficiently powerful 
already to deal with industrial C code, the target language of this work. 
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Abstract. Safety models for software-controlled systems should be intuitive, 
compositional and have the expressive power to model both software and hard- 
ware behaviour. Moreover, they should provide quantitative results for failure 
or hazard probabilities. Fault Trees are an accepted and intuitive model for 
safety analysis, but they are incapable of expressing state dependencies or tem- 
poral order of events. We propose to enrich Fault Trees with State/Event se- 
mantics. We use a graphical notation that is similar to Statecharts. Our model 
subsumes deterministic state machines that are suited to describe software be- 
haviour and Markov Chains that model probabilistic failures. We allow 
exponentially distributed probabilistic events, deterministic delays and triggered 
events. The model is compositional and joins components by ports. Quantitative 
evaluation is achieved by translating the component models to Deterministic 
and Stochastic Petri Nets (DSPNs) and using an existing tool for analysis. We 
introduce the model and the analysis procedure and provide a small case study 
of a fire alarm system, completed by an outlook on our tool project ESSaRel. 



1 Introduction 

In technical systems, more and more mechanical and electrical components are re- 
placed with software-controlled components. This includes safety critical domains 
such as avionics, automotive or industrial control. In these application fields safety 
and reliability analysis is a mandatory part of the development and must be supported 
by appropriate models and tools. Fault Tree Analysis (FTA) is one of the most widely 
used techniques in this context. Fault Trees (FTs) are intuitive for practitioners due to 
their hierarchical structure and the familiar logical symbols. They provide a set of 
qualitative and quantitative analyses. They have been used for several decades in the 
context of mechanical or electrical systems and are gaining importance in the context 
of software-controlled systems. 

Nevertheless, some fundamental differences between Fault Trees and the models 
commonly used for embedded system design are obvious: Models for complex sys- 
tems must be compositional. Modularisation of FTs, however, is only defined in a 
restricted way. Safety is principally a matter of behaviour and, in contrast to the state- 
space models used in systems design, FTs are not suitable for modelling behaviour. 
FTs are a combinatorial model that cannot capture sequences of actions and state 
history. The two-state abstraction (working or failed) of Fault Trees is not adequate 
for systems with complex state spaces. 
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These differences not only hamper the application of FTA to software-controlled 
systems, but also obstruct the integration of state-based submodels into an FTA. This 
integration would be desirable for two reasons: first the reuse of state-based models 
from the design phase for safety analysis and second the integration of Markov 
Chains, which are an important state based safety and reliability model. 

Existing approaches to overcome the semantic weaknesses of FTs often rely on 
formal methods that are not familiar to practitioners and do not offer visual integra- 
tion for FTs and state based models. 

We take a different approach by adding a notion of states and events to FTA: 
States describe conditions that last over a period of time whereas events are sudden 
phenomena, including state transitions. We call this extended model State-Event- 
Fault-Trees (SEFTs). States and events are depicted by different symbols. We propose 
typed FT gates for states and events (e.g. an OR gate with two event inputs and an- 
other OR gate with two states inputs). Regarding the AND gate that joins two events 
we distinguish a Flistory-AND that remembers events that have occurred in the past 
and a Sequential-AND that remembers also if they have occurred in a given order 
(also known as Priority-AND gate). State-Event-Fault-Trees are partitioned into com- 
ponents which are interconnected by ports. Other kinds of state based models such as 
Markov Chains or state diagrams from CASE tools can be integrated. 

SEFTs are well suited for industrial use since they unite familiar graphical nota- 
tions; nevertheless, their semantics allows quantitative analysis. The analysis is per- 
formed by component-wise translation of the SEFT models into Deterministic and 
Stochastic Petri Nets (DSPNs) [6], a class of Petri Nets for which analysis tools exist 
(e.g. the tool TimeNET [19]). In the Petri Net domain the component models are 
merged to one flat model that is passed to an existing analysis tool. 

In this paper we explain the application of SEFTs and the steps necessary for their 
translation to DSPNs. To illustrate the procedure we refer to a small case study of a 
fire alarm system. The rest of the paper is organised as follows: In Section 2 we give a 
short overview over FTA and previous adaptations to software-controlled systems. In 
Section 3 we introduce the modelling elements of SEFTs in summary and explain the 
analysis by translation to DSPNs. In Section 4 we introduce the case study and show 
how SEFT analysis is applied in practice. Section 5 concludes the paper and gives 
some pointers to ongoing and future research steps, in particular the implementation 
of the algorithm into our research tool ESSaRel (Embedded Systems Safety and Reli- 
ability Analyser [7], which is a successor of our current FTA tool UWG3. 



2 Foundations and Previous Work 

2.1 Introduction to Fault Tree Analysis 

FTs [18] are a widely accepted model that graphically shows how influence factors 
(in general component failures) contribute to some given hazard or accident. They 
provide logical connectives (called gates) that allow decomposing the system-level 
hazard recursively. The AND gate indicates that all influence factors must apply to- 
gether to cause the hazard and the OR gate indicates that any of the influences causes 
the hazard alone. The logical structure is usually depicted as an upside-down tree with 
the hazard to be examined (called top-event) at its root and the lowest-level influence 
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factors (called basic events) as the leaves. Note that in the context of FTA the term 
"event" is applied in its probability theory meaning: an event is not necessarily some 
sudden phenomenon, but can be any proposition that is true with a certain probability. 

The analyses to be performed on FTs can be qualitative or quantitative. Qualitative 
analyses list, for instance, all combinations of failures that must occur together to 
cause the top-level failure. Quantitative analysis calculates the probability of the top- 
event from the given probabilities of the basic events. Combinatorial formulas indi- 
cate for each type of gate how to calculate the output probability from the given input 
probabilities. These probabilities are either probabilities that an event occurs at all 
over a given mission time or they are understood with respect to a given point in time. 
The evolution of a system over time or any dependencies between the present system 
behaviour and the history cannot be modelled. An important assumption to obtain 
correct results is the stochastic independence of the basic events, which is hard to 
achieve in complex networked systems. Most current FTA tools use the efficient 
representation of Boolean terms as Binary Decision Diagrams (BDDs) to compute the 
quantitative results. 



2.2 Fault Tree Analysis for Software-Controlled Systems 

Like many safety and reliability analysis models, FTs were originally designed for 
non-programmable systems. When more and more technical systems became soft- 
ware-controlled, the need to adapt FTs to this application field grew. 

There have been several attempts to adapt FTA to software or embedded systems, 
to derive FTs from software models and to enhance the expressive power of FTs. [16] 
integrate FTs with formal program specifications and use Interval Temporal Logic to 
give a formal semantics to Fault Trees. Formal methods are also used in [2] and [10]. 
Other approaches to model dynamic behaviour and multi-state components map FTs 
to Markov Chains [2] or different variants of Petri Nets [4] [5] [1 1 ] [ 14] . Some re- 
searchers [10] [2] proposed additional Fault Tree gates, for instance describing condi- 
tional probability, sequence enforcing or various spare usage situations (hot, cold and 
warm spare) in order to model special cases of dependencies. 

For an efficient and sound development process different modelling techniques 
from system design and safety / reliability analysis should smoothly integrate with 
each other. Research projects aiming at the integration of different models can in- 
creasingly be observed during the last years [8][3]. Many of them consider FTs, but 
often they are applied in a rather informal or qualitative way. 



2.3 Component Fault Trees 

Models for complex technical systems must be compositional in order to be manage- 
able. Traditional FTs have this property only in the sense that independent subtrees 
(called modules) can be cut off and handled separately. Technical components, how- 
ever, are often influenced by other components and thus cannot be modelled by inde- 
pendent subtrees. To allow for a suitable modularisation in these cases, we recently 
proposed a more advanced component concept [15]. It allows cutting arbitrary parts 
out off a fault tree so that they can be modelled and stored independently. This allows 
a modularisation that reflects the actual technical components. The model is inte- 
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grated and flattened during analysis. We call this enhanced model Component Fault 
Trees (CFTs). We introduced input and output ports that serve as interfaces to put the 
components together. Subcomponents are represented as black boxes with the ports 
visible at the edges. 

From semantics point of view CFTs are ordinary FTs with the mentioned restric- 
tions. Flowever, apart from the better compositionality. the CFT concept prepared the 
ground for the use of ports to achieve integration of other models. We later refined 
our ports into State Ports and Event Ports, as will be explained in detail in the follow- 
ing. When we started to integrate components that are described by Markov Chains or 
Statecharts as subcomponents into CFTs, we found that the lack of semantic precision 
of FTs made it hard to connect states or events consistently to a FT. In response we 
took the approach of enhancing FTs by a State/Event distinction to allow the combi- 
nation of different modelling elements techniques. 



3 State-Event-Fault-Trees 

3.1 Introduction to the SEFT Notation Elements 

State-Event-Fault-Trees (SEFTs) are a model that combines elements from FTA and 
from Statecharts [13], ROOMcharts [17] or similar notations. We deal with a finite 
state space for each component, an abstraction that is sufficient for safety and reliabil- 
ity considerations. Each component is in exactly one state at each instant of time, 
called the active state (we leave out state hierarchy for now). We denote states by 
rounded rectangles, as in Statecharts. For safety analysis we consider states as condi- 
tions that remain valid for a non-empty interval of time. We call a propositional term 
over states a state term (e.g. “Component Cl is in state St or in state S2”). Note that 
more than one state term can be true at the same time. For each point of time we as- 
sign a value 0 or 1, representing the Boolean values false and true, to any state term. 
For probabilistic analysis the annotation domain is extended to a real value p with 
0<p<l that represents the probability that the component is in this state at the given 
instant of time. In this case the meaning of AND and OR transfers from the proposi- 
tional meaning to the meaning “probability, that state 1 AND / OR state 2 are active at 
the same time”. 

Event is the term we use for atomic phenomena that do not take time to occur (this 
is in contrast to the standard FT definition). In particular, state transitions are events, 
but there may be independent events as well, e.g. spontaneous actions that occur in 
the environment (e.g. “Tube breaks”). For quantitative analysis a probability density 
must be assigned to events. If an event is a transition from one state to another we call 
these states predecessor and successor state. We distinguish the event (denoting a 
class of similar phenomena that can happen at different times) from the occurrence, 
which is associated with an instant of time. Since we refer to a continuous time scale 
for our model we assume that any two independent events cannot occur at exactly the 
same time. 

We mark events by solid bars. The resemblance to Petri Net transitions is not coin- 
cidental: we later translate events to Petri Net transitions for analysis. In our model 
events occur in one of three ways: either they are triggered by other events, or they 
occur after a deterministic delay t upon entry of their predecessor state, or they occur 
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Fig. 1. a) Exponentially Distributed Transition b) Deterministic Delayed Transition c) Trig- 
gered Transition 

after an exponentially distributed probabilistic delay. Thus, the expressive power of 
SEFTs subsumes both Statecharts that appropriately describe software behaviour and 
Markov Chains that are a customary state-based model for hardware failures. Fig. 1 
shows all of these variants. 

The example of the triggered transition is simplified for explanation purpose; it ig- 
nores the fact that the states and event belong to different components. Note that the 
two different kinds of directed edges: Those with light arrowheads mark the predeces- 
sor-successor relation between states and events (temporal edges) and those with bold 
arrowheads mark the triggering relation (causal edges). Causal edges between two 
events have the semantics that each time the source event occurs, the target event 
occurs as well, provided that it is enabled. Enabled means that the component the 
target event belongs to is in one of the predecessor states of the target event. If the 
source event happens at an instant t, then the target event occurs at t\ so triggering 
does not encompass any delay. If, however, the modeller wants to introduce some 
explicit deterministic or probabilistic delay between source and target event, SEFTs 
offer a DELAY gate. 

Causal edges can also have states as their source. States cannot trigger other states 
or events, but state terms can serve as guards for events, meaning that the event can 
only occur if the state term evaluates to true. 

As in FTA, gates add logical connectors 
to the causal paths. Consequently the edges 
that connect gates are called causal edges as 
well. The most important gates are AND, 
OR and NOT in their different variants. 
SEFT gates are typed in the sense that they 
have different semantics depending on 
whether they are applied to state terms or to 
event triggering relations. For instance, the 
fragment in Fig. 2 has the semantics that the 
event "Pressure exceeds critical level" trig- 
gers the event "Boiler explodes" only if the 
state term "Safety Valve is defective" or the 
term "Pressure Sensor is defective" is true. 
In a complete example these unspecified 
state terms (drawn as dotted state symbols) 
could be states of two other components 
"Valve" and "Sensor". 



Boiler explodes 




Safety Valve is Pressure 

defective Sensor is 

defective 



Fig. 2. SEFT Fragment 
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SEFTs allow the extension of Fault Trees to Directed Acyclic Graphs (the same 
cause triggers multiple effects) and deal with repeated events or states correctly. 
Causal cycles without explicit delay are not allowed, because this would raise some 
semantic problems during analysis. 

Just as Component Fault Trees, SEFTs are organized by components. Components 
are prototypes and must be instantiated. Components can be referenced as subcompo- 
nents of another component, forming a component hierarchy. The component on top 
of the hierarchy is the system to be examined. Each instance of a component defines a 
separate name space and all internal states and events are distinct from the state and 
events of other instances and hidden from the environment. 

Ports achieve the connection of components across hierarchy levels. We distin- 
guish input ports from output ports and state ports from event ports. Subcomponents 
appear as black boxes where only the ports are visible. Examples can be found in the 
case study in Section 4. Event ports allow triggering relations from one component to 
another: The information that some event occurs is transferred from the source com- 
ponent (the component where the output port belongs to) to the destination compo- 
nent (the component possessing the input port). There it can provoke some effect, 
provided that the destination component is ready to accept it. Otherwise, the event in 
the source component is neither blocked nor stored, but just discarded. The semantics 
of a state port is that the destination component has access to the information whether 
or not the state term in the source component is active, without having any means to 
influence that state. 



3.2 Application of SEFTs 

SEFTs are constructed like traditional FTs. Starting with some undesired system state 
(hazard) or event (accident), the analyst traces back its influences and finds out which 
system states or events play a role in initiating, propagating or inhibiting the fatal 
behaviour. The richer variety and semantic precision of gates allows better capturing 
chains of embedded systems behaviour. The basic events of standard FTA correspond 
to solitary exponentially distributed events in SEFTs. The project is structured hierar- 
chically using the component concept. 

Models that explain the relevant behaviour of subcomponents can be plugged in 
where necessary. For stochastic failures Markov Chains are appropriate. They have 
traditionally been used for hardware wear-and-tear, but there can also be stochastic 
models for software failures. To model software and control aspects of the system, 
Statecharts or similar models can be reused from the design phase, e.g. by importing 
them from a CASE tool. The visible difference is that the transitions, which are origi- 
nally represented by labelled edges, now appear as explicit transition symbols. Soft- 
ware models can serve to check the reaction of the correct software on rare or unfore- 
seen events from the environment or probabilistically model software failures. 



3.3 Analysis by Translation to DSPNs 

A model should not only be a graphical notation, but also provide analysis for rele- 
vant properties, supported by usable tools. Computer based analysis requires a formal 
semantics. Defining a formal semantics for a human-centred notation is a difficult 
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task, as various attempts to formalise Statecharts or FTs show. A second issue is that 
being state-based models, SEFTs cannot be evaluated by the traditional combinatorial 
FTA algorithms. To tackle both issues at the same time we propose to translate SEFTs 
into an accepted formal notation where known analysis algorithms exist. 

Petri Nets (PNs) are a model for discrete state systems that supports the concur- 
rency we have to deal with in component based systems and provides stochastic vari- 
ants. We chose Deterministic and Stochastic Petri Nets (DSPNs) [ 1 ] since they pos- 
sess all kinds of transitions we need and provide analysis techniques for the properties 
we are interested in (in particular the probability of a place to be marked). They are an 
extension of Genaralized Stochastic Petri Nets (GSPNs) that lack deterministic delay 
that often has to be considered in software behaviour. Assuming some basic knowl- 
edge about Petri Nets we briefly point out the main features of DSPNs: DSPNs are a 
timed variant of Petri Nets, i.e. the (possibly probabilistic) time that a transition waits 
before it fires after becoming enabled is specified in the model. In particular, DSPN 
transitions fire in one of three ways: immediately on activation, after a constant delay 
(specified by an annotated time parameter) or after an exponentially distributed ran- 
dom delay (specified by an annotated rate parameter). Firing of transitions is atomic 
and takes no time. In the graphical representation, black bars depict immediate transi- 
tions, empty rectangles depict transitions with exponentially distributed firing time, 
and black filled rectangles depict transitions with constant delay unequal to zero. 
Transitions are joined to places by input arcs, output arcs or inhibitor arcs. The latter 
forbid firing as long as the corresponding place is marked. Priorities can be attached 
to immediate transitions to resolve conflicts. Places can have a capacity of more then 
one token and arcs can have a multiplicity of greater than one, but we currently do not 
exploit this property. The underlying time scale is continuous. 

Analysis of DSPNs has been described in [6] [9] and several tools are available. We 
are currently carrying out some experiments using TimeNET [19] that require manual 
translation, but we are working on an automated integration of both tools. 

The translation of SEFT states and events to DSPN places and transitions is 
straightforward: each state is mapped to a place and each event to a transition. SEFT 
gates are translated as a whole by looking up the corresponding DSPN structure in a 
dictionary. A part of this dictionary, containing different kinds of AND, OR and NOT 
gates can be found in Fig. 3. The dashed places or transitions signify import places / 
transitions, which are references to other places / transitions (marked with "export") in 
other component DSPNs. During flattening (integration of the partial nets), the import 
elements will be merged with the corresponding export output. The semantics of the 
gates is best understood by playing the “token game”. For instance, the export place 
P out of the AND (State x State) gate net is marked if and only if someone puts tokens 
to both import Places P nl and P m2 . The situation is different with the Sequential-AND 
(Event x Event) gate: here the left input transition must fire first and then the right 
input transition to make the output transition fire. 

Our semantics that lies in the composition by state ports and event ports cannot be 
translated directly to a composition in the Petri Net domain, so special patterns are 
necessary when translating SEFT ports to DSPNs. The reasons are that ports must not 
introduce any backward influences and events are not stored as tokens are. 

To translate an event port an additional place is added where the triggering transi- 
tion puts a token when firing. Triggering only occurs if the triggered transition is 
feasible at the same instant of time and there is no storage of events. To capture this, 
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Fig. 3. Gate Translation Dictionary (Excerpt) 
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Fig. 4. Trigger / Event Port Pattern 



we add an artificial immediate transi- 
tion with lower priority than the trig- 
gered transition so that it consumes the 
token in those cases when it is not im- 
mediately used. The event port (or 
trigger) pattern can be seen in Fig. 4, 
before and after flattening. Note that n 
DSPNs priority 2 takes precedence over 
priority 1. 

Regarding state ports, it is important 
that the target component must not 
backward modify the source component 
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state (and thus the 
DSPN marking). For 
this purpose we enrich 
the target component by 
a state machine with 
two states, reflecting 
whether or not the 
source component is in 
the relevant state. 
DSPN inhibitor arcs 
(depicted with a small 
circle at the end) are a 
useful means to sense that a place is not marked without reverse influence, because 
inhibitor arcs never consume a token. Unfortunately they have no positive counterpart 
that senses if a token is present without removing it. A way out is to accompany each 
arc that removes a token by a complementary arc that puts it back immediately after. 
As an example we show how in Fig. 5 a NOT-Gate (see dictionary) is merged to an 
export state (state connected to an output port) of some state machine. Notice how the 
inhibit edge and the pair of normal edges are connected in a way that excludes back- 
ward influences. We call this constellation the state port pattern. 




C1.T1 C1.T1 



Fig. 5. State Port, exemplified by a NOT gate 



3.4 The Translation Algorithm 

The translation and preparation comprises the following steps: 

Preconditions: 

1. The component model to be analysed and all nested subcomponent models (re- 

cursively) are available at analysis time and are valid SEFT models 

2. The component nesting hierarchy is free from cycles (a component must not refer 

directly or indirectly to itself as a subcomponent) 

3. All component input ports are connected on the higher hierarchy level 

4. All causal paths are free from cycles (this must be checked across component 

borders and hierarchy levels) 

1st Step: Component-wise translation (creates a DSPN for each component) 

For each component 

■ Prefix the IDs of all modelling elements by the IDs of the component in- 
stance they belong to (to avoid name conflicts) 

■ Represent each SEFT state by a DSPN place 

■ If the state is the initial state, mark it by a token 

■ Represent each deterministic or exponential event by a deterministic or ex- 
ponential DSPN transition and transfer the parameter 

■ If a transition is solitary (no predecessor and successor state mod- 
elled) then add one marked DSPN place which is both predecessor 
and successor place 

■ Represent each triggered event or event with zero delay by an immediate 
transition 

■ Transform each causal edge joining two events to the trigger pattern 

■ Represent each temporal edge from SEFT by a DSPN edge 
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■ Replace each Fault Tree Gate by the DSPN structure indicated by the dic- 
tionary 

■ For each port of the component and its subcomponents 

■ Create for each connected causal edge an entry in the connection 
table (source and destination ID) 

■ If a state / event is the source of the causal edge leading to a port, 
then label this state / transition as “ export' ' 

■ If a state / event is the target of the causal edge, then apply the state 
port / event port pattern and label the input state / transition of this 
pattern as “ import ” 

2nd step: Flattening (creates one DSPN out of the component DSPNs) 

■ Resolve the connection table to remove any ports except output ports of the 
system 

■ Merge import with corresponding export places and transitions. The counter- 
parts are found in the connection table 

One exported place or transition can be merged with several counterparts. It is a 
failure if port references cannot be resolved or if import places or transitions have no 
export counterpart. 

After the SEFT has been translated and flattened, the initial markings of the DSPN 
places must be applied where missing and the place or transition connected to the 
output port selected for analysis must be identified. 

We intended to introduce a net simplification step before the flattening steps on 
each hierarchy level to reduce the state space. 



3.5 Performing the Analysis 

To do the analysis, the requested measure (e.g. average probability of a state term that 
is connected to an output port) must be translated into a measure that can be deter- 
mined by the DSPN analysis tool (e.g. the marking probability for a place that corre- 
sponds to the system state of interest). Then a suitable analysis procedure must be 
started. The tool TimeNET that we are currently using offers both transient and 
steady-state analysis for DSPNs plus simulation. Analysis is faster but due to the used 
analysis algorithm it can only be applied in cases where at most one deterministic 
transition is enabled in any marking. If this condition is violated, simulation is still 
possible. At present state, we read back the results of the analysis manually. Our tool 
ESSaRel that is currently under development will start the analyser via API or com- 
mand line call and later read the calculated values from the TimeNET result file to 
display them on its own GUI. 



4 The Fire Alarm System 

4.1 Description of the Example System 

In this section we demonstrate the presented approach by the example of a fire alarm 
system. The system consists of two redundant fire alarm units which may fail stochas- 
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tically. The hazard to be analysed is the situation when both alarm units are simulta- 
neously in the state “failed”, since in this case a fire might break out without being 
noticed. In order to restart a failed alarm unit a watchdog that periodically checks the 
alarm units and restarts them if they are in failed state. 



4.2 Constructing the SEFT 

We start by modelling each of the units as independent components. The alarm units 
are instances of the component “fire alarm unit” shown in Fig. 6a. 

An alarm unit may be running properly or fail stochastically with a failure rate of 
1=1/10 hour' 1 . In order to restart a unit an external trigger is needed. Before running 
normally, some initialization steps taking a deterministic time of 0. 1 hours have to be 
performed. In order to notice when a unit is out of work, a state output port (depicted 
by the filled S-triangle) that senses if the unit is running is used in the model. For 
externally triggering the initialization routine an event input port (the empty E- 
triangle) is needed. The watchdog, as shown in Fig. 6b, is simply depicted as a com- 
ponent with only one state. The triggering event is produced once every hour and can 
be connected to other components via an event output port. 

Now that the technical units are given, we combine the modelled units to form the 
SEFT that describes the complete fire alarm system and explains the causal paths that 
lead to the hazard situation. Figure 7 shows how the fire alarm system is modelled 
using two instances of the “fire alarm unit” and an instance of the “watchdog” com- 
ponent. The inner structure of the instances is omitted in this view. The watchdog is 
connected to the event input ports of both alarm units so that it can trigger a restart of 
a failed unit when necessary. Since the fire hazard is present when both of the redun- 
dant alarm units are not working at the same time they are combined with a NOT gate 
each, which in turn serve as inputs for a state AND gate. The output of the state AND 
gate represents the hazard situation. 

All preconditions for analyzing this model are fulfilled: There are no cycles in the 
component hierarchy or in any causal relation and all state and event port have been 
connected to their counterparts. The state output port of the AND gate does not need 
to be connected since it represents the hazard situation to be analyzed. 
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Fig. 6. a) Fire alarm component b) Watchdog component 
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Fig. 7. The fire alarm system 



4.3 Translation into DSPN 

Before performing the analysis the model has to be translated into a DSPN. For the 
NOT and AND gates the corresponding DSPNs have already been shown in Fig. 3. 
The “alarm unit” and “watchdog” components can be translated step by step. Each 
state is mapped onto a DSPN place, the events that occur stochastically onto exponen- 
tial transitions, the events occurring after a certain time onto deterministic transitions 
and externally triggered events onto immediate transitions respectively. The resulting 
parts have to be combined with the gate nets to form the complete flattened DSPN 
shown in Fig. 8. The dotted rectangles show the DSPN parts representing the compo- 
nents. The markings were set in a way so that the initial state of the alarm system is 
conceived: the alarm units are working properly and there is no fire hazard. Note the 
applied trigger pattern for combining the watchdog and the externally triggered events 
in the alarm units. 



4.4 Analysis of the Flattened DSPN 

The DSPN can now be examined using TimeNET. This step as well as the translation 
into DSPNs must currently be done manually but an export filter to the TimeNET file 
format will be integrated in our tool ESSaRel. The hazard situation is represented by 
the place marked with POut which was mapped on the output of the state AND gate. 
The probability that one token lies in place POut denotes the probability that both 
alarm units are out of work simultaneously. The corresponding expression in Time- 
NET is P{#POut=l }. 

TimeNET cannot accomplish an analysis of the net, since more than one determi- 
nistic transition might be enabled at the same time, A steady-state simulation (con- 
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tinuous time) with the parameters given in Fig. 8 and a maximum relative error of 1 % 
(a parameter TimeNET uses to specify the desired accuracy of the simulation) returns 
a resulting probability for the fire hazard as 0.003975. In about 0.4% of the time, both 
alarm units are not working so that a fire hazard persists. 




Fig. 8. DSPN of the fire alarm system after flattening 



5 Conclusion and Further Research 

We have proposed State-Event-Fault Trees as an extension to the FT concept that 
allows distinguishing states and events. This enables us to integrate finite state models 
with FTA. In particular we can integrate Statecharts and Markov Chains. This in- 
creases expressive power and allows the reuse of design models for safety analysis. 
We adapt the traditional set of FT gates by introducing typed gates for states and 
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events. Phenomena like temporal order of events that were not expressible by FTs 
before can be expressed by SEFTs, because additional gates such as History-AND or 
Sequential- AND exist. The component concept allows partitioning SEFTs in accor- 
dance with the actual technical component structure and to handle complex projects. 
In summary, the established top-down analysis search for hazard causes provided by 
FTA can now be combined with powerful and reusable description of embedded sys- 
tem behaviour brought in by the integration of state-based models. 

For quantitative probabilistic analysis of SEFTs we translate them component-wise 
into DSPNs, apply simplifications on component level and merge them to one flat net. 
Existing Petri Net analysis tools, for instance TimeNET, calculate the measures that 
correspond to the hazard probabilities in the original SEFT. We have shown the ap- 
plicability of our method by the example of a fire alarm system. We carried out other 
small studies to validate the model; larger studies with industrial partners are under 
preparation. 

SEFTs allow a more formal modelling of some gates that are part of standard FTA 
or later extensions, for instance inhibit, functional dependency, and different kinds of 
spare gates. We aim at developing new kinds of gates that match frequent structures 
of safety-critical systems, such as History-AND with a Reset input (for Repair / Re- 
start situations) or History / Sequential- AND with a time parameter that indicates how 
close both events must occur to each other. We work towards a closer integration of 
state-based and combinatorial analysis approaches to obtain better analysis perform- 
ance for subcomponents that can be described by a combinatorial model, similar to 
the approaches given in [12], We also plan to do some simplification on component 
level before integration, exploiting the fact that only a few of the functional states of 
each component are relevant for safety or reliability considerations. 

The ongoing integration of SEFTs into a usable tool is part of our research project 
ESSaRel. The platform for this integration is the existing CFT tool UWG3 which has 
been developed in cooperation with Siemens. We have defined the translation and 
flattening algorithm and are now implementing the export filter TimeNET and an 
import filter to read models from the CASE tool Rational RoseRT that are mainly 
based on ROOMcharts. In the end we are working towards an integrated tool chain 
for safety and reliability analysis of embedded systems. 
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Abstract. In the formal modelling of safety critical systems, an initial 
abstract model captures the ideal, fault free, conception of the system. 
Subsequently, this model is enriched with the detail required to deal 
with envisaged faults that the system is designed to be robust against, 
resulting in a concrete extended system model. Normally, conventional 
refinement cannot provide a formal account of the relationship between 
the two models. Retrenchment, a liberalisation of refinement introduced 
to address such situations, allows model evolution, and is deployed to 
provide a formal account of the fault injection process that yields the 
extended system model. The simulation relationship of retrenchment is 
used to derive fault trees for the faults introduced during the injection 
process. A two bit adder example drawn from the FSAP/NuSMV-SA 
safety analysis platform is used to illustrate the technique. 



1 Introduction 

Safety-critical systems are required to behave in a predictable and acceptable 
way in the face of failures which have been forseen and designed for during their 
development. Generally speaking, the behaviour in both desired and undesired 
(degraded) situations must be fully documented to provide a comprehensive 
system description. The process of creating such a comprehensive description 
starts by writing down an ideal, fault free, abstract model of the system. In this 
model, only the desired behaviour of the system is expressed. Once this initial 
model has been created, the elicitation of safety requirements yields a fresh 
set of criteria that the system must meet. The incorporation of these into the 
ideal model yields an ‘extended system model’, which encompasses all system 
behaviour in both desired and undesired circumstances. 

One framework for carrying out this task is the FSAP/NuSMV-SA safety 
analysis platform [11] . This is a toolkit that allows the creation of the ideal model, 
and then permits the automatic injection of possible faults into the ideal model 
from pre-defined libraries of generic faults. In this way the extended system 
model is obtained. Verification techniques such as Fault Tree Analysis can then 
be used to establish the root cause of a given failure, and relate it to the ideal 
model in an informal manner. Bozzano et al., the authors of the FSAP/NuSMV- 
SA platform, justify the use of such informal techniques in relating ideal and 
failure-sensitive models by pointing out the deficiencies of formal approaches, 
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saying: “...even when formal methods are applied, the information linking the 
design and the safety assessment phases is often carried out informally”. 

The reason that this happens is not hard to see, and is due to the fact that 
the traditional formal relationship between an abstract and a more concrete 
model is refinement [27], [16], [15]. Unfortunately the formal proof obligations 
of refinement are quite stringent, and are parameterised only by the retrieve (or 
abstraction) relation between the state spaces of the two models. This restriction 
prevents the description via refinement of many of the kinds of modification or 
adaptation that arise naturally during system development, and often forces 
the abstract and concrete models to be much closer together than one might 
ideally like. The impact of this for using refinement in the case of safety critical 
development would entail committing, more or less at the outset, to an abstract 
model that already contains essentially all the desired fault tolerant behaviour, 
and this obviously flies in the face of the desire to create just the ideal model 
first, and only later to consider the incorporation of faults (and of the system’s 
responses to them) via a separate safety requirements analysis phase. 

In this paper, we show that retrenchment, a liberalisation of refinement which 
was introduced precisely to address the excessive stingency of the formal proof 
obligations of refinement in such situations, can fare better in the role of inter- 
mediary between the ideal and extended system models. Retrenchment achieves 
this by introducing extra data, the within, output and concedes relations, into 
the principal refinement proof obligation. These extra relations depend on the 
the two systems being discussed and introduce much greater parameterisation 
into the description of the relationship between them. So we gain much greater 
flexibility in capturing the desired relationship between models. We exploit this 
flexibility to give a credible formal account of the relationship between ideal and 
fault tolerant systems in the process of fault injection. Most importantly, such a 
formal account offers opportunities for formally tying together — via the bridge 
offered by retrenchment — other aspects of the safety critical development, hith- 
erto done separately (even if formally) in the ideal and extended model worlds. 
We illustrate this potential for fault tree generation, and more briefly comment 
on model checking. 

The rest of this paper is structured as follows: Section 2 describes the two-bit 
adder, the case study that will serve as a running example in this paper, and 
explains the way in which it will evolve to model implementation-level faults. 
Section 3 overviews refinement in a simple partial correctness formulation, and 
applies it to the two-bit adder to show the shortcomings of refinement in this 
context. Section 4 introduces retrenchment, and shows how it can be used to 
give a much improved account of fault injection for the two-bit adder scenario. 
Section 5 introduces the simulation relationship of retrenchment, and shows how 
it can be used to generate the fault tree for the two-bit adder via a resolution-like 
procedure. Section 6 comments briefly on a similar approach to model checking. 
Section 7 concludes, looking forward to more detailed expositions of the topics 
introduced briefly in this paper. 
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2 The Two-Bit Adder Example 

In the rest of the paper, we will frame our discussions of relationships between 
models in terms of an abstract system Abs, and a concrete one Cone, which 
will be two adjacent systems in the development hierarchy. The abstract system 
Abs, will contain a number of operations Opa, taken from its set of operations 
OpsA- An abstract operation Op a is a transition relation for which the individual 
transitions will be written: 

Op A (u,i,u\o) 

or more evocatively: 

u -(*, Op a, o)-> v! 

where u, u ' are elements of the state space U, and i and o are elements of the 
input space I o P and the output space 0 op respectively. Below we will use the 
arrow format to fix the signature of an operation in terms of states and outputs, 
and will use the Op a format when we simply wish to utilise the transition relation 
as a component of a more complex relational expression. It turns out that for the 
simple examples that appear in this paper, all variables are either read-only or 
write-only, so we will model them using input and output variables, finessing the 
absence of genuine updatable state by using one-element state spaces containing 
a single V value. Thus the typical abstract operation becomes * -(*, Op a, o)-> * . 
In addition to all this the system is started in an initial state v! satisfying the 
predicate InitA(u'). 

Corresponding concrete operations are defined in exactly the same way, ex- 
cept with operations Opc taken from Opsc, with state space v € V, input j € Jo P 
and output p € P op- Decoration is used to distinguish between before and after 
states of variables, with an operation Op being identified as abstract or con- 
crete by use of a subscript A or C as necessary. The initialisation predicate is 
Initc(v'). 

The example that will be used to highlight the use of retrenchment is the 
two-bit adder adapted from [11], From now on, unless stated otherwise, all I/O 
variables take values in {0, 1} the usual one bit space. We follow the structure 
of [11] closely, and so the abstract two-bit adder Adder a is specified in terms of 
a subsidiary operation BUa- In fact Bit a merely copies its input to its output, 
acting as a placeholder for subsequent injection of faulty behaviour. Note the 
use of pairing to turn two individual inputs i\ and i 2 to Adder a, into a single 
formal input (fi,* 2 )- 

*-(i,BitA,o)->* = (o = i) 

* -(('A * 2 ), Adder a, o)-> * = (o = (i\ + ii mod 2)) 

Following [11] again, these operations are wrapped up in an enclosing operation 
Main a which takes its input values, feeds them into the adder, and extracts the 
result. 

* -((ri, r2), Main a, adder )-> * = 
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(3 b\, 62 • Bit A { *, TT, *, 61) A r 2 , *, 62) A 

Adder A (*, (61, 62)1 *1 adder)) 

The above abstract idealised model describes how the system should behave 
when it is functioning correctly. The next step is to specify how the system 
should behave in degraded situations (i.e. when a fault occurs in a part of the 
system). So safety requirements are added, through the process of fault injection, 
to create a concrete extended system model. 

We will inject two types of fault into the above system: a corruption of the 
input bit of the Bit module, and a stuck-at-zero fault in the Adder module. 
These are incorporated into the two concrete module defnitions of Bite and 
Adder o 

* -{j,Bitc,p)->* = 

(ft = no-failure Ap = j) V 
(ft = inverted A p = -> j) 



* -((j 1 , h ) , Adder c , p)-> * = 

(ft a = no -failure A p = (j 1 + j 2 mod 2)) V 
(ft a = stuck-at-zero A p = 0) 

Both the concrete Bit and Adder operations have an additional free variable, 
ft (fault-type), that indicates whether the fault in question is active. In the 
case of a faulty Bit, the input value is inverted, while in the case of a faulty 
Adder, the output is set to zero irrespective of the inputs. These definitions lead 
to a corresponding concrete extended Main operation, in which we relabel the 
(ri,r 2 ) inputs and adder output as (si,S 2 ) and sum for later convenience. 

* -((si, S 2 ), Maine, sum)-> * = 

(3 ci,c 2 • Bitc(*, si, *, Ci) A Bitc(*, s 2 , *,c 2 ) A 
Adder c(*, (ci, c 2 ), *, sum)) 

Note that the choice of simply making the ft variables free in the definitions of 
Bite, Adder e and Maine is but one wa y of handling the relevant information. 
For us it was dictated by the desire for subsequent technical simplicity. 



3 Refinement 

In this section we outline a simple partial correctness formulation of model ori- 
ented refinement, and show that it will not describe the relationship between 
the abstract and concrete systems of the two bit adder. See [27], [15], [16] for 
treatments of model oriented refinement in general and [17], [23], [26], [28], for 
more details of the Z methodology, or [1], [24], [24] [25], for more details on B; 
both Z and B being particular incarnations of the model oriented approach. 
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For a concrete model of the kind we have been discussing to be a refinement 
of an abstract one, we need three things. Firstly that the sets of operation names 
at the two levels are identical, i.e. OpsA = Opso Secondly that the initilisation 
proof obligation (PO) holds: 

Initc{v') => (3 v! • InitA(u') A G{u' , v')) 

Thirdly for each corresponding pair Op a and Opc, the operation PO holds: 

G(u,v ) A Op c {v,j,v',p) 

=$■ (3 u, i , o • Opa(u, i, u' , o) A G(u , v') A (* = j ) A (o = p)) 

This shows that inputs and outputs are not permitted to change in the passage 
from abstract to concrete (in line with refinement’s original objective of providing 
an implementaiton level model substitutable for all occurrences of the abstract 
one), and that the only scope for adjusting the relationship between the two 
models is via the retrieve relation G. Since G appears in both the antecedent 
and the consequent of the PO, there is often very little leeway indeed for the 
choice of G. 

Let us examine the prospects for treating our running example via refinement. 
The initialisation PO is trivially satisfied because there is no state. On the other 
hand the operation PO for Bit obviously cannot be satisfied since equality of 
outputs does not always hold. Even if we are more permissive about I/O in 
the consequent of the PO, and supplant ( i = j ) A (o = p) by Ino P (i,j ) A 
Outo P (o,p) where Ino P {i,j) and Outo P (o,p) are more general input and output 
relations as happens in eg. I/O refinement, [9], we are still in trouble since the 
only relation Outo P (o,p) that is independent of the fault type parameter ft, 
and relates all instances of output pairs needed by the Bit operation, is the 
universal relation true, since when ft = no. failure we want Outo P (o,p) to 
be equality, whereas if ft = inverted we want Outo P (o,p) to be inequality. 
This makes Outo P (o,p) completely uninformative, and in the absence of state, 
leaves the relationship between abstract and concrete completely unconstrained. 
Entirely analogous remarks apply in the case of the Adder operation. 

Thus although refinement does a good job of keeping development steps in 
check, to the extent that behaviour defined at the abstract level is preserved at 
the concrete level, it proves very inflexible in formally capturing many kinds of 
development step that do not fall within its rather exacting constraints, but that 
are entirely justifiable on engineering grounds. See [18], [10], [19], [4] for more 
discussion of this and related points. 

4 Retrenchment 

Retrenchment ([3], [4], [5], [6], [7], [8], [2]), was introduced to provide a formal 
vehicle which, while resembling refinement up to a point, provides greater flexi- 
bility to express relationships between the models that designers genuinely have 
in mind during development. Retrenchment achieves this by parameterising the 
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relationship between abstract and concrete model in a development step more 
richly than by just a retrieve relation, having also within, output and concedes 
relations. These modifiy the shape of the operation PO as follows (the initiali- 
sation PO remains as for refinement): 

G(u,v) A P 0p (i,j,u,v ) A Op c (v,j,v',p) 

=> (3 u', o • Opa(u, i, u', o) A ((G(u', v') A Oo p (o,p; vf, v' , u, v, i,j )) 

V C 0p (u',v',o,p-,u,v,i,j))) 

In the preceding, Po P (i, j,u,v) is the within relation and serves to constrain the 
impact of the implicational relationship between abstract and concrete models 
where this is desirable; also it generalises the (i = j) input relation of refine- 
ment and permits the mixing of input and before-state information where this 
is considered appropriate. Likewise the output relation Oo P (o,p;u' ,v’ ,u,v,i, j) 
generalises the (o = p) of refinement, and the presence of the other variables 
u’, v\ u, v, i, j allows the inclusion of any other facts that designers wish to high- 
light concerning the case where the abstract and concrete steps re-establish the 
retrieve relation G(v! ,v'). The crucial feature of retrenchment though, is the 
presence of the disjunction between {G' A Oo P ) and Co P , where Co P is the con- 
cedes relation. Co P features the same variables as Oo P , giving the same level of 
expressivity as Oo P , but this time in circumstances where the retrieve relation 
G(u',v') need not be re-established. This weakening of the postcondition gives 
the much greater flexibility alluded to earlier, but of course comes at a price: 
the price of the reworking of the whole of refinement theory. Refinement starts 
with the general principle of substitutability of abstract by concrete and derives 
its operation PO; retrenchment starts with the above operation PO and de- 
rives whatever general principles might survive the modification. (See the cited 
references for indication of progress on general principles). 

In practical terms what retrenchment does is to honestly but formally allow 
an abstract model to evolve to a more realistic one, acting as a more usable 
specification constructor than refinement alone. 1 In the case of safety critical 
design, it is the desire to separate initial design from safety analysis (and not the 
demands of refinement) that drives the order in which features and requirements 
are incorporated into the model, and retrenchment is better able to accomodate 
this agenda than refinement, as we see when we revisit our case-study. 

Starting with the Bit operation, it is not hard to see that the abstract and 
concrete versions can be conveniently related by a retrenchment. Here is a rea- 
sonable choice for the various component relations needed for the Bit operation: 

Gbu(*,*) = true 

1 The usual assumption is that there is a process of gradually incorporating require- 
ments via a collection of incomplete models (related to each other by retrenchment 
for example), until a final ‘contracted model’ is arrived at, which expresses all the 
needed requirements, and which can then be refined to an implementation. Such a 
picture is typically an oversimplification of a real development, but a nevertheless a 
useful one. 
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= ( i = j ) 

Obu(o,p; *,*,*,*,*> j) = (it = no. failure A o = p) 

Cbu(*i *> o,p; *, *, i,j) = (ft = inverted A o = ->p) 

Note that a considerable element of choice has been exercised in designing the 
above relations. For instance, since there is no state to speak of, so that only 
inputs and outputs need to be kept under control, we could have chosen to put all 
the facts contained in the above Obu and C Bit into either one of these relations, 
defaulting its counterpart to true or false as appropriate. The choice we actually 
made reflects our informal perception of which aspects of Bit's behaviour are 
viewed as refinement-like, and which are regarded as degraded. For the given 
G, P, O, C, when we substitute the various components into the generic PO we 
get: 



true A (z = j) A ((ft = no.failure A p = j) V (ft = inverted A p = ->j)) 

=> (3 *, o • (o = i) A 

((true A ft = no. failure A o = p) V (ft = inverted A o — ~>p))) 
which is more or less selfevident. 

Moving to the Adder operation, the relations for the retrenchment can be 
chosen as follows: 

G A dder(*,*) = true 
-PAdder((*l)*2),(il,*2),*,*) = true 

C>Adder(o,P ; *, *, *, *, (h, h), (ji, J2)) = 

((ft a = no. failure A (i 1 + j 1 + 12 + J2 = 0 mod 2) A o = p) V 
(ft a = no.failure A (i\ + j 1 + *2 + J2 = 1 mod 2) A 0= ~<p)) 

CAdderi *, *, 0 ,p-, *, *, (ii, *2), (jl,j 2 )) = 

(ft a = stuck.at.zero A o = (i 1 + i2 mod 2) A p = 0) 

Note that the choice of within relation as true, is dictated by subsequent consid- 
erations. The reader can check that the operation PO now reduces to the easily 
verified: 

true A true A ((ft a = no.failure A p = (j\ + j'2 mod 2)) V 
(ft a = stuck. at. zero A p = 0)) 

=> (3 *, o • (o = (?i + f 2 mod 2)) A 
((true A 

((ft a = no.failure A (i\ + j 1 + *2 + j‘2 = 0 mod 2) A o = p) V 
(ft a = no.failure A (i\ + j 1 + *2 + J2 = 1 mod 2) A o = ~^p))) 

V 

(ft a = stuck.at.zero A o = (zi + i2 mod 2) A p = 0))) 
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Finally we can retrench the Main operation thus: 

G M ain(*,*) = true 

PMain((ri,r 2 ),(si,s 2 ),*,*) = (jt = Si A r 2 = s 2 ) 

0 Ma in(adder, sum ; *, *, *, *, (n, r 2 ), (si, s 2 )) = 

(fti = ft 2 = ft a = no -failure A adder = sum) 

C M ain{*, *, adder, sum-, *, *, (rr, r 2 ), (si, s 2 )) = 

(ft a = stuck-at-zero A sum = 0) V 

(ft a = no-failure A fti ft 2 A adder = ->sum) V 

(ft a = no-failure A fti = inverted = ft 2 A adder = sum) 

Again, when we substitute these into the PO we get the messier but still easily 
verified: 

true A (ri = Si A r 2 = s 2 ) A 

(3 d,c 2 • 

((fti = no-f allure A Ci = si) V (fti = inverted A Ci = _| Si)) A 
((ft 2 = no-f allure A c 2 = s 2 ) V (ft 2 = inverted A c 2 = ->s 2 )) A 
((ft a = no -failure A sum = (ci + c 2 mod 2)) V 
(ft a = stuck -at -Zero A sum = 0))) 

=>■ (3 *, adder • 

(3 61 , & 2 • n = 61 A r 2 = fe 2 A ( adder = {b\ + & 2 mod 2))) A 
((true A fti = ft 2 = ft a = no-failure A adder = sum ) 

V 

((ft a = stuck rnt -zero A sum = 0) V 

(ft a = no-failure A fti yf ft 2 A adder = sum ) V 

(ft a = no-failure A fti = inverted = ft 2 A adder = sum)))) 

5 Fault Trees and Compositions 

Associated with the retrenchment PO is the (one step) retrenchment simulation 
relationship, obtained from the PO by replacing the top level implication by a 
conjunction, and removing the existential quantification. It describes those pairs 
of steps of which the PO speaks, which make its antecedent valid: 

G(u,v) A P 0p (i,j,u,v) A Op c {v,j,v',p) A Op A {u,i,u' , 0 ) A 
((G(u',v') A 0 0p {o,p\ u',v',u,v,i,j)) V C 0 p {u' ,v' ,o,p\u,v,i,j)) 

and is written (u -(i, Op\, o)-> u') E 1 (v -(j, Opc,p)-> v'). We will now show that 
in the present context it can be used to extract fault trees for the Bit operation. 

In a typical fault of Bite the input is 0 while the output is 1, in contrast to 
the ideal behaviour of Bit a which has 0 for both. We know already that these 
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abstract and concrete values validate the PO. Let E^ it be the simulation relation 
for Bit (which is derived from the previous section’s PO verification condition for 
Bit by applying the syntactic modifications mentioned). We conjoin expressions 
defining the values of i,j, o as 0 and p as 1, to and obtain: 

i = 0Ao = 0Aj = 0Ap = lA E % it 

Applying the substitutions and simplifying, we infer: 

true A true A ((ft = no-failure A false) V (ft = inverted A true)) A 
true A ((true A ft = no-failure A false) V (ft = inverted A true)) 

The only way that this can be true is if ft = inverted holds. We have derived the 
cause of the fault from the definition of the fault’s behaviour. A fault tree could 
now be constructed with the fault definition as top level event and its inferred 
cause, ft = inverted , as its child. 

A similar technique could yield a fault tree for the Adder operation, consisting 
of a single cause ft a = stuck -at -Zero, if the fault concerned concrete inputs 0, 1 
say and concrete output 0. 

It will not have escaped the reader’s notice that we are performing a kind 
of resolution to derive the fault tree. How then does it fare with compound 
operations such as Mam? Operations such as Main raise the question of how 
to understand Main's retrenchment in the context of the retrenchments of its 
components. Preferably, we want to understand the former in terms of a par- 
allel and sequential composition of the latter. Now, sequential composition of 
retrenchments has been explored in some depth in [22] but it turns out that a 
completely different notion of sequential composition is appropriate here. 

We require a notion of composition that gathers any of the erroneous or 
degraded cases that arise during the information flow, into the concession of 
the composed retrenchment, leaving only the completely fault-free cases for the 
output relation. That there is some choice in the matter arises because, in this 
paper, the information flow is via the inputs and outputs rather than the state. 
Since O and C are in disjunction, a true fact about I/O can be accomodated in 
either O or C without changing the value of O V C . Several things conspire to 
make our goal an achievable one: 

— Each operation is a total relation. 

— In each operation the various correct and degraded cases are disjoint. 

— The various output and concedes relations have been carefully structured. 

— Adder's within relation has deliberately been made unrestrictive. 

Suppose we sequentially compose two retrenchments, each with trivial state *. 
Dropping the true retrieve relation and all mention of the state for economy’s 
sake, the first retrenchment will give rise to a simulation relationship: 

Pbpihi) A Op l c {j, c) A Op\(i,b ) A (Ob p (b,c;i,j) V Cb p (b,c;i,j)) 

and the second one, a simulation relationship: 

Po P ( b ’ c ) A °Pc( c ’P) A Op l \{b , o) A (0^ p (o,p; 6, c) V C% p (o,p; b , c)) 
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The distributive law applied to the conjunction of these yields a simulation: 
Popihj) A Op£\j,p) A Op l y l {i, o) A (0%p(o,p; i,j ) V C£p(o,p; i, j)) 
where we define: 



<Vi n = Op 1 } 
Op c” = Op^; Op 11 



pi;ii pi 

■'Op *Op 

o I;I1 = o 1 • o 11 

Op ^Op’ ^ Op 

cl}} = Oq p ; Clip V CL; OJL, V CL,; C, 



'Op 



Op’ ^Op 



■II 

y Op’ v - / Op 



with ; denoting the usual composition of relations. Provided that {O l 0p V Cq p ) => 
Pq then all composable individual steps described by the individual retrench- 
ments will survive to the composition. This simulation relationship can be un- 
derstood as arising from a composed retrenchment with data Pq 1 p , O 1 ^ 1 , C'q 11 
and trivial G I;I1 . We re-emphasise that this is not the only viable definition 
of sequential composition for retrenchments, particularly in view of the special 
conditions that have to hold for it to be well defined. 

Parallel composition is similar and easier. Again we have a conjunction, this 
time of simulation relationships acting on disjoint spaces. Denoting parallel com- 
position by | (logically a conjunction), we get a simulation relationship corre- 



sponding to the data: 




°pT = 0 Pa\ 0 Pa 
OP c 1 = Op l c \Op{) 


pI|H pi 1 pH 

r Op — r Op\ r Op 

<: = o\ yi \o ii P 

eg 1 = °o P |Cop V Cq p \Oq p V c&picg. 



It is not hard to see that doing the above for two Bits composed in parallel, 
with the outcome sequentially composed with an Adder, yields retrenchment 
data equivalent (in the variables’ and other symbols’ natural interpretations 2 ) 
to that given for Main 3 . 

We note that if each of O l Qp , Cq p , O l Q p , Cq, is a disjunction of cases, then 

all of C 1 q p ,Cq p proliferate the case analysis via the distributive law. With this 
observation, we can outline the construction of multilevel fault trees from a com- 
posed retrenchment as follows, using our Main operation with abstract inputs 
r i 7*2 and concrete output sum = 0 as a running example. 

Our technique is to resolve the values defining the fault with the composed 
simulation relation OmoAu , to yield any intermediate values needed, and apply 
these to the decomposition of the composed concedes relation whose structure 

2 Note that we are not claiming propositional equivalence here. 

3 We emphasise once more that this is a consequence of design, and the design of the 
retrenchment data for Main in particular. It is very easy to write down different 
retrenchment data for Main, which are equally adept at discharging the retrench- 
ment operation PO for Main, but which do not arise as the composition of the 
retrenchment data for Main's subcomponents. 
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will reveal the required fault tree. We need to work with both B\ Iain and CMain 
as the latter need not contain all the data required during the decomposition. 

The top level constructor of our system is a sequential composition, so the 
top level event of the fault tree corresponds to a collection of values that makes 
the composed simulation relation (* -( i , Op ^ n , o)-> *) S 1 (* -{j. Op l Q l ,p)-> *), and 
specifically the concession Cq^, valid. Here II refers to Adder and I refers to two 
Bits in parallel. If C^. 1 is a disjunction of cases, the ones that are true in the 
given valuation are the possible alternative causes of the fault, and lead to a 
disjunctive branching at the next level of the fault tree. 

In our example we have two validated alternatives in CMain , namely (ft a = 
stuck Mt -Zero A sum = 0) and (ft a = no -failure A fti yf ft2 A adder = ~^sum). 
The first of these gives a bottom level explanation of the fault and needs no 
further analysis, closing off that branch of the fault tree. The second asserts 
ft a = no-failure for the Adder component, and so does need further analysis. 

We now decompose the composed simulation relation in a reversal of the 
process described above. This involves finding intermediate abstract and con- 
crete values 61,62, ci, c 2 , that can act as existential witnesses for both the 
(de)composed simulation relation, and for the decomposition of C l Bits \ O l \ dder , 
where C Bits reduces to Obu^Cbu^ V Cbui \Obu 2 - This gives a three way dis- 
junctive structure at the top level of the fault tree. 4 (The third disjunct of C l Bits 
namely C B i tl \C B it 2 is excluded by fti y^ ft 2 which we just derived.) 

Summarising, either the Adder failed, or one but not the other of the two 
Bits failed. Aggregating the intermediate value cases which yield the same fault 
tree structure, each of the latter two options can now be seen as a conjunction 
of three facts: 

1. Bit^i +k ^ failed. 

2. Bit(i + (i_ k p functioned correctly. 

3. The Adder functioned correctly. 

The first two conjuncts come from the parallel decomposition of C l Bits (which 
is a conjunction), while the third comes from the instantiation of the existential 
witness 6i,62,ci,c 2 , during the sequential decomposition of C l Bits ; O l \ dder (this 
being (36i , b 2 , c x , c 2 • C l Bits ((61 , 6 2 ), (c 1; c 2 ), . . .) A O l \ dder ((61 , 6 2 ) , (ci , c 2 ) )) • 

With these three alternatives, we have derived the structure of the fault 
tree for this example as generated by the FSAP/NuSMV-SA toolkit [11]. See 
Fig. 1 (reproduced, with the authors’ permission). It is not hard to see that 
the techniques described can be applied to more deeply nested compositions, to 
give derivations of fault trees for faults that occur deeper in the structure of a 
complex system. The derivation of the fault trees that we have outlined gives 
rise to fresh validation opportunities, by comparing this kind of derivation with 
more conventional routes. 

4 We have silently merged cases in which distinct data values lead to the same fault 
tree, for clarity of exposition. 
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Fig. 1. The fault tree for the Adder example, from [11]. 



6 Model Checking 

The fault tree analysis above was sensitive to the temporal order of the com- 
ponent transitions in a sequential composition, via the before/after ingredients 
of the retrenchment simulation relationship. A similar sensitivity is a feature 
of the model checking of temporal properties, so we can easily imagine that a 
retrenchment approach could also prove profitable in that sphere. Once more 
following [11], the ideal Main operation satisfies: 

AG(n = 0 A r 2 = 0 -A adder = 0) 
while the degraded system satisfies: 

AG(si = 0 A S 2 = 0 A sum ^ 0 — > (fti = inverted V ft 2 = inverted)) 

and these are checkable via the model checker in the FSAP/NuSMV-SA safety 
analysis platform. Conventional formal techniques (i.e. refinement) cannot relate 
these two facts. However, in these two facts, it is not hard to recognise a very 
similar situation to the one analysed above, and so with retrenchment compo- 
sition/decomposition techniques, we can expect a similar degree of success to 
that which we enjoyed for fault trees. To be sure there are technical issues to do 
with the integration of the retrenchment viewpoint and the temporal viewpoint, 
which will clutter the development somewhat, but these will not be onerous. The 
resulting analysis leads to fresh validation opportunities, as above. 
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7 Conclusions 

In the preceding sections we have outlined a transition system model of fault 
injection similar to the one used in [11], and shown that while refinement strug- 
gles to describe the fault injection process, retrenchment accomplishes this in a 
natural manner. Of course the two faults we explored in detail are merely rep- 
resentative, and other typical faults dealt with in the FSAP/NuSMV-SA safety 
analysis platform, such as random or glitch could be accomodated without prob- 
lems. 

With fault injection under control, we indicated how retrenchment composi- 
tion and decomposition could lead to the generation of fault trees for the simple 
Adder system. Retrenchment composition/decomposition is investigated in [20], 
[21] , and the application of comparable ideas here is a gratifying endorsement of 
this family of techniques. Of course there is more left out than discussed, and a 
full treatment of the relationship between retrenchment and fault trees will be 
given elsewhere. (For instance the distinct results that can arise from monotonic 
versus non-monotonic analysis when faulty and non-faulty cases overlap can be 
brought out by finetuning the fault tree extraction algorithm.) Similar remarks 
apply to the promising interaction between retrenchment and model checking, 
which will also be pursued elsewhere. 



Acknowledgements. The authors would like to express their thanks to Marco 
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Abstract. The integration of aircraft systems - based on Integrated Modular 
Avionics (IMA) - has significant effects on reliability. This paper presents the state 
of development of a software-tool for interactive reliability analysis and evaluation 
of aircraft system configurations on the IMA platform. For this, a hybrid system 
model of each aircraft system, being composed of a reliability block diagram 
model and a model of hierarchical, concurrent finite state machines, is essential. 
Within the area of reliability, different aircraft system models can be analyzed after 
they have been logically combined. This novel functionality provides a platform 
for systems engineers, enabling the evaluation of the effects of system integration 
by reliability calculations as well as redundancy management in a fault-free state 
and in cases of component failures. 



1 Introduction 

The objective pursued with the concept of Integrated Modular Avionics (IMA) is the 
integration of the application-specific control and monitoring functions of different air- 
craft systems on standardized electronic computing modules (“horizontal integration”). 
This leads to a more hardware-economic concept than the typical function specific Line 
Replaceable Units (LRU) used nowadays, arranged in single lane channels consisting 
of computing and peripheral systems (actuation, sensors etc.). This integration of differ- 
ent aircraft systems on modules consequently causes many common points, resulting in 
dependencies between those systems. 

The design of aircraft systems based on IMA is a very complex and multidisciplinary 
process in the fields of avionic, communication and peripheral systems. System reliability 
is an essential part of aircraft system design and has to be considered from the very 
beginning of the design phase to reach an optimum for the product in costs and time. In 
this context, high reliability requirements drive the capabilities of aircraft systems to be 
fault tolerant and the invested degree of redundancy to fulfill these requirements is an 
indicator for the system complexity, which is concerning the IMA on a very high level. 

During the design of aircrafts, systems engineers are confronted with the effects of 
system integration and they have to develop their system under questions like: 
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• “What is the effect of a component failure on integrated aircraft systems 
assuming that the failure occurs on the IMA platform and induces the degra- 
dation of the system reliability or affects the failure propagation and recon- 
figuration ? ” 

• “What effect has the integrated aircraft system on reliability of physically 
dependent systems ? ” 

Addressing these development challenges of aircraft systems this paper presents the state 
of development of the software-tool SyRelAn™ (Sytem Reliability Analysis). This 
tool provides systems engineers with a computer aided development environment for 
reliability synthesis and analysis of aircraft systems based on IMA. 

Basis for the aircraft system analysis and evaluation is a hybrid system model. The 
structural architecture of the fault tolerant aircraft systems are modelled in independent 
Reliability Block Diagram (RBD) in positive logic. Positive logic means that the 
RBD-blocks are arranged to fulfill the system function and this leads to a mapping of 
the real system architecture. In order to represent the behavior of integrated systems 
under the event of component failures Hierarchical, Concurrent Finite State Ma- 
chines (HCFSM) are operated in the background of each block within the RBD-model. 
This second modelling environment is used for visualization of failure propagation and 
reconfiguration processes within the redundancy management of a fault tolerant systems 
under the event of component failures. 

During the system analysis various system states are to be analyzed in the hybrid 
system models (RBD, HCFSM) concurrently; starting from the nominal state without 
any component failure via several degraded system states caused by component failures 
until the state of system failure. For each of these states the failure probabilities are 
calculated in the RBD-models and the redundancy management is visualized by coloring 
the RBD-blocks with colors representing the current component states of the HCFSMs. 

For IMA purposes the visualization of failure propagation and reconfiguration within 
the redundancy management is fulfilled integrative. This means, that failures of IMA 
components propagate across systems containing IMA components used in common. 
Furthermore, SyRelAn™ provides a novel functionality in this context making the 
logical combination of any aircraft systems possible. This functionality is essential for 
IMA systems, because it enables the evaluation of integration effects on reliability in a 
comfortable way. That means, that each of the aircraft systems based on IMA is mod- 
elled independently in RBD and HCFSMs. In order to analyze the reliability of whether 
physically dependent aircraft systems can be integrated on the same IMA module, SyRe- 
lAn™ provides the logical combination of RBD-models for any independent modelled 
aircraft systems, composed by the logical linking (AND, OR) of system blocks. 

2 Models of Aircraft Systems Based on IMA 

The software-tool SyRelAn™ provides system engineers with a RBD and an HCFSM 
environment for interactive system modelling of all aircraft systems of one aircraft 
type. This leads to a large number of hybrid system models where each of the models 
takes integration aspects of commonly used IMA resources into account. The logical 
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combination of independently modelled hybrid system models is the basis for reliability 
analysis of integrated systems. 

2.1 Hybrid System Model 

In the first step a fault tolerant aircraft system architecture is modelled in the RBD- 
environment in the nominal state by linking RBD-blocks of components logically ac- 
cording to their functional dependency in the system architecture. In addition to this, 
the HCFSMs will be placed in the background of the RBD-model. The coupling of 
the two models occurs in both directions. From the RBD point of view the coupling 
exists in assignments of current component states of the HCFSMs to the RBD-blocks 
(Fig. 1). From the HCFSM point of view component failures are transferred from the 
RBD-blocks to the state machines that trigger the redundancy process. 




RBD-Model 

For fault tolerant aircraft system modelling in RBD it is necessary to determine a Top 
Event depending on which the reliability modelling and analysis can be performed. 
This event specifies system states that are to be analyzed. Boolean algebra describes the 
system model mathematically by using stochastically independent Boolean indicator 
variables for each component [SchneeOI] 

Ki = 1 component Ki is up, (1) 

Ki = 0 component K t is down. (2) 



The expected value of the indicator variable Ki is the survivor function 
E[Ki\ = 0 • P[Ki = 0] + 1 • P[Ki = 1] = P[Ki = 1], 



( 3 ) 
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The reliability II, of a component i is defined as the probability P\K , = 1] that compo- 
nent is in functional state. Using an exponential distribution by considering a constant 
component failure rate A * per hour [1/h], the reliability is [Vah98] 

Ri(t) = e Ai *. (4) 

In general, the component failure rate A t is a function of time (bathtub curve [ Vah98] ), 
but in case of aircraft systems the component failure rate A, is sufficiently constant be- 
tween two periodical component checks. Therefore failure of components are indepen- 
dent of age and stochastically distributed [Vah98]. Under the assumption of fulfilling 
monotony conditions and logical linking (AND, OR, NOT) of the variables A'; the 
system function <f> is (see example in subsection 3.1) [Vah98] 

(/>(K) = 1 system <j> is up, (5) 

<f>( K) = 0 system (f> is down (6) 

with K = {K 1 ,...,K i ,...,K m }. (7) 



HCFSM-Model 

The second modelling environment is the area of HCFSMs. This model can be built after 
the structural design of the system architecture is completed in the RBD-model. The 
complete HCFSM-model presentation is a 6-tuple and is composed of an input vector 
F, an output vector Y, a set of internal states in the elements of the state vector Z, a set 
of initial states in the elements of the initial state vector Z, a next-state function /, and 
an output function g (Fig. 1) [Gaj94,Tei97] 

(f,Y,Z,Z C Z,/ : F x Z -a Z,g : Z -a y) . (8) 

The vector elements are Moore-HCFSMs representatives for each component K, (7) 
referring to a block in the RBD-model, which are described in detail in [Reh03]. Vector 
Z contains in its rows (i = 1 , - • • , m) the sets of internal states for each of the FICFSMs 
which are connected with component K, . In this context it is important to assume that 
each component K, is connected with at least one HCFSM and each of the applied 
FICFSMs has at least two (“ active ”, “isolated”) and up to five states (Fig. 2). These 
states can be reached by starting at the failure— free state Z at initial operation time 
(to = 0), via several degraded system states (t s > t 0 ), up to system failure. Input vector 
F contains the injected failures of components K, . This condition “NOT K” leads to the 
activation of the next-state function / of the HCFSMs of that component K, and cause 
transitions from the current HCFSM states into states “ isolated ”, The output vector Y 
of a system represents the current states of the Moore-HCFSMs which are forwarded 
to the blocks above, by use of color assignments for each of the HCFSM states. 

For the purpose of modelling the redundancy management, various HCFSMs of a 
fault tolerant system have to be coupled. The couplings exist by means of dependencies 
on the next state function as function of internal system states, as well as a function 
of component failures of multiple used components. It allows failure propagation and 
reconfiguration processes in the system model. 
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Fig. 2. States and transitions of an HCFSM and SyRelAn™ State Diagram 



Each single HCFSM-model in the background of a RBD-block consists of up to five 
internal states {Z\, . . . , Z$} and up to 16 transitions (Ti, . . . , Tie} between the states, 
which define the next state functions using logical expressions as functions of states of 
HCFSMs neighbours (Fig. 2). In order to model the application specific HCFSM-model 
of an aircraft system, it is necessary to choose the transitions of each single HCFSM of 
the complete model in the State Diagram editor of SyRelAn™ in Fig. 2. 

The variety of the internal states of the HCFSMs is motivated by stages of degradation 
from the reliability point of view. The next paragraph describes this context depending 
on the failure rate A, which indicates the load of a stand-by component [VDI86]. It 
also contains the colors and endings representing the states of the HCFSMs. In case of 
current states of HCFSMs these states are transferred to the blocks above by assigning 
the corresponding colors in order to visualize the system states in the RBD-model. 

“active” <r- GREEN: From the start of the mission, the working component a is sub- 
jected to full stress. The failure rate is Aa- The ending is “a”. 

“active-hot” •<— YELLOW : From the beginning of the mission, reserve element h is 
subjected to the same stress as the actual working component a. For the failure rate, the 
following applies: A^ = Aa- The ending is “h”. 

“passive-warm” •<— ORANGE: The reserve element w is subjected to less stress until 
failure of working component a, (or until w itself fails in advance). For the failure rate, 
the following applies: 0 < Aw < Aa- The ending is “w”. 

“passive-cold” -s— LIGHT BLUE: Until failure of working component a, reserve ele- 
ment c is not subjected to any stress. For the failure rate, the following applies: Ac = 0. 
The ending is “c”. 

“isolated” RED: Failure state of component. The ending is “i”. 

The next-state function /, which contains the conditions for changing the actual 
state of an HCFSM to a succession state in the event of a component failure underlies 
a special syntax in SyRelAn™. In the corresponding transitions the equations, which 
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combine states of several HCFSMs logically (AND: OR: NOT: must be 

TRUE to fulfill the state transition. 

To address the states of HCFSMs it is necessary to distinguish between blocks, 
which operate only one or multiple HCFSMs in the background. The following equations 
provide the syntax for addressing a state of a single HCFSM in the background of a block 
(9) and a state of one of several HCFSMs in the background of a block (10) 

component : i, ending : {a, h, w, c, i} V Ki £ K , (9) 

component : i , HCFSM : l , ending : {a, h, w, c, i} (10) 

V Ki £ K and l £ [l,d(*)] with d(i) £ IN . 

Two examples are subsequently represented to clarify this syntax. 2, h addresses the state 
“ active-hot ” of component K 2 related to a RBD-block with a single HCFSM in the 
background and 3, 7, c addresses the state “ passive-cold ” of HCFSM 7 of component 
in the background of its related RBD-block with several HCFSMs. 

To model a fault tolerant aircraft system under the aspects of reliability and redun- 
dancy management various hardware and software components have to be represented. 
Therefore, SyRelAn™ provides three categories of blocks. Fig. 3 shows the modelling 
options for two hardware blocks and one software block. 






(a) Hardware 
block 



(b j Multifunctional 
hardware block 



(c) Multifunctional 
software block 



Fig. 3. Three RBD-block categories with its HCFSMs 



The use of these blocks depends on the specific application of the component mod- 
elled by this block. The simple hardware block is used in aircraft system modelling for 
single used components (e.g. actuators, sensors etc.) and represents them with a constant 
failure rate A (Fig. 3(a)). Within the redundancy management this block contains one 
HCFSM with its states and transitions in the complete system context. 

A specific version of a hardware block is a multifunctional hardware block. This type 
of block incorporates the same reliability characteristics as a hardware block but has the 
advantage of components used in common (e.g. bus, ethernet switch etc.) to separate 
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states of different applications by use of multiple HCFSMs. In case of a component 
failure all HCFSMs pass into the state “ isolated ” and the reliability reduces to zero. 

The third category specifies the multifunctional software block. This block enables 
the modelling of different software applications within the RBD and further supports 
the characteristics of aircraft systems based on IMA. This is accomplished by separation 
of HCFSMs in the background of each multifunctional software block, which addresses 
the partitioning aspect of computing modules of the IMA systems. In the field of re- 
liability the software blocks are failure-free (R = 1) or failed ( R = 0) with respect 
to their HCFSMs. In contrast to the multifunctional hardware block an HCFSM of the 
multifunctional software block can be declared as failed independently. For this reason 
every HCFSM is associated with another RBD hardware block in an aircraft system 
model (e.g. Fig. 7: HCFSM 1 of hf is associated with K 23 , see dashed arrow in system 
(f>(K. a ii eron control))- An HCFSM of a multifunctional software block in state “ isolated ” 
leads to a degraded system function (7) concerning the minimal path of associated RBD 
hardware block and, of course, the HCFSM of the multifunctional software block. 

2.2 Superposition of Hybrid System Models 

In order to take IMA specific characteristics of aircraft systems into account it is neces- 
sary to distinguish between components, which are used in a single aircraft system only, 
and those, which are used in various aircraft systems. Therefore SyRelAn™ offers 
different component lists. All components within an aircraft project, e.g. A380 or 7E7, 
are contained in the set of aircraft components 

K A c = {K\, . . . , Ki, . . . , K m } . (11) 

All system models within an aircraft project access a subset of aircraft components (11), 
which is expressed by the transpose of system component vector 

Ksc = (Ksci) ■ • • > Kscj) • • ■ 7 Kscn)^ (12) 

with K SC j C K A c V j = l,..,,n. (13) 

The corresponding transpose of the system vector with application of formula (5) is 

0(K SC ) = (0(K SC i), • ■ • , 0(K SCj ), • • • , <KK SC n)) T • (14) 

An important property of various aircraft system models is that IMA based system 
models are able to access so-called global blocks (every global block is one of the three 
block types in figure 3). All of these global blocks are integral part of different system 
models. This means, that the global blocks represent characteristics of IMA components 
used common and thus have effects on the reliability of all RBD-models as well as all 
HCFSM-models of different systems using them (Fig. 4). Hence, current state variations 
of the global block HCFSMs lead to activation of the redundancy management of all 
systems using this blocks. If current state variations of the global blocks cause the 
activation of an HCFSM transition into the state “ isolated ”, the reliability of systems, 
which apply these, will be reduced. This is because the global block components are 
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Fig. 4. Coupling of hybrid system models by using global blocks 



treated as components, which are mapped in different systems (Fig. 4: Ki of oi(Ksci) 
and </>(Kscn)X but their existence in the context of all system models is unique according 
to their physically occurrence. The transpose of vector Kgc (15) consists of the global 
block components of each aircraft system within the aircraft project. The global block 
components are generated by building up the intersection of the sets of aircraft system 
components (16) with each other, because the condition of a global block component 
demands a component occurrence in more than one aircraft system. 

Kgc = (Kgci, • • • , Kgcj, • • • , Kccn)^ (15) 

with K G cj = {K SC j n K SCq } V j,q = l,...,n and j^q. (16) 

2.3 Logical Combination of Hybrid System Models 

In order to analyze the effects on reliability of integration of aircraft systems based on 
IMA, it is necessary to combine integrated systems logically in the case of dependency 
of functional effects. Regarding aircraft systems with independent functional effects, 
integration has no significant effects on reliability, which is comparable to the reliability 
of an aircraft system operated on LRU computing resources - except for architectural 
differences of both avionic systems. The reliability becomes a crucial factor of system 
analysis in case of different aircraft systems are dependent on their functional behaviour. 
An example is the reliability analysis of an aircraft rudder control and engine control 
system. These two aircraft systems have to be analyzed independently from each other, 
as well as combined in a second analysis. The dependency between both systems leads 
to higher reliability requirements than the requirement of each single system, since a 
loss of both systems causes the loss of aircraft control (“ catastrophical ” failure event). 
In this context it is necessary to analyze whether both systems can be integrated on 
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IMA computing resources with appropriate redundancy level or are the IMA computing 
resources the origin of too low system reliability, because of its common point char- 
acteristic. Within the reliability analysis, the integration and diversification aspect of 
aircraft systems has to be discussed considering reliability analysis of logically com- 
bined aircraft systems with IMA components used in common used or on separated IMA 
components. 




Fig. 5 shows the possibilities to combine aircraft systems logically. In this case, three 
systems are combined on RBD system level, following the syntax of logic AND (A) or 
OR (V) by depending on elements of the system vector (14). The set of components of 
logically combined aircraft systems Klc is the union of the sets of system components 
Kscj (13), which are involved in the combining process. Referring to Fig. 5 this is 



0(K lc ) = [flKKsci) A <MKsc 2 )] V 0(K S c„) 07) 

with K L c = {K SC i U K SC 2 U K SCn } ■ (18) 

3 Analysis of Aircraft System Models Based on IMA 

The analysis of RBD-models and HCFSM-models is performed separately for both 
model areas. However, the effects of component failures and state transitions of HCFSMs 
are interchanged. 

3.1 Reliability Analysis 

For reliability analysis of single and logically combined aircraft systems the CAOS 
(Computer Aided Orthogonalisation System) algorithm is applied for orthogonal- 
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isation processes of their Boolean system functions oifKsc j (14) [Vah98]. Orthogo- 
nalisation means, in this case, that products of all disjunctive terms of a Boolean system 
function ( minimal paths M r ) are exclusive and thus zero [Vah98]. In case of system 
<^(Ksci) i n figure 5 the system function is 

<K Ksci) = <t>{K x ,K 2 ,K 3 ,K 4 ,K 15 ,K 16 ) , (19) 

0(Ksci) = K 1 K 15 V K ‘2 Is \ (, V K:>, K \ -> V K 4 K \ g = M\ V M 2 V M 3 V M 4 . (20) 

After application of the CAOS orthogonalisation algorithm with its condition of orthog- 
onalisation 



M r ■ M s = 0 with r, s = 1,2, 3, 4 and r^s (21) 

the system function is in an unique linear form, which enables the application of real 
algebraic operators. By considering indicator variables as binary stochastical variables 
with the probability distribution (4), this leads to (F, = 1 — R t , see formula (4)) 

£[<MK S ci)] = E[K X K X 5 + K 2 K 16 K^~ 5 + KsK^Kl + • • • (22) 

• • • + K 4 K l6 K 2 K l5 + K 4 K 15 K 16 K^ T^KsKs], 

Rsci = R 1 R 15 + E 2 RieFi + R 2 R\qF 4 3 + R 3 R 13 F 1 F 2 + ■ ■ ■ (23) 

• • ’ + R.i RlS F-[ F-[ 6 + R 4 R\qF 2 F \3 + R 4 R\ 5 R 4 6 F\ F‘ 2 F 3 

A major advantage of the orthogonalisation process is, that multiple used blocks of 
the same component within a RBD-model are only considered as a single physical 
component in the reliability calculations. 

Furthermore, SyRelAn™ enables the analysis of degraded system states, which 
defines the minimal operational requirements as well as fc-out of-n systems, where 
n components exist in “ active ” redundancy, of which k are necessary to perform the 
required function [Vah98]. To take fc-out of-n into account in the reliability analysis 
there is a dialog in SyRelAn™ in order to enter logical equations /’, which represent 
operational conditions of components. Thus, these logically combined components must 
be available in minimal path of the system functions tf>(Ksc) (14) [Vah98], 

3.2 Redundancy Management 

The redundancy management of integrated aircraft systems based on IMA is to be con- 
sidered as an important task within the system analysis. In general the objective of the 
redundancy management is to support systems engineers with a software-tool environ- 
ment to simulate different strategies of reconfiguration (e.g. priorities ) in a fault tolerant 
system before applying them in the target system as well as special discussion of IMA re- 
lated problems as failure propagation process in the integrated system. For this purpose, 
SyRelAn™ enables separate RBD and F1CFSM modelling of each IMA resource and 
each aircraft system operating on this resource (Fig. 9: “System Tree”). This supports 
systems engineers in analyzing the effects of IMA component failures by visualizing the 
impact within the failure propagation and reconfiguration processes on aircraft system 
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Failure injection in multifunctional hardware Failure propagation and reconfiguration 




Fig. 6. Redundancy management on integrated aircraft systems 



level. That means, that each state transition to a new current state of an HCFSM will be 
displayed in the RBD-model by a change of color of the corresponding RBD-block. 

In this context Fig. 6 provides an example of the mode of operation of the redun- 
dancy management. As one can see, two systems (</>(Ksci)j <^(Kscn)) are modelled in 
their nominal system state on the left side. The use of IMA components {K\, K 2 , /\ 3 } 
(Computing Input Output Module, CPIOM) leads to dependencies of both systems 
in the event of component failures of this entities used in common. This is demonstrated 
by failure injection in IMA component K\ of system o(Kscn)- It triggers the redun- 
dancy management process in system </>( Kscn) in a first step, where both HCFSMs of 
K 1 pass over to current state “ isolated ” (Fig. 6: right side). 

Afterwards, the failure propagation follows by state transition of the HCFSM of K 2 28 
to “ isolated ”. The reconfiguration has to be fulfilled in consideration of priority P2 of 
CPIOM 2 to control the system. The transition T), from state “active-hot” to “active” 
of the second HCFSM of component K 2 , describes this context in the following logical 
equation 



P2 : Ti(K 2 , HCFSM 2) = (1, 2, i & 228, i) & (2, 2, h & 229, w) . (24) 

This means equation (24) is “TRUE”, because only the first control channel { K 1 , A 2 28 } 
is “ isolated ” (condition of P2) and not the first and the second channel {K 2 , A'229} which 
is the condition of priority P3. After reconfiguration of system Kscn) the redundancy 
management propagates to system 0(Ksci) in a second step, because HCFSM 1 of K\ 
of this system is also in an “ isolated ” state. This leads to a reconfiguration process 
wherein redundant CPIOM 3 takes over control of actuator 1 . 
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4 Application 

The synthesis and analysis of fault tolerant aircraft systems based on IMA is related to 
nominal system state via degraded system states caused by component failures up to 
system failure. The example presented in this paper is the roll control system of a civil 
aircraft in the nominal state. The roll control consists of two systems: aileron control 
and spoiler control. The design question is whether both systems can be integrated on 
redundant CPIOMs of the IMA resource or is the implementation on separated redundant 
CPIOMs is necessary to fulfill the reliability requirement in the nominal system state of 
both systems. 

The reliability requirement is related to the system classification of roll control. This 
is according to JAR 25 to be considered as “ catastrophic ” [JAA89]. The loss of this 
system in the low speed range can yield to fatal effects on the passengers and on fatal 
damage on aircraft and has a maximum failure probability of F - 1 0 9 per flight hour. 
The Top Event defines the system state, which is to be analysed in the RBD-model: 

“ Functionality of fault tolerant aircraft roll control system .” 

The RBD-model of an aileron control system is shown in Fig. 7. The HCFSM-model 
representation is shown by the block attributes, which describe the current states of the 
RBD-blocks. Usually, this is presented by colors of the RBD-blocks, which change in 
the event of component failures within the redundancy management process. 

The system consists of two aileron hydraulic servo actuators on each wing. For 
pressurization, there are three hydraulic systems available (yellow, green, blue). As one 
can see there are two CPIOMs (CPIOM1: {K u K r , K 13 } andCPIOM2: {K 2 , K s , I< 14 }) 
with their software blocks { K 7 . Kg } implemented. CPIOM1 controls the left and right 
outer aileron actuators (LO and RO) which are in an “active” mode in the nominal state. 
The first two of six partitions are occupied with the control applications represented by 
two HCFSMs ( multifunctional software block of CPIOM1: Kf). CPIOM2 controls the 




Fig. 7. Aileron control 
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Fig. 8. Spoiler control 



left and right inner aileron actuators (LI and RI), which are redundant in relation to the 
outer actuators. The controls of LI and RI actuators are located in the first two of four 
partitions of multifunctional software block K% of CPIOM2. These redundant actuator 
control channels are in the HCFSM current state “ active-hot' ’ from the software point 
of view and in the HCFSM current state “ passive-cold from the actuator point of view. 

Fig. 8 shows that the spoiler control system is implemented on three CPIOMs 
(CPIOM1, CPIOM2 and CPIOM3: {K 3 , Kg, K 15 }). The responsibilities for control- 
ling spoiler actuators are: left and right spoiler actuator 2 by CPIOM3, left and right 
spoiler actuator 3 and 4 by CPIOM1 and left and right spoiler actuator 5 by CPIOM2. It 
is obvious that CPIOM 1 and CPIOM2 each control both spoilers and ailerons. Therefore, 
the CPIOM1 ( Kj, a multifunctional software block ) contains four spoiler HCFSMs and 
the CPIOM2 (Kg, a multifunctional software block) two spoiler HCFSMs each of them 
in “ active ” mode. This yields two hybrid system models, which consider the aspect of 
integration of commonly used IMA components. For operational purposes it is impor- 
tant to consider that the left and right spoiler actuators degrade in pairs. In the area of 
reliability the formulation of minimal operational requirements is necessary 



r = [{K 3 1 A K 39 ) V ( K 33 A K a i) V ( K 35 A A 43 ) V ( K 3r A A 45 )] . (25) 
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Fig. 9. Logical combining of aileron control and spoiler control in roll control system 



In order to attain an answer whether the integration of aileron control and spoiler control 
on IMA resources fulfills the reliability requirements the systems must be logically 
combined (Fig. 9) 

^(Klc) — [^(K a ii er on control) V 0(K S poiier control)] • (26) 

The reliability analysis of both logically combined systems based on the applied failure 
rates A in Fig. 7 and 8 result in a failure probability of F(t s = lh) = 3.47 • 10~ 12 . 
The conclusion of this failure probability is that the aileron control and spoiler control 
systems can be integrated on IMA resources used in common, because the reliability 
requirements are fulfilled. In this system the integration has no significant effect on 
reliability. The separation of these systems (e.g. aileron control on CPIOM 5 and 6) 
leads to less failure probability ( F{t s = lh) = 1.00 • 10 -12 ), but it is, nevertheless, not 
necessary to separate them. 

5 Conclusion 

This paper presents the approaches for a software-tool that can be applied for analysis 
and synthesis of fault tolerant aircraft systems based on IMA at a very early stage in 
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system design. In this scope, SyRelAn™ provides with its hybrid system models a very 
suitable tool environment for system engineers to evaluate the effects of aircraft systems 
integration on reliability. 

This is realised in SyRelAn™ by the extension of analyzing logically combined 
aircraft systems in the field of reliability and the further development of the redun- 
dancy management for aircraft systems based on IMA, which means failures of IMA 
components propagated throughout the relevant aircraft systems. 

Further extension in the field of reliability calculations under consideration of redun- 
dancy characteristics is in progress. Additionally work has been done on an optimization 
of calculation time within the orthogonalisation process of system functions by calcu- 
lating these functions in server client computer arrangements. 
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More and more vehicles are being equipped with communication devices. Whereas 
first phases of telematics deployment focussed on cellular telephone integration, fu- 
ture automotive communication channels will include broadband technologies such as 
Satellite Radio or Wireless LAN. Applications are manifold: they range from plain 
telephony or entertainment for vehicle drivers and passengers to more advanced vehi- 
cle-centric uses such as remote diagnosis, traffic-dependent navigation or electronic 
toll collection. 

One particularly important goal for telematics is to increase road safety. Automated 
crash notification systems which call for help when a vehicle gets into an accident 
have been on the market for some time. A more recent development is to see a role 
for telematics not just in the aftermath of a crash, but in the stages before it. Vehicles 
getting involved in or exposed to hazardous situations (e.g., detecting some black ice 
on the road) may communicate the potential danger to approaching vehicles upstream 
and, thereby, prepare drivers to be alert. 

With the opportunity of such applications rises the potential for misuse and 
malfunctioning. How can vehicle drivers trust the messages they receive? How can 
we prevent that malicious entities simulate road hazards and create traffic 
bottlenecks? How can it be avoided that drivers are being tracked and traced due to 
the messages sent by their vehicles? In the development of communication protocols 
for the applications mentioned before, these questions - so far - have received little 
attention. We will discuss methods and mechanisms that can help to prevent misuse 
and lack of confidentiality in these application scenarios. 

Another completely different application domain in telematics is the downloading 
of data and code to the vehicle. With modern car functions increasingly being realized 
in software, modification of this software for error correction or function upgrading 
purposes becomes a common vehicle maintenance process. Through telematics, such 
operation could also be performed remotely - again, creating potential security and, in 
fact, road safety issues. We will discuss methods we believe to be appropriate for 
preventing loss of integrity and availability should such telematics applications be 
deployed. 
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Abstract. We present a modular formal analysis of the communica- 
tion properties of the Time- Triggered Protocol TTP/C based on the 
guardian approach. The guardian is an independent component that 
employs static knowledge about the system to transform arbitrary node 
failures into failure modes that are covered by the rather optimistic fault 
hypothesis of TTP/C. Through a hierarchy of formal models, we give a 
precise description of the arguments that support the desired correctness 
properties of TTP/C. First, requirements for correct communication are 
expressed on an abstract level. By stepwise refinement we show that the 
abstract requirements are met under the optimistic fault hypothesis, and 
how the guardian model allows a broader class of failures be tolerated. 



1 Introduction 

The Time-Triggered Architecture (TTA) [1,2,3] is a distributed computer ar- 
chitecture for the implementation of highly dependable real-time systems. In 
particular, it targets on embedded control applications, such as by-wire systems 
in the automotive or aerospace industry [4] . For these safety-critical systems fault 
tolerance is of utmost importance. The Time- Triggered Protocol TTP/C consti- 
tutes the core of the communication level of the Time-Triggered Architecture. It 
furnishes a number of important services, such as atomic broadcast, consistent 
membership and protection against faulty nodes, that facilitate the development 
of these kinds of fault-tolerant real-time applications. However, these protocol 
mechanisms rely on a rather optimistic fault hypothesis and assume that a fault 
is either a reception fault or a consistent send fault of some node [5] . In order to 
extend the class of faults that can be tolerated a special hardware component, 
the so-called guardian, is introduced [6] . A guardian is an autonomous unit that 
protects the shared communication network against faulty behaviour of nodes 
by supervising their output. The original bus topology of the communication 
network employed local bus guardians, which were placed between the nodes 
and the bus. In the more recent star topology, central guardians are used in 
the hub of each star. The guardian makes use of static knowledge available in 
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a TTA-based system to transform arbitrary node failures into those that are 
covered by the optimistic fault hypothesis. For example, the time when a given 
node sends messages is statically determined in a TTA system and known a pri- 
ori. The guardian can hence control the correct timing of messages by granting 
access to the network only during a node’s pre-defined slot. 

The goal of this work is to formally model TTP/C guardians and analyse 
their fault tolerance properties. In particular, we aim at describing the ben- 
efits of the guardians by giving a precise specification of the assumptions on 
which the derivation of the properties is based. Formal analysis can provide an 
additional source of confidence in correct behaviour of a system, which is par- 
ticularly important in the context of safety-critical systems. Several aspects of 
TTP/C and related protocols have therefore been formally modelled and anal- 
ysed, including clock synchronisation [7], group membership [8,9,10], and the 
startup procedure [11,12]. A detailed overview of formal analysis work for the 
Time-Triggered Architecture is given by Ruslrby [13]. While so far the protocol 
algorithms of the time-triggered protocol have been the focus of the formal anal- 
yses cited above, we concentrate in this paper on the communication properties 
of TTP/C, thereby complementing and extending previous work. 

To describe the behaviour and properties of the communication network and 
the guardians we develop various formal models, which are organised in a hi- 
erarchical fashion. We start by specifying the desired correctness properties of 
the communication in an abstract form. Subsequently, in a process of stepwise 
refinement, more detail is added to this initial abstract model. On the next level 
of the hierarchy, we consider a TTP/C system without guardians. We show that 
in this case the strong, optimistic fault hypothesis is necessary to guarantee 
correct communication. Another model then introduces guardians and specifies 
their behaviour. At this level we demonstrate that the optimistic assumptions 
can be relaxed, which leads to a fault hypothesis that covers a broader class of 
faults. The development of the models is in the spirit of, and builds on the work 
on modelling TTP-related aspects that has been carried out previously [7,14,9]. 
Specifically, it continues the use of the PVS specification and verification sys- 
tem [15] to both specify the model and the properties to be verified, and develop 
formal proofs that the model satisfies the stated properties. Previous work has 
demonstrated the suitability of PVS for this type of tasks. 

The paper is organised as follows. In Sect. 2 we give a brief overview of the 
main aspects of the Time-Triggered Architecture. Section 3 describes the struc- 
ture of the models and motivates their organisation. Details of the components 
of the formal models are elaborated in Sect. 4. Finally, we conclude in Sect. 5. 



2 Brief Overview of the Time- Triggered Architecture 

In this section we only briefly describe the main aspects of the Time- Triggered 
Architecture to the extent that is required for this paper. For more detailed pre- 
sentations we refer to [3,16,17]. In a Time- Triggered Architecture system a set of 
nodes are interconnected by a real-time communication system. Nodes consist of 
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the host computer, which runs the application software, and the communication 
controller, which accomplishes the time-triggered communication between differ- 
ent nodes. The nodes communicate via replicated shared media, the communi- 
cation channels. There are two common physical interconnection topologies for 
TTA. Originally, the channels were replicated, passive buses, while in the more 
recent star topology the nodes are connected to replicated central star couplers, 
one for each of the two communication channels. 

The distinguishing characteristic of time-triggered systems is that all system 
activities are initiated by the passage of time [18]. The autonomous TTA commu- 
nication system periodically executes a time-division multiple access (TDMA) 
schedule. Thus, access to the network is divided into a series of intervals, called 
slots. Every node exclusively owns certain slots in which it is allowed to send 
messages. The times of the periodic sending actions are determined at design 
time of the system, and a static scheduling table, stored at each communica- 
tion controller, contains the send and receive instants. It thus provides common 
knowledge about message timing to all nodes. A complete cycle during which 
every node has access to the network exactly once is called a TDMA round. 

Messages are used as a life-sign of the respective sender, and whenever a 
node receives a correct frame on at least one of the channels it considers the 
sender correct. Correctness of a frame is determined by each receiving node 
according to a set of criteria. A node considers a frame correct, if it is well- 
timed, i. e. arrives within the boundaries of the TDMA slot, the physical signal 
obeys the line encoding rules, the frame passes a CRC check, and the sender 
and receiver agree on the distributed protocol state, the so-called C-state. One 
of the desired correctness properties of TTP /C is that all correct nodes always 
agree on whether or not a message is considered correct. 

The Time- Triggered Protocol is designed to provide fault tolerance. In par- 
ticular, the protocol has to ensure that non-faulty nodes receive consistent data 
despite the presence of possibly faulty nodes or a faulty communication chan- 
nel. The provision of fault tolerance is based on a number of assumptions about 
the types, number, and frequency of faults. Altogether, these assumptions con- 
stitute the so-called fault hypothesis. The main assumption for the algorithms 
implemented in TTP /C is that a fault manifests itself as either a reception fault 
or a consistent send fault of some node [5]. In particular, the TTP/C services 
rely on transmission faults being consistent. That is, messages must be received 
correctly by either all non-faulty nodes or none. Moreover, nodes are assumed 
not to send messages outside their assigned slots. With respect to faults of the 
communication network, it is assumed that the channels cannot spontaneously 
create correct messages, and that messages are delivered either with some known 
bounded delay or never. With regard to the frequency and number of faults, 
TTP/C assumes that only one node becomes faulty during a TDMA round, and 
that there is at most one faulty node or one faulty channel at a time. However, 
the Time-Triggered Architecture can tolerate a broader class of faults by inten- 
sively using the static knowledge present in the TDMA schedule. This allows to 
transform arbitrary failure modes of nodes into either send or receive faults that 
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can be tolerated by the protocol. The guardians monitor the temporal behaviour 
of the nodes and bar a faulty node from sending a message outside its designated 
slots. Thus, timing failures are effectively transformed into send faults. 

Moreover, guardians also protect against so-called slightly-off -specification 
(SOS) faults, which are a particular class of Byzantine faults. A component is 
called SOS-faulty if it exhibits only marginally faulty behaviour that appears 
correct to some components, but faulty to others. A slightly-off-specification 
timing fault could occur if the transmission of a node terminates very close to 
the end of its scheduled transmission interval; thus, some receivers might accept 
the message while others might consider it mistimed. Because the duration of a 
particular transmission is known beforehand, the guardian can prevent such a 
cut-off scenario. A node must begin its transmission during a pre-defined period 
of time after the start of its slot, otherwise the guardian would terminate the 
right to access the communication network. Thus, the guardian can effectively 
prevent cut-off SOS faults if the transmission interval is chosen long enough 
to ensure that a transmission fits the interval whenever it is started in time. 
Specifically, TTP/C guardians protect against SOS faults in the line encoding of 
frames at the physical layer, SOS timing faults, transmission of data outside the 
designated sending slots, masquerading of nodes, and transmission of non-agreed 
critical state information [6]. 

3 Bird’s Eye View of the Formal Models 

The overall goal of modelling the communication network is to provide a concise 
description of the arguments that support the following three main correctness 
properties of the TTP/C communication: 

— Validity: If a correct node transmits a correct frame, then all correct receivers 
accept the frame. 

— Agreement: If any correct node accepts a frame, then all correct receivers 
do. 

— Authenticity: A correct node accepts a frame only if it has been sent by the 
scheduled sending node of the given slot. 

Once these properties are established, they can be exploited in subsequent anal- 
yses of protocol algorithms. This is preferable, since it is generally more feasible 
to base an analysis on properties of a supporting model or theory, rather than 
on the mere definitions of the model itself. 

In order to facilitate the deduction, the formal proofs of these properties 
are decomposed into a series of smaller steps, and a hierarchy of corresponding 
models has been developed. Each of the single models focuses on a particular 
aspect of the communication. Altogether, we have identified the following four 
suitable model layers: 

— General specification of the reception of frames. 

— Channels without guardians, requiring a strong fault hypothesis. 
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— Channels with guardians, requiring only a weaker fault hypothesis. 

— Different network topologies: local bus guardians and central guardians. 

Each of the models contributes a small step towards proving the desired correct- 
ness properties. The steps themselves are each based on a set of assumptions or 
preconditions. Put in an abstract, and maybe also a slightly over-simplified way, 
on each model layer i one establishes a theorem of the form 

assumptions i => properties { . 

The idea is to design the different models in such a way that the properties 
on one level establish the assumptions on the next. Ultimately, the models are 
integrated and the reasoning is combined, yielding a chain of implications of 
roughly the following kind: 

assumptions 0 => properties 0 
= or => 

assumptions 1 => properties 1 
= or => 

assumptions 2 =>...=>• properties f . 

The final properties, properties j, correspond to the desired main correctness 
properties of the TTP/C communication as specified above, while the initial 
assumptions, assumptions 0 , describe what constitutes the basic fault hypothesis. 

We are going to briefly summarise the main aspects of the four model layers. 
At the bottom, the model describes the reception of frames by the nodes. Here, 
the various actions that nodes take in order to judge the correctness of the re- 
ceived frame are formalised. This amounts to considering the transmission time 
and the physical encoding rules of the frame, and the outcomes of the CRC check 
and the C-state agreement check, respectively [17]. The main correctness proper- 
ties of the communication network are then expressed in terms of these notions. 
The assumptions of this model layer concern requirements about the function- 
ality of the communication channels. In particular, they describe properties of 
the frames that a channel transmits, such as physical encoding or delivery times, 
and reflect the hypothesis about possible faults of the communication network. 
In essence, this model establishes a proposition that informally reads as follows: 

general -channel ^properties => Validity A Agreement A Authenticity . (1) 

On the next level, we model the transmission of frames through channels that 
are not equipped with guardians. The goal is then to derive the assumptions 
of the basic model, as covered by the expression general -channel -properties. 
However, in order to do so, a strong hypothesis on the types of possible faults 
of nodes is necessary. This strong fault hypothesis requires, for instance, that 
even a faulty node does not send data outside its sending slot, and nodes never 
send correct frames when they are not scheduled to do so. Using our informal 
notation, we can sketch the reasoning at this model layer as follows: 

strong -fault -hypothesis => general -channel -properties . (2) 
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Guardians are employed to transform arbitrary node faults into faults that 
are covered by the strong fault model. Thus, the strong fault hypothesis can be 
replaced with weaker assumptions on the correct behaviour of the guardians. 
The functionality and the properties of the guardians are formally specified in 
the third model of the hierarchy, where the following fact is established: 

weaker -fault -hyp. A generic -guardian => general -channel -properties . (3) 

Ideally, we would have liked to demonstrate directly that - together with the 
guardian properties - the weak form of the fault hypothesis implies the strong 
one. However, it turned out to be rather challenging to accomplish a formal proof 
for this fact and hence we had to revert to reasoning according to (3). 

The model of the guardians is generic, as it does not, for instance, stipulate 
the type of guardian to be used in the communication network. The final level 
of our hierarchy models each of the two typical topologies of a TTP/C network: 
the bus topology and the star topology. In the former, each node of the network 
is equipped with its own local bus guardian, one for each channel, while in 
the latter the guardians are placed into the central star-coupling device of the 
channels. On this model layer we show that the properties of the guardians are 
independent from the choice of a particular topology, given that both the local 
bus guardians and the central guardians implement the same algorithms. Hence, 
we establish the following facts: 

local-bus -guardian => generic -guardian . (4) 

central star -guardian => generic -guardian . (5) 

The hierarchic arrangement of the models for the communication network 
allows for a concise description of the dependencies of the three main correctness 
properties. On the basic level the fundamental prerequisites are described that 
are necessary for the desired correctness properties to hold, while the subsequent 
levels express what must be assumed from the nodes and guardians, respectively, 
to satisfy these prerequisites. In particular, the treatment precisely explains the 
benefits of introducing guardians into the communication network. 

4 Formal Analysis of TTP / C Communication 

In this section we present the main details of the formal models for the commu- 
nication network according to the hierarchy that has been set out in the previous 
section. The presentation is in the style of a mathematical transcription of PVS 
modules that have been developed. However, due to space restrictions, only ver- 
bal explanations of proofs can be provided. For a comprehensive description we 
refer to an accompanying technical report [19]. 

4.1 General Model for the Reception of Frames 

In our general formal model, we divide communication between nodes into three 
phases: the sending of frames by a sending node, the transmission of the frame 
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on a channel, and the reception of the frame at the receiving nodes. To model 
the reception of frames we introduce a function rcvd{n, c, r) to denote the frame 
a receiving node r receives in slot n on channel c. Similarly, sent{n, c, p ) denotes 
the frame that a node p has sent in slot n on channel c, while transmit(n, c) 
models the frame that is transmitted on channel c in slot n. For a non-faulty 
node r we assume that it receives the frame that is transmitted on the channel, 
and that even faulty nodes cannot receive other messages than those transmit- 
ted - or nothing, in the case of a reception fault. As for the sending nodes, we 
assume that in their sending slots non-faulty nodes either send a correct frame 
on all channels, or do not send any frame on any channel; the latter is required 
for nodes that are not yet integrated. 

In TTP/C, frames can be null frames, valid frames, or correct frames. The 
status of the frame received by node r on channel c in slot n will be denoted 
by frame status (n, c, r). Frames are considered syntactically valid if the frame is 
transmitted during the receive window of the receiving node, no code violations 
are observed during the reception, and no other transmission was active within 
the receive window before the start of the frame. For a frame to be considered 
correct, it has to pass both the CRC check and the C-state agreement check [5]. 

Next, we formally state the desired correctness properties introduced in the 
previous section. The node scheduled to send in slot n is denoted sender (n), 
while we use the (overloaded) notation MT n to denote both the set of non- 
faulty nodes and the non-faulty channels in slot n; consequently, r £ MT n and 
c £ MT n indicate that node r and channel c are non-faulty in slot n. 

Property 1 (Validity). For all slots n, there exists a channel c such that if 
the sender of slot n sends a correct frame on c then all non-faulty nodes will 
receive this frame and assign the status correct to it: 

3c : sender{n) £ MT n A sends -correctfn, c, sender(n)) => 

Vr € J\TiF n : rcvd(n, c, r) = sentfn, c, sender (n)) A 
frame status {n, c, r) = correct 

Here, the predicate sends -correction, c, sender (n)) subsumes what is considered 
a correct sending action of a node: the sending node sends a non- null frame, 
does so at the specified time, the frame carries the correct C-state information 
and the physical signal obeys the line encoding rules. 

Property 2 (Agreement). All non-faulty nodes consistently assign the frame 
status correct to a frame received on a non-faulty channel c: 

p e NT n Aqe Aft 7 ” Ac £ MT n => 

frame status (n, c, p) = correct <t=> f rame status (n, c, q) = correct 

Property 3 (Authenticity). A non-faulty node r assigns the frame status cor- 
rect to a frame received on a non-faulty channel c only if it was sent by the 
scheduled sender of the slot: 

r £ MT n Ac € MT n A frame status {n, c, r) = correct => 
rcvd{n, c, r) = sentfn, c, sender(n)) 
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In order to prove that these desired correctness properties hold for our model, 
several preconditions must be satisfied. We first list these general requirements 
and subsequently explain their respective purpose and why they are necessary. 

General Requirements. The properties Validity , Agreement , and Authentic- 
ity can be proved if the following requirements are met: 

1. A non-faulty channel either transmits the frame sent by some node, or noth- 
ing, or a corrupted frame. 

c € J\ftF n => (3p : transmit(n, c) = sent(n , c, p)) 

\/ transmit (n,c) = null V corrupted(transmit(n, c)) 

2. If the scheduled sender exclusively accesses the channel and sends a correct 
frame, then this frame is transmitted by the channel. 

c £ MT n A singlemccess(n, c) A sends -Correct(n, c,p) Ap = sender (n) => 
transmit(n,c) = sent(n,c,p) 

3. Channels can only transmit what has been sent be some node. 

transmit(n , c) 7^ null =>■ 3 p : sends{n , c,p) 

4. In every slot, there is at least one non-faulty channel that is accessed only 
by a single node. 

3c £ MT n : singleMCcess(n, c) 

5. The transmission time of a correct frame on a non-faulty channel does not 
deviate from the sending time by more than some bounded delay d. 

c £ MT n A sends -correction, c,p) A single Jiccess(n, c) =>■ 

3 d : d < max .delay A transmissionJ.ime(f') = send-time(f) + d 
where p = sender (n), f = sent(n, c,p), f = transmit(n, c) 

6. If a non-faulty channel transmits a frame with a correct signal encoding, 
then the frame sent must provide a correct encoding of the sender’s C-state. 

c £ A ftF n A transmit(n, c) = sent(n, c,p) A sends(n, c,p) A 
signal -encoding JD K (transmit(n, c)) => 
estate -encoding -O K (n, sent(n , c, p) , p) 

7. A non-faulty channel transmits a correctly sent frame only if it originates 
from the scheduled sender of the given slot. 

c £ MT n A sends -correct(n, c,p) A transmit(n , c) = sent(n , c,p) => 
p = sender(n) 

Requirements 1, 2, and 3 constrain what is considered a correct behaviour of 
a channel. According to Req. 1, a channel either transmits a frame, or blocks 
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the transmission completely, or invalidates the frame. The latter two cases par- 
ticularly allow for the functionality of a guardian. On the other hand, Req. 2 
enforces that a non-faulty channel does neither block nor invalidate a correct 
frame of the scheduled sender. Furthermore, Req. 3 accounts for the fact that 
channels are passive entities. 

The remaining five requirements are necessary to establish formal proofs 
for the correctness properties. Consider the Validity property, which states two 
things: first, all non-faulty receivers must receive the frame sent by the sender, 
and, second, all of them must accept this frame. With respect to the first part, 
we know that all non-faulty nodes receive the frame that channel transmits. 
Furthermore, Req. 2 states that a non-faulty channel always transmits the frame 
sent by the sender, provided that there is no other node accessing the channel. 
To ensure this, Req. 4 is necessary. The expression single-access is an abstract 
parameter of the model, and its concrete interpretation will be defined only in 
the subsequent refining models layers. As for the second part of Validity , we 
need to demonstrate that all correct nodes receive a non-null, valid frame that 
passes both the CRC check the C-state agreement check. Non-emptiness of the 
frame can be proved from Req. 4 and Req. 2, and the fact that the original 
sender is non-faulty and sends a correct, i. e., non- null, frame. Requirements 5 
and again 4 ensure that the received frame is valid, by constraining its timing 
and its uniqueness on the channel, respectively. C-state agreement is ensured by 
Req. 6. As for the CRC check, an incorrect CRC checksum is intended to signal 
a transmission fault. As the channel c under consideration is non-faulty, it is 
reasonable to assume that no transmission fault occurs on c and consequently 
that the frame received by a non-faulty receiver passes the CRC check. 

The Agreement property can be derived in a similar way from the same set 
of requirements as Validity. Here, consistent reception is achieved by assuming 
that non-faultiness of two nodes comprises that they are synchronised to each 
other, which ensures that they will receive a frame within their respective receive 
window consistently. Finally, Req. 7 is necessary to prove Authenticity , which 
requires to show that if a frame is considered correct by a correct receiver r, 
then node r has in fact received the frame sent by the scheduled sender of the 
slot. The following two subsections describe under which fault hypotheses these 
requirements can be met, both for a scenario with and without guardians. 



4.2 Strong TTP/C Fault Hypothesis 

The general model expresses certain required properties in terms of sent(n, c,p ) 
and transmit (n, c). In a technical sense, these entities are parameters of the 
model. We now give an interpretation to these parameters for a network with- 
out guardians and show that the general requirements are satisfied for these 
interpretations. In this model, single Mccess(n,c) is defined true if there are 
no two different nodes that send on channel c in slot n. The interpretation of 
sent(n, c, p) and transmit (n, c) is given in an axiomatic style, and the set of 
axioms essentially constitutes the fault hypothesis of the guardian-free setting. 
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Again, we first state all of the assumptions of the fault hypothesis and subse- 
quently explain their respective purpose. 

Hypotheses for a Network without Guardians. The requirements of the 
general model are satisfied for a communication network without guardians, if 
the following assumptions hold: 

1. A non-faulty channel without a guardian will transmit a frame sent by a 
node p if no other node accesses the channel in the given slot n. 

c G MT n A sends(n, c,p) A -> 3g : q ^ p=> sends(n, c, q ) => 
transmit(n,c ) = sent(n,c,p) 

2. If a channel broadcasts a non-null frame, then there is a corresponding node 
that has sent this frame. 

transmit(n, c) ^ null => 3 p : sends(n, c,p) 

3. The delivery time of a frame on a non-faulty channel does not deviate from 
the transmission time by more than some bounded delay d. 

c G MT n A sends(n, c, p) A /' ^ null A -> corrupted(f') => 

3d : d < max -delay A transmission Jime(f') = sending ctime(f) + d 
where / = sentin , c,p), f = transmit(n, c ) 

4. Frames sent must contain a correct encoding of the sender’s C-state. 

sends(n, c,p) => estate -encoding JDK (n, sent(n, c,p),p) 

5. Correct frames must only be sent by the scheduled sender of a given slot. 

sends .correct (n, c, p) => p = sender (n) 

6. Nodes other than the sender of a slot, including faulty ones, will not send 
data on all non-faulty channels outside their assigned sending slots. 

p ^ sender (n) => -> Vc € MT n : sends(n, c,p) 

7. In every slot, there is at least one non-faulty channel. 

3c G MT n 

8. There is at most one faulty node in every slot. 

p i MT n A MT n =>p = q 

In the setting without guardians, all that can be assumed of the frame trans- 
mitted by a channel is that it depends on what is sent by the sending nodes. 
This is what Hyp. 1 does, and it is sufficient to prove Req. 2. To prove Req. 1 
one additionally needs Hyp. 2, which, in fact, is actually also identical to Req. 3. 
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Because we cannot further constrain the behaviour of the channels, some of the 
requirements of the general model have to be restated as hypotheses at this level. 
This is also true to some extent for Hyp. 3, which is equivalent to Req. 5. Note, 
however, that this by no means just an inadmissible simplification of the matter. 
On the contrary, these hypotheses are direct formalisations of the strong fault 
hypothesis of the “raw” TTP/C protocol [6]. The other hypotheses are necessary 
to prove the other requirements of the general model. Specifically, Hyp. 4 and 5 
justify Req. 6 and 7, respectively, while Hyp. 6 to 8 establish Req. 4. 

What makes this set of hypotheses strong or optimistic is the fact that as- 
sumptions are not restricted to non-faulty nodes, but also encompass faulty ones, 
cf. Hyp. 4, 5, and 6. In the following subsection these hypotheses will be replaced 
with weaker ones about the behaviour of non-faulty guardians. 

4.3 Guardians 

In our guardian model, we use g(c) to denote the guardian of channel c. We think 
of a guardian having incoming links from each of the nodes of the network, and 
corresponding outgoing links. The task of a guardian is to receive the frames 
sent by the nodes, analyse them, and relay them to the other nodes according to 
certain rules. Obviously, these rules would prescribe, among other things, that 
only the frame of the scheduled sender of a slot is relayed. Hence, to describe the 
functionality of a guardian we use a function relay(n, g{c), p) that denotes the 
frame the guardian g{c) relays from node p in slot n. Regarding the interpretation 
of transmit(n, c), we say that a frame is transmitted on a channel c if there is a 
node p such that the guardian g(c) of channel c relays that frame for p, and does 
not relay any frame for all nodes other than p. As the guardian prevents nodes 
from concurrently accessing a channel, we can define single-access{n, c) to yield 
true in the guardian model for all slots n. Furthermore, a channel is considered 
non-faulty if its corresponding guardian is. The following assumptions are made 
in the guardian model. 

Hypotheses for Guardians. The requirements of the general model are sat- 
isfied for a network with guardians, if the following hypotheses hold: 

1. If the scheduled sender of a slot sends a correct frame, then a correct guardian 
relays this frame. 

p = sender (n) A g(c) € MT n A sends -Correet(n, c,p) =>■ 
relay(n,g(c),p) = sent(n, c,p) 

2. Frames of nodes other than the scheduled sender must not be relayed. 

sender in) f\g(c) € J\ftF n => relay(n, g(c),p) = null 

3. If a sending node does not start to send its frame within the nominal sending 
window, the guardian closes the window with the effect that a null frame is 
relayed. 

p = sender (n) A g(c) € MT n A -> sending dime JDK (n, sent(n, c,p),p) => 
relay{n, g{c),p) = null 
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4. If the signal encoding of the frame sent by a node violates the coding rules 
the guardian terminates the transmission of the frame prematurely, thus 
corrupting the frame. 

p = sender (n) A g{c ) € NT 71 A -i signal -encoding JO K (sent(n, c,p)) => 
corrupted{relay(n , g(c),p)) 

5. If the C-state encoded in a frame does not correspond to the guardians own 
C-state, then the guardian aborts the transmission of the frame, and the 
relayed frame will be corrupted. 

p = sender (n) A g(c) £ MT n A -> estate .encoding .OK(n, sent(n, c,p),p) 

=> corrupted(relay(n , g(c),p)) 

6. Guardians are passive and can only relay frames that have actually been 
sent by some node. 

relay (n, g(c),p) ^ null=> sends(n,c,p) 

7. A guardian transmits a relayed frame with a bounded delay. 

g{c) £ MT n A sends(n, c,p) A /' yf null => 

3d : d < max .delay A transmission.time(f') = sending. time(f) + d 
where / = sent(n,c,p), f = relay (n, g(c),p) 

8. For all slots, the guardian of at least one of the channels is non-faulty. 

3c : g(c) £ MT n 

9. A faulty guardian fails silently and does not relay any frame. 

g(c) <£_ MT n => relay (n, g(c),p) = null 

Hypotheses 1 and 2 describe the basic functionality of a guardian, while the 
supervising functions are expressed by Hyp. 3, 4, and 5. Note that the only 
assumption that is made about a faulty guardian is that it fails silently, cf. Hyp. 9. 
These hypotheses ensure that a non-faulty guardian always transmits a correct 
frame sent by the scheduled sender of a given slot, cf. Req. 2, and corrupted or 
null- frames otherwise, see Req. 1. Combining these two facts establish Req. 7. 
Requirement 3 can be proved from Hyp. 6, while Req. 4 follows from Hyp. 8. 
Requirement 5 on the bounded delay of transmissions is established by Hyp. 7, 
and Hyp. 4 and Hyp. 5 are used to prove Req. 6. 



4.4 Local Versus Central Guardians 

The guardian model described above is generic in the sense that it does not 
determine the type of guardians used in the network. By refining the interpreta- 
tion of the denotation g(c), it can be applied to both an interconnection network 
with a star topology and one with a bus topology. In fact, the generic model can 
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directly be matched to central guardians, while for an interconnection network 
that uses the bus topology one introduces a function Ibg to denote particular 
guardian devices, such that lbg(p,c) is the local bus guardian of node p for 
channel c. Then, the expression g{c) would denote a function that yields for a 
given node its local bus guardian that controls channel c. For space reasons, 
however, we have to omit the details. 

In essence we can state that, as long as the same algorithms and supervising 
functions are implemented in either guardian type, both the local bus guardians 
and the central guardians of a star coupler provide the functionality to satisfy the 
requirements stated in the basic model and thus ensure that the main correctness 
properties for the communication of TTP/C hold. 



5 Conclusions 

The goal of formally analysing aspects of the Time-Triggered Architecture is 
to provide mathematically substantiated arguments that architecture and algo- 
rithms provide certain services and satisfy certain critical properties. 

In this regard we have presented a formal analysis of the guardian-based 
communication of TTP/C. We have developed a series of formal models of the 
interconnection network that are hierarchically structured and formalise differ- 
ent aspects of the communication of TTP/C nodes at various levels. The basic 
level provides a precise specification of the desired correctness properties of the 
TTP/C communication. It states several requirements on both the behaviour of 
the sending nodes and the channels that must be satisfied in order to guarantee 
that the correctness properties hold. These requirements serve as an interface 
of the model. In a process of stepwise refinement we have proved the validity of 
these properties for TTP/C by showing that the interface requirements hold for 
the refined model layers. The organisation of the model hierarchy not only facil- 
itates the formal proof by dividing it into manageable steps. It also reflects the 
structure of what constitutes Time-Triggered Protocol, viz. the communication 
controllers of the nodes, and the guardians. The former provide the fault-tolerant 
protocol services on the basis of strong fault assumptions, which, in turn, are 
guaranteed by the guardians. Thus, one of the benefits of our formal analysis is 
that the formal models yield a concise formal description of the respective pur- 
poses and dependencies of these components, and precisely state the assumptions 
on a guardian, which previously have been stated only informally [6]. 

The analysis of the properties of the communication network of TTA sup- 
ports the claim that the functionality of the guardians ensures that arbitrary 
node failures are converted into fault modes the TTP/C protocol algorithms 
can tolerate. Thus, the strong fault hypothesis of TTP/C can be replaced by 
a weaker, minimal fault hypothesis on the correct behaviour of the guardians, 
which has two direct advantages. First, applications of TTA can rely on the ar- 
chitecture to tolerate a broad class of faults, and, second, protocol algorithms of 
TTP/C can be designed for and analysed under the strong fault model, which 
allows for simpler algorithms and significantly facilitates formal analysis. 
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Abstract. Application of formal methods helps us to gain confidence in build- 
ing correct software. On the other hand, to guarantee dependability of the over- 
all system we need to build fault tolerant software, i.e., software which is not 
only fault-free but also is able to cope with faults of other system components. 
Obviously, this goal is attainable only if fault tolerance mechanisms constitute 
an intrinsic part of software behaviour. In this paper we propose a formal ap- 
proach to model-driven development of fault tolerant control systems. We dem- 
onstrate how to integrate fault tolerance into the automated refinement process 
in the B method. The proposed approach is exemplified by a case study - a 
derivation of safe and fault tolerant controller of a heating system. 



1 Introduction 

In this paper we propose a formal approach to the model-driven development [14] of 
fault tolerant control systems. Our approach is based on stepwise refinement of formal 
system model in the B Method [1,15] - a formal framework with an automatic tool 
support. While developing a system by refinement, we start from an abstract specifi- 
cation and gradually incorporate implementation details into it until an executable 
code is obtained. This is an efficient way to cope with complexity of systems re- 
quirements. In this paper we demonstrate how to formally model fault tolerance 
mechanisms such as error detection, redundancy and error recovery and integrate 
them into the system specification. 

While developing controlling software, called a controller , for dependable systems 
we aim at constructing software that 1) does not contribute to failure of the system by 
forcing it from a safe to an unsafe state and 2) prevents a critical system failure by 
forcing the system from an unsafe to a safe (but probably non-operational) state. The 
first goal essentially means that the controller should ensure safety of a fault-free 
system and not introduce failures into it. The second goal states that the controller 
should be able to detect failures of other components and cope with them by returning 
the system to a safe state. We assume that failures of components might bring the 
system into an unsafe state. 

We argue that the development of systems by stepwise refinement [3] facilitates 
achieving these goals. Indeed, the stepwise refinement enables development of soft- 
ware correct by construction. The development starts at a high level of abstraction. 
The reasoning about safety at such an abstract level usually allows us to formulate 
safety properties in a clear and succinct way. The formal development by refinement 
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ensures that the final implementation adheres to the initial abstract specification. This 
gives us means to guarantee that safety is also preserved at the implementation level. 

Ensuring safety of a fault-free system is necessary yet insufficient for achieving 
dependability [11]. Indeed, due to various reasons, system’s components are suscepti- 
ble to different kinds of faults. A fault manifests itself as error - an incorrect system’s 
state which potentially can lead to system’s failure [2]. To prevent occurrence of 
system failure, fault tolerance should be employed. Since nowadays software plays an 
important role in implementing fault tolerance [12, 18], fault tolerance mechanisms 
should be an essential part of specification and refinement of the controller. 

Although fault tolerance mechanisms usually constitute a significant part of soft- 
ware (sometimes up to 60% of program code), fault tolerance mechanisms are often 
introduced only at the implementation stage and in a rather ad-hoc fashion. However, 
fault tolerance usually imposes additional functional requirements on the system un- 
der construction and hence should be considered already at the abstract specification 
level. 

In this paper we demonstrate how to specify a control system in such a way that 
fault tolerance mechanisms become an intrinsic part of the controller behaviour. We 
show that by refining a specification with fault tolerance mechanisms we can arrive at 
an executable code of a controller which is safe and fault tolerant by construction. 

To overcome the traditional scepticism regarding scalability of formal refinement 
techniques, we use an automatic tool support available for the B Method to conduct 
our development. We exemplify the proposed approach by a case study - a derivation 
of a safe and fault tolerant controller of a heating system. 



2 Safety Critical Control Systems and the B Method 

Modelling with B. The B Method (further referred to as B) is an approach for the 
industrial development of highly dependable software. The method has been success- 
fully used in the development of several complex real-life applications [5, 13]. The 
tool support available for B provides us with the assistance for the entire development 
process. For instance. Atelier B [17], one of the tools supporting the B Method, has 
facilities for automatic verification and code generation as well as documentation, 
project management and prototyping. The high degree of automation in verifying 
correctness improves scalability of B, speeds up development and, also, requires less 
mathematical training from the users. 

The development methodology adopted by B is based on stepwise refinement. 
While developing a system by refinement we start from an abstract formal specifica- 
tion and transform it into an implementable program by a number of correctness pre- 
serving steps, called refinements. A formal specification is a mathematical model of 
the required behaviour of a (part of) system. In B a specification is represented by a 
set of modules, called Abstract Machines. The common pseudo-programming nota- 
tion, called Abstract Machine Notation (AMN), is used in constructing and formally 
verifying them. An abstract machine encapsulates a state and operations of the speci- 
fication and has the following general form: 
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MACHINE 




MachineName 


INITIALISATION 


SETS 


parallel assignment of initial values to variables 


Definition of local types 


OPERATIONS 


VARIABLES 


OpName_1 = ... 


list of variables 




INVARIANT 


OpName N = ... 


invariant properties of the machine 


END 



Each machine is uniquely identified by its name. The state variables of the machine 
are declared in the VARIABLES clause and initialized in the INITIALISATION clause. 
The variables in B are strongly typed by constraining predicates of the INVARIANT 
clause. The constraining predicates are conjoint by conjunction (denoted as &). All 
types in B are represented by non-empty sets and hence set membership (denoted as :) 
expresses typing constraint for a variable, e.g., x : TYPE. Local types can be intro- 
duced by enumerating the elements of the type, e.g., TYPE = {elementl, element2, 
...}. 

The operations of the machine are defined in the OPERATIONS clause. The opera- 
tions are atomic meaning that, once an operation is chosen, its execution will run until 
completion without interference. 

There are two standard ways to describe an operation in B: either by the precondi- 
tioned operation PRE cond THEN body END or the guarded operation SELECT cond 
THEN body END. Here cond is a state predicate, and body is a B statement describing 
how state variables are affected by the operation. If cond is satisfied, the behaviour of 
both the precondition operation and the guarded operation corresponds to the execu- 
tion of their bodies. However, these operations behave differently when an attempt to 
execute them from a state where cond is false is undertaken. In this case the precondi- 
tion operation leads to a crash (i.e., unpredictable or even non-terminating behaviour) 
of the system, while the guarded operation blocks itself by waiting until cond is 
changed to true. 

Preconditioned operations are used to describe operations that will be turned (im- 
plemented) into procedures that can be called by the user. On the other hand, guarded 
operations are useful when we have to specify so called event-based (reactive) sys- 
tems. Then the SELECT operation describes the reaction of the system when particu- 
lar event occurs. 

B statements that we are using to describe a state change in operations have the fol- 
lowing syntax: 

S == x := e | IF cond THEN SI ELSE S2 END | SI ; S2 | 

x :: T | ANY z WHERE cond THEN S END [ SI || S2 | ... 

The first three constructs - an assignment, a conditional statement and a sequential 
composition (used only in refinements) have the standard meaning. The remaining 
constructs allow us to model nondeterministic or parallel behaviour in a specification. 
Usually they are not implementable so they have to be refined (replaced) with execu- 
table constructs at some point of program development. 

In our modelling of control systems we use two kinds of nondeterministic state- 
ments - nondeterministic assignment x :: T and nondeterministic block ANY z 
WHERE Q THEN S END. Nondeterministic assignment x :: T assigns variable x arbi- 
trary value from given set (type) T. Nondeterministic block ANY z WHERE Q THEN S 
END introduces new local variable z which is initialised (possibly nondeterministi- 
cally) according to predicate Q and then used in S. 
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Finally, SI || S2 models parallel (simultaneous) execution of SI and S2. The spe- 
cial case of a parallel composition is a multiple assignment which is denoted as x,y := 
e1,e2. 

Event-based modelling of critical systems. The event-based modelling has proven 
its worth in the design of various complex parallel and reactive systems [13]. We will 
specify our control system as an event-based system which includes both a plant and a 
controller. As noted above, the event-based system consists of a set of SELECT- 
guarded operations. Any enabled operation - the operation with its condition being 
true - can be chosen for execution. Even while all operations are disabled the system 
is still considered to be running but in a "waiting" or "hibernating" mode. 

For modelling safety-critical control systems [12,18] we need to model shutdown 
of a system - a situation when software ceases its functioning. In our previous work 
[16] we demonstrated that abort statement of Dijkstra’s language of guarded com- 
mands [6] is an adequate specification statement to represent this. There is no explicit 
statement with abort semantics in B AMN. However, we can model such a construct 
as follows. 

We specify abort as a separate operation which, once enabled, stays always en- 
abled. Moreover, the condition of abortive operation is disjoint with the conditions of 
all non-abortive operations. This means that shutdown of the system is actually infi- 
nite execution of abort operation. 

The body of abort operation is defined as chaotic (arbitrary) update of local vari- 
ables, which can be coded in B as state :: STATE where state is a tuple of local vari- 
ables and STATE is their corresponding types (sets). Such an approach to specifying 
abort operation is exemplified in machine AbortingSystem. 

The "chaos" can be refined (and, finally, implemented) by any update of the local 
state. This allows us to implement any necessary actions that need to be undertaken 
before the actual shutdown of the system. At the very least, it can repeatedly remind 
the human operator that he/she needs to execute manual shutdown because the system 
is in a critical state. 



MACHINE 




AbortingSystem 


good op = 


SETS 


SELECT failure = FALSE 


STATE = {statel , state2, state3} 


THEN 


VARIABLES 


IF <error is detected> 


failure, state 


THEN 


INVARIANT 


failure := TRUE 


failure : BOOL & state : STATE 


ELSE 




<execute routine control> 


OPERATIONS 


END 




END; 


abort op = 




SELECT failure = TRUE 
THEN 

state :: STATE 
END; 


END 



Next we demonstrate how to use event-based modelling in B to reason about safety 
and fault tolerance of control systems. 
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3 Specifying Fault Tolerant Control Systems in B 

Specifying control systems. In general, a control system is a reactive system with 
two main entities: a plant and a controller. The plant behaviour evolves according to 
the involved physical processes and the control signals provided by the controller. 
The controller monitors the behaviour of the plant and adjusts it to provide intended 
functionality and maintain safety. In this paper we advocate the system approach to 
designing controllers for dependable systems, i.e., in our initial specification we 
model behaviour of the plant and the controller together. 

The control systems are usually cyclic, i.e., at periodic intervals they get input from 
sensors, process it and output the new values to the actuators. In our abstract specifi- 
cation the sensors and actuators are represented by state variables shared by the plant 
and the controller. At each cycle the plant reads the variables modelling actuators and 
updates the variables modelling the sensors. In contrast, the controller reads the vari- 
ables modelling sensors and updates the variables modelling the actuators. We as- 
sume that the reaction of the controller takes negligible amount of time so the control- 
ler can react properly on changes of the plant state. 

In this paper we focus on safety and fault tolerance aspects of control systems. The 
requirements obtained from hazard analysis [ 12 , 18 ] are integrated into a specification 
as the safety invariant, i.e. they become a part of the invariant of the abstract machine 
specifying the system under construction. To integrate fault tolerance, we should 
specify its basic mechanisms, i.e., error detection and error recovery. The general 
structure of a control system that we propose is given in machine ControlSystem. 

The overall behaviour of the system is an alternation between the events modelling 
plant evolution and controller reaction. As a result of the initialisation, the plant’s 
operation becomes enabled. Once completed, the plant enables the controller. The 
behaviour of the controller follows the general pattern 

Error detection; Shutdown or Routine control; Prediction 
which is modelled by the corresponding assignments to variable flag. 



MACHINE 

ControlSystem 

VARIABLES 

flag, state_variables 

INVARIANT 

flag : {pl,contr,pred,det} & safetyjnv & fail : BOOL ... 

INITIALISATION 

flag := pi || fail:=FALSE || ... 

OPERATIONS 

Plant = SELECT flag=pl THEN evolution || flag:=det END; 

Detection = SELECT flag=det THEN 

IF error is detected THEN fail := TRUE END || flag:=contr END ; 

Abort = SELECT flag= contr & (not safe V fail=TRUE) THEN shutdown END; 

Control = SELECT flag= contr & safe & fail=FALSE THEN controlaction || flag :=pred END; 
Prediction = SELECT flag = pred THEN prediction || flag := pi END 
END 



The common mechanism for error detection is to find a discrepancy between the 
expected state of the system and the state which is observed in the reality. Operation 
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Prediction specifies the calculations required to predict the expected state. Operation 
Detection models error detection by assigning value TRUE to variable fail. 

In this paper we focus on failsafe [2] - one of the most common mechanisms for 
error recovery. Failsafe error recovery is performed by forcing the system perma- 
nently to a safe though non-operation state (obviously this strategy is only appropriate 
where shutdown of the system is possible). In the initial specification we shut down 
the system if an error is detected or safety is breached (as defined in the condition of 
operation Abort). The shutdown is modelled as described above. Routine control op- 
erations can be executed provided the system is safe and fault-free. The routine con- 
trol is specified by operation Control. 

We will decompose the overall system specification at the later refinement steps 
and eventually will arrive at the specification of the controller as such. 

Example: the heater controller. To illustrate construction of specification of fault 
tolerant control system, we consider an example - a heater controller for a tank of 
toxic liquid. A computer controls the heater using a power switch on the basis of 
information obtained from a temperature sensor. The controller tries to maintain the 
temperature between certain limits. If the temperature exceeds the critical upper 
threshold, the toxic liquid can harm its environment in a certain way (we leave it 
unspecified). The abstract machine Heater specifies the system as proposed above. 

The hazard analysis identifies the main hazard associated with the system - over- 
heating. Therefore, in our safety invariant we postulate that, after the controller has 
reacted to the plant’s state change (i.e., flag 7 DET & flagrCONT), the temperature 
temp should be below critical threshold t_crit. However, such an invariant can be 
guaranteed for an idealistic fault-free system but not for a real-life failure-prone ap- 
plication. Indeed, component’s failures might exceed the limit of system’s fault toler- 
ance leading to a violation of safety invariant. The safety invariant of our abstract 
specification states that safety cannot be guaranteed in a faulty state, i.e., when 
fail=TRUE. This pessimistic view is taken because distinguishing between criticality 
of errors requires a more detailed level of reasoning and hence should be introduced 
at the consequent refinement steps. 

Our initial specification of the plant is very abstract - it merely models non- 
deterministic changes of temperature. Such a specification allows us to guarantee the 
correct behaviour of the system even in the worst-case scenario. Operation Switch 
modelling the routine control is enabled when no error is detected and the system is 
safe. The operation body switches the heater on, if the temperature is low, and 
switches it off, if the temperature is high. However, if an error is detected or the safety 
is breached, the controller shuts down the system as modelled by abort_op. Since at 
the high level of abstraction the realistic mechanisms for error detection are often 
unknown, we model the outcome of the detection procedure as a non-deterministic 
assignment to variable fail. Finally, operation Prediction is essentially behaving like a 
skip statement because a more detailed level of reasoning is needed to specify the 
prediction. 

Our initial specification entirely defines the intended functionality of a fault-free 
system but leaves the means for fault tolerance underspecified. This is explained by 
the lack of the implementation details, which is typical at the early stages of develop- 
ment. These details become available at the later stages of the development, e.g., 
when results of hazard analysis conducted at a lower level are supplied. Next we 
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MACHINE 

Heater 

VARIABLES 

temp, heat, fail, flag 
INVARIANT 

temp :N ATI & 
heat : {ON, OFF} & 
fail : BOOL & 

flag : {PRED,ENV,DET,CONT} & 
(fail=FALSE & flag ^ DET & 
flag^CONT => temp<=t_crit) 

INITIALISATION 

temp := start_temp || 
heat := ON || 
fail := FALSE || 
flag := ENV 

OPERATIONS 

plant = 

SELECT flag = ENV 
THEN 

temp :: NAT 1 || flag := DET 
END; 

detection = 

SELECT flag = DET 
THEN 

flag :=CONT || fail:: BOOL 
END 



abort_op = 

SELECT flag = CONT & (fail = TRUE or temp > t_crit) 
THEN 

heat :: SWITCH 
END; 

Switch = 

SELECT flag = CONT & fail= FALSE & temp <= t_crit 
THEN 

IF temp < tjow & heat = OFF 
THEN 
heat := ON 

ELSIF temp > t_high & heat = ON 
THEN 
heat := OFF 
ELSE 
skip 
END 

II 

flag := PRED 
END; 

prediction = 

SELECT flag = PRED 
THEN 
flag := ENV 
END; 

END 



demonstrate how the complete specification of fault tolerance mechanisms can be 
obtained in the refinement process. 



4 Refining Fault Tolerance 

The basic idea underlying formal stepwise development is to design the system im- 
plementation gradually by a number of correctness preserving steps, called refine- 
ments [3]. The refinement process starts from creating an abstract albeit implement- 
able specification and finishes with generating an executable code. The intermediate 
stages yield the specifications containing a mixture of abstract mathematical con- 
structs and executable programming artefacts. In general, refinement process can be 
seen as a way to reduce nondeterminism of the abstract specification, to replace ab- 
stract mathematical data structures by data structures implementable on a computer 
and to introduce underspecified design decisions. In the AMN, the results of the in- 
termediate development stages - the refinement machines - have essentially the same 
structure as the more abstract specifications. In addition, they explicitly state which 
specifications they refine. 

Refinement of error detection. We start refinement of control systems by replacing 
variable fail modelling error occurrence by the variables representing failures of sys- 
tem components. It is an example of data refinement. This data refinement expresses 
the fact that error occurs when one or several system's components fail. The refine- 
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ment relation defines the connection between the newly introduced variables and the 
variables that they replace. While refining the specifications, we add the refinement 
relation to the invariant of the refined machine. 

In addition to replacing variable fail, our next refinement step also introduces a 
more deterministic specification of plant’s behaviour. In the abstract specification we 
modelled plant’s behaviour as a nondeterministic update of sensor’s values. Such an 
abstraction includes modelling of both fault-free and faulty behaviour. In the refined 
specification of the plant we separate them. The behaviour of fault-free plant evolves 
according to the certain physical laws which can be expressed as the corresponding 
mathematical functions. Moreover, these functions can be further adjusted to model 
deviations caused by imprecision of sensors measuring the physical values. We use 
these functions to model fault-free behaviour of the plant. On the other hand, faults 
make the plant to deviate from the dynamics defined by these functions. We specify 
occurrence of faults non-deterministically and locally to the plant. However, we 
model the effect of fault occurrence by assigning sensors values different from the 
ones which they would obtain in the absence of faults. 

Refinement of plant’s behaviour also allows us to refine error detection mecha- 
nism. Observe that the mathematical functions modelling the plant’s behaviour as 
described above can be used to predict the next state of the system. Hence we can 
refine operation Prediction to include the calculation of the expected system states. 
Furthermore, we also can refine operation Detection to check whether the expected 
state matches the obtained sensor readings. The detected mismatch signals the pres- 
ence of an error. The result of this refinement step is a specification of the following 
form: 



REFINEMENT 

ControlSystemRefined 

REFINES 

ControlSystem 

VARIABLES 

state_variables of ControlSystem 

new variables for modelling failures of components 

variables modelling expected states 

INVARIANT 

constraints of variables & data refinement relation 

OPERATIONS 

Plant = SELECT flag=pl THEN simulation of evolution of the plant based on the 

corresponding physical laws and non-deterministic occurrence of failures END; 

Detection = SELECT flag=det THEN IF real state does not match expected state THEN 
failures of components are detected ... END; 

Abort = SELECT flag= contr & (not_refined_safe V components failed) THEN abort END; 
Control = SELECT flag= contr & refined_safe & components are fault-free THEN 
controlling_action ... END; 

Prediction = SELECT flag = pred THEN calculate next expected state using 
the same physical laws as for simulating the plant ...END 

END 



To illustrate this refinement step, let us present the excerpt from the corresponding 
refinement of the heater system. In the refinement step variable fail is replaced by the 
variables modelling failures of the switch and the sensor, variables heater_fail and 
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sensor_fail correspondingly. The refinement relation states that occurrence of error in 
the abstract specification is equivalent to failure of the sensor or the switch or both of 
them. 

Operation Plant updates the value of the temperature sensor based on the dynamics 
of temperature changes defined by the functions min_incr, maxjncr, min_decr, 
max_decr. We model the Byzantine behaviour of the switch, i.e., the switch might be 
stuck at both switched on and switched off states. The failure of the temperature sen- 
sor is modelled by assigning the corresponding variable a value lying outside of the 
scope defined by the dynamics of the fault-free system. Operation Prediction uses the 
same function as Plant to estimate the next expected state of the system. The predic- 
tion results in defining the upper and lower limits next_temp_max, next_temp_min 
within which the temperature of the fault-free system should stay. Operation Detec- 
tion checks whether the sensor reading is indeed in the valid range. 

Although at this refinement step we introduced the representations of sensor and 
switch failures we still cannot distinguish between them. Observe that, if a mismatch 
between the expected and real state is detected, Detection merely non- 
deterministically chooses to assign the failed status either to the switch or to the sen- 
sor or to the both. This is due to the fact that simplex systems, i.e., the systems with- 
out redundancy, are able to detect presence of errors but are unable to distinguish 
between faults causing them. An introduction of redundancy is the objective of our 
next refinement step (see p. 263). 



5 Introducing Redundancy and System Decomposition 

Let us note that in the specification obtained at the previous refinement step all errors 
are considered to be equally critical, i.e., leading to the shutdown. While introducing 
redundancy at our next refinement step, we obtain a possibility to distinguish between 
criticality of errors. The distinction is done with respect to safety as follows: an occur- 
rence of a marginal error means that the system can continue its functioning without 
compromising safety; on the other hand, an occurrence of critical errors endangers 
system safety so the shutdown needs to be executed. In terms of the state space, we 
split the set of faulty system states into the subset of faulty but safe (and hence opera- 
tional) states and the subset of faulty and unsafe states. 

The introduction of redundancy into the specification allows us to transform the 
system from fault nonmasking to masking [9], Fault masking is a mechanism that 
reconfigures the system upon error detection in such a way that the effect of the error 
is nullified. For instance, the simplest and the most common implementation of fault 
masking is triple modular redundancy (TMR) arrangement [11,18]. TMR uses major- 
ity voting to single out a failed component and reconfigures the outputs of redundant 
components in such a way that the erroneous output is disregarded. An occurrence of 
errors that can be masked leaves both functioning of the system and safety intact, so 
we call these errors marginal. On the other hand, occurrence of critical errors, i.e., the 
errors that cannot be masked, jeopardizes normal functioning and safety of the sys- 
tem. Flence the partitioning of faulty system states can also be thought of as the parti- 
tioning into a subset of masked and unmasked errors. 
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plant = 


REFINEMENT 


SELECT flag = ENV 


Heater2 


THEN 

ANY heater_fail_sim, sensor_fail_sim WHERE 


REFINES 


heater_fail_sim : H FAIL & 


Heater 


sensor fail sim : BOOL & ... 
THEN 


INVARIANT 


IF sensor fail sim=FALSE 




THEN 


sensor_fail : BOOL & 


IF (heat = ON & heater_fail_sim = OK) or 


heater fail : HFAIL & 


heater fail sim = ON STUCK 


next_temp_max : NAT1 & 


THEN 


next_temp_min : NAT1 & 


temp :: min incr(temp)..max incr(temp) 


(fail=TRUE) <=> 


ELSE 


(sensor_fail=TRUE or heaterjail * OK) 


temp :: max decr(temp)..min decr(temp) 




END 


OPERATIONS 


ELSE 

temp :; {xx | xx:NAT1 & (xx<next_temp_min or 


abort op = 


xx>next temp max)} 


SELECT flag = CONT & 


END 


((sensor_fail=TRUE or heaterjail *OK) i 


or temp>t crit) 


flag := DET 


THEN 


END 


abort 


END; 


END; 


detection = 


prediction = 


SELECT flag = DET 


SELECT flag = PRED 


THEN 


THEN 


IF temp > next temp max or temp < next temp min 


IF heat = ON THEN 


THEN 


next_temp_max,next_temp_min := 


ANY xx, yy WHERE xx:H_FAIL & yy:BOOL & 


max incr(temp),min incr(temp) 


(xx * OK or yy = TRUE) 


ELSE 


THEN 


next_temp_max,next_temp_min := 


heater fail, sensor fail := xx,yy 


min decr(temp),max decr(temp) 


END 


END 


ELSE 


II 


heater fail, sensor fail := OK, FALSE 


flag := ENV 


END 


END; 


II 

flag := CONT 
END 



The introduction of redundancy as described above results in the refinement ma- 
chine of the form ControlSystemRefinedRedundant. Observe that, although the guard 
of Abort operation is unchanged by this refinement step, the operation nevertheless 
becomes enabled less often. This is because Detection operation is now distinguishes 
between the critical and marginal errors so that the occurrence of the marginal failures 
does not enable Abort anymore. 

Let us also note that the plant models not only failures of components but also pos- 
sible recovery from failures resulting in marginal errors. However, error recovery has 
been “dormant” at the previous refinement steps since error occurrence has led to the 
immediate shutdown of the system. At the current refinement step the system contin- 
ues to function in the presence of marginal errors. Therefore, assigning the fault-free 
status to a component corresponds to a possible error recovery. 
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REFINEMENT 

ControlSystemRefinedRedundant 

REFINES 

ControlSystemRefined 

VARIABLES 

state_variables of ControlSystem 
new variables for modelling redundancy 
variables modelling expected states 

INVARIANT 

constraints of variables & data refinement relation... 

OPERATIONS 

Plant = SELECT flag=pl THEN simulation of the behaviour of the plant with 
redundant components and the occurrence of component's failures; ... END; 

Detection = SELECT flag=det THEN 

IF mismatch between the states of redundant components is detected THEN 
IF the error cannot be masked THEN critical failure of redundant components is detected END 
ELSIF the real state does not match the expected state 
THEN critical failure of other components is detected 
ELSE ... END; 

Abort = SELECT flag= contr & (not refined_safe V components failed) THEN abort END; 

Control = SELECT flag= contr & refined_safe & 

components are fault free or failures are masked THEN controlling_action; ...END; 

Prediction = SELECT flag = pred THEN calculate next expected state using the 
same physical laws as for simulating the plant; ... END 

END 



To illustrate the introduction of redundancy by refinement, we demonstrate how to 
introduce TMR arrangement of temperature sensors into the specification of the 
heater. 

We introduce new variables senl, sen2, and sen3 to model redundant sensors. In 
general, the refinement relation defines how the measure of temperature used at the 
previous refinement step, i.e. variable temp, is connected with current temperature 
measure tempi and sensor readings senl, sen2, and sen3. Variable tempi represents 
controller’s approximation of temperature and is obtained as a result of voting in the 
TMR arrangement. The refinement relation describes the essence of TMR: the major- 
ity view is taken to produce measure of the temperature, failure of a single module is 
tolerated and, in case of multiple failures, a non-deterministic reading is produced. 
The plant operation is modified to accommodate redundant sensors: the physical func- 
tions from the previous refinement steps are inherited to simulate readings of redun- 
dant sensors. The failures of the sensors and their recovery are modelled non- 
deterministically. 

In the plant operation definitions sensor_read and sensor_read2 model behaviour 
of sensors in the absence and the presence of faults correspondingly. The detection 
operation is modified to specify majority voting and distinguish between marginal and 
critical errors. The single sensor failure is masked, i.e., its occurrence is essentially 
ignored by disregarding the reading produced by the failed sensor. However, at the 
implementation level the messages reporting the failure are introduced to alert the 
operator. Multiple failures of sensors or failure of the switch are considered to be 
critical. We also observe that handling the switch failure can be more finely tuned if 
we take into account whether the switch failed at the safe temperature region or at the 
critical one. Such a tuning would result in the additional refinement steps to specify 
calculations required to implement this idea. 
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REFINEMENT 




Heater3 




REFINES 




Heater2 




INVARIANT 




senl : NAT 1 & sen2 : NAT 1 & sen3 : NAT 1 & (tempi =temp or flag=DET or sensor_fail=TRUE) & 


(temp=sen1 or temp=sen2 or temp=sen3) & (senl =sen2 => 


temp=sen1) & ... 


OPERATIONS 




plant = 


detection = 


SELECT flag = ENV 


SELECT flag = DET 


THEN 


THEN 


ANY heater_fail_sim,sensor_fail_sim WHERE 


IF senl = sen2 THEN 


heater_fail_sim : H_FAIL & 


tempi .sensor fail := senl, FALSE 


sensor fail sim : BOOL & 


ELSIF sen2 = sen3 THEN 


(heat=ON => heater fail sim : {OK, OFF STUCK}) & 


tempi .sensor fail :=sen2, FALSE 


(heat=OFF => heater fail sim : {OK, ON STUCK}) 


ELSIF sen3 = senl THEN 


THEN 


tempi .sensor fail :=sen3, FALSE 


IF sensor fail sim=FALSE 


ELSE 


THEN 


tempi :: {senl ,sen2,sen3}; 


IF (heat = ON & heater faiLsim = OK) or 


sensor fail := TRUE 


heater fail sim = ON STUCK 


END; 


THEN 


IF sensorjail = FALSE THEN 


sensor read(min incr(temp1),max incr(templ)) 


IF tempi > next temp max THEN 


ELSE 


heater Jail := ON_STUCK 


sensor read(max decr(temp1),min decr(templ)) 


ELSIF tempi < next temp min 


END 


THEN 


ELSE 


heater fail := OFF STUCK 


sensor read2(next temp min, next temp max) 


ELSE 


END 


heater fail := OK 


II 


END 


flag := DET 


ELSE 


END 


heater fail := OK 


END; 


END || flag := CONT 




END 



Decomposition. The behaviour of our control systems is essentially a loop where 
both the plant and the controller take turns in executing their actions. However, the 
goal of our development is to arrive at an executable code of the controller as such. 
Therefore, at a certain point of the development we have to separate concerns and 
decompose our specification. We decompose it by moving controller’s description to 
a new abstract machine which can be then developed and implemented separately. 

The structuring mechanism of B often used for such a decomposition is the IN- 
CLUDES mechanism. If machine C "includes" machine D, it means that all variables 
and operations of D are visible in C. However, the only way to change the variables of 
D is via D operations. Also, the invariant properties of D are automatically included 
into C invariant. Therefore, machine C can be considered as the extension of ma- 
chine D. 

We decompose our control system by introducing a separate controller machine in 
the next refinement step. The structure of the decomposed system is as follows: 
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REFINEMENT 




MACHINE 


DecomposedControlSystem 




Controller 


REFINES ControlSystemRefinedRedundant 






INCLUDES Controller 






VARIABLES 




VARIABLES 


flag, variables of plant 




variables of controller 


INVARIANT 




INVARIANT 


invariant of plant & whole system 




invariant of controller 


OPERATIONS 




OPERATIONS 


Plant = SELECT fl=pl .... 




Cont_Detection = 


Detection = 




PRE ... <detection spec> END 


SELECT fl=det THEN Cont_Detection 




Cont_Prediction = 


Prediction = 




PRE ... prediction spec> END 


SELECT fl=pred THEN ContDetection 




Cont__Control = ... 


Control = ... 




Cont_Abort = ... 


Abort = ... 







Note that DecomposedControlSystem retains all its operations. However, if an opera- 
tion belongs to the controller, then its body just contains a call of the corresponding 
operation from newly introduced Controller machine. All operations of Controller 
machines are of the form PRE ... END which means that they can be implemented as 
ordinary procedures. The internal specifications of controller operations are taken 
from ControlSystemRefinedRedundant. 

The program state is also decomposed - controller variables are separated from 
plant variables and now declared in Controller machine. Similarly, the system invari- 
ant is split into two parts. The controller machine can be now developed independ- 
ently from the plant. We refine it into an implementation and generate executable 
code automatically by means of Atelier B. This is the final step of the refinement 
process. Due to the lack of space we omit its detailed representation. 



6 Conclusions 

In this paper we proposed a formal model-driven approach to the development of fault 

tolerant control systems. According to our approach the system model evolves as 

follows: 

1. Abstract specification of entire system: the initial specification captures require- 
ments for routine control, models failure occurrence and defines safety property as 
a part of its invariant 

2. Specification with refined error detection mechanism: the abstract specification is 
augmented with the representation of failures of the components, more elaborated 
description of plant’s dynamics and detailed description of error detection. 

3. Specification of the system supplemented with redundancy: the specification is 
refined to describe behaviour of redundant components and control over them. The 
error detection mechanism is enhanced to distinguish between criticality of fail- 
ures. 

4. Decomposition: the specification of overall system is split into specifications of the 
controller and the plant. 
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5. Implementation : executable code of controller is produced. 

Every evolution step of our development is a refinement of the initial formal speci- 
fication in B. We validated all refinement steps by discharging proof obligations - the 
formal conditions which had to be verified to establish correctness of refinement. 
Atelier B tool generated the proof obligations and proved a significant part of them 
automatically. We argue that the system developed by an application of the proposed 
approach have a high degree of dependability because the complete formal verifica- 
tion within a logically sound framework was undertaken. 

The idea of reasoning about fault tolerance in the refinement process has also been 
explored by Joseph and Liu [8]. They specified a fault intolerant system in a temporal 
logic framework and demonstrated how to transform it into a fault tolerant system by 
refinement. However, in their approach the specification of error detection mecha- 
nism is left aside, i.e., error detection is merely modelled by a non-deterministic as- 
signment to a specific variable. 

A successful attempt to use B for constructing a fault tolerant control system was 
undertaken in the development of the signalling system for the Paris Metro [5], 
Within the project a procedural-based approach was adopted. The application of such 
an approach to the development of control systems usually involves manipulating 
complex data structures and creating rather complicated specification hierarchies to 
model the control loop. Event-based approach taken as a basis in our paper provides 
explicit specification facilities for modelling events and their interleaving. It signifi- 
cantly simplifies specifying and refining the system. Hence, our approach suits better 
for developing fault tolerant control systems. 

Arora and Kulkarni [9] have done the extensive research on establishing correct- 
ness of adding fault tolerance mechanisms to fault intolerant systems. Correctness 
proof of such an extended system is based on soundness of their algorithm working 
with next-state (transition) relation. In our approach we start with an abstract specifi- 
cation of a system and develop a fault tolerant system by refinement, incorporating 
fault tolerance mechanisms on the way. Correctness of our transformation is guaran- 
teed by soundness of the B method. Moreover, an automatic tool support available for 
our approach facilitates verification of correctness. 

Reasoning about fault tolerance in B has also been explored by Lano et al. [10]. 
However, they focused on structuring B specifications to model a certain mechanism 
for damage confinement rather than general fault tolerance mechanisms. 

In our paper we advocate the system approach to developing fault tolerant control 
systems. This approach has also been adopted by Hayes et al. [7] for specifying fault 
tolerant control systems within the duration calculus framework. The main idea of this 
work was to combine rely-guarantee approach and duration calculus to derive a speci- 
fication of a fail-safe control system. However, the approach leaves aside the prob- 
lems of refining the system towards its implementation and incorporating such 
mechanisms for error recovery as, e.g., fault masking or reconfiguration. 

Formal reasoning about fault tolerance has been studied not only by the application 
of stepwise refinement but also by model checking (see, e.g., [4]). Model-checking 
approach is complementary to ours so we leave a discussion of it aside. 

We believe that because of its generality and model-driven nature as well as avail- 
ability of automatic tool support our approach has a potential to be integrated into the 
industrial practice. In the future we are planning to investigate reasoning about more 
sophisticated error recovery mechanisms and dynamic redundancy within our ap- 
proach. 
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Abstract. In this paper, a method for numerical integration of partial 
differential equations (PDEs) in safety critical applications is suggested, 
based on multidimensional wave digital filters (MDWDFs). In compar- 
ison to other numerical integration methods the WD method has an 
outstanding robustness. WDFs have an excellent behavior against sta- 
bility problems, like the prevention of overflow-errors and negative effects 
due to rounding errors, even in the case of limited wordlength. It seems 
that these outstanding properties make this method predestinated for 
the usage in safety critical applications. In our research project, we want 
not only to examine the theory but, the WD method is embedded in the 
commercial instrumentation & control (I&C)-system TELEPERM XS. 
In order to preserve all safety features, we verify the used C-language 
implementations by means of formal methods of software engineering. 



1 Introduction 

During the last decade, we have seen a change from hardwired to I&C-systems. 
The increasing computing power enables the possibility to process more complex 
tasks. Physical problems are often described by PDEs. Since analytic solutions 
cannot be obtained in general, numerical algorithms are used to find solutions 
by means of a computer. Naturally, the demand is growing for implementation of 
these algorithms in safety critical systems. One application in the field of nuclear 
power plants is the numerical integration of the neutron diffusion equation. The 
main aspect in this context is to ensure the safety. In this issue one has to deal 
with two key technologies, which are both discussed in this paper. At first, one 
is faced with the problem of finding an appropriate algorithm to solve the PDEs. 
The second goal deals with the software implementation of this algorithm. In 
particular with the verification of the used software against the specification. 

Wave digital filters were invented by Fettweis in the early 1970s for the so- 
lution of many problems in the field of digital signal processing [1], [2]. Later 
on MDWDFs have been successfully used for multidimensional digital signal 
processing [3]. In [4] one can find the proposal how to use WDF for numer- 
ical integration of ordinary differential equations. This idea was extended for 
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Wave-Flow-Diagram 



Fig. 1 . Overview: Steps from the PDE to a wave digital filter. 



integrating PDEs by means of MDWDF [5]. The basic idea of the numerical 
integration algorithm is the representation of the PDEs by an equivalent MD 
electrical circuit. This MD electrical circuit can be converted into a MDWDF 
using well established methods. The MDWDF can be simulated on a digital 
system. The whole developing process is illustrated in Fig.l. 

The second key technology is the implementation of the algorithms. The 
theory of program verification was stimulated by McCarthy [6]. His intention 
was to verify the program by mathematical rigorous methods instead of testing 
the software. Hoare introduced in [7] the concept of using an axiomatic basis for 
computer programming, as it is used in other mathematical disciplines. Hoares 
work is the basis of the proof in this article. 



2 Multidimensional Wave Digital Filters 

First of all, we have to introduce the used independent variables. The physical 
problem is described in spatial cartesian coordinates x , y , z and the time t. These 
independent variables ( t weighed by tq > 0) are summarized in 

x = [ x , y , 2 , v 4 t ] T = [ xx , x 2 , x 3 , x 4 ] T • (1) 

The physical system possesses the property of causality in the physical sense. 
This primary causality is only related to time. The system cannot be expected to 
be causal in a more general sense with respect to all coordinates of x. In classical 
literature on MD-systems (e.g. [8] ) , the causality with respect to all coordinates 
of the newly introduced vector 

t=[t i , t 2 , ••• , <7 ] T , with x = vq H t , vq > 0 



(2) 
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is used. The causality is au important property in order to determine the direc- 
tion of computation and ensures the recursibility. In this paper, only the matrix 



1 0 0 -1 0 0 0 

0 10 0-10 0 
0 0 1 0 0 -1 0 

1111 1 11 



(3) 



is considered. For the discretization of the independent variables, we use the 
rectangular sampling in the newly introduced coordinates t = TqIA The discrete 
variables, which belong to x , are denoted by fi. 

Wave digital filters are derived from electrical circuits. For this reason, we 
repeat some basics from electrical circuit theory. An electrical circuit consists of 
elements, which are described by differential and algebraic equations. 1 We will 
use only capacitances as elements described by differential equations. In the mul- 
tidimensional case, the derivative of the voltage is not only defined with respect 
to time, but rather with respect to all variables t \ , t 2 , . . . , t-j. Furthermore, our 
electrical circuit consists of real electrical voltage sources. All other elements, 
which are described by algebraic equations, are called nonreactive elements. 



i 



o 



i(t) 



v(t) 



tl' 

R 



m 



i(t) 



Fig. 2. An electrical port 



Another important term in circuit theory is a port, which is characterized 
by a voltage v(t) and a current i(t ), c.f. Fig. 2. Please note that the current in 
the lower wire but is the same as in the upper wire in the opposite direction. 
a(t) and b(t) are the so-called wave quantities and will be explained later. We 
suppose that each electrical element is connected to the rest of the circuit by 
ports. The the topology of the electrical circuit is described by a graph with e 
edges. The number of edges of the tree is r and the number of co-tree edges is 
m = e — r, respectively. If we give each edge an orientation the graph is called an 
oriented graph. Applying the Kirclrhoff laws on the oriented graph of a concrete 
circuit, we obtain an algebraic system of linear equations 

Ai = 0 , Bv = 0 . (4) 

A is the node-incidence matrix and B the circuit matrix with dim A = r x 
e, dim B = m x e, rank A = r, rank B = m, AB T = 0 . The vectors v = 

1 In this paper, we will restrict ourselves to linear time and space invariant elements. 
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[i’ll v 2 , ■ ■ • , u ra ] T and i = [A, i 2 , . . . , i n ] T contain the voltages and currents of 
all edges. A port can alternatively be described by the incident power wave 
a = (v + Ri)/(2\/R) and the reflected power wave b = (v — Ri)/{2yfR ), where 
R > 0 is the so-called port resistance. Due to the one-to-one mapping of the 
wave quantities and Kirchlroff quantities, we have 

v = \/~R{a + b] , i = [a — b]/VR . (5) 



In general, an circuit element has n ports. For such an n-port, we define vectors 
and a matrix, containing the wave-quantities and the port resistances, respec- 
tively, 

a = [at , a 2 , . . . , a„] T , b = [bi , b 2 , . . . , b n ] T , R = diag (R 1 , R 2 , ■ ■ ■ , R n ) ■ 

( 6 ) 

The scattering matrix S of linear, nonreactive elements with n ports obeys the 
equation b(t) = Sa(t). Such an element is called passive, if the absorbed power 

n 

p = J2v I/ i I/ = v T i = \\b\\ 2 ~\\af (7) 

u-l 



is nonnegative for all times and arbitrary vectors a. 

After these preliminary explanations, we convert the descriptions of the elec- 
trical circuit with v and i into descriptions using the wave quantities a and 

b. The resultant elements are called the WD elements. At first, we convert the 
connection network into WD elements. This can be performed by means of 

S = 2G 1/2 A t [AGA t ]- 1 AG 1/2 -1„ = l„-2 R 1/2 B t [BRB t ]~ 1 BR 1/2 , (8) 

c. f. [9]. Secondly, we convert the non reactive electrical elements into WD ele- 
ments. In order to achieve a relation between the waves, we replace all currents 
and voltages by the wave quantities. The resultant equations have to be solved 
for b. We would like to explain this procedure by means of a short example. Sup- 
pose, an ideal transformer, which is described in Kirchlroff quantities by v 2 = nv\ 
and <i = —ni 2 , where n is the transfer ratio. Expressing voltages and currents 
by the wave quantities, we have in matrix notation, 



—n-\jR\/R 2 1 


V 




ri\J R \ / R'2 —1 


Cli 


1 n\J R\/R 2 _ 






1 rujRi/R 2 _ 


_ a 2 _ 



Multiplication from the left with the inverse of the left matrix yields 



~ I n 1 2 2n\/ R 1 R 2 ~| 

R 2 +\n\ 2 R 1 R 2 + W\ 2 Ri 



2n.\/ R\ R 2 R 2 — n 2 Ri 
Lfl 2 + M 2 fli R 2 +n 2 R 1 J 



(9) 



(10) 



In the next step, we convert the real sources into WD elements. We consider a 
real voltage source shown in Fig. 3 a) with the resistance Ri, the voltage of the 
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e 

2^/W q 



Fig. 3. Voltage source: a) Electrical element, b) Wave digital element 

ideal source e and the voltage of the real source v q . We replace in the mesh- 
equation v q = e + Rii q the occurring voltage and current by the wave quantities. 
We chose R q = Ri and yield b q = e/ (2 s/R~ q ), c.f. Fig. 3 b). At last, we convert the 
reactive elements. An ideal capacitor with respect to the variable t K is given by 

i(t) = c ^rv(t) (11) 

where C is constant. The conversion is performed in two steps. Firstly, the 
differential equation is approximated in the sense of the trapezoidal rule. Sec- 
ondly, we express the voltages and currents by the wave quantities. Only both 
steps together ensures an explicit computation. Explicit in this context means 
that the voltage v depends only on past values of v and i. In order to assess 
a numerical integration method the consistency order is used in mathematics. 
Roughly spoken, the discretization error depends on the consistency order. 
The trapezoidal rule is the passive linear multistep method with the maximum 
consistency order and the lowest local error, (e.g. [10]). Integrating the current 
in equation (11) from point t to t + Toe K , we have 

v(t + T 0 e K ) = v(t) + — J i([t u , r , t K+1 ,...,t k >] T ) dr, (12) 

12 ... k . . . n 

where e^= [0, 0,... ,0,1,0,... ,0] . (13) 






The integral is evaluated by the trapezoidal rule, c.f. Fig. 4. Thus, we get an 
approximated value of the voltage at the sampling point t + Tge K 



u i rr „ ^ , 1 rr + Toe K ) + i(t ) 

v(t + Toe K ) ~ v(t) + — Tq 



We define R = T 0 /(2C) as the port resistance. Henceforth, we describe the 
difference equations by discrete independent variables u. Thus, we have 



v(u+e K ) = v(u)+R [i(u + e K ) + i(v)\ v(v+e K )- Ri(v+e K ) = v(v)+Ri{v) 

(1 5) 

which results after division by 2 y/~R in the notation of the wave quantities 



b(u + e K ) = a(u) . 



(16) 
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f([fi, • • • , !«— 1, ?*, t/c+i, • • • , H] ) 



Please note that the simplicity and the explicit form is important for the proof 
of correctness. Applying the trapezoidal rule to all reactive elements, the under- 
lying partial differential equations descend into a difference equation system. 

With these basics, we can now explain the WD concept for numerical inte- 
gration. The classical analysis of electrical networks results in a set of ordinary 
differential equations, [11]. Since a MD circuit has also reactive elements with 
respect to more than one variable, a partial differential equation can be ex- 
pected. The basic idea for numerical integration is to perform this procedure in 
the reverse order: Find an electrical circuit from a given system of PDEs. This 
electrical circuit can be simulated by means of MDWDFs. This is in essence 
similar to the conversion from an analogue system (PDEs) to a digital system 
(difference equation). However, the resultant algorithm has some extraordinary 
inherit properties. 

In this work, we are only concern symmetric hyperbolic systems, that can be 
characterized by a system of partial differential equations of the form 



C X D X + C y D y + C Z D Z + C*D t + Y k 



v = j ■ 



(17) 



The matrices C x , C v , C Z ,C f are symmetric and the symmetric part of Y k 
and the matrix C l are positive definite. The components of the vector v and j 
are interpreted as voltages and ideal current sources, respectively. An automatic 
procedure for creation of the reference circuit from PDEs of the form in equation 
(17) was developed at the chair of communications engineering, [12]. Further- 
more, the development on a computer-aided software engineering (CASE) tool 
for automatic C-Code-generation is under construction. 

The next step towards a formal specification of the algorithm is the sys- 
tematic description of the MDWDF by matrices. For this aim, we introduce 
the vectors b q ( a q ), b v ( a v ) and b e (a e ), which contain the reflected (incident) 
waves of all sources, delay elements, and non reactive elements, respectively. 
Please note that we do not make a distinction between the WD description of 
the connection network and the WD description of the non dynamic elements in 
the wave domain. The reflected wave quantities b e are determined by 



b e — Sa e . 



(18) 
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The matrix S is the direct sum of all N e scattering matrices of all non dynamic 
elements and the connection network, i.e. 

S = diag(S , 1 , S 2 , . . . , Sv, . . . , S Ne ) . (19) 

The delay elements with respect to the variable t K are described by 

b*(v + e K ) = <(i/) . (20) 

In order to characterize the complete MDWDF, it is useful to combine all vectors 
of the reflected and the incident waves into the two vectors 

a = [aj aj aj ] T and b = foj hj . (21) 

The connection of the elements in the wave domain is described by the permuta- 
tion matrix P. The incident and the reflected power wave quantities are related 
to each other by 

a = P b . (22) 

Permutation matrices possess the property to be orthogonal. Since we connect all 
elements in a piecewise manner, P is in addition a symmetric matrix, i. e. P T P = 
1, P T = P . The MDWDF is based on a reference circuit. Thus every source, 
capacitance or non-reactive electrical element is connected by the connection 
network to another element. The connection network results in a non reactive 
element in the wave domain. This means that in the wave domain at least one 
element of two connected elements is non reactive, i.e. the matrix P has the 
structure 

■ o o p qe 1 r p q 

P = o 0 P ve = P v . (23) 

_P eq Pev Pee 

Now we are going to sort the equations in such a manner that we yield an 
algorithm. Due to the special choice of the matrix H , the reflected waves of the 
delay elements are known from the previous discrete sampling points of time. 
The wave quantities of the given vector b q { u) are also known. Our aim is to 
compute the missing vector b e . This can be performed by inserting the last 
(vectorial) row of equation (22) into equation (18). Thus, we have 

b e = S [P eq bq + P ev by + P ee b e } . (24) 

If we have a MDWDF, which contains no delay-free directed loop, a permutation 
matrix Pt always exists, which transforms the matrix S P ee by an orthogonal 
transform into a strict lower triangle matrix, i. e. 

'0 O' 

P b SP ee Pj= • ; • (25) 

• ••• • 0 
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Fig. 5. Signal flow diagram 



In that case the computation can be performed directly, without inverting a 
matrix. In the following, we suppose that the MDWDF has no delay-free directed 
loops. Furthermore, we suppose that we numbered the waves in such a way that 
Pb = 1 . Thus, we can write equation (24) in the form 

b e = L q b q + L v b v + L e b e = Lb , L = S [ P eq P ev Pee] ( 26 ) 

with a strict lower triangle matrix L e . Fig. 5 shows the signal-flow diagram. 

3 Embedding MDWDFs in TELEPERM XS 

In the following, we give a brief introduction to the I&C system TELEPERM XS. 
TELEPERM XS is a digital I&C-system for safety-critical automation and con- 
trol tasks in nuclear power plants. The project planning of the digital I&C-system 
can be performed by means of the engineering system SPACE both for hardware 
and software. The software component can be developed by connecting given 
functional elements of a schematic diagram. The given elements are manually 
coded in ANSI-C language and manually verified. They are part of the SPACE 
library. After a successful consistency check, the automated code-generator of 
SPACE produces C-Code consisting of the generated project-dependent code. 
This C-code is compiled and linked with the project independent code of the 
function elements. Our aim is to embed MDWDF in the TELEPERM XS system. 
At first glance, one can think about implementing the WD elements as function 
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elements of TELEPERM XS. Unfortunately, this idea fails, due to two reasons. 
Firstly, the consistency system detects delay-free directed loops, even if they do 
not occur. The reason is that a MDWDF needs and provides special elements. 
One port of such an element is free of reflection and disconnect the delay-free ori- 
ented directed loop. Secondly, the system is only for one-dimensional problems. 
To engage the first problem, we implement a complete MDWDF as a function 
element. Additionally, we extend the software interface of the function elements 
from scalars to arrays. Summarizing, we can state that one functional element 
implements the arithmetic unit of a MDWDF. 

4 Used Methods for Software Proof 

The Proof of correctness is based on [7] . However, we use some different notations 
as explained in the following. We use x.v for the predicate logic variable of the 
program variable x and the simple x for the desired value, i.e. that value which 
is claimed by the algorithm. The length of a vector variable is denoted by x.l. 
The value — 1 characterizes a scalar variable. A statement of the used program 
language is denoted by S. Statements which cannot be decomposed any more 
are called atomic statements. They are defined by axioms. The predicate logic 
formula (often more specific entitled as assertion or condition) which describes 
the properties of data before executing the statement S is called precondition. 
This predicate logic formula is denoted by V. The predicate logic formula which 
describes the properties of data after executing the statement S is called post- 
condition. This predicate logic formula is denoted by P. Of course, the chosen 
identifiers S, V and P can be exchanged by others. However, there must exist 
a wider consent for these terms and definitions. Due to Godel’s incompleteness 
theorem [13], there are propositions in any axiomatic mathematical system that 
can not be proved or disproved within the axioms of the system. These axioms 
are now introduced. In order to state the connection between the precondition 
V, the postcondition P, and the program statement S we use 

{V}5{ P} , (27) 

which is a predicate logic formula on its own. The trueness of this predicate logic 
formula is equivalent to: 

”If the precondition V is true before initiation of a statement S, then the post- 
condition P will be true on its completion.” In this case, the statement satisfies 
the specification and is called correct. Thus, showing that {V}S{P} is true is 
necessary and sufficient to certificate the correctness of this statement. 

Generally, a programs consist of a sequence of axiomatic statements. In order 
to combine pre- and postconditions of two consecutive statements, the axiom 
of composition is used. Suppose two consecutive statements Si and S 2 with 
{V} Si {R} and { R} S 2 { P}, i.e. R is the postcondition of Si and the precondition 
of S 2 . For the proof of the correctness of the sequence Si; S 2 , we infer from the 
formulae of Si, S 2 to the predicate logic formula of the sequence 

{V} Sr {R} A {R} S 2 {P} =► {V} S i; S 2 {P} . 



(28) 
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The consequence axiom is well-suitable for simplification of proofs. In order to 
explain this axiom, we suppose a precondition Vi and a postcondition Pi of the 
statement S . Firstly, the precondition Vi may be exchanged by V, if the assertion 
V implies Vi. Furthermore a weaker postcondition Pi may be exchanged by P, 
if the assertion Pi implies P. Both rules can be formally expressed by 

[({Vi} 5 {Pi}) A (V => VO A (Pi => P)] =► {V} 5 {P} . (29) 

A special category of statements are the atomic statements, which can not 
be built by combining other statements. As in every other mathematical the- 
ory, we have to define these atomic statements by axioms. Statements are built 
by means of statements and atomic statements. We defined the axioms in C- 
language from a practitioners point of view, using the ANSI-C-standard, since 
this standard is used by the engineering system SPACE. These statements are 
the declaration of scalar and vectorial variables, assignments, basic arithmetic 
operations (summation, subtraction, multiplication), logic operations (and, or, 
negation), the usage of brackets and for-loops. Only some of these axioms are 
imprinted in this contribution. The axiom of the for-loop is 



{V} Si {1} A {I A (b.v ^ 0)} S 4 ; S 3 {1} A b.typ = int A b .1 = — 1 
=> {V} for(S'i; b- S 3 )-S 4 " {I A (b.v = 0)} . 

The assertion axiom is 

{P[b.w] AMaxa.typ > | 6 .u|Aa .1 = b .1 = — 1A a.typ £ DA b.typ = a.typ} a = 
where Max 0 . tl/p is the maximum number of the data type. 



(30) 



b; {P} 
(31) 



5 Specification of the Postcondition 

As explained in section 3, the arithmetic unit of the MDWDF can be imple- 
mented as a function element of the engineering system SPACE. The task of 
this function element is to compute the MDWDF for a fixed point of time and 
for all spacial points of the computation area. The specification of the statement 
can be obtained from the MDWDF algorithm, as explained in section 2. The 
postcondition of the statement contains -among other things- the equality of 
the predicate logic variables of all delay elements b v and their desired values. 
Formally, we have the predicate logic formula 

7 p Xl - 1 p X2 —2 p X3 - 1 „ 1 

A A A A A K k (n) = b« vk (s).v. (32) 

K—l [11 — 0 /i2=0 U3—0 k— 1 

where P Xa is the number of sampling points in the direction a and n x is the 
number of delay elements in the direction k. Since the computation should be 
performed by the WD concept, the description of the MDWDF with equation 
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(20) and equation (26) is part of the pre- and the postcondition. This is the most 
important part of the assertions and is defined by 



Px~o 

f\ b e (/x) = Lqbqiv) + L v b v (n ) + L e b e (n) A <xfb(m) = Ab(fi) 

n'= 0 

3 Px — 0 — h' K n* 

A A A K(p+h.) = p v «eb e (v) 

K=1 /x' = 0 fc=1 



7 Px ~ O n* n e n e 

AAA (M + h K ) = P v *ebe(l*) A A A ^ = 



n'-h' K ™ 



1 i/ = /l 



0 A || o?|| > ||L®|| V x 



3 

A [Max; > P Xk > 0 A P Xk G IN] A P = P Xl P X2 P X3 A Max; > P 

K=1 

(33) 

where o T = [1 1 1], /x' T = [fii ^2 H 3 ] and h'J = [/ii K /i 2k /i 3 „] . As same 
as in section 2, the edge conditions are neglected here for reasons of space. 



6 Implementation and Verification 

This section deals with the implementation of the algorithm and the determina- 
tion of the precondition. Since the MDWDF algorithm is in essence a package 
of equation systems and difference equations, each part of these equations can 
be processed sequentially. This consideration in advance yields to : 



assertion statement comment 



{V} 

{Pdekl} 

{Pbe} 

{Paus} 

{Pav} 

{P norm } 

{P} 



bdek] 

Sbe 

b'aus 

Sav 

S'norm 

b'ra.nd 



declaration of the variables 
computation of the vector b e 
computation of the output signals apB 
computation of a v at the edge 
computation of b v in the normal case 
computation of b v at the edge 



The design of each of the statements result into for-loops, which cover all spa- 
cial sampling points and contain the equations to compute the wave quantities. 
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This simple structure enables a relatively elementary but extensive proof. Fur- 
thermore, the proofs of five of the six statements are quite similar. By using 
conventional algorithms, it is not an easy task to guarantee the limitation of all 
used variables. This problems does not occur by using the WD method. 

We pass on imprinting the whole 70 pages long proof of the algorithm. In- 
stead, we explain the proof procedure exemplary by means of the statement 5b e - 
In order to simplify the statement, the three-dimensional spacial computation 
area is transformed into an one-dimensional area. The transformation from the 
spacial coordinates of fi to 5 is a one-to-one mapping. The computation of the 
vector b e for all spacial samping points is performed within one for-loop with the 
loop variable delta. Within the loop, we have to evaluate the wave quantities 
b e according to equation (26). In view of the consequence axiom equation (29), 
we suppose that each of the wave-quantities b v and b q are known (part of the 
precondition) . 

The postcondition Pb e can be illustrated with respect to the precondition 
Pdeki by 

P - 1 n e 

Pbe = P dekl A A A [b e k(S).v = b ek (n{6)) A \b ek (5).v\2f3 < Maxf] . (34) 

< 5=0 k — 1 

In order to match the assertions, we use the for-loop. We have the statement Sbe 
in C-language 



{Pdekijf or (delta = 0; delta < P; delta = delta + l)-5 be i • ■ ■ <Sben e "{Pbe} , 

(35) 



with the evaluation statements Sbei = 



b_e_l [delta] =l\\ * b_q_l[delta] +... + 1 1 „ * b_q_n 9 [delta] 

+h(n q +i) * b_v_l_l [delta] + ... + W( nq+nv ) * b_v_6_?r® [delta]; 

(36) 



and for k = 2 . . . n e we have Sbek = b e /c [delta] = 



lk\ * b_q_l[delta] + --- + l knq * b_q_n g [delta] 

+h(n q + 1) * b-v-l-l [delta] + ... + l k {n q +n v ) * b_v_6_n® [delta] (37) 

+h(n q +n v + 1) * b_e_l[delta] + ... + lk(n q +n v +k- !) * b_e_fc— 1 [delta]; . 



The proof of {Pdeki} Sbe {Pbe} uses the axiom equation (30) with the loop con- 
dition b = S.v < P = S.v < P — 1. 

Theorem: The predicate logic formula 



I = 0 < S.v < PAPdekiA f\ f\ [b ek (S).v = b ek (fi(d)) A \b ek (6).v\2(3 < Max f ] 
( 5=0 k — 1 

(38) 

is a valid invariance of the for-loop, where /3 is the maximum of all normalized 
port resistances and port conductances, i.e. (3 = max M {max {y -^/G at^}}. 
According to equation (30), we can deduce the correctness from the correctness 
of the initialization {Pdeki}Si{l}, the loop end Pb e = I A —ib, and the invariance 
{I A b}S 4 -,S 3 { I}. 
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Proof (in extracts): Application of equation (31) on delta = 0 yields 

— 1 n e 

0 < PAPdekl A A A [b e k(S).v = b ek (n(5)) A \b ek (6).v\2(3 < Max f ] AS. I = -1 . 

< 5=0 k - 1 

(39) 

This is the precondition Pdeki, since Pdeki implies 0 < P. The negated loop 
condition is ~^b = S.v > P , so that we obtain the postcondition of the for-loop 

P—1 n e 

1 A S.v > P = S.v = P A Pdeki A f\ A [bek{S).v = b e k{fi(5)) A \b ek (5).v\2/3 < Max f ] . 

<5=0 k = 1 

(4 °) 

This is after applying equation (29) in order to vanish S.v = P, the postcondition 
according to equation (34). The proof of the invariance {I A b}S 4 ; ^{l} is much 
longer and can not be explained here. 

In this style all of the statements are proved. The proof of the complete 
statements, which implements the MDWDF algorithm, result in the precondition 
V. This precondition V implies in essence the equality of predicate logic variables 
and the desired values of all sources values b q and delay elements b v . Furthermore, 
the used (vectorial) variables of the sources and the delay elements must be 
declared and must have the correct length. 

7 Summary 

In this paper, we have shown some visions for the 4tlr generation of instru- 
mentation and control (I&C) systems in nuclear power plants. We suggested a 
numerically approach to solve PDEs with I&C-systems. For this purpose we used 
the wave digital method. 

The proposed development is not only for academic aim, but also for practical 
application in I&C-systems, which are already in service. For this purpose, we 
gave a brief introduction into the commercial I&C-system TELEPERM XS. We 
extended the software interface of TELEPERM XS in such a manner that MD- 
WDFs can be simulated with this I&C-system. In order to preserve all safety fea- 
tures of the I&C-system, we verified the used implementations in C-language by 
means of formal methods of software engineering. For reasons of space, the cor- 
rectness proof was printed down in this contribution only in extracts. The proof 
of the implementation takes profit from the passivity property of the algorithm. 
This passivity property was also used to ensure the numerical stability, even for 
computer systems, which use the round to nearest point on the number lattice. 

In conclusion, we can state on the one hand that we have a well-established 
theory in nuclear physics. This theory describes the nuclear physics with math- 
ematical methods in the form of PDEs. On the other hand, we can observe an 
introduction of integrated hardware-software I&C-systems in the last decades. 
Additionally, we have powerful computer systems with steadily increasing float- 
ing point performance available, which will be introduced in the next generation 
I&C-systems. The questionable point in this context is whether this potential 
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can be used for safety-critical applications. Key technologies are both the devel- 
opment of correct software and the implementation of the defence-in-deptlr con- 
cepts by I&C functions graded according to their safety significance (IEC 61226). 

For this aim, we need correct algorithms as well as a correct implementations 
of the algorithms. As we have seen in this paper, we can provide both with the 
wave digital method and the following formal verification. 

The solutions of the PDEs are processed in order to provide more detailed 
information of the reactor state. This increased amount of information can be 
used to gain the safety level of the nuclear power plant. Furthermore, the control 
closed-loop reactor can be optimized. 
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Abstract. Security analysis and performance evaluation are two funda- 
mental activities in the system design process, which are usually carried 
out separately. Unfortunately, a purely qualitative analysis of the secu- 
rity requirements is not sufficient in the case of real systems, as they 
suffer from unavoidable information leaks that need to be quantified. In 
this paper we propose an integrated and tool-supported methodology en- 
compassing both activities, thus providing insights about how to trade 
the quality of service delivered by a system with the bandwidth of its 
covert channels. The methodology is illustrated by assessing the effective- 
ness and the efficiency of the securing strategy implemented in the NRL 
Pump, a trusted device proposed to secure the replication of information 
from a low-security level enclave to a high-security level enclave. 



1 Introduction 

Multilevel secure computing enforces data access control in systems where sensi- 
tive information is classified into access levels, and users are assigned clearances, 
such that users can only access information classified at or below their clear- 
ances. Such a controlled sharing of information is made harder by two aspects. 
On the one hand, the recent trends to open and distributed computing increase 
the vulnerability of network systems to attacks and of confidential data to infor- 
mation leaks 1 . On the other hand, the securing strategies used to improve the 
degree of system security must minimize each unavoidable information leakage 
without jeopardizing the quality of service (QoS) perceived by the users that 
are allowed to access data. Therefore, trading QoS with information leaks is of 
paramount importance in the system design process. This activity involves both 
security analysis and performance evaluation, two tasks that - unfortunately - 
are usually carried out separately. 

In order to achieve a reasonable balance between QoS and security, in this pa- 
per we advocate the adoption of an integrated view of security and performance 

1 It is well known from real cases that it is not possible to eliminate in practice every 
unwanted covert channel [MK94,R + 01,AG02,ABG03]. 
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analyses. This is accomplished by proposing a tool-supported methodology that 
combines noninterference-based security analysis and performance evaluation on 
the same formal system description. Given a system, the integrated methodol- 
ogy we propose works as follows. The first step consists of providing a functional 
description of the system, on which a security check is applied in order to re- 
veal all the potential nondeterministic covert channels from high-security level 
to low-security level. Such an analysis is based on a noninterference approach to 
information flow theory [GM82] and is essentially carried out through equiva- 
lence checking [FG95]. The unwanted covert channels that are captured by the 
security analysis are removed, if possible, by adequately changing the functional 
behavior of the system. Secondly, if some information leakage is revealed that 
cannot be removed, the bandwidth of each unavoidable covert channel is quan- 
titatively estimated. This is carried out by enriching the functional description 
of the system with information about the temporal delays and the frequencies 
of the system activities. The second description considered in the methodology 
thus relies on a stochastic model that can be analyzed through standard nu- 
merical techniques or simulation [Ste94,Lav83]. The output of this performance 
analysis is given by the value of some relevant efficiency measures of the system 
together with the bandwidth of its covert channels, expressed as the amount 
of information leaked per unit of time. Such performance figures are then used 
as a feedback to properly tune the system configuration parameters in a way 
that lowers the covert channel bandwidth under a tolerable threshold without 
jeopardizing the QoS delivered by the system. 

Although the proposed methodology is independent of the specific descrip- 
tion language and companion tool - provided that the basic ingredients needed 
by the methodology itself are supplied - in this paper the application of the 
methodology is illustrated using the fEmilia description language [BDC02] and 
a suitably extended version of the related tool TwoTowers [AB04] that encom- 
passes security analysis. 

We exemplify the application of our methodology by means of a real case 
study: the Network NRL Pump [KMM98] . This is a trusted device used in mul- 
tiple single-level security architectures to offer replication of information from 
low-security level systems (Low, for short) to high-security level systems (High, 
for short) with high-assurance security guarantees. Data replication is needed in 
this framework to minimize multilevel secure accesses to shared resources from 
processes at different security levels. Although at first sight illegal information 
leaks seem to be absent in a message passing from Low to High, some subtle 
behaviors must be paid attention to in order to prevent unauthorized users from 
obtaining access to confidential information. In fact, in order to offer reliable 
communications, an acknowledgement (ack) is usually required for each message 
that is successfully sent. The transmission of an ack from High to Low is more 
than enough to set up a covert communication channel if the timing of the ack 
is under the control of the High system. The NRL Pump, which basically acts 
as a delaying buffer between High and Low, makes it negligible such a timing 
covert channel (see, e.g., the security analysis conducted in [L + 04]) with a mi- 
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nor impact on the QoS. However, some information can still be sent from High 
to Low through the NRL Pump. This is due to the feedback forwarded by the 
pump to notify Low that a connection is up/down. In fact, High can manip- 
ulate the notification procedure to set up a 1-bit covert channel. To mitigate 
the effect of such an unavoidable covert channel, the NRL Pump architecture is 
designed in such a way that a minimum delay is enforced between connection 
setup and connection closing/abort and between the connection reestablishment 
and the auditing of any connection that behaves in a suspicious way. Therefore, 
the question is no longer whether the NRL Pump is secure, but how much data 
per unit of time can be leaked by exploiting the backward information flow. By 
applying our methodology, we formally verify that such an information leakage 
is the unique functional covert channel suffered by the NRL Pump. Then we 
provide useful information about the relation between the bandwidth of such a 
covert channel and the NRL Pump configuration parameters. In particular, we 
emphasize the impact of the NRL Pump securing strategy on the QoS delivered 
by the system, expressed as the number of connection requests that are served 
per unit of time. 

The rest of the paper is organized as follows. In Sect. 2 we describe the case 
study, i.e. the NRL Pump, which will be used throughout the paper to illustrate 
our methodology. Sect. 3 introduces the /Emilia specification language together 
with a sketch of the formal description of the NRL Pump. In Sect. 4 we apply our 
methodology to the analysis of the NRL Pump model. Some concluding remarks 
are reported in Sect. 5. 



2 An Overview of the NRL Pump 



The NRL Pump is configured as a single hardware device that interfaces a high- 
security level LAN with a low-security level LAN. In essence, the pump places 
a buffer between Low and High, pumps data from Low to High, and probabilis- 
tically modulates the timing of the ack from High to Low on the basis of the 
average transmission delay from High to the pump. The low-level and high-level 
enclaves communicate with the pump through special interfacing software called 
wrappers, which implement the pump protocol (see Fig. 1). Each wrapper is 
made of an application-dependent part, which supports the set of functionali- 
ties that satisfy application-specific requirements, and a pump-dependent part, 
which is a library of routines that implement the pump protocol. Each message 
that is received and forwarded by the wrappers includes 7 bytes of header held, 
containing information about the data length, some extra header, and the type 
of message (data or control) . 

The pump can be considered as a network router. For security reasons, each 
process that uses the pump must register its address with the pump adminis- 
trator, which is responsible for maintaining a configuration hie that contains a 
connection table with registration information. The pump provides both recov- 
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Fig. 1 . Network NRL Pump architecture 



erable and non-recoverable services 2 . Here, we concentrate on non-recoverable 
applications, like, e.g., FTP. 

In brief, the procedure to establish a connection between Low and High 
through the pump is as follows. Initially, Low sends a connection request mes- 
sage to the main thread (MT) of the pump, which identifies the sending process 
and the address of the final destination. If both addresses are valid (i.e., they 
have been previously registered in the configuration file managed by the pump 
administrator), MT sends back a connection valid message, otherwise it sends 
a connection reject message. In the first case, the connection is managed by a 
trusted low thread (TLT) and a trusted high thread (THT), which are created 
during the connection setup phase to interact with Low and High, respectively. 
Registered High processes are always ready to accept a connection from the pump 
through the same handshake mechanism seen above. Once the new connection 
is established, the pump sends a connection grant message to both systems with 
initialization parameters for the communication. During the connection, TLT 
receives data messages from Low, then stores them in the connection buffer. 
Moreover, it sends back the acks (which are special data messages with zero 
data length) in the same order it receives the related data messages, by intro- 
ducing an additional stochastic delay computed on the basis of the average rate 
at which THT consumes messages. On the other hand, THT delivers to High 
any data message contained in the connection buffer. The pump protocol also 
requires High to send back to THT the ack messages related to the received 
data messages. If High violates this protocol, THT aborts the connection. In 
such a case, as soon as TLT detects that THT is dead, it immediately sends all 
the remaining acks and a connection exit message to Low. Another special data 
message is connection close, which is sent at the end of a normal connection 
from Low to the pump. 

In general, the pump is a reliable, secure, one-way communication device 
from Low to High, which minimizes the amount of (covert) communication in 

2 Recoverability safely assumes that any sent message will be delivered to the high 
system, even if connection failures occur. 
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the opposite direction. During the connection, only THT directly communicates 
with High and only TLT directly communicates with Low. Moreover, TLT and 
THT directly interact only through the connection buffer. However, even if the 
pump minimizes any timing covert channel from High to Low [L + 04], it cannot 
avoid some data leak in that direction. This is because the pump notifies Low 
when a connection is down. Such a feedback is more than enough to set up a 
1-bit covert channel from High to Low. In the following, we formally verify the 
existence of such a covert channel and we measure its bandwidth and its relation 
with QoS in terms of number of requests that are served per unit of time. 



3 Architecting Systems with iEmilia/T wo Towers 

In order to illustrate an application of our integrated methodology, we need a 
formal specification language through which it is possible to produce precise 
system descriptions whose security and performance properties can both be ver- 
ified by some automated tool. For this purpose here we employ iEmilia [BDC02], 
an architectural description language that is recalled in this section by present- 
ing a sketch of the NRL Pump specification, and the companion software tool 
TwoTowers 4.0 [AB04], which has recently been extended to deal with both 
security analysis and performance evaluation. 

3.1 Formal Modeling with iEmilia 

TEmilia is an architectural description language based on the stochastic pro- 
cess algebra EMPA gr [BB03]. A description in TEmilia represents an architec- 
tural type [BCD02], which is a family of systems sharing certain constraints on 
the component observable behavior as well as on the architectural topology. As 
shown in Table 1, the description of an architectural type starts with its name 
and its formal parameters, which can represent constants as well as exponen- 
tial rates, priorities, and weights for EMPA gr actions. Each architectural type 
is defined through its architectural element types (AETs) and its architectural 
topology. An AET, whose description starts with its name and its formal param- 
eters, is defined through its behavior, specified as a list of sequential EMPA gr 
defining equations, and its input and output interactions, specified as a set of 
EMPA gr action names occurring in the behavior that act as interfaces for the 
AET. The architectural topology is specified through the declaration of a set 
of architectural element instances (AEIs) representing the system components, 
a set of architectural interactions given by some interactions of the AEIs that 
act as interfaces for the whole architectural type, and a set of architectural at- 
tachments among the interactions of the AEIs that make the AEIs communicate 
with each other. Every attachment must go from an output interaction of an AEI 
to an input interaction of another AEI. Given that every interaction is declared 
to be a uni-interaction, an and-interaction, or an or-interaction, the only legal 
attachments are those between two uni-interactions, an and-interaction and a 
uni-interaction, and an or-interaction and a uni-interaction. An and-interaction 
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and an or-interaction can be attached to several uni-interactions. In the case of 
execution of an and-interaction (resp. an or-interaction), it synchronizes with 
all (resp. only one of) the uni-interactions attached to it. The whole behavior 
of an fEmilia description is given by a family of EMPA gr defining equations ob- 
tained by composing in parallel the behaviors of the declared AEIs according 
to the specified attachments. From the overall behavior, integrated, functional 
and performance semantic models can automatically be derived in the form of 
labeled transition systems, which can undergo equivalence verification, symbolic 
model checking, security analysis, reward Markov chain solution, and discrete 
event simulation. 



Table 1 . Structure of an ./Emilia description 



ARCHI.TYPE 


(name and formal parameters) 


ARCHI_ELEM_TYPES 


(architectural element types: behaviors and 




interactions) 


ARCHI.TOPOLOGY 




ARCHI_ELEM_INSTANCES (architectural element instances) 


ARCHI.INTERACTIONS 


(architectural interactions) 


ARCHI_ATTACHMENTS 


(architectural attachments) 


END 





We illustrate fEmilia by presenting a sketch of the formal specification of the 
NRL Pump. Due to lack of space, we do not show the full ./Emilia specification 
of the NRL Pump, which can be retrieved from: 

http : //www . sti . uniurb . it/bernardo/ twotowers/ 

The description starts with the name of the architectural type and its formal 
parameters with their initial values: 



ARCHI_TYPE NRL_Pump_Type(const 

const 

const 

const 

const 

const 

const 

const 



int buf f er_capacity := n, 
rate conn_gen_rate := 7 , 
rate conn_init_rate := ?y, 
rate data_trans_rate := S, 
rate ack_trans_rate := k, 
rate ack_delay_rate := 9 , 
rate timeout_rate := /i, 
weight valid_prob :=p) 



The formal parameters represent the connection buffer capacity, the rates model- 
ing some exponentially distributed delays, and the probability that a connection 
request is valid, respectively. In particular, conn_gen_rate is the Low connection 
request generation rate, conn_init_rate is the High connection initialization 
rate, data_trans_rate (resp. ack_trans_rate) is the data (resp. ack) message 
transmission rate, ack_delay_rate is the inverse of the stochastic delay added 
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by the pump to the transmission of the acks to Low, and timeout_rate is the 
inverse of the maximum amount of time that the pump waits for an expected 
ack. 

The fEmilia specification of the NRL Pump then proceeds with the definition 
of the AETs. Below we report only the definition of the main thread type: 

ARCH I _ELEM_TYPES 

ELEM_TYPE MT_Type(const rate data_trans_rate, const weight valid_prob) 
BEHAVIOR MT_Beh(void; void) = 

<receive_conn_request, _>. 
choice { 

<conn_is_valid, inf (1, valid_prob)>.<wakeup_tht, inf>. 

<send_conn_valid, data_trans_rate>.MT_Beh(), 
<connjnot_valid, inf (1, 1 — valid_prob)>. 

<send_conn_reject, data_trans_rate>.MT_Beh() 

} 

INPUT_INTERACTIONS UNI receive_conn_request 
OUTPUT_INTERACTIONS UNI wakeup.tht; 

send_conn_valid; 
send_conn_re j ect 



The behavior of the main thread type is described through a single defining 
equation, which is built out of actions, action prefixes, choices, and behavior 
invocations, with every action being formed by an action name and an action 
rate expressing the inverse of the average duration of the action. The main 
thread monitors the port of the pump to which Low sends connection request 
messages, which is expressed through a passive action (rate _), then reacts to 
the reception of a connection request by verifying the validity of the received 
request. In order not to have to introduce a definition of the pump adminis- 
trator, the reaction is abstractedly modeled by means of a choice between two 
immediate actions (rate inf) and their associated weights based on valid_prob, 
which expresses the probability of receiving a valid request. More precisely, in 
response to a request, either the main thread activates the trusted high thread 
and sends back a connection valid message with probability validjprob, or it 
sends back a connection reject message with probability 1 — valicLprob. While 
the communication with the components outside the pump is assumed to take 
an exponentially distributed time, characterized by data_trans_rate, the com- 
munication delay within the pump is assumed to be negligible, hence the time to 
wake up the trusted high thread is approximated through an infinite rate. The 
definition of the main thread type is concluded with the declaration of some of 
the action names occurring in its behavior as being input or output interactions, 
which act as the interfaces of the main thread with the other components of the 
system. 

Finally, the fEmilia specification of the NRL Pump contains the description 
of the system topology, in accordance with Fig. 1. Besides the declaration of all 
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the instances of the AETs, below we show only the attachments involving the 
interactions of the main thread instance: 

ARCHI _T0P0L0GY 

ARCHI_ELEM_INSTANCES 

LW : LW_Type(conn_gen_rate, data_trans_rate); 

MT : MT_Type(data_trans_rate, valid_prob); 

THT : THT_Type(conn_init_rate, timeout-rate); 

TLT : TLT_Type(data_trans_rate, ack_trans_rate, ack_delay_rate); 

B : Buf f er_Type(buf f er_capacity); 

HC : High_Channel_Type(data_trans_rate, ack_trans_rate); 

HW : HW_Type() 

ARCHI_INTERACTIONS 
ARCH I -ATTACHMENTS 

FROM LW.send-low-Conn-request TO MT.receive-Conn_request; 

FROM MT.wakeupjtht TO HW.receive_high_wakeup; 

FROM MT.send_conn_valid TO LW.receive_conn_valid; 

FROM MT.send_conn_reject TO LW.receive_conn_reject; 



END 

4 Integrating Security and Performance Analyses 

In this section we illustrate the use of our methodology by assessing the existence, 
the bandwidth, and the relation with QoS of an unavoidable covert channel in 
the NRL Pump. For the sake of simplicity, since the amount of data sent from 
Low to High does not alter the kind of communications between Low and High 
through the NRL Pump, we considered a system configuration where Low tries 
to establish a connection during which a single message is sent to High. After 
the transmission of the message either the connection is correctly closed or it is 
aborted by the pump. As a consequence, we assume that the pump buffer has 
capacity n = 1. The results we obtained are summarized as follows: 

— The noninterference-based security analysis reveals the existence of a covert 
channel caused by a connect/disconnect strategy. Diagnostic information is 
also provided to detect the functional behavior of the NRL Pump that is 
responsible for the information leakage. 

— Two metrics that are strictly related to the connect/disconnect strategy are 
evaluated. The result of this analysis is an estimation of the covert channel 
bandwidth and its relation with the NRL Pump configuration parameters. 

In the following, we describe the noninterference property we checked and we 
formally show that the success/failure of a connection can be coded into a 1- 
bit value. Then, we specify some important assumptions that we made about 
the network scenario and the temporal behavior of the pump. Based on such as- 
sumptions and on the nature of the covert channel, we measured the information 
leakage through some suitable metrics. 
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4.1 Noninterference Analysis 

The application of formal methods to the analysis of security properties (see, 
e.g., [Mea03] and the references therein) is a well-established approach accepted 
by the security community. In particular, we employ a technique based on the 
idea of nondeterministic noninterference [GM82] . Basically, supposing that low- 
security level users observe public operations only and high-security level users 
perform confidential operations only, an interference from High to Low occurs if 
what High can do is reflected in what Low can observe. The security check we 
apply verifies whether the Low view of the system behavior in the absence of High 
interferences is the same as that observed when High interacts with the system 
(see the Strong Nondeterministic Noninterference property of [FG95]). Formally, 
we divide actions into high-level and low-level actions, denoted High and Low, 
respectively, depending on the nature of the activities they represent. Then, from 
the functional model of a system P we derive two models that express the Low 
views specified above. On the one hand, the view of P without High operations, 
denoted P\High, is obtained by preventing P from executing high-level actions. 
On the other hand, the low-level view of P with High interactions, denoted 
P/ High, is obtained by turning all the high-level actions into invisible actions, 
since Low is not expected to observe them. Finally, the models we obtain are 
compared through equivalence checking. To this aim, the notion of equivalence 
relation we consider is the weak bisimulation equivalence [Mil89] , which captures 
the ability of two processes to simulate each other behaviors up to invisible 
actions. If the equivalence check is satisfied, then Low cannot infer the behavior 
of High by observing the public view of the system, that means the system does 
not leak information from High to Low. The security analyzer of TwoTowers 4.0 
allows the software architect to describe in an auxiliary specification file which 
actions belong to High and which belong to Low . All the other actions are simply 
disregarded by turning them into invisible actions. 

As far as the NRL Pump is concerned, the low-level view of the system 
is represented by the communication interface between the Low wrapper and 
the pump, which interact through low-level actions. Analogously, all the ac- 
tions modeling communications between the High wrapper and the pump are 
high-level actions. All the actions modeling communications among the internal 
components of the pump (like, e.g., the synchronizations between MT and THT, 
or between TLT and the buffer) are internal activities of the NRL Pump, which 
cannot be seen by an external observer. Therefore, as far as the security check 
is concerned, it is reasonable to assume that they are invisible. 

Then, the security analyzer of TwoTowers 4.0 derives the models to be com- 
pared from the functional model of the fEmilia specification of the NRL Pump, 
which we call NRL_Pump_Type\ffig/i and NRL_Pump_Type/ffig/i, and performs the 
weak bisimulation equivalence check. The obtained result is that they cannot 
be weakly bisimulation equivalent. The distinguishing modal logic formula re- 
turned by TwoTowers 4.0 intuitively shows what follows: NRL_Pump_Type\ffig/i 
aborts all the connections (each connection terminates with the occurrence of 
the low-level action modeling the transmission of a connection exit message), 
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while NRL_Pump_Type/ffig/i is able to close connections between Low and High 
(a connection may terminate with the occurrence of the low-level action model- 
ing the transmission of a connection close message). The related covert channel 
is caused by the notification feedback from the pump to Low. Indeed, if we pre- 
vent Low from observing the result of each connection (by hiding the low-level 
actions modeling the connection close/exit message) we obtain that the system 
turns out to be secure. That means the covert channel described above is the 
unique nondeterministic information leakage that occurs in the NRL Pump. 



4.2 Performance Analysis 



By following the second step of our methodology, the bandwidth of an unavoid- 
able covert channel revealed by the security analysis is measured by evaluating 
some relevant efficiency measures. For this purpose, action durations are taken 
into consideration. In particular, in the case of the fEmilia specification of the 
NRL Pump, in Sect. 3.1 we have shown that some delays, such as timeouts 
and transmission times, are modeled as stochastic random variables governed by 
exponential distributions. Thus, the stochastic model we obtain is a continuous- 
time Markov chain. To derive performance measures of interest, such Markov 
chain can be analyzed by the performance evaluator of Two Towers 4.0 through 
standard numerical techniques. To this aim, the user describes in an auxiliary 
specification file the rewards to be attached to specific actions of the fEmilia 
description. These rewards are then exploited to compute reward-based metrics, 
such as throughput and utilization measures. 

As far as the NRL Pump is concerned, the security check revealed that the 
unique information leakage from High to Low is given by the occurrence of a 
connection exit event (in case High is absent) with respect to the occurrence 
of either a connection exit event or a connection close event (in case High is 
present). Hence, the number of connections that can be closed/aborted because 
of the behavior of High represents an estimate of how many bits High can pass to 
Low in a certain period. Formally, such an estimate is obtained by measuring the 
throughput of the low-level actions modeling the transmission of the connection 
close and the connection exit messages that are observed by Low. 

Before showing the analysis results, we explain some assumptions about the 
timing of the actions occurring in the fEmilia specification of the NRL Pump. 
All the delays are exponentially distributed with a certain rate expressed in 
sec -1 . The data (resp. ack) transmission rate and the round-trip propagation 
rate experienced during the connection setup phase between the pump and High 
are S (resp. k) and 77. We assume that the pump uses two 64 Kbps full-duplex 
lines and the (mean) length of data (resp. ack) messages is 512 (resp. 49) bits, 
so that S = 125 (resp. k = 1306.12) and ij = 62.5. The connection request 
generation rate 7 varies in the range [1,1000], i.e. from one request per sec 
to one request per ms. The rate of the stochastic delay added by the pump 
before sending the ack to Low is 9. We assume such a delay to be equal to the 
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Fig. 2. Throughput of closed/aborted connections with and without High 



transmission time of three ack messages 3 , so that 9 = 435.37. The timeout delay 
used by the pump when waiting for the ack from High varies from 200 to 10 ms. 
Therefore, the corresponding rate, denoted /j, varies in the range [5, 100]. Finally, 
for each connection request we abstract from the configuration file look-up and 
we assume that each incoming request is valid with probability p = 0.99. 

Fig. 2 reports the number of connection close/exit messages observed per sec 
in the case p = 57.04, corresponding to double the average time needed to send 
a data message and to receive the related ack (i.e., about 17 ms). Fig. 2(a) refers 
to the scenario in which High correctly executes the protocol. Therefore, most 
connections are normally closed, while aborted connections can occur because of 
the expiration of the timeout set by the pump. Fig. 2(b) refers to the scenario in 
which High is absent, i.e. all the connections abort. For both scenarios, we have 
that as the connection request rate 7 increases, the number of closed/aborted 
connections increases as well. Note that abortions occur in both figures inde- 
pendently of the behavior of High. As a consequence, a connection exit message 
cannot reveal the presence/absence of High. Instead, Low deduces the presence of 
High if a connection is correctly closed, which is an event that occurs in Fig. 2(a) 
only. In particular, from Fig. 2(a) we derive that High succeeds in leaking its 
presence to Low up to 13 times per sec. Finally, note that the difference between 
the curve of Fig. 2(b) and the corresponding curve of Fig. 2(a) shows that the 
number of aborted connections observed per sec is appreciably altered by the 

3 This is long enough to hide the fluctuations of the transmission delays of the ack 
messages propagating from High to the pump. 
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Fig. 3. Throughput of closed/aborted connections for different scenarios 



absence of High. That means Low can deduce the presence of High by simply 
measuring the number of connection exit messages received per sec. 

The number of connections that abort because of the timeout expiration can 
be limited by increasing the timeout duration. In Fig. 3(a) we show the tradeoff 
between the timeout duration and the pump throughput in terms of number of 
connections served per sec. In particular, we consider a scenario where both Low 
and High correctly execute the protocol, 7 = 20 (corresponding to a connection 
request every 50 ms), and the timeout duration varies in the interval [10, 200] ms 
(i.e., varies from 100 to 5). The curves show that as the timeout duration in- 
creases, the number of connection exit messages tends to zero, while the number 
of connection close messages rises up to 9 per sec. The most interesting result is 
that in the limiting scenario where the timeout expires after 200 ms, it is very 
likely that an ack sent by High arrives before the expiration of the timeout. In 
such a case, since an aborted connection does not occur because of the timeout 
expiration, High may exploit the connection exit message to leak a bit to Low. 
Indeed, the timeout is long enough to assure that its expiration is caused by 
a misbehavior of High. In other words, each connection really leaks a bit from 
High to Low (e.g., 0 if it succeeds and 1 if it fails). In order to measure the 
bandwidth of such a 1-bit covert channel, we consider a limiting scenario where 
7 = 200 (corresponding to a connection request every 5 ms), p. = 5 (i.e., the 
timeout duration is 200 ms) , and High alternatively completes and blocks (with 
equal probabilities) the connections in order to express a sequence of bits to be 
sent to Low. In this case, we obtain that about 3.14 connections are closed and 
3.42 connections are aborted per sec, that means about 6 bits per sec are leaked 
from High to Low. 

In general, the pump designer can quantitatively assess the relation between 
the amount of bits leaked from High to Low and the value of each configuration 
parameter that influences the QoS delivered by the pump. In particular, we have 
seen that covert channel bandwidth and pump throughput (in terms of number 
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of connections served per sec) are directly proportional. A strategy to reduce 
the covert channel bandwidth consists of enforcing a minimum delay to elapse 
between subsequent connection establishments. Consider, e.g., the addition of 
an extra delay, exponentially distributed with rate A, after the abortion of a 
connection and before its reestablishment. Then, let us evaluate the effect of this 
extra delay by considering the same limiting scenario as above (i.e., 7 = 200, /. 1 = 
5, and High tries to alternatively abort and complete a sequence of connections). 
The formal verification of the NRL Pump in such a scenario produces the results 
depicted in Fig. 3(b), which are obtained by varying the extra delay from 500 
to 10 ms (i.e., A € [2, 100]). Note that as the artificial delay increases, the total 
number of closed/aborted connections per sec decreases from the upper bound of 
about 6 per sec to a lower bound of about 2 per sec. As a consequence, since each 
connection leaks a bit, we have that the covert channel bandwidth decreases, in 
spite of a reduction of the QoS in terms of requests served per sec. In practice, 
a tradeoff exists between the robustness against the 1-bit covert channel and 
the QoS delivered by the NRL Pump. To reduce the unfavorable impact of the 
proposed strategy on the QoS, which could be unacceptably burdensome, the 
pump should carefully activate the extra delay, e.g. only in the case of frequent 
abortions, which are an evidence of the misbehavior of High. 



5 Conclusion 



In this paper we have presented an integrated methodology - implemented 
through the fEmilia/TwoTowers technology - that combines noninterference 
analysis and performance evaluation in order to trade QoS with covert chan- 
nel bandwidth. 

On the one hand, the need for both qualitative and quantitative security 
assessment stems from the fact that real systems like the NRL Pump suffer from 
unavoidable information leaks, which have to be quantified in order to estimate 
the degree of system security. On the other hand, performance evaluation allows 
for a quantitative estimation of the efficiency (and the impact on the QoS) of 
the securing strategies implemented to reduce the covert channel bandwidth. 

In general, the application of such a methodology can represent an effective 
support to validating the security guarantees of real systems while preserving the 
expected QoS. For instance, audio/video applications based on real-time chan- 
nels require both critical QoS constraints and privacy guarantees. Such applica- 
tions often offer customized security (choice of the authentication and privacy 
methods, tolerance to replay attacks, use of caching and prefetching strategies) 
to achieve a customized tradeoff between security and performance, which can 
be formally analyzed and supported by the use of our methodology. 

As a future work, it would be interesting to extend the methodology to 
consider not only nondeterministic covert channels, but also interferences caused, 
e.g., by possible probabilistic aspects of the system behavior [ABG03]. 
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Abstract. The assessment of the dependability properties of a system (depend- 
ability benchmarking) is a critical step when choosing among similar compo- 
nents/products. This paper presents a proposal for the benchmarking of the de- 
pendability properties of web-servers. Our benchmark is composed of the three 
key components: measures, workload, and faultload. We use the SPECWeb99 
benchmark as starting point, adopting the workload and performance measures 
from this performance benchmark, and we added the faultload and new meas- 
ures related to dependability. We illustrate the use of the proposed benchmark 
through a case-study involving two widely used web servers (Apache and 
Abyss) running on top of three different operating systems. The faultloads used 
encompass software faults, hardware faults and network faults. We show that 
by using the proposed dependability benchmark it is possible to observe clear 
differences regarding dependability properties of the web-servers. 



1 Introduction 

The term dependability translates to the quality by which a system can be relied on. 
This includes attributes such as availability, reliability, safety, integrity, etc. The rela- 
tive importance of each attribute is dependent on the nature of the system considered. 
Dependability benchmarking is a process by which the dependability attributes of a 
system are assessed. The evaluation of the dependability properties of a computer 
system or component is a critical step when choosing among similar products. How- 
ever, assessing system dependability is a very difficult problem as it is dependent on 
the fault probability, which in turn is dependent on many factors, either internal to the 
system (hardware and software) or external (environment or human made). 

Dependability assessment has been addressed by using both model-based and 
measurement-based techniques. The former include analytical [1] and simulation [2] 
techniques. Measurement-based techniques include field measurement [3], fault injec- 
tion [4] and robustness testing [5], just to mention a few examples. 

Most of these dependability assessment techniques have been developed for mis- 
sion-critical systems or for the business-critical area, and thus make assumptions 
about design or operating environment that affect their direct porting to more main- 
stream computing systems. The goal of dependability benchmarking is thus to provide 
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generic ways of characterizing the behavior of components and computer systems in 
the presence of faults, allowing for the quantification of dependability measures. 

Following the well-established philosophy used in the performance benchmark 
world, the dependability benchmarking proposals are mainly inspired on measure- 
ment-based techniques. However, beyond existing techniques, such as fault injection 
and robustness testing, dependability benchmarking must provide a uniform, repeat- 
able and cost-effective way of performing this evaluation, especially for comparative 
evaluation of competing or alternative systems and/or components. 

A dependability benchmark can then be defined as a specification of a standard 
procedure to assess dependability related measures of a computer system or computer 
component. The main components of the dependability benchmark are [6]: 

- Workload: represents the work the system must do during the benchmark run. 

- Faultload: represents a set of faults and stressful conditions that emulate real faults 
experienced in the field. 

- Measures: characterize the performance and dependability of the system under 
benchmark in the presence of the faultload when executing the workload. 

- Experimental setup and benchmark procedure: describes the setup required to 
run the benchmark and the set of procedures and rules that must be followed during 
the benchmark execution. 

This paper proposes a dependability benchmark for web-servers (the WEB-DB) 
with emphasis on the reliability, availability (readiness and service continuity) and 
integrity (non-occurrence of invalid information) attributes. To our knowledge, this is 
the first proposal of a dependability benchmark for this important class of systems. 

The paper is organized as follows. Next section describes the related work. Section 
3 presents the Web-DB dependability benchmark. Section 4 describes an example of 
the use of Web-DB to benchmark dependability aspects of the Apache and Abyss web 
servers. Section 5 concludes the paper. 



2 Related Work 

The idea of dependability benchmarking has become popular the last few years and is 
currently the subject of intense research, having already led to the proposal of several 
dependability benchmarks for several different application domains. 

In [7] it is proposed a dependability benchmark for transactional systems - the 
DBench-OLTP dependability benchmark. This benchmark specifies the measures and 
all the steps required to evaluate both the performance and key dependability features 
of OLTP systems. A dependability benchmark for transactional systems considering a 
faultload based on hardware faults is proposed by [8]. 

A dependability benchmark for operating systems is proposed by [9], The goal of 
this benchmark is to characterize qualitatively and quantitatively the OS behavior in 
the presence of faults and to evaluate performance-related measures in the presence of 
faults. The results of a research work on the practical characterization of operating 
systems (OS) behavior in the presence of software faults in OS components, such as 
faulty device drivers, is presented in [10]. 

Research work developed at Berkeley University has lead to the recent proposal of 
a dependability benchmark to assess human-assisted recovery processes [11]. 
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The work carried out in the context of the Special Interest Group on Dependability 
Benchmarking (SIGDeB), created by the IFIP WG 10.4, has resulted in a set of stan- 
dardized availability classes to benchmark database and transactional servers [12]. 

Recent work at Sun Microsystems defined a high-level framework [13] dedicated 
specifically to availability benchmarking. Within this framework, two specific 
benchmarks have been developed. One of them [14] addresses specific aspects of a 
system's robustness on handling maintenance events such as the replacement of a 
failed hardware component or the installation of software patch. The other benchmark 
is related to system recovery [15], 

At IBM, the Autonomic Computing initiative (see http://www.ibm.com/autonomic) 
is also developing benchmarks to quantify a system's level of autonomic capability, 
addressing four main spaces of IBM's self-management: self-configuration, self- 
healing, self-optimization, and self-protection [16]. 



3 Measuring Dependability of Web-Servers: 

A Benchmark Proposal 

A typical web environment consists on several clients performing their commands via 
a web-browser connected to the web-server through the Internet. In a simplified ap- 
proach, the server is composed by three main components: the hardware platform, the 
operating system, and the web-server. 

The WEB-DB dependability benchmark proposed in this paper uses the basic ex- 
perimental setup, the workload, and the performance measures specified in the 
SPECWeb99 benchmark [17]. The following subsections present the WEB-DB de- 
pendability benchmark, with particular emphasis on the new components. 



3.1 Experimental Setup and Benchmark Procedure 

Figure 1 presents the key elements of the experimental setup required to run the 
WEB-DB dependability benchmark. The key elements are the System Under 
Benchmarking (SUB) and the Benchmark Management System (BMS). 




Fig. 1 . Experimental setup overview 



The SUB consists on a web-server installation, including all hardware and software 
necessary to run the web-server. From the benchmark point-of-view, the SUB is the 
set of processing units needed to run the workload. It is important to note that the 
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SUB is larger than (and includes) the component directly targeted by the benchmark 
(named Benchmark Target - BT), which is the web-server. 

The BMS is a set of tools that control all aspects of the benchmark experiments. Its 
key functionalities are: submission of the workload, coordination and synchronization 
of the several components involved in the experiments, and collection of the raw data 
needed to produce the benchmark measures (measures are computed afterwards by 
analyzing the information collected during the benchmark run). 

The execution of the WEB-DB benchmark includes two main phases: 

- Phase 1: this phase corresponds to the execution of the SPECWeb99 performance 
benchmark (see [17]), and is used to determine the baseline performance of the 
SUB. The baseline performance corresponds to the performance attainable by the 
SUB in normal operation conditions (that is, without artificial faults) but with the 
BMS tools running. A key notion implied here is that the BMS is considered as 
part of the workload submitted to the SUB. A second result of this phase is a 
measure of the intrusiveness of the BMS which is directly given by the difference 
of the performance of the SUB with and without the BMS. Note that, the execution 
of the SPECWeb99 benchmark includes 3 runs and the results reported are the av- 
erage of the results from those runs. 

- Phase 2: in this phase the workload is run in the presence of the l'aultload to meas- 
ure the impact of faults on the SUB to evaluate specific aspects of the target system 
dependability. As in phase 1, this phase includes 3 runs and the results reported 
represent the average of the results from those runs. During each run, all faults de- 
fined in the faultload are applied. 

As shown in Figure 2, each run is made of several injection slots. An injection slot 
can be defined as a measurement interval during which the workload is run and some 
faults from the faultload are injected. The execution profile of each injection slot is 
closely related to the class of the faults to be injected. 




S lot 1 S lot 2 S lot 2 S lot N 



Fig. 2. Benchmark execution profile 



3.2 Workload 

The WEB-DB dependability benchmark adopts the workload of the well-established 
SPECWeb99 performance benchmark [17]. This workload represents typical requests 
submitted to real web-servers. Its definition was based on the analysis of web-based 
services in several real web-sites (see [17] for more details). The workload is com- 
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posed of the typical operations allowed by the HTML (GET and POST operations, 
both static and dynamic). The workload also reproduces common actions such as on- 
line registration and advertisement serving. 



3.3 Measures 

The WEB-DB dependability benchmark measures are computed from the information 
collected during the benchmark run and follow the well-established measuring phi- 
losophy used in the performance benchmark world. In fact, the measures provided by 
existing performance benchmarks give relative measures of performance that can be 
used for system comparison or for system/component improvement and tuning. It is 
well known that performance benchmark results do not represent an absolute measure 
of performance and cannot be used for planning capacity or to predict the actual per- 
formance of the system in field. In a similar way, the measures proposed for this first 
dependability benchmark must be understood as benchmark results that can be useful 
to characterize system dependability in a relative fashion (e.g., to compare two alter- 
native systems) or to improve/tune the system dependability. 

The WEB-DB measures are grouped into three categories: baseline performance 
measures, performance measures in presence of faults, and dependability measures. 

The baseline performance measures, inherited from the SPECWeb99 perform- 
ance benchmark, are obtained during Phase 1 and include: 

- SPEC: this is the main SPECWeb99 metric. It measures the number of simultane- 
ous conforming connections. SPEC defines conforming connection as a connection 
with an average bit rate of at least 320 kbps and less than 1% of errors. 

- THR: reports the number of operations per second (throughput). 

- RTM: represents the average time in milliseconds that the operations requested by 
the client take to complete (medium response time). 

The performance measures in the presence of faults, which represent the penalty 
in the performance of the web-server caused by the faults injected in Phase 2, include: 

- SPECf: main SPEC measure in the presence of the faultload. 

- THRf: throughput in the presence of the faultload. 

- RTMf: response time in the presence of the faultload. 

The dependability measures reported are also collected in Phase 2 and include: 

- Autonomy: this metric gives an idea about the need of external administrative 
intervention to repair the web-server. Administration intervention is needed when 
the web-server dies or stops providing useful service. This measure is computed as: 
Autonomy = (100 - (No. administrative intervention / No. faults)* 100). 

- Accuracy: reports the error rate in the presence of faults. This measure is com- 
puted as: Accuracy = 100 - (No. request with errors / No. requests)* 100. This 
measure relates to the dependability attribute of integrity. 

- Availability: represents the time the system is available to execute the workload. It 
is worth noting that in the context of the WEB-DB dependability benchmark, avail- 
ability is defined based on the service provided by the system. This way, the 
system is considered available when it is able to provide the service defined by the 
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workload. In other words, the system is not available if the clients get no answer or 
get an error. For each run in Phase 2, this measure is given as a ratio between the 
amount of time the system is available and the total duration of that run. 



3.4 Faultload 

The faultload represents a set of faults and exceptional events that emulate real faults 
experienced by web-servers in the field. A faultload can be based on three major 
classes of faults: operator faults, software faults, and hardware faults. 

The WEB-DB benchmark use two different faultloads: one based on software 
faults that emulate realistic software defects (see [18, 19]) and another based on op- 
erational faults that emulate the effects of hardware and operator faults. Of course, a 
general faultload that combines these two is also possible (and is in fact the best op- 
tion). The following subsections present and discuss the two faultloads. 

3.4.1 Faultload Based on Software Faults 

A representative faultload based on software faults is one that contains only faults that 
are representative of real program errors that elude traditional software testing tech- 
niques and are left undiscovered in software products after shipment. The results 
presented in [20, 18] identify a clear trend in the software faults that usually exist in 
available systems: a small set of well-defined fault types is responsible for a large part 
of the total software faults. Using this set of fault types as a starting point for a fault- 
load definition, in [19] a generic faultload based on software faults for dependability 
benchmarking is proposed. WEB-DB follows the guidelines defined in [19] in the 
definition of the faultload based on software faults. Table 1 presents the fault types 
that compose this faultload and reproduces the statistical information regarding the 
representativeness of the fault types according to the field data analyzed in [18]. 

To emulate the software faults of Table 1, we use an implementation of the G- 
SWFIT technique [19]. This technique emulates the software faults by reproducing 
directly at low-level code the processor instruction sequences that represent pro- 
gramming errors. The instruction sequence inserted in the target code is equivalent to 
the code that would have been generated by a compiler if the emulated defect had 
been in fact presented in the high-level source code. A library of mutations guides the 
entire process. This technique has the important advantage that does not need source 
code of the target, and provides a good accuracy in the emulation of faults. 

One important aspect is that the software faults must not be injected in the bench- 
mark target (the web-server). As the injection of software faults implies the modifica- 
tion of the target code, any conclusion drawn afterwards might not apply to the origi- 
nal BT. We use the notion of Fault Injection Target (FIT) which is a component of the 
SUB other than the BT. The best option for FIT in the WEB-DB context is the operat- 
ing system itself, as the OS is indispensable in a web-server installation, and its ser- 
vices are required for the execution of the workload. Because the OS is very large, 
specific portions of it were previously selected as prime candidates for fault injection. 
These portions correspond to the code of the API most used by typical web-servers 
when executing the SPECWeb99 workload (mostly network and file management 
API). The resulting faultloads are specific to a given OS and not of the web-server. 
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Table 1. Types of software faults considered in the faultload. The fault coverage is based on the 
field study presented in [18], which also agrees in general with another sudy from IBM pre- 
sented in [20]. 



Fault Types Fault Coverage 

Missing variable initialization 2.25 % 

Missing variable assignment using a value 2.25 % 

Missing variable assignment using an expression 3.00 % 

Missing "if (cond)" surrounding statement(s) 4.32 % 

Missing "AND EXPR" in expression used as branch condition 7.89 % 

Missing function call 8.64 % 

Missing "If (cond) { statement(s) }" 9.96 % 

Missing small and localized part of the algorithm 3.19 % 

Wrong value assigned to a value 2.44 % 

Wrong logical expression used as branch condition 3.00 % 

Wrong arithmetic expression used in parameter of function call 2.25 % 

Wrong variable used in parameter of function call 1.50 % 

Total 50.69% 



Because the implementation of a G-SWFIT injector is a complex task, the tools 
needed to inject software faults and the fault library for the different operating sys- 
tems are provided with the benchmark specification. The idea is to simply download 
the tool and use it in the benchmark environment. 



3.4.2 Faultload Based on Operational Faults 

The faultload based on operational faults comprises hardware and operator faults. The 
types of faults considered have been chosen based on a estimation of the rate of oc- 
currence, ability to emulate the effects of other types of faults, diversity of impact in 
the system, and portability. The faultload is composed by a set of faults from the types 
presented in Table 2 injected at different (and well-defined) instants. 

The injection of the types of faults considered in this faultload is quite easy when 
compared to the injection of software faults. Simple applications can be developed to 
injected the hardware and operator fauls considered. The most right column of Table 
2 presents some examples on how to introduce each type of fault in the SUB. 

Table 2. Types of environment faults considered in the faultload. 

Fault Types Fault Injection 

Represents a failure in the server network card. This fault can be easily emu- 
lated by disabling the network interface at the operating system level. 
Represents a failure in a network connection and can be emulated by closing 
abruptly TCP sockets used to connect the web-server to the clients. 

Represents an operator/hardware fault that leads to the abrupt shutdown of the 
web-server. This fault can be emulated by killing the web-server processes at 
the operating system level. 

Represents an operator fault that leads to the abrupt reboot of the server. This 
fault can be emulated by rebooting the operating system. 



Network interface 
failure 

Network connection 
failure 

Abrupt web-server 
shutdown 

Abrupt server reboot 



3.4.3 Injection Slots Execution Profile 

After choosing the types of faults to inject and the technique to inject those faults, we 
have to define the profile for the injection of faults. As mentioned before, each execu- 
tion of the WEB-DB benchmark is made of three runs and each run comprises several 
injection slots. Figure 3 shows the execution profile for each injection slot. 
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Fig. 3. Injection slot execution profile 

In order to assure that each injection slot portraits a realistic scenario as much as 
possible, and at the same time assure that important properties such result repeatabil- 
ity and representativeness of results are met, the definition of the profile of the injec- 
tion slot has to follow several rules. The following points summarize those rules: 

- The SUB state must be explicitly restored at the beginning of each injection slot 
and the effects of the faults do not accumulate across different slots. 

- The measurement interval starts when the system achieves the maximum process- 
ing throughput, which happens after a given time running the workload (ramp-up 
time). The ramp down time at the end of each injection slot represents the time the 
SPECWeb99 workload needs to end. Note that, no faults are injected during the 
SUB ramp-up and ramp-down. Ramp-up and ramp-down are 300 seconds long. 
These values are imposed by SPECWeb99 (see [17] for details). 

- For the faultload based on software faults, faults are injected in intervals of 10 
seconds and the measurement interval has a maximum duration of 20 minutes, 
which means that several slots may be needed to inject all the faults in the fault- 
load, as the number of slots depends on the number of faults in the faultload. The 
10 seconds injection intervals have been established based on the SPECWeb99 
workload operations, which take less than one second, thus inserting each fault for 
a period of 10 seconds is enough time to activate the fault. Before injecting the 
next fault, the previous one is undone (i.e., the original code is restored). It is worth 
noting that as the fault target for software faults is the operating system code, dif- 
ferent web servers are benchmarked with exactly the same faults, and the bench- 
mark results compare the way the different web servers behave in the presence of 
an unstable/faulty operating system. 

- For the faultload based on operational faults, four injection slots are needed (i.e., 
one slot for each type of fault). Several faults from a given type are injected in each 
slot. The duration of the measurement interval is 20 minutes. The time between in- 
jections depends on the type of the faults and is the following: 20 seconds for net- 
work connection failures, 40 seconds for network card failures, 10 seconds for 
abrupt web-server shutdowns, and 10 minutes for abrupt server reboots. 

- After the injection of a fault an error diagnostic procedure has to be executed to 
evaluate the effects of the fault and to check if a recovery procedure is required (if 
an error is detected). This recovery procedure is controlled by the BMS and repre- 
sents the external intervention needed to restore the service of the web server. 
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4 Apache Versus Abyss: An Example of Dependability 
Benchmarking 

Our case-study is composed of the two web-servers: Apache (www.apache.com) and 
Abyss (www.aprelium.com/abyssws). Each web-server was installed over three dif- 
ferent operating systems: Windows 2000 (SP4), Windows XP (SP1) and Windows 
2003 Server. This resulted in a total of six different SUB configurations. It is worth 
noting that the benchmark proposal is in no way tied to a specific platform. The 
benchmark specification remains the same across different OSes and web-servers: all 
that is needed to use the benchmark on other platforms is to port the benchmark tools 
(we are currently working on a port for the Linux platform). 



4.1 Experimental Setup 



Each SUB configuration involves two computers connected via a 100 Mbps direct 
Ethernet connection. The SUB is entirely contained in one of the computers (the 
server computer). The BMS is composed of the following tools: 

- The SPECWeb client, responsible for submitting the workload to the SUB and 
collecting measurements related to performance (placed in the client computer). 

- The fault injector, responsible for all fault injection tasks. This tool is running in 
the server computer. The fault injector is also responsible for the assessment of the 
web-server process status. If the web-server process dies unexpectedly, or if it 
hangs or otherwise stops providing service, then it is restated by the fault injector. 
These events are useful to obtain the autonomy results. 

- The availability evaluator, which continuously checks if the web-server is provid- 
ing service by submitting a “GET” request and analyzing the result. 

Fig 4 represents a client-server pair. All the computers used in our experiments 
have exactly the same configuration (1.6 GHz Pentium IV, 512 Mb RAM, 7200 rpm 
IDE hard disk, 100Mbit network interface). The software configuration of the client 
computers is the same for all SUBs (the SPECWeb client and the availability evalua- 
tor running on top of Windows XP). The server computers have six different configu- 
rations (i.e., six different SUBs: three OSes and two Web servers). 
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Fig. 4. Experimental setup. 
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Because some of the BMS tools are also running on the same machine as the Web- 
server, there is a small performance penalty. To maintain our conclusions meaningful. 
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we consider that the execution of the BMS tools is part of the workload subjected to 
the SUB, i.e., we want to observe the behavior variation induced by the presence of 
faults and not by presence of the BMS tools. This means that the normal behavior of 
the SUB must be assessed with the BMS running but with no fault being injected (we 
call this the baseline performance). To that effect, our fault injector has a profile-only 
mode that executes all the tasks related to fault injection except the injection itself. 
Later, the behavior of the web-servers in presence of faults will be compared to the 
baseline performance. The workload execution with and without the BMS tools have 
shown a performance intrusion less than 4%. We obtained the maximum performance 
attainable on our hardware configuration according to two guidelines: 

- There was no specific effort towards custom performance optimization. Two fac- 
tors contribute for less than maximum performance of our setups, when comparing 
to published results for similar hardware setups: the network interface has a maxi- 
mum bandwidth of lOOMbits, and we used interpreted perl CGl-scripts instead of 
compiled scripts. 

- The maximum workload subjected to each SUB was such that the conformance (as 
defined by SPECWeb99) is 100%, which means that every connection that was 
submitted to that SUB was fulfilled in a timely fashion (see SPECWeb99 specifica- 
tions [17]). We also imposed that no errors are reported. The rationale behind the 
100% conformance and 0% errors requirements is that we are interested in observ- 
ing a 100% clean (no errors) SUB behavior. Any errors that occur during the 
benchmark experiments can then be assigned to the presence of the faultloads. 



4.2 Benchmarking Results and Discussion 

A complete benchmark experiment for a given SUB is composed of three complete 
executions for each faultload, following the SPECWeb99 style. The values for each 
benchmark measures are the average of the values obtained in each run for each 
measure. Table 3 presents results obtained for each faultload and the resulting aver- 
age. To facilitate the comparison of the behavior of the SUB with and without faults, 
we also included in table 3 the baseline performance for each SUB (row “baseline”). 

Before analyzing the results, it is important to recall that the benchmark measures 
characterize the SUB. However, the SUB is the whole server (platform + operating 
system + web server), which is larger than the component the Web-DB is meant to 
characterize (called benchmark target - BT), which is the web server. The compara- 
tive analysis of different web servers is achieved by comparing the results obtained in 
more than one SUB, where the only difference between each SUB is the BT. For 
example, we can only compare the results obtained for Apache and Abyss when each 
web-server is running on the same platform and operating system. 

Because the benchmark comprises six different measures, it is inevitable that some 
of the measures favor one of the BT, while the others measures favor others BT. Dif- 
ferent benchmark-users may intend to deploy the web-servers in different environ- 
ments. As such, the relative weight of each benchmark measure may have different 
relative weights across different benchmark users (e.g., user A may consider the avail- 
ability more important than user B). In this case-study we assumed a general-purpose 
web-server scenario and assigned equal relevance to all six benchmark measures. To 
facilitate the identification of the SUB with the best dependability results, the values 
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Table 3. Benchmark measures results. The Autonomy (AUT%), Availability (AVL%) and 
Accuracy (ACR%) are given in percentage, the Throughput in the presence of fault (THRf) is 
given in operation per second, and the Response Time in the presence of fault (RTMf) is given 
in miliseconds. The SPECf measure has the same units as SPEC. 
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more favorable are presented with a gray background. The results presented in table 3 
suggest that Apache presents better dependability properties that Abyss. Indeed, five 
out of six benchmark measures have their best values on the Apache side. For space 
reasons we cannot show the results in a form of charts, which would show the differ- 
ences between Apache and Abyss much more clearly. 

The benchmark is primarily intended for web-server comparison. However, accept- 
ing the faultloads as representative of real faults, the results can also be used to ana- 
lyze and compare the properties of the OSes or the entire SUB (OS + Web-server). If 
we focus on one server, we can obtain information regarding which operating system 
provides better dependability properties for that server. According to our results and 
taking into account both faultloads and all six measures, Windows XP seems to pro- 
vide the best platform for Apache and Windows 2003 the best for Abyss. The differ- 
ences between XP and 2003 are smaller than the differences between 2000 and any of 
the other two OSes. On the other hand, if we focus on a given operating system we 
can obtain which of the two observed web-servers provides the most dependable 
behavior. We can also extract information regarding which of the six SUB presents 
the best dependability properties: the combination Apache/XP seems to be the one 
where the service degradation caused by faults is less noticeable. 

Concerning software faults in the operating system, Apache shows a clear advan- 
tage when compared to Abyss. The only measure where Apache does not behaves 
better than Abyss is the response time in presence of faults (RTMf), in particular 
when the underlying OS is the 2003. However, all the other measures favor Apache. 

When considering the faultload of operational faults, the differences between both 
servers are not as clear as when using the faultload of software faults. Apache pre- 
sents a better overall behavior regarding Autonomy, SPECf and THRf, but Abyss is 
superior when considering Availability, Accuracy and RTMf. The benchmark user 
may weight each measure according to the operational environment where the 
web-server is to be deployed in order to better distinguish the behavior of the servers. 
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When considering both faultloads (global results), again it becomes clear the dif- 
ference between Apache and Abyss. Although Abyss is better according to Availabil- 
ity and Response Time, Apache is superior regarding all other four measures. 

The following remarks are worth noting: 

- The faultload based of software faults is the one that causes the larger number of 
process hangs and aborts leading to lower Autonomy results. This agrees with the 
idea that correctness of OS is essential to the correct behavior of the applications. 

- Abyss and Apache appear to have different internal strategies dealing with network 
mechanisms. Indeed, faults related to network (network connection failure, net- 
work interface failure) cause larger behavior differences than other fault types. The 
difference in network fault tolerance is also indirectly behind the differences be- 
tween the Availability results: when Apache dies unexpectedly, its next instance 
has some trouble restoring the listening sockets; on the other hand, Abyss can re- 
store its sockets more quickly in the same circumstances. 



4.3 Benchmarking Execution Effort 

The time involved in the execution of our benchmark for a given SUB is the sum of 
the time required for the setup procedures and the execution itself. The setup proce- 
dures are: OS and web-server installation, SPECWeb client, benchmark tools installa- 
tion, and the faultload generation. The setup and configuration of the OS + web-server 
+ tools took us less than one hour. It is not expected that other OSes and servers take 
significantly more than it took us to configure our setup. It is important to refer that 
we are interested in obtaining a basic, working web-server machine, not a customized 
specific-purpose portal; therefore the configuration procedures are relatively simple. 

The only faultload that may require a specific preparation is the faultload based on 
software faults as it is specific to each OS (see [19]). The generation of this faultload 
using G-SWFIT [18] is an automated process that requires only simple parameter 
tuning. The entire process takes less than half an hour, provided that the tools for the 
generation are available. In our case we have an implementation of the G-SWFIT 
technique for the windows family which will be available for download on the web. 

The execution of the benchmark is mainly dependent on the faultload size. Taking 
into account the three runs imposed by the SPECWeb99 rules and considering all 
slots needed to execute the complete faultload, the total benchmark execution time is 
31 hours and 45 minutes (the worst-case scenarios are the SUBs involving Windows 
XP which has a faultload of software faults of nearly 3000 faults) Adding the setup 
timing, the total time required by the benchmark is a less than one and a half day. 



5 Conclusions 

In this paper we presented a proposal for the dependability benchmarking of 
web-servers. Given the central role that web-based services play today, the existence 
of a dependability benchmark aimed at the characterization of web-servers is a valu- 
able tool when planning a web-based information system. The results of the bench- 
mark are especially useful when comparing several web-servers to decide which one 
is best suited to include in a larger information system. 
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The benchmark components were specifically designed to be representative of the 
typical web-based services: the measurements address the both user and sys- 
tem-administrator perspectives and target all the key properties of the service ex- 
pected from typical web-servers. The workload is composed of a standard widely 
accepted performance benchmark which represents the typical requests submitted to 
web-servers. The faultload addresses typical faults existing in the operational envi- 
ronment of web-servers including software, hardware, operator and network faults. A 
very important aspect of the benchmark is the fact that it was specifically designed to 
be independent from internal knowledge about the benchmark targets. 

We illustrated the use of the benchmark through a case-study involving two 
web-servers running on top of three different operating systems. The results show 
clear differences between the two web-servers and confirm that the benchmark can be 
used to differentiate the dependability properties of web-servers. This is a valuable 
help whenever there is the need to choose between several web-servers. Given the 
current industry trend to used components-off-the shelf to build larger systems, a tool 
to evaluate the dependability properties of such components is indispensable. 
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Abstract. Traditional risk analysis and assessment is based on failure-oriented 
models of the system. In contrast to this, model-based risk assessment (MBRA) 
utilizes success-oriented models describing all intended system aspects, includ- 
ing functional, operational and organisational aspects of the target. The target 
models are then used as input sources for complementary risk analysis and as- 
sessment techniques, as well as a basis for the documentation of the assessment 
results. The EU-funded CORAS project developed a tool-supported methodol- 
ogy for model-based risk analysis of security-critical systems. The methodology 
has been tried out within the telemedicine and e-commerce areas, and provided 
through a series of seven trials a sound basis for risk assessments. This paper 
gives an overview of the results with focus on how the approach can be applied 
for addressing security aspects in a safety critical application and discusses how 
the methodology can be applied as a part of a trust case development. 



1 Introduction 

It has been acknowledged that successful scientific results on dependability, such as 
availability, reliability, safety and security, of computerized systems are achieved by 
studying these systems from different yet interrelated perspectives. A major concern 
related to digital instrumentation and control (I&C) systems is how availability, safety 
and security are affected by potential new failure modes. This relates to the system 
aspects of digital I&C systems, which comprises issues such as architecture, commu- 
nications, allocation of functions, real-time processing, and distributed computing. Of 
particular importance to dependability assessment is the communication and traceabil- 
ity of the requirements on service-oriented (functional) and quality-oriented (non- 
functional) system aspects and their interrelationships [1 ]. 

Quality assurance is of basic importance to all systems involving software. In gen- 
eral, a high quality product is characterized by conformance to clearly specified and 
well-understood requirements, including those defined by the customer. Therefore, 
activities on quality assurance should involve identifying the most effective tech- 
niques and approaches to achieve high quality for both the product (the system) and 
its development process. This is due to the belief that an improved quality of the 
process will contribute positively to an improved quality of the product. 

Risk indicators for availability, reliability, safety and security factors are important 
when assessing the dependability degree of total systems involving digital I&C sub- 
systems. In order to identify risk sources (e.g., errors, faults and failures), their roles 
with regard to intentional system aspects such as system functions, component behav- 
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iours and intercommunications must be clarified. Hence, the paper’s special focus on 
model-based risk analysis and assessment. 

Traditional risk assessment is based on fault or risk models of the system. In con- 
trast to this, model-based risk assessment (MBRA) utilizes success-oriented models 
describing all intended system aspects, including functional, operational and organisa- 
tional aspects of the target. This is due to the observation that terms such as failures, 
faults and risks are meaningful only when related to the intended system aspects. The 
target models are then used as input sources for complementary risk analysis and 
assessment techniques, as well as a basis for the documentation of the assessment 
results [2-5]. 



2 The CORAS Project - Objectives and Results 

The overall objectives of the CORAS project (IST-2000-25031) “A Platform for Risk 
Analysis of Security Critical systems” were [6] : 

• to develop a practical framework for a precise, unambiguous and efficient risk 
analysis, by exploiting the synthesis of risk analysis methods with semiformal 
specification methods and computerized tools, in order to improve the risk analy- 
sis of security-critical systems; 

• to assess the applicability, usability and efficiency of the framework by extensive 
experimentation in the fields of e-commerce and telemedicine; and 

• to investigate the commercial viability of the CORAS framework and to pursue 
its exploitation within relevant market segments, while playing an influential role 
in standardisation organisations. 

The CORAS project started in 2001 and was successfully completed in 2003. The 
CORAS project was managed based on an iterative process driven by seven field 
trials within the telemedicine and e-commerce areas. The field trials were all of indus- 
trial size, and the largest involved an effort of more than 500 working hours. This 
provided a sound basis for risk assessments [7]. 

The main deliverable of the CORAS project is the CORAS framework, which is 
structured into four main parts: terminology, library, methodology and computerized 
tool. The CORAS terminology integrates terminology for security and risk analysis 
with terminology for system documentation. There are two libraries implemented as 
computerized repositories within the CORAS tool. The CORAS experience repository 
supports the security analysis process by providing general reusable experience pack- 
ages. By facilitating reuse, the repository helps the user avoid starting from scratch for 
every new analysis. Reusable experience packages contain UML-models, checklists, 
procedures and more. The assessment repository stores results from the actual secu- 
rity analysis. The start-up interface of the CORAS tool is shown in Fig. 1. 

The CORAS methodology for security risk analysis integrates aspects from partly 
complementary risk analysis techniques and state-of-the-art modelling methodology. 
The methodology applies the risk analysis techniques: Hazard and operability study 
(HazOp) [8], Fault tree analysis (FTA) [9], Failure Mode Effect and Criticality 
Analysis (FMECA) [10], Markov analysis methods (Markov) [11] and Event tree 
analysis (ETA) [9], In addition, the methodology is influenced by aspects from the 
CCTA Risk Analysis and Management methodology (CRAMM) [12], The CORAS 
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methodology employs the specification language UML [13] for three different pur- 
poses: (1) to describe the target of evaluation at the right level of abstraction; (2) to 
facilitate communication and interaction between different groups of stakeholders 
involved in a security analysis; and (3) to document security analysis results and the 
assumptions on which these results depend to support reuse and maintenance. 

The project developed its own specialization of UML providing specialized sup- 
port for security analysis. This specialization has been integrated in the "UML Profile 
for Modelling Quality of Service and Fault Tolerance Characteristics and Mecha- 
nisms" that was adopted as a recommended OMG standard in November 2003. 
[14,15]. The source-code for the CORAS tool [6] is available as open source on a 
GNU Lesser General Public License. The open source nature of the CORAS tool 
enables other developers and users to participate in its further development, by con- 
tributing bug reports, submitting new code and discussing its implementation and 
usage. Support is provided through mailing lists and discussion forums. 
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Fig. 1 . The start-up interface of the CORAS tool 



3 The CORAS Application of MBRA 

The CORAS application of model-based risk assessment, applies the standardised 
modelling technique UML to form input models to risk analysis methods that are used 
in a risk management process. This process is based on the standard AS/NZS 
4360:1999 “Risk Management” [16]. As indicated by Fig. 2, AS/NZS 4360 provides a 
sequential decomposition of the risk management process into sub-processes for con- 
text identification, risk identification, risk analysis, risk evaluation, and risk treatment. 
In addition, there are two implicit sub-processes targeting communication and consul- 
tation as well as monitoring and review running in parallel with the first five. 

The CORAS risk management process is intended to run in parallel with other risk 
management activities, such as financial risk management, project risk management, 
etc. An organisation will also normally have more than one security critical system 
under assessment. Note in particular that the acceptance criteria applied in Accept 
Risks should be evolved by combining the security critical system’s context with 
other on-going risk management activities and the available funding or other options 
available for mitigating unacceptable risks. Further, a balance should be struck be- 
tween the risks the organisation faces in one system with respect to other systems. 
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Fig. 2. The CORAS risk management process 

This will imply that the treatment options cannot be viewed in isolation. The sub- 
processes Communicate and Consult and Monitor and Review will normally have 
common procedures for the various risk management activities. Also note that 
CORAS assumes risks to be negative. The focus is on unwanted incidents in terms 
reducing the value of an asset. 

The CORAS application of MBRA can be utilized on three abstraction levels. The 
three abstraction levels are named as: “decision makers”, “entry” and “full”. The 
“decision maker layer” addresses a decision maker or a client applying the guideline. 
The “entry level” addresses projects where there is limited competence or resources 
with regard to performing risk analysis. The entry level could also be applied for 
smaller projects. The “full level” assumes the users to have a high competence and 
experience within the application of risk analysis and risk management methods. For 
each level, recommendations and guidelines are provided as well as templates, ques- 
tionnaires and supportive descriptions. 

The guideline is provided as web-based book, see Fig. 3. The left part contains the 
CORAS guideline on a selected level. The right part contains the supportive descrip- 
tions and links to templates, questionnaires and examples. One set of support is the 
tables to be filled in for documenting the results from a risk assessment, including the 
relationships between the tables. These relationships make it possible to check 
whether a result is consistent with other results from the same risk assessment. An- 
other example of support is the additional guidewords for HazOp addressing security- 
aspects. The following list of guidewords is an extended version of that suggested by 
Winther et. al. [17], and is available in the repository for reusable elements of the 
CORAS tool: unintentional (as in unintentional fabrication of mail due to virus or 
improper handling of mail attachments), deliberate (as in deliberate disclosure of 
patient records due to social manipulation), disclosure, unavailability, delay, manipu- 
lation, distortion, destruction, fabrication (imitation of authorized action), replay (of 
repudiation (of any action) and allege (claim an action) message/request, intentional 
or unintentional), 
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Fig. 3. A snapshot from the CORAS guideline for applying MBRA 



4 Experiences from the CORAS Trials 

In the following we summarize the experiences from these field trials structured in 
accordance with the five sub-processes of the CORAS risk management process, and 
in accordance with assessment criteria identified at the beginning of the project [6]. 

The CORAS application of MBRA has been applied in a trial on web-based col- 
laboration service within telecardiology in Crete. The web-based infrastructure, “We- 
bOnColl”, was developed by FORTH. When a healthcare professional at a remote 
Primary Healthcare Centre has a patient with acute chest pains, the Tele-cardiology 
service can be used to send a medical request (containing a description of the patient 
and his condition, with all necessary information, such as digital ECG, blood pressure 
values, Xray images) to a cardiologist at the hospital. The service takes the necessary 
steps to alarm the cardiologist on duty. The information is stored in a central Web- 
server, where the alarmed cardiologist can read the same information. The cardiolo- 
gist provides his advice via the same web-server. The objective of the field trial was 
firstly to provide a security assessment of the service within the Cretan healthcare 
structure that consists of a number of geographically separated healthcare centres in a 
hierarchical organisation (HYGEIAnet), and secondly to offer a process of identifica- 
tion and assessment of potential solutions. The first risk assessment of this service 
was performed in the summer of 2002. Both technical and medical providers of the 
service took part in the risk assessment, and the assessment resulted in the identifica- 
tion of 97 unwanted incidents [18]. 

The CORAS application of MBRA has also been applied in a field trial to the elec- 
tronic retail market subsystem of an e-commerce platform, developed in another 1ST 
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project [19]. The security assessment focused on the user authentication mechanism, 
the secure payment mechanism and on the use of software agents for accomplishing 
specialized purchasing tasks, offering a process for identifying and assessing potential 
solutions. 



4.1 Experiences Related to the Risk Management Process 

Sub-process 1, Identify Context: The aim of the first sub-process is to describe the 
system and its environment. In the telemedicine trial an UML sequence diagram was 
used to model and assess a typical interaction scenario. The UML sequence diagram 
is an interaction diagram that emphasizes the time ordering of messages, as displayed 
in Fig. 4. The UML use-case diagram, as displayed in Fig. 5, proved useful in the 
process of describing the important scenarios. This process was performed in coop- 
eration with both developers (technical team of FORTH) and users of the system 
(medical experts). The use of models proved useful in identifying the context of the 
system as they helped both risk assessment experts and other stakeholders to focus on 
the essential parts of the system. The identification of assets and stakeholders was 
performed in accordance with the recommendations in CRAMM [12]. 

In the e-commerce trial the same kind of modelling techniques were used as in the 
telemedicine trial. In addition a specific UML profile for risk assessment was used to 
describe more risk assessment specific documentation. For example, the results from 
a SWOT analysis (Strengths, Weaknesses, Opportunities, and Threats) analysis were 
documented by a SWOT diagram as illustrated by Fig. 6. UML component diagrams 
were employed to identify the platform environment, interfaces and architecture. The 
organisational context was described with a high level UML object diagram. A more 
detailed description of the e-commerce platform was provided using UML class dia- 
grams, and UML sequence diagrams were employed to specify the dynamic behav- 
iour. 



X X 



X X 



: Clinical 

Information System 



1: Open Collaboration Folder 



2: accessContext(SetlD) 



6: return(Context) 



3: joinRoom(SetlD) 



5: return(Context) 



4: send(Presence to Subscribed Entities) 



^0 



During the Context is 
Open the user can alsc 
Invite ollaboration, 
Lauch Conference and 
Update Collaboration 
Context. 



11: Exit Collaboration Folder 



7: findNotifications(Condition) 



8: addltemListener(ltemListener) 



9: addResourceListener(ResourceListener) 



10: addActivityListener(ActivityListener) 



12: close(Context) 



13: leaveRoom(SetlD) 



1 



14: send(No Presence to Subscribed Entities) 



Fig. 4. An UML sequence diagram from the telemedicine trial 
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Fig. 5. An UML use-case from the telemedicine trial Fig. 6. A SWOT diagram template 

Sub-process 2, Identify Risks: The aim of the risk identification is to identify the 
potential threats to assets, the vulnerabilities of these assets and document the un- 
wanted incidents. In both trials risk identification was performed using HazOp in 
order to identify possible threats for each of the identified assets and FTA to display 
the relationships between the threats. For the e-commerce trial also FMEA was em- 
ployed for the identification of threats. The UML use case diagrams used in the con- 
text identification provided a suitable high-level abstraction regarding input to the risk 
identification. This supported the identification of threats that could have effects on 
assets. For the more low-level and detailed risk identification, both UML activity 
diagrams and UML sequence diagrams provided the right level of abstraction. Some 
new threats, compared to the preliminary assessment, were discovered during the 
process. 

Sub-process 3. Analyse Risks: The aim of the risk analysis is to evaluate the fre- 
quencies and consequences of the unwanted incidents. In the telemedicine trial, FTA 
was applied in order to analyse the least understandable of the threats identified by the 
HazOp. One of the advantages of FTA, observed and remarked by all participants in 
the trial, stems from the way it in a structured manner helps the risk assessment ex- 
perts to communicate and explain the threats to participants not familiar to risk as- 
sessment like doctors. Likewise FTA helped the doctors to understand and structure 
the causes of threats and the cause combinations that lead to the appearance of the 
threats. In order to conduct a more detailed analysis of some of the identified risks, 
FMEA was performed. This was very time-consuming, but gave the opportunity for 
uncovering many interesting details about the analysed threats. For these reasons 
FMEA was used only for the most security-critical parts of a system and it seems to 
require the participation of the experts on the specific aspect that is being analysed. 

Sub-process 4. Risk Evaluation : The aim of risk evaluation is to identify the level 
of risk associated with the unwanted incidents, decide whether the level is acceptable, 
prioritise the identified risks and categorize risks into risk themes. In both trials a risk 
table was used to determine the level of risk. A risk table combines the values for 
consequence and likelihood into a description of the level of risk as suggested e.g. in 
IEC 61508 [21], as displayed in Table 1. 
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Table 1. The risk classification from IEC-61508 



Frequency/ Consequence 


Catastrophic 


Critical 


Marginal 


Negligible 


Frequent 


I 


I 


I 


II 


Probable 


1 


I 


II 


III 


Occasional 


I 


II 


III 


III 


Remote 


II 


III 


III 


IV 


Improbable 


III 


III 


IV 


IV 


Incredible 


IV 


IV 


IV 


IV 



Sub-process 5, Risk Treatment: The aim of risk treatment is to address the treat- 
ment of the identified risks and how to prevent the unacceptable risks. The procedure 
of risk treatment is to match the risk levels against the risk evaluation criteria and to 
determine which risk treatment to prioritise. In both trials the focus of risk treatment 
was to provide suggestions and communicate the possible solutions to improve the 
system according to the risk evaluation criteria. The UML models used previously in 
process for context identification and risk identification, was useful for communicat- 
ing the necessary changes to the system to the stakeholders. 



4.2 Experiences with Respect to a Set of Assessment Criteria 

In this section, the CORAS framework (CORAS for short) is evaluated according to a 
set of criteria, grouped into four categories: 

• Applicability, easiness for CORAS to address diverse types of applications 

• Effectiveness: the precision and clarity with which the RA sessions proceed 

• Performance : the effort and time required to understand and apply CORAS 

• Usability, the readiness with which the CORAS risk analysis methods and results 
can be documented and understood by stakeholders 

Applicability : CORAS has the ability to address the main security requirements for 
a system: availability, confidentiality, accountability and integrity. Specific security 
requirements were addressed by choosing the right guidewords for HazOp, so that the 
relevant threats could be identified. Moreover, for the telecardiology trial sessions the 
security requirements were classified into certain priority groups, which were used 
extensively for defining risk levels and priorities. In both the telemedicine and the e- 
commerce domains the risk analysis teams observed that all security requirements 
could be modelled and handled with the same easiness. CORAS seems to be capable 
of addressing security concerns of web-based systems in general, and there are no 
indications that CORAS lacks the ability to address security systems in general. The 
systems that were the targets of the risk assessments were handled successfully. 
CORAS includes a number of techniques and resulting models/tables, making the 
framework suitable for other cases as well. The last telemedicine trial session indi- 
cated the ability of the framework to handle unwanted incidents of different levels and 
large numbers of risks. With respect to the scalability of CORAS, however, more 
field experience is needed. 

Effectiveness : During the initial steps negation of the four security properties (dis- 
closure, manipulation, denial/delay, accountability) when identifying threats with 
HazOp and the use of security checklists were applied. This made it possible to ad- 
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dress both manifest and latent threats to the target system. Nevertheless, it is obvious 
that not all latent threats can be identified. CORAS seems to handle different kinds of 
risks due to its strong business and asset orientation. The assessment starts by consid- 
ering the enterprise level threats through SWOT and continues by exploring these 
enterprise level threats using FTA, HazOp and FMEA. CORAS covers also known 
vulnerability issues related to the target system. The experimental procedure showed 
that the models and the textual descriptions used to describe the target systems satisfy 
the purpose of the objective description of the system, being expressive and useful for 
both risk analysts and system developers with different levels of system knowledge. 
During a risk analysis session misconceptions can arise in many ways, e.g. through 
poor communication between the participants. The combination of graphical models, 
textual descriptions and guidelines for integrating risk analysis techniques ensured 
that misconceptions were avoided. The CORAS tool and the guidelines target both the 
issue of communication and the aspects of reducing possible misunderstanding related 
to how the different risk analysis methods should actually be carried out. 

Performance : As a part of sub-process 1, context identification, CORAS includes 
an “approval” activity. The purpose of this activity is both to inform the participants, 
to agree on the descriptions provided and to make sure that everyone understands the 
models provided for the risk assessment. All the analysed systems were already in 
use, so the ability of CORAS to reduce system development costs is difficult to as- 
sess. As far as the e-commerce platform is concerned, certain treatments were pro- 
posed for the maintenance of the system. One approach for treatment of identified 
risks is to redesign or reprogram certain parts of a system. This will be used to en- 
hance the systems maintainability. 

Usability : CORAS is able to communicate all aspects related to the system and the 
results of the analysis. The usage of UML was suitable in expressing the system struc- 
ture and behaviour. UML was also used to express patterns of undesirable behaviour 
as well as the relation between risks. During the telemedicine risk analysis sessions, 
the participation from medical professionals was intense and they could take part in 
the discussions related to the risk analysis of the system, either, for example, by stat- 
ing specific threats that they knew about, or thinking about their causes and conse- 
quences. Some communication problems were experienced during the trials related to 
inconsistent usage of terminology, lack of expertise in the specific technology in- 
volved and lack of familiarity with risk analysis techniques by some participants. This 
is further discussed in the next chapter. The CORAS UML Profile for model-based 
risk assessment to document results from the trial has been considered so that further 
improvement of the ability of CORAS for communicating results to the different 
stakeholders is obtained. Based on the experimental trials conducted, a conclusion is 
that CORAS contains a comprehensive documentation set and most of the parts of 
CORAS are easy to use even by a non-expert user. 

Some points that need refinement for making application of the CORAS frame- 
work easier, clearer and more efficient have been observed and are already receiving 
attention through the establishment of a CORAS user group [6] and projects applying 
the CORAS framework, among others, the SECURIS project [20]. 
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5 Applying the Framework for Security in Safety Applications 

The increased use of I&C systems, combined with the tendency to apply distributed 
networks to control or monitor safety related applications, has put focus on how to 
address the security aspects in a safety critical application. An important question is 
therefore whether the CORAS framework, targeted on security and based on AS/NZS 
4360 [16], also can be applied for addressing security aspects in a safety critical ap- 
plication as defined by IEC 61508 [21]. AS/NZS 4360 provides a generic guide for 
the establishment and implementation of the risk management process through estab- 
lishment of the context and through identification, analysis, evaluation, treatment, 
communication and monitoring of risks. The primary purpose of IEC 61508 is to 
provide a “unified approach” for all safety lifecycle activities that is “rational and 
consistent”. As such, the standard covers all lifecycle phases for system components, 
from concept through decommissioning. According to Herrmann [22], the standard 
promotes a broad range of principles, techniques and measures to achieve and assess 
functional safety: a fundamental premise being the risk-based determination of safety 
integrity levels (SILs). 

A high-level comparison of the two standards is that they provide different, but to a 
certain degree, complementary view on risk assessment. The major differences lies in 
that AS/NZS 4360 provides an “asset-driven” approach while IEC 61508 focuses on 
“functional safety”. Another fact is that IEC 61508 covers the entire system lifecycle, 
while AS/NSZ 4360 focuses on risk assessment during what would be considered to 
be the first “phases” of IEC 61508, e.g. concept, overall scope definition, hazard and 
risk analysis, overall safety requirements, and safety requirements allocation. The 
CORAS ontology presented in Fig. 7 illustrates the importance of assets during the 
risk assessment, as both threat and vulnerability are related to asset value and the asset 
itself [23], 

In Fig. 7 the concepts are drawn as classes in a simplified class diagram. The guid- 
ing words give some extra explanation about the specified relations. Starting from the 
bottom right corner one sees that the context influences the target of evaluation (TOE) 
that contains assets and has its security requirements. Security requirements lead to 
security policies which protect assets by reducing their vulnerabilities. Continuing, a 
threat may exploit the vulnerability of an asset, thereby reducing the value of the 
asset. A risk contains an unwanted incident having a certain consequence and fre- 
quency of occurring. 

In Fig. 8 we propose a safety-related ontology to reflect the fact that when using 
IEC 61508 for risk assessment, the “asset” we are focusing on safety. At a high level 
this approach seems to be valuable, however at this point the revised approach is not 
tested in practice. How the different risk assessment methods are applied may also 
differ when used in a safety assessment instead of a security assessment (as in 
CORAS). 



6 Applying MBRA for Trust Case Development 

The concept of a trust case refers to the need of providing a complete and explicit 
argument justifying trust in the computer system being used in a given application 
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Fig. 8. A safety-related ontology 



context, addressing both safety and security aspects [24], The evidence used to sup- 
port an argument about trust can be: 

• facts, e.g. demonstrating adherence to established principles, documented design 
decisions, results of performed analyses; 

• assumptions, which are used by the argument and do not require explicit justifica- 
tion (nevertheless, they can be later converted into claims and supported by further 
argumentation); 

• and sub-claims, that are developed further down by giving arguments that support 
them. 

For both safety and security it is recommended to provide the facts in parallel with 
the specification and design of the system, e.g. through risk analysis and assessment 
of the system. This is one of the characteristics of model-based risk assessment ap- 
proaches, such as the CORAS framework, as they facilitate success-failure links. The 
success-failure links are explicit in the CORAS framework by using models both as 
basis for the assessment and by using updated models for communicating risk as- 
sessment results. Examples are the use of UML use-cases for assessment and the use 
of “misuse-cases” for documenting the risk assessment and integrating the results into 
the models in use [25,26]. It also fits well with the approach to trust case development 
proposed by Gorski et.al. [24], as they apply UML to represent claim models and 
related context models of the trust case. 
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The CORAS framework is based on an assumption that different types of intercon- 
nections between models are taken care of by the modelling language itself, in this 
case UML. However, all the different UML diagrams do not have the power to de- 
scribe all inter-model structures, reflecting the resemblances, discrepancies, interrela- 
tionships and interconnections among the system’s functional, operational and struc- 
tural properties. Therefore, the inter-model structure can be viewed as an area where 
the framework has a potential for further development [27]. 



7 Conclusions 

The systems and applications targeted by the field trials were all analysed success- 
fully, and it was concluded that the CORAS framework is capable of addressing secu- 
rity concerns of similar systems. Moreover, the CORAS framework was also found to 
be general since it gives the analyst freedom to select analysis methods and modelling 
techniques depending on the target and the security issues to be analysed. By focusing 
on systems modelling prior to the assessment and by complying with standards, the 
CORAS application of MBRA is a promising approach for risk assessment of secu- 
rity-critical systems. Furthermore, the focus on the practical experiences and hence 
the applicability of the results through the trials has added a valuable quality to the 
application. The CORAS project in general and the CORAS application of MBRA in 
particular have contributed positively to the visibility of model-based risk assessment 
and thus to the disclosure of several potentials for further exploitation of various as- 
pects within this important research field. In that connection, the CORAS methodol- 
ogy’s possibilities for further improvement towards utilization in more complex archi- 
tectures, and also in other application domains, is a topic for further research. Finally, 
this paper has also discussed how the CORAS application of MBRA can be applied as 
a part of a trust case development. 
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Abstract. Safety cases embody arguments that demonstrate how safety 
properties of a system are upheld. Such cases implicitly document the 
barriers that must exist between hazards and vulnerable components of 
a system. For safety certification, it is the analysis of these barriers that 
provide confidence in the safety of the system. 

The explicit representation of hazard barriers can provide additional in- 
sight for the design and evaluation of system safety. They can be identi- 
fied in a hazard analysis to allow analysts to reflect on particular design 
choices. Barrier existence in a live system can be mapped to abstract 
barrier representations to provide both verification of barrier existence 
and a basis for quantitative measures between the predicted barrier be- 
haviour and performance of the actual barrier. This paper explores the 
first stage of this process, the binding between explicit mitigation argu- 
ments in hazard analysis and the barrier concept. Examples from the 
domains of computer-assisted detection in mammography and free route 
airspace feasibility are examined and the implications for system certifi- 
cation are considered. 



1 Introduction 

Barriers are often complex socio-technical systems: a combination of technical, 
human and organisational measures that prevent or protect against an adverse 
effect. Barriers for safety critical systems include physical representations, for 
example a mechanical guard on an electronic throttle [1], as well as beliefs, such 
as confidence in system safety based on conformance to applied standards. A no 
smoking sign is a typical example of a barrier as a complex system. Although 
the sign aims to prevent fire from cigarettes, it is not just the sign. The barrier 
includes awareness of how smoking may cause fires, awareness of the significance 
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of the sign, the sign’s visibility, training of the smokers, and its relation to other 
barrier systems such as an installed smoke alarm and sprinkler system [19]. 

Barriers embody both abstract and concrete representations of properties 
commonly argued in a safety case. Kelly et al. [11] defines a safety case as the 
document, or set of documents, presenting the argument that a system is ac- 
ceptably safe to operate in a given context. Such cases implicitly document the 
barriers that must exist between hazards and hazardous states and vulnerable 
components of a system. For certification it is the verification of these barriers 
that provide confidence in the safety of the system. However, explicit represen- 
tations of such barriers are commonly absent from safety case documentation 
and the associated arguments for compliance to particular standards. 

Explicit barrier description in hazard analysis can provide insight throughout 
the development of safety critical systems and in addition aid safety certification 
by documenting barrier development through design to implementation in a live 
system. For example if there is a hazard mitigation that an interlock 1 inhibits 
some type of behaviour, this may feature as evidence in a safety case. It should be 
possible to prove that it is in place in the live system and that its performance 
can be accessed and compared to predicted performance in the initial hazard 
analysis. 

This paper investigates the binding of explicit mitigation arguments in hazard 
analysis to the barrier concept. Identifying explicit barriers early in system devel- 
opment can allow informed decision making through design and implementation 
phases of a system’s development. The remainder of this paper is as follows. 
Section 2 describes barriers in relation to risk reduction in design and imple- 
mentation. Section 3 presents an overview of barriers in the context of hazard 
analysis. The use of explicit barriers to highlight hazard and barrier properties 
are exemplified in two case studies in Sections 4 and 5. Section 6 overviews the 
use of explicit barriers for certification. Section 7 presents conclusions. 



2 Risk Reduction and Barriers 

Risk reduction is a key factor in the design of safety critical systems and in as- 
sessment of their operational safety. It is achieved either by preventing hazards or 
by protecting against hazards. Prevention typically involves design modifications 
of the total system, including for example operating procedures. Protection in- 
volves the design of additional systems, which embody barriers that fend against 
adverse events, damage or harm [19]. Barriers represent the diverse physical and 
organisational measures that are taken to prevent a target from being affected 
by a potential hazard [10, pg 359]. A barrier is an obstacle, an obstruction, or 
a hindrance that may either (i) prevent an action from being carried out or an 
event from taking place, or (ii) prevent or lessen the impact of the consequences, 
limiting the reach of the consequences or weakening them in some way [9] . 

1 An interlock is a mechanism which ensures that potentially hazardous actions are 
only performed at times when they are safe [22]. 




How Explicit Are the Barriers to Failure in Safety Arguments? 327 



The concepts and terminology related to barriers or safety features vary 
considerably [7], for example Hollnagel [9] presents a classification of barrier 
systems based on four main categories: 

1. Material barriers physically prevent an action from being carried out or the 
consequences of a hazard from spreading. For example a fence or wall. 

2. Functional barriers impede an action from being carried out, for instance 
the use of an interlock. 

3. Symbolic barriers require an act of interpretation in order to achieve their 
purpose. For example a give way sign indicates a driver should give way but 
does not actively enforce/stop non-compliance. 

4. Immaterial barriers are not physically present or represented in the situa- 
tion, but depend on the knowledge of the user to achieve their purpose. For 
example the use of standards. 

This paper makes no commitment to the terminology of barriers and in- 
stead focuses on the presence of barriers, in whatever form, in the context of a 
hazardous event or action. The pre- and post-condition states of a hazard are 
represented by preventive and protective barriers respectively. Therefore the use 
of barriers, either for the prevention of hazards or the protection from hazardous 
effect, is considered to be part of the process of hazard analysis. 

3 Hazard Analysis and Barriers 

Hazard analysis is at the heart of any safety programme [13, pg 287]. It is a 
necessary first step before hazards can be eliminated or controlled through design 
or operational procedures. Within hazard analysis, descriptive arguments 2 are 
implicitly used to justify prevention arguments of identified hazards. 

Previous work has demonstrated that explicit mitigation arguments allow an 
analyst to reflect on the mitigations present and constitute an initial step to 
processes such as argument reuse in hazard analysis [20,21]. In addition, explicit 
arguments document the reasoning being applied in an analysis session. If such 
decisions are lost, evaluation of the analysis and certification can be problematic. 

Mitigation arguments to hazards are implicitly described in terms of bar- 
riers. Barriers against hazards may take a variety of forms for example proce- 
dures, training, human action, as well as, systems and components that prevent 
accidents or provide mitigation of consequences and constitute barriers against 
injury [14, pg A-l], 

Although a range of methods have been developed to support systematic 
hazard analysis, for example, HAZOP (Hazard and Operability Studies) [12], 
FMEA (Failure Modes and Effect Analysis) [3] and THEA (Technique for Human 
Error Assessment) [15], such methods stop short of explicitly defining barriers. 
The explicit representation of barriers is a step towards defining a semantics of 

2 Descriptive arguments can be considered as informal arguments in contrast to more 
quantitative, numeric arguments. 
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safety arguments and allows analysts to reflect on the hazards being mitigated 
and the associated implications for design and implementation of safe systems 
so that risk reduction techniques can be more effectively implemented. 

In Sections 4 and 5, two existing hazard analyses will be examined and the ex- 
plicit barriers inherent in the analysis identified. Barrier implications are drawn 
out and areas of concern for both the hazard analysis and any associated design 
are highlighted. The case studies are the proposed design of a computer-aided 
detection tool (CADT) for mammography and the feasibility of eight-state free 
route airspace. 

4 Computer-Aided Mammography Example 

The UK Breast Screening Programme is a national service that involves a number 
of screening clinics, each with two or more radiologists. Initial screening tests are 
by mammography, where one or more X-ray films (mammograms) are taken by 
a radiographer. Each mammogram is then examined for evidence of abnormality 
by two experienced radiologists [8]. A decision is then made as to whether to 
recall a patient for further tests because there is suspicion of cancer [23] . Within 
the screening process it is desirable to achieve the minimum number of false 
positives (FPs), so that fewer women are recalled for further tests unnecessarily, 
and the maximum true positive (TP) rate, so that few cancers will be missed [8]. 
Unfortunately the radiologists’ task is a difficult one because the small number 
of cancers is hidden among a large number of normal cases. Also the use of two 
experienced radiologists, for double readings , makes this process labour intensive. 

Computer-based image analysis techniques are being explored to enable a 
single radiologist to achieve performance that is equivalent or similar to that 
achieved by double readings [2,8]. Computer-aided detection systems can provide 
radiologists with a useful “second opinion” [24], The case study in this section 
involves the introduction of a CADT as an aid in screening mammograms. When 
a CADT is used, the radiologist initially views the mammogram and records a 
recall decision. The CADT marks a digitised version of the X-ray film with 
“prompts” that the radiologist should examine. The proposed procedure is that 
the radiologist records a decision before looking at the CADT prompted x-ray 
film. A final decision on a patient’s recall is then taken by the human radiologist 
based on the original decision and the examination of the marked-up X-ray. A 
summary of this process can be seen in Figure 1 (from [23]). 

A system based on the model shown in Figure 1 has been investigated to 
identify the undesirable consequences that may arise. An incorrect recall deci- 
sion resulting from a misdiagnosis of cancer is an example of such an consequence. 
The general argument for safe use involves a number of argument legs covering 
three main activities namely (i) human analysis of the X-ray, (ii) CADT analysis 
of the X-ray and (iii) the recall decision by the human, based on a review of their 
original analysis and the CADT analysis. A HAZOP [12] style analysis for the 
system was completed by a team including the authors [21]. HAZOP is described 
as a technique of imaginative anticipation of hazards and operation problems [16, 
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Fig. 1. Model for person using computerised aid for reading mammograms in breast 
screening. 



pg43] . It is a systematic technique that attempts to consider events in a system 
or process exhaustively. The output from this process was a HAZOP table sum- 
marising cause, consequence and protection relations to hazards identified in the 
proposed system (see Table 3 in Appendix A for four example HAZOP rows). 

The CADT HAZOP contained 105 HAZOP rows and 61 hazards that re- 
quired mitigation. In total 99 barriers were identified in the mitigation arguments 
of the 61 identified hazards. Typical implied barriers included human oriented 
barriers such as “staff training”, environmental conditions, for example “room 
layout”, and system components, for example “bar codes on x-rays”. The barri- 
ers were identified through the examination of the mitigation arguments present 
in the HAZOP. Each barrier was considered independent as validating true inde- 
pendence between the associated mitigation arguments is non-trivial and outside 
the scope of this paper. By examining these barriers further insight into the im- 
plications of the hazard mitigation can be derived in the context of the proposed 
system. The following sections present several views on the nature of barriers 
identified in post HAZOP analysis. However, it should be noted that these are 
not necessarily an exhaustive set of the barrier properties or implications for 
safety. 



4.1 Preventive Versus Protective Barriers 

It is common for hazard mitigations to be considered in terms of independence 
and diversity. The belief that a hazard has been mitigated may be given a higher 
level of confidence if multiple diverse arguments are present. Also the nature of 
the associated barrier in the context of the initiating hazard event is also of 
relevance. Classifying preventive and protective barriers highlights this consid- 
eration. For example if a hazard has only preventive barriers there is no fault 
tolerance in the system, as provided by protective barriers. 

In the mammography analysis there are 7 examples of protective barriers and 
92 examples of preventive barriers. Two of the protective barriers and 15 of the 
preventive barriers are unique. Therefore the majority of the barrier protection 
in this system is based on preventive barriers. This has implications for the 
fault tolerance of the system as the failure of preventive barriers may lead to a 
potentially hazardous system state not anticipated by the designers. 
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4.2 Barrier Frequency and Type 

Commonly there is not a one-to-one relation between hazards and barriers. One 
hazard may be protected against by several barriers (see Section 4.3) and one 
barrier may feature in the mitigation arguments of several hazards. A barrier 
mitigation with a number of high consequence hazards will require greater reli- 
ability as more of the system safety will be dependent on it. This is particularly 
the case if a single barrier is the only defence to a hazard (see Section 4.3). In ad- 
dition there may be cost-benefit tradeoffs between barriers. Expensive barriers, 
in terms of physical cost, time to implement and/or ongoing maintenance, that 
provide protection against a single hazard may be less desirable than alternative 
barrier solutions that provide protection from multiple hazards. Such knowledge 
can provide justification for particular design decisions. 



Table 1. Eight most common barriers in the mammography analysis 



Barrier 


Frequency 


Barrier 


Frequency 


Staff training 


23 


Good practice following 


19 


CADT reliability 


12 


Timetable enforcement 


7 


Safety culture 


6 


Bar codes on x-rays 


6 


User experience 


6 


CADT testing 


5 



Table 1 shows the eight most common barriers in the mammography analysis. 
The top two most common barriers are human oriented and together contribute 
42% of the barriers for this example. This may seem surprising considering this 
system is a technology based solution to a labour intensive process. Even in this 
computer-based system there is reliance on appropriate training in the mitigation 
of hazards. Also these human oriented barriers operate when the system is live 
and are therefore prone to performance variation and other human-error issues 
(see [17]). Technology based barriers, e.g. “CADT reliability”, “bar codes on 
x-rays” and “CADT testing”, contribute 23% of the barriers. From a total of 
17 unique barriers identified in the hazard analysis, barriers in the top eight 
represent 85% of the total barriers. Identifying the barriers that have the most 
impact can allow developers to focus their efforts. 

In addition to the occurrence of particular barriers in this case study, the 
frequency of demand of barriers significantly modifies the predicted risk. Expec- 
tations on how often a barrier will be expected to be active, and not fail, will 
determine how critical it is to the system it is protecting. However, the analysis 
material discussed in this paper does not provide details of such expectations 
and will therefore not be discussed here further. 

4.3 Barriers per Hazard 

Accidents happen because barriers fail and hazards are present. Hollnagel [9] 
observes that accidents are frequently characterised in terms of the events and 
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conditions that led to the final outcome or in terms of the barriers that have 
failed. As a consequence, redundancy is a common feature in the safety aspects 
of dependable systems. In particular, redundancy is used to prevent the failure of 
a single component causing the failure of a complete system - a so-called single- 
point failure [22, pg 132], Identifying potential single-point failures is essential 
for determining problem areas in a system’s reliability. Hazards with only single 
barriers, and in particular single preventive barriers, represent a significant threat 
to system safety. In addition, identifying multiple barriers does not necessarily 
imply greater prevention or tolerance properties. Barrier interdependence will 
compromise any diversity based arguments if combined dependability between 
barriers results in single-point failure situations. A common preventive barrier 
pair in the mammography example is the use of “staff training” and “good 
procedure following” which are clearly interrelated. 

In the mammography analysis 33 hazards are protected against by single 
barriers, 14 hazards by double barriers, 12 hazards by triple barriers and 2 
hazards by quadruple barriers. Therefore 54% of the barriers in this analysis 
suffer from potential single-point failures. Of the single-point failure barriers 5 
are protective barriers and 29 are preventive barriers. This reinforces the barrier 
bias demonstrated in Section 4.1. In this case the additional 2 protective barriers 
examples are double barriers with, the same, one protective (“bar codes on x- 
ray”) and one preventive (“good procedure following”) barrier each. In this case 
independence can be observed informally between a technology based barrier 
and a human oriented barrier. There is a need to determine such independence 
if accurate predictions of barrier performance are to be generated. 



5 Airspace Route Feasibility Example 



Eurocontrol’s European Air Traffic Management Programme requires a safety 
assessment to be performed for “all new systems and changes to existing 
systems.” [5]. Therefore a safety assessment was commissioned for the eight- 
states 3 free route airspace concept. The overriding aim of the concept was to 
obtain benefits in terms of safety, capacity, flexibility and flight efficiency by re- 
moving the constraints imposed by the fixed route structure and by optimising 
the use of more airspace [6, pg xiii] . The principal safety objective was to ensure 
that free route airspace operations are at least as safe as the current fixed route 
operations. A functional hazard assessment was completed to determine how 
safe the various functions of the system need to be in order to satisfy the safety 
policy requirements. This assessment investigated each function of the proposed 
system and identified ways in which it could fail (i.e. the hazards) [6, pg 10]. 

This hazard assessment has been examined in a similar manner to that de- 
scribed in Section 4 (see Table 4 in Appendix A for three example hazard as- 
sessment rows). Although the two cases are not directly comparable, examining 

3 Belgium, Denmark, Finland, Germany, Luxembourg, The Netherlands, Norway and 
Sweden. 
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the explicit barriers present in the airspace route provides insight into the iden- 
tification of barriers as both a design tool and possible analysis metric. Analysis 
is based on the mitigations associated with the new hazards introduced by the 
implementation of free route operations and ignores existing mitigations in the 
previous system. 

The functional hazard assessment contains 105 rows of which 69 contained 
new hazards that required mitigation. Newly identified hazards are not mitigated 
by existing mitigating factors in the system. The output of the hazard assess- 
ment was a set of safety requirements for the proposed free route environment. 
In total 128 barriers can be identified in the safety requirements. For example 
assessment 210 in Table 4 of Appendix A contains four existing mitigating fac- 
tors and four proposed barriers described as safety requirements. Other implied 
barriers in this case study include human oriented barriers such as “controller 
training”, environmental conditions, for example “airspace design”, and system 
components, for example “MTCD 4 system usage”. The following sections are 
indicative of the set of barrier properties and of their implications for safety. 

5.1 Preventive Versus Protective Barriers 

No protective barriers and 128 preventive barriers were identified in the free route 
airspace example. The majority consist of the enforcement or review of different 
operating procedures. Other barriers include controller and pilot training and 
monitoring system technology. Twenty two different preventive barriers can be 
identified as unique barrier forms. All of the barrier protection is based on pre- 
ventive barriers here, which has implications for the fault tolerance of the system. 

5.2 Barrier Frequency and Type 

Table 2 shows the eight most common barriers in the airspace analysis. The 
two barriers that appear most common in the hazard analysis are technological 
systems and together contribute 39% of the barriers. In Table 2 technological 
systems represent 48% of the total barriers and the human oriented barriers 
represent 24%. From a total of 22 unique barriers identified in the analysis, 
those in Table 2 represent 84% of all the barriers in this hazard analysis. 

Table 2. Eight most common barriers in the airspace analysis 



Barrier 


Frequency 


Barrier 


Frequency 


MONA (MONitoring Aid) system 


32 


MTCD system 


18 


Controller training 


18 


Free Route Airspace 
contingency procedures 


15 


Airspace design 


8 


Review procedures 


8 


Transfer procedure 


5 


Area Proximity Warning 
(APW) system 


4 



4 



Medium Term Conflict Detection. 
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5.3 Barriers per Hazard 

In this analysis 28 hazards are protected against by single barriers, 31 hazards 
by double barriers, 10 hazards by triple barriers and 3 hazards by quadruple 
barriers. Therefore 22% of the barriers in this analysis suffer from potential 
single-point failures. Although this is less than in the CADT for mammography 
example it represents a considerably percentage of the barriers proposed in this 
assessment. As with the CADT analysis (see Section 4), each barrier was con- 
sidered independent and determining independence between barriers is outside 
the scope of this paper. 

6 Explicit Barriers for Certification 

Storey [22] notes three typical aspects to the certification of safety-critical sys- 
tems: 

1. A demonstration that all important hazards have been identified and dealt 
with, and that the integrity of the system is appropriate for the application. 

2. Evidence of compliance with some particular standard. 

3. A rigorous argument to support the claim that the system is sufficiently safe 
and will remain so throughout its life. 

Explicit barrier definition through the development phases of a safety-critical 
system form a traceable hazard mitigation link in the associated documentation. 
Barriers identified via hazard analysis will require representation in any design 
rationale and associated safety case used to assure system safety. In addition 
whether hazard mitigations, as represented by abstract barriers in a design, are 
in fact present and functioning in a live system can be determined. Therefore 
the explicit representation of barriers highlights the hazard mitigations that are 
in place and their continuing performance. 

There is little information on final implementation and performance of the 
case studies described in this paper. However, they can be examined in the 
context of the proposed designs. This allows designers to reflect on the identified 
barriers and their influence on any future certification. 

User training as a preventive barrier has played a considerable part in the 
mitigation of hazards in both the CADT for mammography and the free route 
airspace examples. Verification that appropriately qualified staff are part of the 
human-machine system would therefore be required. This may require the in- 
troduction of additional barriers, such as qualification checking, confirmation of 
accreditation of training schemes and continuous assessment of actual perfor- 
mance. 

The majority of barriers in the free route airspace example were based on 
the development and implementation of future products, for example, the review 
and definition of good operating procedures in particularly hazardous situations 
and the deployment of proposed traffic monitoring technology. It is likely that 
these barriers would feature predominantly in any safety case based in part on 
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this hazard assessment. Verification of the existence of these procedures and their 
acceptance in the organisational structure of the domain would be required. Also 
the barriers indicating the use of the new traffic monitoring technology (MONA) 
provides a minimum level of functionality for the deployed system. Therefore the 
performance between any predicted barrier behaviour, commonly presented as 
evidence as part of a safety case, and the actual barrier behaviour in the live 
system can provide a quantitative measure of barrier reliability for certification 
purposes. 

7 Conclusions 

Barriers are important for the understanding and prevention of accidents and are 
an intrinsic part of safety-critical systems. They feature implicitly throughout a 
system’s development life-cycle. In additional to having physical presense in a 
live system, they provide a representation for safety concerns in hazard analysis, 
design decisions, safety case construction and certification. 

In this paper several views on the explicit representation of barriers have 
been presented. These aid the understanding of hazards as represented in the 
analysis of safety-critical systems. Reflecting on the choice and nature of barriers 
is an essential part of constructing more dependable systems. Two case studies 
have been examined and the implication of barriers in the context of a hazard 
analysis have been defined. The process of hazard mitigation in a design can be 
documented by considering barriers explicitly. In addition, this process provides 
a framework for a quantitative measure of barriers as part of the certification 
process. 

Analysing and defining barrier descriptions is a time consuming process which 
would be aided considerably by a barrier notation and tool support. The authors 
are currently investigating the use of the Hazard-Barrier-Target model [18] and 
the Safety Modelling Language [19] as the next step to incorporating explicit 
barriers in safety-critical system development. This is ongoing work. 
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Medium Term Conflict Detection system. 
Short Term Conflict Alert, system. 

Traffic Alert Collision Avoidance System. 
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